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	Reason for change:
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	According to the test case procedure in TS 51.010-1:

Test cases 17.x, 21.1, 21.2, 22.1, 26.5.7.1.4, 27.10-x, 27.20, 31.10, expect a call to be setup which is applicable only for MS supporting CC protocol for atleast one bearer capability. But TS 51.010-2, specifies the applicability  as  “All MS/All ME”.

Test case 33.6 also expexts a call to be setup, which is applicable only for MS supporting CC protocol for atleast one bearer capability.

But TS 51.010-2, specifies the applicability of TC 33.6  as  “MS supporting Subscription identity management”  only.
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	Test cases applicability in Table B.1 changed to “MS supporting CC protocol for at least one bearer capability” and status to "C43".

Applicability of TC 33.6 in Table B.1 is changed to “MS supporting Subscription identity management and supporting CC protocol for at least one Bearer Capability” and status "C202” is modified to add the additional PICS parameter.

	
	

	Consequences if 
(

not approved:
	A conformant MS may fail the test case.
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Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	--skip table-
	
	
	
	
	
	
	

	17.1
	Intra cell channel change
	Phase 2
	  MS supporting CC protocol for at least one bearer capability
	
	 C43
	
	

	17.2
	Inter cell handover
	Phase 2
	 MS supporting CC protocol for at least one bearer capability
	
	 C43
	
	

	--skip table-
	
	
	
	
	
	
	

	21.1
	Signal strength
	Phase 2
	 MS supporting CC protocol for at least one bearer capability
	
	 C43
	
	

	21.2
	Signal strength selectivity
	Phase 2
	 MS supporting CC protocol for at least one bearer capability
	
	 C43
	
	

	--skip table-
	
	
	
	
	
	
	

	21.9
	8PSK_MEAN_BEP Measurement for PDTCH
	R99
	MS supporting EGPRS
	
	C216
	
	

	22.1
	Transmit power control timing and confirmation, single slot
	R96
	 MS supporting CC protocol for at least one bearer capability
	
	 C43
	
	

	22.2
	Void
	
	
	
	
	
	

	--skip table-
	
	
	
	
	
	
	

	26.5.7.1.3
	Spare bits/RR/AGCH
	Phase 2
	All MS
	
	A
	
	

	26.5.7.1.4
	Spare bits/RR/Connected Mode
	Phase 2
	 MS supporting CC protocol for at least one bearer capability
	
	 C43
	
	

	26.5.7.2
	Spare bits/MM
	Phase 2
	All MS
	
	A
	
	

	--skip table-
	
	
	
	
	
	
	

	27.9
	MS recognizing the priority order of the PLMN selector list
	Phase 2
	All ME
	
	A
	
	

	27.10-1
	MS access control management Case a
	Phase 2
	 MS supporting CC protocol for at least one bearer capability
	
	 C43
	TSPC_AddInfo_Full_rate_version_1
	

	27.10-2
	MS access control management Case b
	Phase 2
	 MS supporting CC protocol for at least one bearer capability
	
	 C43
	TSPC_AddInfo_Full_rate_version_1
	

	27.10-3
	MS access control management Case c
	Phase 2
	 MS supporting CC protocol for at least one bearer capability
	
	 C43
	TSPC_AddInfo_Full_rate_version_1
	

	27.10-4
	MS access control management Case d
	Phase 2
	 MS supporting CC protocol for at least one bearer capability
	
	 C43
	TSPC_AddInfo_Full_rate_version_1
	

	27.10-5
	MS access control management Case e
	Phase 2
	 MS supporting CC protocol for at least one bearer capability
	
	 C43
	TSPC_AddInfo_Full_rate_version_1
	

	27.10-6
	MS access control management Case f
	Phase 2
	 MS supporting CC protocol for at least one bearer capability
	
	 C43
	TSPC_AddInfo_Full_rate_version_1
	

	27.10-7
	MS access control management Case g
	Phase 2
	 MS supporting CC protocol for at least one bearer capability
	
	 C43
	TSPC_AddInfo_Full_rate_version_1
	

	27.10-8
	MS access control management Case h
	Phase 2
	 MS supporting CC protocol for at least one bearer capability
	
	 C43
	TSPC_AddInfo_Full_rate_version_1
	

	27.11.1.1
	Bit/character duration during the transmission from the ME to the SIM
	Phase 2
	ME not supporting Card Application
	
	C356
	
	

	--skip table-
	
	
	
	
	
	
	

	27.19
	Phase identification
	Phase 2
	All ME
	
	C14
	
	

	27.20
	SIM presence detection
	Phase 2
	 MS supporting CC protocol for at least one bearer capability
	
	 C43
	
	

	27.21.1
	AoC not supported by SIM
	Phase 2
	ME supporting AoCC
	
	C4
	
	

	--skip table-
	
	
	
	
	
	
	

	31.9.2.4
	UnstructuredSS-Request/rejected on user busy
	Phase 2
	MS supporting USSD and supporting CC protocol for at least one Bearer Capability
	
	C140
	TSPC_AddInfo_Full_rate_version_1

TSPC_AddInfo_TeleSvc
	

	31.10
	MMI input for USSD
	Phase 2
	 MS supporting CC protocol for at least one bearer capability
	
	 C43
	
	

	31.12.1
	eMLPP Service/priority level of MO call
	R96
	MS supporting eMLPP and TS11
	
	C111
	TSPC_AddInfo_MOsvc

TSPC_Serv_TS12

TSPC_AddInfo_VGCS_Originating

TSPC_AddInfo_VBS_Originating
	

	--skip table-
	
	
	
	
	
	
	

	33.5
	Service indicator
	Phase 2
	MS supporting Service indicator
	
	C201
	
	

	33.6
	Subscription identity management
	Phase 2
	MS supporting Subscription identity management and supporting CC protocol for at least one Bearer Capability
	
	C202
	
	

	33.7
	Barring of outgoing calls
	Phase 2
	MS supporting barring of outgoing calls
	
	C9
	
	

	--skip table-
	
	
	
	
	
	
	


Table B.1a: Applicability of tests – Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	C3
	IF A.5/14 AND A.5/13 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_AoCI

	--skip table-
	
	

	C200
	IF A.5/4 THEN A ELSE N/A
	-- TSPC_Serv_SS_COLR

	C201
	IF A.2/11 THEN A ELSE N/A
	-- TSPC_Feat_ServInd

	C202
	IF A.2/14 AND A.25/26  THEN A ELSE N/A
	-- TSPC_Feat_SIM AND TSPC_Addinfo_CCprotocol_oneBC

	--skip table-
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