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42.1.2.1.10.1
Packet Uplink Assignment / Abnormal cases / Incorrect PDCH assignment

42.1.2.1.10.1.1
Conformance requirements

If the mobile station has been assigned more PDCHs than it supports according to its MS multislot class, the mobile station shall reinitiate the packet access procedure unless it has already been repeated 4 times. In that case, TBF failure has occurred.

Reference

3GPP TS 04.60 subclause 7.1.4.

42.1.2.1.10.1.2
Test purpose

To verify that the mobile station reinitiates the packet access procedure when the mobile station has been assigned more PDCHs than it supports and after 4 or 5 attempts of the packet access procedure the mobile station shall initiate TBF failure.

42.1.2.1.10.1.3
Method of test

Initial conditions

System Simulator:


1 cell supporting GPRS, CCCH combined with SDCCH.

Mobile Station:


The MS is switched off. The SIM is updated to the test cell.

Specific PICS Statements

-
Release of GPRS supported (TSPC_MS_GPRS_RELEASE)

-
GPRS Multislotclass (TSPC_Type_GPRS_Multislot_ClassX where X = 1..45)

PIXIT Statements

-

Test procedure

Convert the MS GPRS Multislot Class to number of uplink timeslot supported. 

The MS is powered up or switched on and triggered to perform a GPRS attach. An uplink TBF is established and after PACKET RESOURCE REQUEST the SS sends PACKET UPLINK ASSIGNMENT message containing more assigned PDCHs than the MS supports according to its GPRS multislot class. The MS shall reinitiate packet access procedure; this procedure shall be attempted 4 or 5 times.

Maximum duration of the test

2 minutes.

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	MS
	
	The MS is powered up or switched on and triggered to perform a GPRS attach.

	2
	MS -> SS
	CHANNEL REQUEST
	Received on RACH.

	3
	SS -> MS
	IMMEDIATE ASSIGNMENT
	Single block allocation struct. Sent on AGCH.

	4
	MS -> SS
	PACKET RESOURCE REQUEST
	Received on the single block assigned in step 3.

	5
	SS -> MS
	PACKET UPLINK ASSIGNMENT
	Assign one more Tx than the MS supported. Sent on PACCH.

	6
	SS -> MS
	PACKET DOWNLINK DUMMY CONTROL BLOCK
	Sent on the third block from the message sent in step 3. Assigning USF to the MS

	7
	
	
	The SS verifies that the MS does not send UPLINK RLC DATA BLOCKS and instead attempts packet access procedure (steps 2-4 are repeated) in total:

Four or five times if PICS ‘Release of GPRS supported’ is Release 97, 98, 99 or 4.

Four times if PICS ‘Release of GPRS supported’ is Release 5 or later

	NOTE:

After step 7 the MS may reinitiate a packet access procedure, since higher layers may request to restart the access procedure.
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