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Table A.1b: MS Feature Release Supported

	Item
	MS Feature Release Supported
	Reference
	Release
	Status
	Support
	Mnemonic
	Value

	
	
	
	
	
	
	
	Allowed
	Supported

	1
	Release of GPRS supported.
	3GPP TS 02.60

3GPP TS 22.060
	R97
	C.1b01
	
	TSPC_MS_GPRS_RELEASE
	R97, R98, R99, Release 4, Release 5,

Release 6,

Release 7,

Release 8
	

	2
	Release of AMR supported.
	3GPP TS 05.09, 3.4
	R98
	C.1b02
	
	TSPC_MS_AMR_RELEASE
	R98, R99, Release 4, Release 5,

Release 6,

Release 7,

Release 8
	

	3
	Release of EGPRS supported.
	3GPP TS 02.60

3GPP TS 22.060
	R99
	C.1b03
	
	TSPC_MS_EGPRS_RELEASE
	R99, Release 4, Release 5,

Release 6,

Release 7,

Release 8
	

	4
	Release of RRLP supported.
	3GPP TS 44.031
	R98
	C.1b04
	
	TSPC_MS_RRLP_RELEASE
	R98, R99, Release 4, Release 5,

Release 6,

Release 7,

Release 8
	

	5
	Release of Higher Layer supported.
	3GPP TS 04.08,

3GPP TS 24.008
	R97
	M
	
	TSPC_MS_HIGHER_LAYER_RELEASE
	R97, R98, R99, Release 4, Release 5,

Release 6,

Release 7,

Release 8
	

	6
	Release of Acoustic implementation supported.
	3GPP TS 26.131, 3GPP TS 26.132
	R4
	M
	
	TSPC_MS_AUDIO_RELEASE
	Release 4, Release 5,

Release 6,

Release 7,

Release 8
	

	C.1b01
	IF A.2/41 THEN M ELSE N/A
	-- TSPC_GPRS

	C.1b02
	IF A.25/79 THEN M ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3

	C.1b03
	IF A.2/42 THEN M ELSE N/A
	-- TSPC_EGPRS

	C.1b04
	IF A.2/59 OR A.2/60 THEN M ELSE N/A
	-- TSPC_A-GPS_Based OR TSPC_A-GPS_Assist


NEXT CHANGED SECTION
Supported column

The following common notations are used for the Supported column:

Y or y
test is supported by the implementation

N or n
test is not supported by the implementation

N/A, n/a or ‑ 
no answer required (allowed only if the status is N/A, directly or after evaluation of a conditional status)

Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	Rows skipped here
	
	
	
	
	
	
	

	14.18.6
	EGPRS Usable receiver input level range
	R99
	All EGPRS MS
	
	C216
	
	

	14.18.6a
	EGPRS Usable receiver input level range in EGPRS2A
	Rel-7
	All EGPRS2A MS
	
	C487
	TSPC_Type_EGPRS_32QAM_uplink
	

	14.18.7
	Incremental redundancy performance
	R99
	All EGPRS MS
	
	C216
	
	

	Rows skipped here
	
	
	
	
	
	
	

	70.13.2-4
	Network Induced Location Request Emergency Call on TCH Radio Channel for Mobiles Supporting MS-Assisted GNSS;

Sub-Test 4
	Rel-8
	All MS supporting MS-Assisted A-GPS and GANSS with GLONASS only
	
	C496-4
	
	

	70.15.1
	Location Notification


	Rel-7
	All MSs supporting MS-Based A-GANSS or MS-Assisted A-GANSS and supporting MT-LR
	
	CXXX
	
	

	70.15.2
	Location Notification/Verification – Location Allowed If No Response 
	Rel-7
	All MSs supporting MS-Based A-GANSS or MS-Assisted A-GANSS and supporting Privacy Options and MT-LR
	
	CYYY
	
	

	70.15.3
	Location Notification/Verification – Location Not Allowed If No Response
	Rel-7
	All MSs supporting MS-Based A-GANSS or MS-Assisted A-GANSS and supporting Privacy Options and MT-LR
	
	CYYY
	
	

	70.16.5.1-1
	Sensitivity Coarse Time Assistance: Sub-Test 1
	Rel-9
	All MSs supporting MS-Based A-GANSS or MS-Assisted A-GANSS with GLONASS only
	
	C497-1
	
	


NEXT CHANGED SECTION

Table B.1a: Applicability of tests – Conditions definitions
	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	Rows skipped here
	
	

	C504
	IF A.1/64 AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/53 OR A.1/55 OR A.1/54 OR A.1/182 OR A.1/183) THEN A ELSE N/A
	-- TSPC_Type_UTRAN_TDD AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND OR TSPC_TYPE_PCS_BAND OR TSPC_TYPE_GSM_700_BAND OR TSPC_TYPE_GSM_850_BAND OR TSPC_TYPE_GSM_710_BAND OR TSPC_TYPE_GSM_750_BAND OR TSPC_TYPE_T_GSM_810_BAND)

	CXXX
	IF (A.2/94 OR A.2/95) AND A.5/39 THEN A ELSE N/A
	-- (TSPC_MSB_A-GANSS OR TSPC_MSA_A-GANSS) AND TSPC_MTLR

	CYYY
	IF (A.2/94 OR A.2/95) AND A.2/61 AND A.5/39 THEN A ELSE N/A
	-- (TSPC_MSB_A-GANSS OR TSPC_MSA_A-GANSS) AND TSPC_PRIVACY AND TSPC_MTLR

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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