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	 *** First Change ***


8c.6.4
Requirements related to the SON Transfer RIM application

The rules specified in this sub-clause apply when the RIM Application Identity IE is set to "SON Transfer":

-
The RAN-INFORMATION-REQUEST PDU is used by a controlling BSS to request SON information required for a SON Transfer application in the controlling BSS and related to a single cell parented by a serving BSS. 
-
The presence of the Application Container IE is mandatory in the RIM Container IE of the RAN-INFORMATION-REQUEST PDU.

-
The RAN-INFORMATION PDU is used by a serving BSS to send SON information to a controlling BSS.

-
In the present specification, SON Transfer can be used between UTRAN and E-UTRAN, from GERAN to UTRAN, or from GERAN to E-UTRAN. The reporting cell located in the serving BSS is either an E-UTRAN cell or a UTRAN cell or a GERAN cell and shall be addressed by the corresponding cell identifier in the SON Transfer Application containers.

-
The presence of the Application Container IE is mandatory in the RIM Container IE of the RAN-INFORMATION PDU, except in the case of a RAN-INFORMATION/Initial Multiple Report PDU and of a RAN-INFORMATION/Single Report PDU, where the Application Error Container IE is included instead.

-
When multiple reports from a certain cell have been requested, the RAN-Information Send procedure shall be triggered every time the SON information for this cell is changed; the SON Transfer application shall request acknowledgements. The RAN-Information Send procedure shall be used with lower priority with respect to the MS/UE dedicated signalling.
-
The Application Container IE included in the RIM container IE of a RAN-INFORMATION/End PDU or of a RAN-INFORMATION/Stop PDU shall contain only the identity of the reporting cell.

	 *** Last Change ***


8c.6.5
Requirements related to the UTRA SI RIM application

The rules specified in this sub-clause apply when the RIM Application Identity IE is set to "UTRA System Information (UTRA SI)":

-
The RAN-INFORMATION-REQUEST PDU is used by a controlling BSS to request the UTRA system information in the controlling BSS and related to a cell parented by a serving BSS.
-
The presence of the Application Container IE is mandatory in the RIM Container IE of the RAN-INFORMATION-REQUEST PDU.

-
The RAN-INFORMATION PDU is used by a serving BSS to send the UTRA system information related to a cell, to a controlling BSS.

-
In the present specification, UTRA SI is transferred only to E-UTRAN. The reporting cell located in the serving BSS is always a cell and shall be addressed by the UTRAN Source Cell ID in the UTRA SI application containers.
-
The presence of the Application Container IE is mandatory in the RIM Container IE of the RAN-INFORMATION PDU, except in the case of a RAN-INFORMATION/Initial Multiple Report PDU and of a RAN-INFORMATION/Single Report PDU, where the Application Error Container IE may be included instead.

-
When multiple reports from a certain cell have been requested, the RAN-Information Send procedure shall be triggered every time the set of UTRA system information managed by the UTRA SI RIM application for this cell is changed; the UTRA SI application shall request acknowledgements.

-
The Application Container IE included in the RIM container IE of a RAN-INFORMATION/End PDU or of a RAN-INFORMATION/Stop PDU shall contain only the identity of the reporting cell. 
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