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1. Overall Description:

SA2 thanks the LS on PLMN and CSG whitelist handing in H(e)NB and also SA2 appreciates CT1's answer to RAN2 on the question asked to SA2 in C1-112302.
SA2 shares the same understanding as CT1. A couple of companies have expressed concerns that the connected mode mobility is not in CT1’s domain, and the impacts in the UE were not explored in SA2 particularly for UMTS, so they want to leave that discussion to RAN2.
 After SA2's further discussion of RAN2 questions and CT1 answers, SA2 also understands as follows:

When an operator uses separate PLMN ids for different RAT, (e.g. PLMN A in UTRAN and PLMN B in E-UTRAN) and the network supports interPLMN handover, inter-RAT handover to a CSG cell (in the other RAT) will be possible in Rel-9 in E-UTRAN (and in UTRAN if appropriate changes are made), if the UE reports its membership of CSG cells on ePLMN, provided that the (ePLMN_ID+CSG_ID) combination is in the whitelist. 
If SA2’s understanding is incorrect, then RAN2 can respond in order to clarify our misunderstanding.
2. Actions:

To RAN2 group.

ACTION: 
SA2 kindly asks RAN2 to take above into account.

3. Date of Next SA2 Meetings:

SA2#86

11 - 15 Jul 2011  
Naantali, Finland
SA2#87

11 - 15 Oct 2011  
Asia
