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26.9.6a.1.5
eCall Inactivity State after T3242 expires

26.9.6a.1.5.1
Conformance Requirement

1. When in state MM IDLE and service state eCALL INACTIVE, the mobile station shall:

-
not perform periodic updating;

-
not perform IMSI detach;

-
reject any requests from CM entities for MM connections except for emergency calls and calls to a non-emergency MSISDN for test and terminal reconfiguration services;

-
not perform normal location updating; and

-
not respond to paging.

2. An eCall only mobile station (as determined by information configured in USIM), shall start timer T3242 if the return to MM IDLE state is subsequent to an emergency services call and shall start timer T3243 if the return to MM IDLE state is subsequent to a call to a non-emergency MSISDN for test and terminal reconfiguration services, as described in subclause 4.4.7.

3. The mobile station shall leave eCALL INACTIVE state only when one of the following events occur:

-
if the SIM or USIM is removed, the mobile station enters the NO IMSI state;

-
if coverage is lost, the mobile station enters PLMN SEARCH state;

-
if the mobile station is deactivated (e.g. powered off) by the user: the mobile station enters the NULL state;

-
if there is a CM request for an emergency services call: the MS uses the MM and CM procedures to establish the emergency call; or 

-
if there is a CM request for a call to an HPLMN designated non-emergency MSISDN for the purpose of accessing test and terminal reconfiguration services: the mobile station attempts normal location updating. Once this is complete, further MM and CM procedures are used to establish the non-emergency call.

Reference(s)
3GPP TS 24.008 subclauses 4.2.2.9, 4.2.3, 4.4.7

26.9.6a.1.5.2
Test purpose

Verify that the eCall capable mobile equipped with USIM subscription restricted to eCall only

1.
Able to make eCall 

2.
Registers to the NW as an eCall is initiated.

3.
Remains registered on the network for a duration of T3242 following completion of an eCall.

4.
Detaches from network upon expiry of T3242.

5. Comes out of the eCall Inactive state when eCall is initiated (MS should register back to NW and then initiate eCall)

26.9.6a.1.5.3
Method of test

Initial conditions

The eCall capable MS is equipped with USIM subscription restricted to eCall only.

System Simulator

1 cell, default parameters, ciphering off

T3212 set to  252 Minutes. ATT flag set to 1 (IMSI ATTACH/DETACH shall be performed in the cell)

Mobile Station


The MS is equipped with a Test USIM containing default values except for those listed below.

	USIM field
	Contents

	EFUST
	Service n°2 Fixed Dialling Numbers (FDN) and Service n°89 eCall Data available

	EFFDN
	Display two FDNs, eCall Test Number (123456) and eCall reconfiguration number (345678)

	EFEST
	Enabled Services Table


Specific PICS statement(s)


-

Specific PIXIT statement(s)


-

Test procedure

a) MS is powered on. SS monitors to verify that MS does not attempt to register for a period of 120 seconds.

b) MS is made to initiate an eCall in accordance with manufacturer’s instructions. SS checks that MS performs registration before starting an eCall.

c) Having reached the active state, the call is cleared by the SS.  SS monitors to verify that MS remains registered for the duration of T3242 and send LAU messages every  252 mins (as T3212 timer is set to  252 minutes).

d) Upon expiry of timer T3242 the MS shall perform IMSI detach.

e) MS is made to initiate an eCall. SS checks that MS performs registration before starting an eCall.

f) Having reached the active state, the call is cleared by the SS.  

Maximum Duration of Test

12 hours 20 minutes.
Expected Sequence:

	Step
	Direction
	Message
	Comments

	1
	MS
	
	The MS is switched on.

	2
	SS
	
	The SS verifies for 120 sec that the MS does not send RACH or any other message.

	3
	MS
	
	MS is made to initiate a manual eCall 

	4
	MS->SS
	CHANNEL REQUEST
	The SS verifies that the MS sends RACH Request with "Establishment cause" set to Location updating.

	5
	SS->MS
	IMMEDIATE ASSIGNMENT
	

	6
	MS ->SS
	LOCATION UPDATING REQUEST
	"Location Updating Type" = Normal location updating/IMSI Attach.

	7
	SS->MS
	AUTHENTICATION REQUEST
	

	8
	MS -> SS
	AUTHENTICATION RESPONSE
	

	9
	SS -> MS
	LOCATION UPDATING ACCEPT
	

	10
	MS -> SS
	TMSI REALLOCATION COMPLETE
	

	11
	SS -> MS
	CHANNEL RELEASE
	

	12
	MS -> SS
	CHANNEL REQUEST
	The SS verifies that the MS sends RACH Request with “Establishment cause is emergency call establishment”

	13
	SS -> MS
	IMMEDIATE ASSIGNMENT
	

	14
	MS -> SS
	CM SERVICE REQUEST
	Message is contained in SABM. The CM service type IE indicates "emergency call establishment".

	15
	SS -> MS
	CM SERVICE REQUEST
	

	16
	MS -> SS
	EMERGENCY SETUP
	SS verifies that optional IE “Service category” should be present and bit 6 should be set to 1  and  bit 7 should be set to 0.

	17
	SS -> MS
	CALL PROCEEDING
	

	18
	SS -> MS
	ALERTING
	

	19
	SS -> MS
	ASSIGNMENT COMMAND
	

	20
	MS -> SS
	ASSIGNMENT COMPLETE
	

	21
	SS -> MS
	CONNECT
	

	22
	MS -> SS
	CONNECT ACKNOWLEDGE
	

	23
	MS
	
	Traffic channel is kept active for at least 5 seconds.

	24
	SS -> MS
	DISCONNECT
	

	25
	MS -> SS
	RELEASE
	

	26
	SS -> MS
	RELEASE COMPLETE
	

	27
	SS -> MS
	CHANNEL RELEASE
	The main signalling link is released.

	28
	SS
	
	For next 12 hours 10 mins SS verifies that

1. MS sends Location Update Request periodically every  252 minutes( 5% margin is allowed).

2. MS performs IMSI detach after timer T3242 expires (12 hours) 1% margin is allowed.

	29
	MS
	
	MS is made to initiate a manual eCall 

	30
	SS
	
	MS should perform LAU.

	31
	MS -> SS
	CHANNEL REQUEST
	The SS verifies that the MS sends RACH Request with “Establishment cause is emergency call establishment”

	32
	SS -> MS
	IMMEDIATE ASSIGNMENT
	

	33
	MS -> SS
	CM SERVICE REQUEST
	Message is contained in SABM. The CM service type IE indicates "emergency call establishment".

	34
	SS -> MS
	CM SERVICE ACCEPT
	

	35
	MS -> SS
	EMERGENCY SETUP
	SS verifies that optional IE “Service category” should be present and bit 6 should be set to 1 and  bit 7 should be set to 0.

	36
	SS -> MS
	CALL PROCEEDING
	

	37
	SS -> MS
	ALERTING
	

	38
	SS -> MS
	ASSIGNMENT COMMAND
	

	39
	MS -> SS
	ASSIGNMENT COMPLETE
	

	40
	SS -> MS
	CONNECT
	

	41
	MS -> SS
	CONNECT ACKNOWLEDGE
	

	42
	MS
	
	The TCH is connected in both directions.

	43
	SS
	
	Traffic channel is kept active for at least 5 seconds.

	44
	SS -> MS
	DISCONNECT
	

	45
	MS -> SS
	RELEASE
	

	46
	SS -> MS
	RELEASE COMPLETE
	

	47
	SS -> MS
	CHANNEL RELEASE
	The main signalling link is released.


Specific Message Contents

None
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