FULL MOCN Drafting (1/3)

PLMN IDs Per PLMN Mandatory X X
ACB Legacy: mandatory X

Per PLMN New: optional
e DSAC (FFS) FFS FFS X
EAB parameters Legacy: optional X

Per PLMN New: optional
e DSAC (FFS) FFS FFS X
GSM BA(list) Common Mandatory X
NCC Permitted Per PLMN Mandatory — Note 1 X
Inter RAT Per PLMN — Note 2 Mandatory X (reselection)
parameters

Note 1: NCC allocation rules need to be defined in TS 23.003. Some operators may use the same NCC in case there
is no sufficient NCCs available for FULL MOCN.

Note 2: 3G and LTE NCL are common right now, though these cells may not be shared among the PLMNSs sharing
the GSM cell - this need to be addressed on a Per PLMN basis
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FULL MOCN Drafting (2/3)
Parameter Transmission

Frequency per “8 .
51-multiframes” (Re)selection

PLMN IDs lor2TCs FFS X X
ACB Legacy: unchanged X
New: 1 TC. Note 3
* DSAC (FFS) FFS X
EAB parameters SI121 X
e DSAC (FFS) FFS X
GSM BA(list) Unchanged X
NCC Permitted With PLMN ID X
Inter RAT FFS X (reselection)
parameters

Note 3: An indication that there is no ACB active would be useful
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FULL MOCN Drafting (3/3)

= [ndication of Selected PLMN (PS Domain) — MS > BSS

» Length Indicator (LI) - based solution
e LI + Selected PLMN index (See Ericsson/ALU proposal)
e (ornLisi.e. one LI per PLMN? i.e. less overhead)

» Specific indication needed when Selected PLMN = Common PLMN (as per
SI3) to avoid rerouting in the BSS (vs. Rel-10 MOCN and non-FULL MOCN
MS)
=Selected PLMN Index: 5 indices

©2012 Renesas Mobile Corporation. All rights reserved. GP-120343 RRENESAS

mobile



