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First modified section 

A.4.2
Types of Mobile Stations

The supplier of the implementation shall state the support of the implementation for each of the questions concerning the types of a mobile station given in the table below.

Table A.1: Types of Mobile Stations

	Item
	Type of Mobile Station
	Ref.
	Release
	Status
	Support
	Mnemonic

	...
	....
	...
	...
	
	
	

	264
	DTM EGPRS Multislot Class 44
	3GPP TS 24.008, section10.5.1.7
	Rel-6
	O
	
	TSPC_DTM_EGPRS_Multislot_Class_44

	265
	Void
	
	
	
	
	

	266
	Void
	
	
	
	
	

	267
	Void
	
	
	
	
	

	268
	Void
	
	
	
	
	

	269
	Void
	
	
	
	
	

	270
	Void
	
	
	
	
	

	271
	Void
	
	
	
	
	

	272
	Void
	
	
	
	
	

	273
	Void
	
	
	
	
	

	274
	Void
	
	
	
	
	

	275
	Void
	
	
	
	
	

	xx1
	EFTA Alternative multislot Class 1
	3GPP TS 45.002, B.5
	Rel-9
	O
	
	TSPC_EFTA_Alt_Multislot_Class_1

	xx2
	EFTA Alternative multislot Class 2
	3GPP TS 45.002, B.5
	Rel-9
	O
	
	TSPC_EFTA_Alt_Multislot_Class_2

	xx3
	EFTA Alternative multislot Class 3
	3GPP TS 45.002, B.5
	Rel-9
	O
	
	TSPC_EFTA_Alt_Multislot_Class_3

	O.101
	At least one of these items shall be supported
	

	…
	…
	…


Next modified section 
Annex B (normative):
Applicability of the individual test

The applicability of each individual test is identified in the table B.1.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

The columns in Table B.1 have the following meaning:

Clause column

The Clause column indicates the clause number for each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Title column

The Title column indicates the title of each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Release column

The Release column indicates the earliest release from which each test case is applicable, except if otherwise stated of an individual test case. 

Applicability column

The Applicability column describes the applicability of the test in a verbal way.

Applicability Limitations column

The Applicability Limitations column describes limitations to or redundancies of the applicability of the test using the following notations:

R
redundant – the requirement in this test is verified in another test.

Ri
Reduced applicability – the test is applicable ("A") or redundant ("R") depending on the support of other optional or conditional items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

Li
Limited execution – the test is applicable ("A"). The execution may be limited depending on the support of other optional or conditional items, e.g. some tests may not be repeated for all execution counters. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table.

Status column

The following notations are used for the Status column:

A

applicable - the test is applicable.

N/A
not applicable – in the given context, the test case is not applicable.

Ci
conditional – the test is applicable ("A") or not ("N/A") depending on the support of other optional or conditional items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

Specific PICS Statements column

The Specific PICS Statements column shows PICS statements in their mnemonics form that are used in 3GPP TS 51.010-1 to specify or influence the performance or behaviour of the test.

Supported column

The following common notations are used for the Supported column:

Y or y
test is supported by the implementation

N or n
test is not supported by the implementation

N/A, n/a or ‑ 
no answer required (allowed only if the status is N/A, directly or after evaluation of a conditional status)

Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported


	…
	…
	…
	…
	…
	…
	…
	…

	58d.1.1
	EFTA / Extended Dynamic Allocation/Concurrent TBF
	Rel-9
	MS supporting EFTA
	
	C537
	
	

	58d.1.2
	EFTA / Acknowledge mode/ Concurrent TBF/ pre-emptive retransmission
	Rel-9
	MS supporting EFTA
	
	C537
	TSPC_Type_EGPRS_Multislot_Class_X (where X = 40..45)

TSPC_EFTA_Alt_Multislot_Class_X (where X= 1..3)
	

	58d.1.3
	EFTA / Concurrent TBF / PAN Polling
	Rel-9
	MS supporting both EFTA and Latency Reductions
	
	C550
	
	

	58d.1.4
	EFTA / Concurrent TBF / Polling
	Rel-9
	MS supporting EFTA
	
	C537
	
	

	58d.1.5
	EFTA/Downlink TBF/8 TS
	Rel-9
	MS supporting EFTA and EFTA alternative multislot class 3
	
	C551
	TSPC_Fast_Downlink_Freq_Switch_Cap
	

	60.1
	Inter system handover to UTRAN/From GSM/Speech/Success
	R99
	MS supporting both GSM and UTRAN
	
	C285
	TSPC_AddInfo_Full_rate_version_1; TSPC_AddInfo_Half_rate_version_1 ; TSPC_AddInfo_Full_rate_version_2 ; TSPC_AddInfo_Full_rate_version_3;

TSPC_Type_UTRAN_FDD;

TSPC_Type_UTRAN_TDD
	

	…
	…
	…
	…
	…
	…
	…
	…


Table B.1a: Applicability of tests – Conditions definitions

	…
	…
	…

	C550
	IF A.2/123 AND A.2/84 THEN A ELSE N/A
	TSPC_EFTA AND TSPC_Latency_Reductions

	C551
	IF A.2/123 AND A.1/xx3
	TSPC_EFTA AND TSPC_EFTA_Alt_Multislot_Class_3

	C552
	IF A.2/125 OR A.2/91 THEN A ELSE N/A
	-- TSPC_eCall_only_support OR TSPC_eCallOnly_Equipment

	…
	…
	…
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