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	Reason for change:
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	The scenario of DTM test case 41.5.1.1.2.2 can’t be executed correctly with UE supporting only one GSM band. Applicability doesn’t foresee that UE has to support multiple GSM bands.

	
	

	Summary of change:
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	Applicability corrected for TC 41.5.1.1.2.2
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Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	

	11.3
	Verification of non-support of services (Advice of Charge Charging (AOCC))
	Phase 2
	MS which support at least one circuit switched basic service and do not support AOCC
	
	C32
	TSPC_Addinfo_MTsvc

TSPC_Addinfo_MOsvc
	


< Skip in table>

	41.5.1.1.2.1-1
	Uplink TBF establishment with reallocation of CS resources / Successful case, test 1
	R99
	All DTM/GPRS capable MS
	
	C305
	
	

	41.5.1.1.2.1-2
	Uplink TBF establishment with reallocation of CS resources / Successful case, test 2
	R99
	All DTM/GPRS capable MS supporting singleslot allocation
	
	C310
	
	

	41.5.1.1.2.2-1
	Uplink TBF establishment with reallocation of CS resources / Abnormal case / Assignment Failure, test 1
	R99
	All DTM/GPRS capable MS and supporting simultaneous multiband operation
	
	C354
	
	

	41.5.1.1.2.2-2
	Uplink TBF establishment with reallocation of CS resources / Abnormal case / Assignment Failure, test 2
	R99
	All DTM/GPRS capable MS supporting singleslot allocation and supporting simultaneous multiband operation
	
	C355
	
	

	41.5.1.1.2.3.4
	Uplink TBF establishment with reallocation of CS resources / Abnormal case / Multislot class violation / Singleslot allocation
	R99
	All DTM/GPRS capable MS not supporting singleslot allocation in DTM/GPRS
	
	C353
	
	

	41.5.1.1.2.3.5
	Uplink TBF establishment with reallocation of CS resources / Abnormal case / Multislot class violation / Incorrect allocation
	R99
	MS supporting DTM/GPRS supporting DTM multislot Class 5 or 9 or 11
	
	C308
	
	

	41.5.1.1.3
	Uplink TBF establishment required whilst in DM / DTM not supported in cell
	R99
	All DTM/GPRS capable MS
	
	C305
	
	

	41.5.1.2.1.1-1
	Downlink TBF establishment in Ready State / Successful case
	R99
	All DTM/GPRS capable MS
	
	C305
	
	

	41.5.1.2.1.1-2
	Downlink TBF establishment in Ready State / Successful case
	R99
	All DTM/GPRS capable MS supporting singleslot allocation
	
	C310
	
	

	41.5.1.2.1.2
	Downlink TBF establishment in Ready State / Abnormal cases / No cell allocation available
	R99
	All DTM/GPRS capable MS
	
	C305
	
	

	41.5.1.2.2
	Whilst in Standby State / Packet Notification
	R99
	All DTM/GPRS capable MS
	
	C305
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