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1st Modification (wideband noise)
6.5.1.3
Essential Conformance

Test Environment
Normal

Normal BTS Conformance requirement

The test shall be performed for one TRX. In case of a multicarrier BTS the test is performed for each transmitting antenna connector.
For each static power step, the power measured in steps d) to g) of the test cases shall not exceed the limits shown in table 6.5-1 for the power level measured in step b), except where one or more of the following exceptions and minimum measurement levels applies:

1)
For a GSM 400, GSM900, GSM 850, MXM 850 or GSM 700 BTS, if the limit according to table 6.5-1 is below ‑65 dBm, a value of ‑65 dBm shall be used instead.

2)
For a DCS 1800, PCS 1900 or MXM 1900 BTS, if the limit according to table 6.5-1 is below ‑57 dBm, a value of ‑57 dBm shall be used instead.

3)
In the combined range 600 kHz to 6 MHz above and below the carrier frequency, in up to three bands of 200 kHz width centred on a frequency which is an integer multiple of 200 kHz, exceptions at up to ‑36 dBm are allowed.

4)
Above 6 MHz offset from the carrier frequency, in up to 12 bands of 200 kHz width centred on a frequency which is an integer multiple of 200 kHz, exceptions at up to ‑36 dBm are allowed.

Table 6.5-1: Continuous modulation spectrum ‑ maximum limits for BTS

	
	Power

level
	Maximum relative level (dB) at specified carrier offsets (kHz),

using specified measurement (filter)bandwidths (kHz):

	
	(dBm)
	100
	200
	250
	400
	600 to

< 1 200
	1 200 to

< 1 800
	1 800 to

< 6 000
	>6000 **

	
	as measured in step b)
	Measurement (filter)bandwidth;

30 kHz
	Measurement (filter)

bandwidth; 100 kHz

	Case 1
	( 43
	+0,5
	‑30
	‑33
	‑60*
	‑70
	‑73
	‑75
	‑80

	
	41
	+0,5
	‑30
	‑33
	‑60*
	‑68
	‑71
	‑73
	‑80

	
	39
	+0,5
	‑30
	‑33
	‑60*
	‑66
	‑69
	‑71
	‑80

	
	37
	+0,5
	‑30
	‑33
	‑60*
	‑64
	‑67
	‑69
	‑80

	
	35
	+0,5
	‑30
	‑33
	‑60*
	‑62
	‑65
	‑67
	‑80

	
	( 33
	+0,5
	‑30
	‑33
	‑60*
	‑60
	‑63
	‑65
	‑80

	*  For equipment supporting  QPSK, AQPSK, 8-PSK, 16-QAM or 32-QAM, at normal symbol rate, the requirement at these modulations is -56 dB.

** For equipment belonging to a multicarrier BTS class, the requirement also applies for the frequency offset of 6 MHz.


The requirements are specified, depending on symbol-rate and pulse-shaping filter used:

Case 1:

Normal symbol rate using linearised GMSK pulse-shaping filter and higher symbol rate using   spectrally narrow pulse shaping filter

The spectrally narrow pulse shaping filter in Case 1 and the spectrally wide pulse shaping filter in Case 2  are in this specification referred to as narrow and wide pulse shaping filter respectively. The limit values in table 6.5-1, at the listed offsets from carrier frequency (kHz), are the ratio of the measured power to the measured power in step c) for the same static power step.

Table 6.5-1 provides requirements at discrete power levels. For powers between those specified, linear interpolation should be applied.

Multicarrier BTS Conformance requirement

The test shall be performed with one carrier active for each transmitting antenna connector.
For each static power step, the power measured in steps d) to g) of the test cases shall not exceed the limits shown in table 6.5-1 for the power level measured in step b), except where one or more of the following exceptions and minimum measurement levels applies:

1)
In the combined range 600 kHz to 6 MHz above and below the carrier frequency, in up to three bands of 200 kHz width centred on a frequency which is an integer multiple of 200 kHz, exceptions at up to ‑36 dBm, ‑42 dBm and ‑50 dBm are allowed for the Wide Area, Medium Range and Local area multicarrier BTS classes, respectively.

2)
Above 6 MHz offset from the carrier frequency, in up to 12 bands of 200 kHz width centred on a frequency which is an integer multiple of 200 kHz, exceptions at up to ‑36 dBm, ‑42 dBm and ‑50 dBm are allowed for the Wide Area, Medium Range and Local area multicarrier BTS classes, respectively.

3)
The level and number of allowable exceptions up to 10MHz outside the relevant transmit band as defined in section 6.12.3 using N= 1 apply.

4)
For all frequency bands, if the limit according to table 6.5-1 is below ‑47 dBm, ‑53 dBm and ‑61 dBm, for the Wide Area, Medium Range and Local Area multicarrier BTS class, respectively, this value shall be used instead.

2nd Modification (spurious emissions)
6.6.2.6
Applicability (Release 8 and later releases GSM 400, T-GSM 810, GSM 900 and DCS 1800)

This subclause replaces subclause 6.6.2.2 for equipment belonging to a multicarrier BTS class.

This test is applicable to equipment meeting the requirements of 3GPP TS 45.005 subclauses 4.3 and 4.7.2.

6.6.2.6.1
Test Purpose

This test measures spurious emissions from the BSS transmitter antenna connectors outside the BSS relevant transmit band for the multicarrier BTS, while the carriers are in operation. It also tests the intra‑BTS intermodulation requirements for GSM 400, T-GSM810, GSM 900 and DCS 1800 outside the BTS transmit and receive bands.

6.6.2.6.2
Test Case

a)
The BSS shall be configured with the maximum number of carriers per antenna connector active at their corresponding maximum output power on all time slots. All carriers shall be distributed according to test case b) in subclause 6.12.2 throughout the maximum Base Station RF bandwidth, including the lowest and highest possible RF channels. If a carrier is designated as being a dedicated BCCH, it shall be allocated to RF channel in the middle of the maximum Base Station RF bandwidth. The maximum Base Station RF bandwidth shall include RF channel B and in a repeated test RF channel T. Slow frequency hopping shall be disabled
b)
Each transmitter antenna connector shall be connected to a spectrum analyser or selective voltmeter with the same characteristic impedance.


The detecting device shall be configured with a resolution and video bandwidth of 100 kHz. The minimum sweep time shall be at least 75 ms and the response shall be averaged over 200 sweeps.


The power shall be measured over the BSS operating receive band.

c)
Step b) shall be repeated for the following frequency band:

‑
for a T-GSM 810, GSM 900 or GSM 400 BSS, the band 1 805 – 1 880 MHz.

‑
for a T-GSM 810, DCS1800 or GSM 400 BSS, the band 921 – 960 MHz.
-
for a GSM900, DCS1800 or GSM 400 BSS, the band 851 – 866 MHz.
d)
If the manufacturer declares that the BSS is suitable for the co-siting of GSM 400, GSM900, DCS1800 and T-GSM810 BSSs the following test shall be performed:


Step b) shall be repeated for the following frequency band:

‑
for a T-GSM810, GSM900 or GSM 400 BSS suitable for co-siting with a DCS 1800 BSS, the band 1 710 – 1 785 MHz.

-
for a T-GSM810, DCS1800 or GSM 400 BSS suitable for co-siting with a GSM 900 BSS, the band 876 – 915 MHz.
-
for a GSM900, DCS1800 or GSM 400 BSS suitable for co-siting with a T-GSM810 BSS, the band 806 – 821 MHz.
-
for a T-GSM810, GSM 900 or DCS 1800 BSS suitable for co-siting with a GSM 400 BSS, the bands 450,4 – 457,6 MHz and 478,8 – 486,0 MHz.

e)
The BSS shall be configured as in step a) except that each carrier which is not a dedicated BCCH shall transmit on full power on alternate time slots. The active timeslots should be the same for all carriers. Either odd or even timeslots may be tested. If slow frequency hopping is supported, each carrier which is not a dedicated BCCH shall hop over the full range of frequencies defined in step a).


The detecting device shall be configured as defined in table 6.6-7. RMS detector mode shall be enabled, and the video bandwidth shall be approximately three times the resolution bandwidth. If this video bandwidth is not available on the detecting device, it shall be the maximum available, and at least 1 MHz. 


The power shall be measured over those parts of the frequency range 100 kHz to 12.75 GHz which are outside the BTS relevant transmit band.

f)
If the manufacturer declares that the BSS protects co-coverage GSM 400 systems the following test shall be performed:


Step b) shall be repeated for the following frequency band:

· for a T-GSM810, GSM900 or DCS 1800 BSS, the bands 460,4 – 467,6 MHz and 488,8 – 496,0 MHz.

g)
Test e) is repeated for two cases:  when the carriers not supporting BCCH are located at minimum carrier frequency spacing at RF channel B and upwards and when allocated at RF channel T and downwards. 

Table 6.6-7: Spurious Emissions Measurements outside the transmit band

	Frequency Band
	Frequency offset
	Resolution Bandwidth

	100 kHz ‑ 50 MHz
	
	10 kHz

	50 MHz ‑ 500 MHz and outside the

relevant transmit band
	(offset from the edge of the relevant transmit band)
	

	
	( 2 MHz
	30 kHz

	
	( 5 MHz
	100 kHz

	500 MHz ‑ 1000 MHz and outside the relevant transmit band
	(offset from the edge of the relevant transmit band)
	

	
	( 2 MHz
	30 kHz

	
	( 5 MHz
	100 kHz

	
	( 10 MHz
	300 kHz

	
	( 20 MHz
	1 MHz

	
	( 30 MHz
	3 MHz

	1000 MHz ‑ 12,75 GHz and outside the relevant transmit band
	(offset from the edge of the relevant transmit band)
	

	
	( 2 MHz
	30 kHz

	
	( 5 MHz
	100 kHz

	
	( 10 MHz
	300 kHz / 1 MHz (note)

	
	( 20 MHz
	1 MHz

	
	( 30 MHz
	3 MHz

	NOTE:

1 MHz measurement bandwidth applies only to BTS belonging to a multicarrier BTS class


6.6.2.6.3
Essential conformance

Test Environment
Normal.
Conformance requirement
1) 
The maximum power measured at step c) and f) shall not exceed:

‑47 dBm for a GSM 900, GSM 400 or T-GSM810 BSS in the band 1 805 – 1 880 MHz;

‑57 dBm for a GSM 900, DCS 1800 or GSM 400 BSS in the band 851 – 866 MHz;
‑57 dBm for a GSM 900, DCS 1800 or T-GSM810 BSS in the bands 460.4 – 467.6 MHz and 488.8 – 496.0 MHz;
‑57 dBm for a DCS 1800, GSM 400 or T-GSM810 BSS, in the band 921 – 960 MHz;

1a) In addition for multicarrier BTS, the maximum power measured at step b) shall not exceed:

‑98 dBm, ‑91 dBm and ‑84 dBm in the operating receive band for the Wide Area, Medium Range and Local Area classes, respectively. 

2) The maximum power measured at step e) and g) for multicarrier BTS shall not exceed the values for the applicable multicarrier BTS class in table 6.6-8,  where Δf is the frequency offset from the edge of the relevant TX band. For offsets less than 10 MHz the power measured shall not exceed the requirements in 6.12.3 or the values for the applicable multicarrier BTS class in table 6.6-8, whichever is most stringent.

Table 6.6-8: Spurious Emissions Measurements outside the transmit band for multicarrier BTS
	Band
	Frequency offset outside relevant transmit band
	Maximum power limit

	
	
	Wide Area
	Medium Range
	Local Area

	9 kHz to 1 GHz
	( 2 MHz
	-25 dBm
	-33 dBm
	-46 dBm

	
	( 5 MHz
	-20-4,2*(Δf - 5) dBm  
	-28-2,6*(Δf - 5) dBm  
	-41 dBm

	
	( 10 MHz
	-36 dBm
	-36 dBm
	-36 dBm

	1 GHz to 12.75 GHz
	( 2 MHz
	-25 dBm
	-33 dBm
	-45 dBm

	
	( 5 MHz
	-20-3*(Δf - 5) dBm  
	-28-1,4*(Δf - 5) dBm  
	-40 dBm

	
	( 10 MHz
	-30 dBm
	-30 dBm
	-30 dBm


6.6.2.6.4
Complete conformance

Test Environment
Normal:
Conformance requirement
1)
The maximum power measured at step b) shall not exceed the requirements in table 6.6-9:

Table 6.6-9: Requirements for transmitter spurious emissions in receiver bands

	
	GSM 400, T-GSM 810, GSM 900 BSS receive band (dBm)
	DCS 1800 BSS receive band (dBm)

	Normal BTS
	-98
	-98

	Micro BTS M1
	-91
	-96

	Micro BTS M2
	-86
	-91

	Micro BTS M3
	-81
	-86

	Pico-BTS P1
	-70
	-80

	R-GSM 900 BTS
	-89
	

	Wide Area multicarrier BTS
	-98
	-98

	Medium Range multicarrier BTS
	-91
	-91

	Local Area multicarrier BTS
	-84
	-84

	NOTE:
Micro and pico-BTS is not defined for GSM400.


2)
The maximum power measured at step c) and f) shall not exceed:

‑47 dBm for a GSM 900, GSM 400 or T-GSM810 BSS in the band 1 805 – 1 880 MHz;

‑57 dBm for a GSM 900, DCS 1800 or GSM 400 BSS in the band 851 – 866 MHz;
‑57 dBm for a GSM 900, DCS 1800 or T-GSM810 BSS in the bands 460.4 – 467.6 MHz and 488.8 – 496.0 MHz;
‑57 dBm for a DCS 1800, GSM 400 or T-GSM810 BSS in the band 921 – 960 MHz;
3)
The maximum power measured at step e) and g) for multicarrier BTS shall not exceed the values for the applicable multicarrier BTS class in table 6.6-10, where Δf is the frequency offset from the edge of the relevant TX band. For offsets less than 10 MHz the power measured shall not exceed the requirements in 6.12.3 or the values for the applicable multicarrier BTS class in table 6.6-10, whichever is most stringent.
Table 6.6-10: Spurious Emissions Measurements outside the transmit band for multicarrier BTS
	Band
	Frequency offset outside relevant transmit band
	Maximum power limit

	
	
	Wide Area
	Medium Range
	Local Area

	9 kHz to 1 GHz
	( 2 MHz
	-25 dBm
	-33 dBm
	-46 dBm

	
	( 5 MHz
	-20-4,2*(Δf - 5) dBm  
	-28-2,6*(Δf - 5) dBm  
	-41 dBm

	
	( 10 MHz
	-36 dBm
	-36 dBm
	-36 dBm

	1 GHz to 12.75 GHz
	( 2 MHz
	-25 dBm
	-33 dBm
	-45 dBm

	
	( 5 MHz
	-20-3*(Δf - 5) dBm  
	-28-1,4*(Δf - 5) dBm  
	-40 dBm

	
	( 10 MHz
	-30 dBm
	-30 dBm
	-30 dBm


4)
If the manufacturer declares that the BSS is suitable for co‑siting of GSM 400, T-GSM810, GSM 900 and DCS 1800 BSSs, the power measured in step d) shall not exceed the requirements in table 6.6-9.

6.6.2.6.5
Requirement Reference

3GPP TS 45.005 subclauses 4.3 and 4.7.2.

6.6.2.7
Applicability (Release 8 and later releases GSM 700, GSM 850 and PCS 1900)

This subclause replaces subclause 6.6.2.2 for equipment belonging toa multicarrier BTS class.

This test is applicable to equipment meeting the requirements of 3GPP TS 45.005 subclauses 4.3 and 4.7.2.

6.6.2.7.1
Test Purpose

This test measures spurious emissions from the BSS transmitter antenna connectors outside the BSS relevant transmit band for the multicarrier BTS, while the carriers are in operation. It also tests the intra‑BTS intermodulation requirements for GSM 700, GSM 850 and PCS 1900 outside the BTS transmit and receive bands.

6.6.2.7.2
Test Case

a)
The BSS shall be configured with the maximum number of carriers per antenna connector active at their corresponding maximum output power on all time slots. All carriers shall be distributed according to test case b) in subclause 6.12.2 throughout the maximum Base Station RF bandwidth, including the lowest and highest possible RF channels. If a carrier is designated as being a dedicated BCCH, it shall be allocated to RF channel in the middle of the maximum Base Station RF bandwidth. The maximum Base Station RF bandwidth shall include RF channel B and in a repeated test RF channel T. Slow frequency hopping shall be disabled
b)
Each transmitter antenna connector shall be connected to a spectrum analyser or selective voltmeter with the same characteristic impedance.


The detecting device shall be configured with a resolution and video bandwidth of 100 kHz. The minimum sweep time shall be at least 75 ms and the response shall be averaged over 200 sweeps.


The power shall be measured over the BSS operating receive band.

c)
Step b) shall be repeated for the following frequency band:

‑
for a GSM 850 or PCS 1900 BSS, the band 728 – 763 MHz.

‑
for a GSM 700 BSS or GSM 850 BSS, the band 1 930 – 1 990 MHz.
-
for a GSM700 BSS or PCS 1900 BSS, the band 869 – 894 MHz.
d)
If the manufacturer declares that the BSS is suitable for the co-siting of GSM 700, GSM850 and PCS1900 BSSs the following test shall be performed:


Step b) shall be repeated for the following frequency band:

-
for a GSM850 or PCS 1900 BSS suitable for co-siting with a GSM 700 BSS, the bands 698 – 716 MHz and  777 – 793 MHz.
-
for a GSM 700 or PCS 1900 BSS suitable for co-siting with a GSM 850 BSS, the band 824 – 849 MHz.

-
for a GSM 700 or GSM 850 BSS suitable for co-siting with a PCS 1900 BSS, the band 1 850 – 1 910 MHz.

-
for a GSM 700, GSM 850 or PCS 1900 BSS suitable for co-siting with E-UTRA/FDD, the band 832 – 847 MHz.

e)
The BSS shall be configured as in step a) except that each carrier which is not a dedicated BCCH shall transmit on full power on alternate time slots. The active timeslots should be the same for all TRXs. Either odd or even timeslots may be tested. If slow frequency hopping is supported, each TRX which is not a dedicated BCCH shall hop over the full range of frequencies defined in step a).


The detecting device shall be configured as defined in table 6.6-11. RMS detector mode shall be enabled, and the video bandwidth shall be approximately three times the resolution bandwidth. If this video bandwidth is not available on the detecting device, it shall be the maximum available, and at least 1 MHz. 


The power shall be measured over those parts of the frequency range 100 kHz to 12.75 GHz which are outside the BTS relevant transmit band.

f)
Test e) is repeated for two cases:  when the carriers not supporting BCCH are located at minimum carrier frequency spacing at RF channel B and upwards and when allocated at RF channel T and downwards. 

Table 6.6-11: Spurious Emissions Measurements outside the transmit band

	Frequency Band
	Frequency offset
	Resolution Bandwidth

	100 kHz ‑ 50 MHz
	
	10 kHz

	50 MHz ‑ 500 MHz and outside the

relevant transmit band
	(offset from the edge of the relevant transmit band)
	

	
	( 2 MHz
	30 kHz

	
	( 5 MHz
	100 kHz

	500 MHz ‑ 1000 MHz and outside the relevant transmit band
	(offset from the edge of the relevant transmit band)
	

	
	( 2 MHz
	30 kHz

	
	( 5 MHz
	100 kHz

	
	( 10 MHz
	300 kHz

	
	( 20 MHz
	1 MHz

	
	( 30 MHz
	3 MHz

	1000 MHz ‑ 12,75 GHz and outside the relevant transmit band
	(offset from the edge of the relevant transmit band)
	

	
	( 2 MHz
	30 kHz

	
	( 5 MHz
	100 kHz

	
	( 10 MHz
	1 MHz

	
	( 20 MHz
	1 MHz

	
	( 30 MHz
	3 MHz


6.6.2.7.3
Essential conformance

Test Environment
Normal:

Conformance requirement
1) 
The maximum power measured at step c) shall not exceed:

‑47 dBm for a GSM 700 or GSM 850 BSS in the band 1 930 – 1 990 MHz;

‑57 dBm for a GSM 700 or PCS 1900 BSS in the band 869 – 894 MHz;
‑57 dBm for a GSM 850 or PCS 1900 BSS in the bands 728 – 763 MHz;

-62 dBm for GSM 700, GSM 850 or PCS 1900 BSS in the band 791 – 806 MHz.

1a) In addition for multicarrier BTS, the maximum power measured at step b) shall not exceed:

‑98 dBm, ‑91 dBm and ‑84 dBm in the operating receive band for the Wide Area, Medium Range and Local Area classes, respectively.
2) 
The maximum power measured at step e) and f) for multicarrier BTS shall not exceed the values for the applicable multicarrier BTS class in table 6.6-12, where Δf is the frequency offset from the edge of the relevant TX band. For offsets less than 10 MHz the power measured shall not exceed the requirements in 6.12.3 or the values for the applicable multicarrier BTS class in table 6.6-12, whichever is most stringent.
Table 6.6-12: Spurious Emissions Measurements outside the transmit band for multicarrier BTS
	Band
	Frequency offset outside relevant transmit band
	Maximum power limit

	
	
	Wide Area
	Medium Range
	Local Area

	9 kHz to 1 GHz
	( 2 MHz
	-25 dBm
	-33 dBm
	-46 dBm

	
	( 5 MHz
	-20-4,2*(Δf - 5) dBm  
	-28-2,6*(Δf - 5) dBm  
	-41 dBm

	
	( 10 MHz
	-36 dBm
	-36 dBm
	-36 dBm

	1 GHz to 12.75 GHz
	( 2 MHz
	-25 dBm
	-33 dBm
	-45 dBm

	
	( 5 MHz
	-20-3*(Δf - 5) dBm  
	-28-1,4*(Δf - 5) dBm  
	-40 dBm

	
	( 10 MHz
	-30 dBm
	-30 dBm
	-30 dBm


6.6.2.7.4
Complete conformance

Test Environment
Normal:
Conformance requirement
1)
The maximum power measured at step b) shall not exceed the requirements in table 6.6-13:

Table 6.6-13: Requirements for transmitter spurious emissions in receiver bands

	
	GSM 700 & GSM 850 BSS receive band (dBm)
	PCS 1900 BSS receive band (dBm)
	E-UTRA/FDD BS receive band (dBm)

	Normal BTS
	‑98
	‑98
	-96

	Micro BTS M1
	‑91
	‑96
	-

	Micro BTS M2
	‑86
	‑91
	-

	Micro BTS M3
	‑81
	‑86
	-

	Pico-BTS P1
	-70
	-80
	-

	Wide Area multicarrier BTS
	-98
	-98
	-96

	Medium Range multicarrier BTS
	-91
	-91
	-91

	Local Area multicarrier BTS
	-84
	-84
	-88


2)
The maximum power measured at step c) shall not exceed:

‑47 dBm for a GSM 700 or GSM 850 in the band 1 930 – 1 990 MHz;
‑57 dBm for a GSM 700 BTS or PCS 1900 in the band 869 – 894 MHz;
‑57 dBm for a GSM 850 or PCS 1900 BSS in the band 728 – 763 MHz;

-62 dBm for GSM 700, GSM 850 or PCS 1900 BSS in the bands 791 – 806 MHz and 832 – 847 MHz.
3)
The maximum power measured at step e) and f) for multicarrier BTS shall not exceed the values for the applicable multicarrier BTS class in table 6.6-14, where Δf is the frequency offset from the edge of the relevant TX band. For offsets less than 10 MHz the power measured shall not exceed the requirements in 6.12.3 or the values for the applicable multicarrier BTS class in table 6.6-14, whichever is most stringent.
Table 6.6-14: Spurious Emissions Measurements outside the transmit band for multicarrier BTS
	Band
	Frequency offset outside relevant transmit band
	Maximum power limit

	
	
	Wide Area
	Medium Range
	Local Area

	9 kHz to 1 GHz
	( 2 MHz
	-25 dBm
	-33 dBm
	-46 dBm

	
	( 5 MHz
	-20-4,2*(Δf - 5) dBm  
	-28-2,6*(Δf - 5) dBm  
	-41 dBm

	
	( 10 MHz
	-36 dBm
	-36 dBm
	-36 dBm

	1 GHz to 12.75 GHz
	( 2 MHz
	-25 dBm
	-33 dBm
	-45 dBm

	
	( 5 MHz
	-20-3*(Δf - 5) dBm  
	-28-1,4*(Δf - 5) dBm  
	-40 dBm

	
	( 10 MHz
	-30 dBm
	-30 dBm
	-30 dBm


4)
If the manufacturer declares that the BSS is suitable for co‑siting of GSM 700, GSM850 or PCS 1900 BSSs, the power measured in step d) shall not exceed the requirements in table 6.6-13.

6.6.2.7.5
Requirement Reference

3GPP TS 45.005 subclauses 4.3 and 4.7.2.

6.6.2.8
Applicability (Release 8 and later releases GSM 400, GSM 900 and DCS 1800)

If this test is applicable, this subclause replaces subclause 6.6.2.2 for all types of base stations.

This test is applicable to GSM 400, GSM 900 and DCS 1800 equipment supporting any of the release 8 features with the following exceptions:

· If a BTS is built to a specification for Release 98 or earlier and is upgraded to Release 99 or later, by exchange to or addition of transceivers supporting 8-PSK, any transmitters not supporting 8-PSK shall be excluded in step a  in subclause 6.6.2.8.2.

6.6.2.8.1
Test Purpose

This test measures spurious emissions from the BSS transmitter antenna connector in the UTRA UE  and BS receive bands, while the transmitters are in operation.

6.6.2.8.2
Test Case

a)
The BSS shall be configured with all transmitters, not excluded according to subclause 6.6.2.8, active at their maximum output power on all time slots. If a TRX is designated as being a dedicated BCCH, it shall be allocated to RF channel M. All remaining TRXs shall be allocated in the following order; first to RF channel B, then to T, then distributed as evenly as possible throughout the BSS operating transmit band. Slow frequency hopping shall be disabled.

In case of multicarrier BTS the BSS shall be configured with the maximum number of carriers per antenna connector active at their corresponding maximum output power on all time slots. All carriers shall be distributed according to test case b) in subclause 6.12.2 throughout the maximum Base Station RF bandwidth, including the lowest and highest possible RF channels. If a carrier is designated as being a dedicated BCCH, it shall be allocated to RF channel in the middle of the maximum Base Station RF bandwidth. The maximum Base Station RF bandwidth shall include RF channel B and in a repeated test RF channel T. Slow frequency hopping shall be disabled.

b)
Each transmitter antenna connector shall be connected to a spectrum analyser or selective voltmeter with the same characteristic impedance.


The detecting device shall be configured with a resolution and video bandwidth of 100 kHz. The minimum sweep time shall be at least 75 ms and the response shall be averaged over 200 sweeps.


The power shall be measured for the following frequency band:

-
the bands 791 – 821 and 832 – 862 MHz.

-
the band 1900 ‑ 1920 MHz.

-
the band 1920 ‑ 1980 MHz.

-
the band 2010 ‑ 2025 MHz. 

· the band 2110 ‑ 2170 MHz.

· the band 2300 – 2400 MHz.

· the band 2620 – 2690 MHz.

· the band 1880 – 1920 MHz (Only if regionally required)

c)
The BSS shall be configured with all transmitters active at their maximum output power on all time slots. If a TRX is designated as being a dedicated BCCH, it shall be allocated to RF channel M. All remaining TRXs shall be allocated in the following order; first to RF channel B, then to T, then distributed as evenly as possible throughout the BSS operating transmit band. Slow frequency hopping shall be disabled.

In case of multicarrier BTS the BSS shall be configured with the maximum number of carriers per antenna connector active at their corresponding maximum output power on all time slots. All carriers shall be distributed according to test case b) in subclause 6.12.2 throughout the maximum Base Station RF bandwidth, including the lowest and highest possible RF channels. If a carrier is designated as being a dedicated BCCH, it shall be allocated to RF channel in the middle of the maximum Base Station RF bandwidth. The maximum Base Station RF bandwidth shall include RF channel B and in a repeated test RF channel T. Slow frequency hopping shall be disabled.
d)
If the manufacturer declares that the BSS is suitable for the co-siting with UTRA BTS the following test shall be performed (with configuration according to step c) :


The transmitter antenna connector shall be connected to a spectrum analyser or selective voltmeter with the same characteristic impedance.


The detecting device shall be configured with a resolution and video bandwidth of 100 kHz. The minimum sweep time shall be at least 75 ms and the response shall be averaged over 200 sweeps.


The power shall be measured for the following frequency band:

· the band 1900 ‑ 1920 MHz, 2010 – 2025 MHz and 2300 – 2400 MHz for a BTS intended for co-siting with a E-UTRA/TDD BS.

· the bands 832 – 862 MHz, 1920 ‑ 1980 MHz and 2500 – 2570 MHz for a BTS intended for co-siting with a UTRA/FDD  or E-UTRA/FDD BS.

· The band 1880 – 1920 MHz for a BTS intended for co-siting with a E-UTRA/TDD BS (Only if regionally required).

6.6.2.8.3
Essential conformance

Test Environment
Normal:

Conformance requirement
The maximum power measured at step b) shall not exceed ‑62 dBm.

6.6.2.8.4
Complete conformance

Test Environment
Normal:

Normal BTS Conformance requirement
1. The maximum power measured at step b) shall not exceed ‑62 dBm. 

2. If the manufacturer declares that the BSS is suitable for co‑siting with one or more types of UTRA or E-UTRA BS, the power measured in step d) shall not exceed –96 dBm.

Multicarrier BTS Conformance requirement

1. The maximum power measured at step b) shall not exceed ‑62 dBm. 

2. If the manufacturer declares that the BSS is suitable for co‑siting with one or more types of UTRA or E-UTRA BS, the power measured in step d) shall not exceed –96 dBm, -91 dBm and -88 dBm for Wide Area, Medium Range and Local Area multicarrier BTS, respectively.
6.6.2.8.5
Requirement Reference

3GPP TS 45.005 subclause 4.3.2.3. 

3rd Modification (Intermodulation attenuation)
6.7.3
Essential Conformance

Test Environment
Normal.

The following tests shall be performed, depending on the number of TRXs supported by the BSS:

1 TRX:
The TRX shall be tested at B, M, and T.

2 TRX:
One test shall be performed on B, M, and T. Each TRX shall be tested at least once.

3 or more TRX:
One TRX shall be tested at B, one at M and one at T.

A multicarrier BTS shall be tested on B, M and T for each transmitting antenna connector.
Conformance requirement

For the measurements in the operating RX band:

i) For BTSs not belonging to a multicarrier BTS class
No essential requirement applies.

ii) For BTSs belonging to a multicarrier BTS class
In the operating receive band the measured intermodulation components shall never under normal test conditions exceed -98 dBm, -91 dBm and -84 dBm for Wide Area, Medium Range and Local Area multicarrier BTS, respectively.

For the measurements in the relevant TX band:
i) For BTSs not belonging to a multicarrier BTS class
At frequencies offset from the wanted signal carrier frequency by more than 6 MHz and up to the edge of the relevant transmit band, the intermodulation components measured shall not exceed ‑70 dBc or ‑36 dBm, whichever is the higher. 1 in 100 time slot periods may fail the requirement by up to 10 dB.

At frequencies offset from the wanted signal carrier frequency of less than 6 MHz, the requirements are that specified in 6.5.1.3, Continuous Modulation Spectrum. The exceptions given in subclause 6.5.1.3 also apply.

ii) For BTSs belonging to a multicarrier BTS class:
In the relevant transmit band, at offsets from the wanted signal carrier frequency by more than 6 MHz and up to 10 MHz outside the edge of the relevant transmit band, the measured intermodulation products shall not exceed the limit in table 6.7-2 or -70 dBc, whichever less stringent. In addition, the measured third order intermodulation products may increase up to -60 dBc or the limit in table 6.7-2, whichever is less stringent.
In the relevant transmit band, at offsets of less than or equal to 6 MHz, the requirements are that specified in 6.5.1.3, except at intermodulation frequencies where the measured intermodulation products shall not exceed the limit in table 6.7-2 or -70 dBc, whichever less stringent. In addition, the measured third order intermodulation products may increase up to -60 dBc or the limit in table 6.7-2, whichever is less stringent.

Table 6.7-2 Intermodulation lower limit

	Maximum output power 
per carrier 
	Intermodulation
power

	> 33 dBm
	-36 dBm

	> 24 dBm 

and ≤ 33 dBm
	-41 dBm

	≤ 24 dBm)
	-46 dBm


In case of multicarrier BTS operating with one carrier, the level and number of allowable exceptions up to 10MHz outside the relevant transmit band as defined in section 6.12.3 using N= 1 apply.

The intermodulation products shall never exceed -16 dBm, measured in 100 kHz bandwidth.

6.7.4
Complete conformance

Test Environment
Normal:

Conformance requirement
The test shall be performed until three TRXs, or the maximum number supported by the BSS (whichever is the less) have each been tested at B, M, and T. For BTS belonging to a multicarrier BTS class, the test shall be performed on B, M and T for each transmitting antenna connector.

For the measurements in the operating RX band:
In the operating receive band the measured intermodulation components shall never exceed the values given in table 6.7-1 under normal test conditions. 

Table 6.7-1: Maximum Receive Band transmitter intermodulation limits

	
	GSM 400,

GSM 900

(dBm)
	DCS 1800

(dBm)

	Normal BTS
	‑98
	‑98

	Micro‑BTS M1
	‑91
	‑96

	Micro‑BTS M2
	‑86
	‑91

	Micro‑BTS M3
	‑81
	‑86

	Pico‑BTS P1
	‑70
	‑80

	R‑GSM 900 BTS
	‑89
	n/a

	Wide Area multicarrier BTS
	-98
	-98

	Medium Range multicarrier BTS
	-91
	-91

	Local Area multicarrier BTS
	-84
	-84

	NOTE:
Micro and pico-BTS is not defined for GSM400.


For the measurements in the relevant TX band:
i) For BTSs not belonging to a multicarrier BTS class
At frequencies offset from the wanted signal carrier frequency by more than 6 MHz and up to the edge of the relevant transmit band, the intermodulation components measured shall not exceed ‑70 dBc or ‑36 dBm, whichever is the higher. 1 in 100 time slot periods may fail the requirement by up to 10 dB.

At frequencies offset from the wanted signal carrier frequency of less than 6 MHz, the requirements are that specified in subclause 6.5.1.3, Continuous Modulation Spectrum. The exceptions given in subclause 6.5.1.3 also apply.

ii) For BTSs belonging to a multicarrier BTS class:
In the relevant transmit band, at offsets from the wanted signal carrier frequency by more than 6 MHz and up to 10 MHz outside the edge of the relevant transmit band, the measured intermodulation products shall not exceed the limit in table 6.7-2 or -70 dBc, whichever less stringent. In addition, the measured third order intermodulation products may increase up to -60 dBc or the limit in table 6.7-2, whichever is less stringent.
In the relevant transmit band, at offsets of less than or equal to 6 MHz, the requirements are that specified in 6.5.1.3, except that the measured intermodulation products shall not exceed the limit in table 6.7-2 or -70 dBc, whichever less stringent. In addition, the measured third order intermodulation products may increase up to -60 dBc or the limit in table 6.7-2, whichever is less stringent.

In case of multicarrier BTS operating with one carrier, the level and number of allowable exceptions up to 10MHz outside the relevant transmit band as defined in section 6.12.3 using N= 1 apply.

The intermodulation products shall never exceed -16 dBm, measured in 100 kHz bandwidth.

6.7.5
Requirement reference

3GPP TS 45.005 subclause 4.7.1.

4th Modification (Intra BSS Intermodulation attenuation)
6.8.3
Essential conformance

Test Environment
Normal.

Conformance requirement

For measurements in the operating RX band 

i) For BTSs not belonging to a multicarrier BTS class

No essential requirement applies.

ii) For BTS belonging to a multicarrier BTS class

In the operating receive band the measured intermodulation components shall under normal test conditions never exceed -98dBm, -91 dBm and -84 dBm for the Wide Area, Medium Range and Local Area classes, respectively. 

For measurements in the relevant TX band

i) For BTSs not belonging to a multicarrier BTS class
In the relevant transmit band, at offsets greater than 0.6 MHz and up to 6 MHz, the requirements are that specified in subclause 6.5.1, Continuous Modulation Spectrum. The exceptions given there shall also apply.
At frequencies offset from the wanted signal carrier frequency by more than 6 MHz and up to the edge of the relevant transmit band, the intermodulation components measured shall not exceed ‑70 dBc or ‑36 dBm, whichever is the higher. 1 in 100 time slot periods may fail the requirement by up to 10 dB.

ii) For BTS belonging to a multicarrier BTS class

In the relevant transmit band, the requirements in subclause 6.12 apply.

6.8.4
Complete conformance

Test Environment
Normal.
Conformance requirement

For measurements in the operating RX band 

In the operating receive band the measured intermodulation components shall never exceed the values given in table 6.8-1 under normal test conditions. 

Table 6.8-1: Maximum intra‑BSS Receive Band transmitter intermodulation limits

	
	GSM 400, GSM 700, GSM 850 and GSM 900 (dBm)
	DCS 1800 and PCS 1900 (dBm)

	Normal BTS
	‑98
	‑98

	Micro‑BTS M1
	‑91
	‑96

	Micro‑BTS M2
	‑86
	‑91

	Micro‑BTS M3
	‑81
	‑86

	Pico‑BTS P1
	‑70
	‑80

	R‑GSM 900 BTS
	‑89
	n/a

	Wide Area multicarrier BTS
	-98
	-98

	Medium Range multicarrier BTS
	-91
	-91

	Local Area multicarrier BTS
	-84
	-84

	NOTE:
Micro and pico-BTS is not defined for GSM400.


For measurements in the relevant TX band

i) For BTSs not belonging to a multicarrierBTS class

In the relevant transmit band, at offsets greater than 0.6 MHz and up to 6 MHz, the requirements are that specified in subclause 6.5.1, Continuous Modulation Spectrum. The exceptions given there shall also apply.
At frequencies offset from the wanted signal carrier frequency by more than 6 MHz and up to the edge of the relevant transmit band, the intermodulation components measured shall not exceed ‑70 dBc or ‑36 dBm, whichever is the higher. 1 in 100 time slot periods may fail the requirement by up to 10 dB.

ii) For BTS belonging to a multicarrier BTS class

In the relevant transmit band, the requirements in subclause 6.12 apply.

6.8.5
Requirement reference

3GPP TS 45.005 subclause 4.7.2.

5th Modification (Intermodulation attenuation)
6.11.3
Essential Conformance

Test Environment
Normal:

The following tests shall be performed, depending on the number of TRXs supported by the BSS:

1 TRX:
The TRX shall be tested at B, M, and T.

2 TRX:
One test shall be performed on B, M, and T. Each TRX shall be tested at least once.

3 or more TRX:
One TRX shall be tested at B, one at M and one at T.

A multicarrier BTS shall be tested on B, M and T for each transmitting antenna connector.

Conformance requirement
i) For BTSs not belonging to a multicarrier BTS class
In the relevant transmit band for offsets greater than 1.8 MHz the measured power shall not exceed –70 dBc relative to the per carrier power or –46 dBm whichever is the higher.

In the relevant transmit band, at offsets greater than 0.6 MHz and up to 1.8 MHz, the requirements are that specified in subclause 6.5.1.3, Continuous Modulation Spectrum except that for offset 1.2 MHz to 1.8 MHz the measured power shall not exceed the requirements specified in subclause 6.5.1 or –70 dBc whichever higher. The exceptions in subclause 6.5.1.3 shall also apply.

ii) For BTSs belonging to a multicarrier BTS class
In the relevant transmit band, at offsets from the wanted signal carrier frequency by more than 6 MHz and up to the edge of the relevant transmit band, the measured intermodulation products in a band of 600 kHz centered at their centre frequencies shall not exceed the limit in table 6.11-2 or -70 dBc, whichever less stringent. In addition, the measured third order intermodulation products may increase up to -60 dBc or the limit in table 6.11-2, whichever is less stringent.
In the relevant transmit band, at offsets of less than or equal to 6 MHz, the requirements are that specified in 6.5.1.3, except that the measured intermodulation products shall not exceed the limit in table 6.11-2 or -70 dBc, whichever less stringent. In addition, the measured third order intermodulation products may increase up to -60 dBc or the limit in table 6.11-2, whichever is less stringent.

Table 6.11-2 Intermodulation lower limit

	Maximum output power 
per carrier 
	Intermodulation
power

	> 33 dBm
	-36 dBm

	> 24 dBm 
and ≤ 33 dBm
	-41 dBm

	≤ 24 dBm
	-46 dBm


In case of multicarrier BTS operating with one carrier, the level and number of allowable exceptions up to 10 MHz outside the relevant transmit band as defined in section 6.12.3 using N= 1 apply.

6.11.4
Complete conformance




Figure 6.11-1: Example of TX intermodulation attenuation

Test Environment
Normal:

Conformance requirement
The test shall be performed until three TRXs, or the maximum number supported by the BSS (whichever is the less) have each been tested at B, M, and T.

In the operating receive band the measured intermodulation components shall never exceed the values given in table 6.11-1 under normal test conditions. 

Table 6.11-1: Maximum Receive Band transmitter intermodulation limits

	
	GSM 850, MXM 850 and GSM 700 (dBm)
	PCS 1900 and MXM 1900 (dBm)

	Normal BTS
	‑98
	‑98

	Micro‑BTS M1
	‑91
	‑96

	Micro‑BTS M2
	‑86
	‑91

	Micro‑BTS M3
	‑81
	‑86

	Pico‑BTS P1
	‑70
	‑80

	Wide Area multicarrier BTS
	-98
	-98

	Medium Range multicarrier BTS
	-91
	-91

	Local Area multicarrier BTS
	-84
	-84


i) For BTSs not belonging to a multicarrier BTS class
In the relevant transmit band, at offsets greater than 0.6 MHz and up to 1.8 MHz, the requirements are that specified in subclause 6.5.1.3, Continuous Modulation Spectrum except that for offset 1.2 MHz to 1.8 MHz the measured power shall not exceed the requirements specified in subclause 6.5.1 or –70 dBc whichever higher. The exceptions in subclause 6.5.1.3 shall also apply. 
In the relevant transmit band for offsets greater than 1.8 MHz the measured power shall not exceed –70 dBc relative to the per carrier power or –46 dBm whichever is the higher.

ii) For BTSs belonging to a multicarrier BTS class
In the relevant transmit band, at offsets from the wanted signal carrier frequency by more than 6 MHz and up to the edge of the relevant transmit band, the measured intermodulation products in a band of 600 kHz centered at their centre frequencies shall not exceed the limit in table 6.11-2, or -70 dBc, whichever less stringent. In addition, the measured third order intermodulation products may increase up to -60 dBc or the limit in table 6.11-.2, whichever is less stringent.
In the relevant transmit band, at offsets of less than or equal to 6 MHz, the requirements are that specified in 6.5.1.3, except that the measured intermodulation products shall not exceed the limit in table 6.11-2  or -70 dBc, whichever less stringent. In addition, the measured third order intermodulation products may increase up to -60 dBc or the limit in table 6.11-2, whichever is less stringent.

In case of multicarrier BTS operating with one carrier, the level and number of allowable exceptions up to 10 MHz outside the relevant transmit band as defined in section 6.12.3 using N= 1 apply.

The intermodulation products shall never exceed -16 dBm, measured in 100 kHz bandwidth.

6.11.5
Requirement reference

3GPP TS 45.005 subclause 4.7.1.

6th Modification (noise and IM for MCBTS)
6.12.3
Essential conformance

Test Environment
Normal:

Conformance requirement

For multicarrier BTS when more than one carrier is active, in the relevant transmit band, the unwanted emission power shall be measured at offsets between 0.4 MHz from the uppermost and lowermost wanted signal carrier frequency and 10 MHz outside the edge of the relevant transmit band.
At frequency offsets higher than or equal to 1.8 MHz from the centre frequency of the uppermost and lowermost active carrier up to 10 MHz outside the edge of the relevant transmit band, the unwanted emission for the multicarrier BTS shall not exceed the less stringent of the following requirements:

-
in a frequency band of 600 kHz centered at the centre frequencies of the intermodulation components, the average power measured over a timeslot shall not exceed -70 dBc or the limit in table 6.12-1, whichever is less stringent.

Table 6.12-1 Intermodulation lower limit

	Maximum output power 
per carrier 
	Intermodulation
power

	> 33 dBm
	-36 dBm

	> 24 dBm 
and ≤ 33 dBm
	-41 dBm

	≤ 24 dBm
	-46 dBm


-
in addition, in a frequency band of 600 kHz centered at the third order intermodulation centre frequencies, the average power of the measured intermodulation components over a timeslot may increase up to -60 dBc. 

-
the requirements specified in subclause 6.5.1, Continuous Modulation Spectrum, increased by 10*LOG(N) dB where N is the number of active carriers.

In order to prove the compliance with the intermodulation requirements, the power of all third and fifth order intermodulation products shall be measured.

In the test case with unequal power distribution, the reference for the relative requirements is the power of the carrier with the highest power is applied.

At frequency offsets of less than 1.8 MHz from the outermost carriers, the unwanted emissions must fulfil a mask that is defined in the following steps:

1. The dBc values of table 6.5-1 in subclause 6.5.1 (Aj with j=1 to N) are extracted for each carrier, taking into account the output power level of one carrier and the corresponding frequency offset between the measurement frequency point and the respective carrier. For carriers at offsets above 1.8 MHz from the measurement frequency point, the dBc value for the respective carrier must be reduced by 5 dB to account for the bandwidth conversion from 100 kHz to 30 kHz.

2. The dBc value (Aj with j=N+1) of the IM attenuation defined in sub-clause 6.12 for the multicarrier BTS has to be derived. In some configurations there might be no IM product falling onto the respective frequency. Then this contribution is ignored in the following.

3. The obtained N+1 dBc values are cumulated in the (following way) linear domain:
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4. This procedure has to be done for the following frequency offsets above the uppermost and below the lowermost carriers: 400 kHz, 600 kHz and 1200 kHz.

5. For each of these measurement frequency points, the measured spectrum must not exceed the respective unwanted emission mask defined by Acumulated, dBc.

For test case c) the requirements above the uppermost carrier and below the lowermost carrier are the same as specified above with N being the total number of active carriers. In addition the test includes the measurement of the frequency range between the innermost carriers of the two sub-blocks, where the following requirements apply: 

· For frequency offsets of less than 1.8 MHz above the centre frequency of the uppermost carrier A of the lower sub-block  or below the centre frequency of the lowermost carrier B of the upper sub-block, the unwanted emission must not exceed a mask defined by the cumulation of the spectrum due to modulation and wideband noise from each of the N carriers and the IM products, as specified above in this subclause for frequency offsets of less than 1.8 MHz for the test of contiguous carrier allocations. 
· For frequency offsets of equal or larger than 1.8 MHz above the centre frequency of the uppermost carrier A of the lower sub-block  and for frequency offsets of equal or larger than 1.8 MHz below the centre frequency of the lowermost carrier B of the upper sub-block: the value of the spectrum due to modulation and wideband noise given for the measurement of carrier A or carrier B, whichever closest,  may not increase by more than 10*LOG (N) dB, or fulfil the requirement given above for multicarrier BTS for frequencies where IM products are expected, whichever is the less stringent.

NOTE: The cumulated IM products are represented by respective Intra BSS intermodulation attenuation requirement, regardless if IM products originate from either or both sub-blocks.
The absolute lower limit in item 6) in subclause 6.5.1.3 shall apply for all numbers N of active carriers.
At offsets between 600 kHz above the uppermost and below the lowermost carrier, respectively, and 10 MHz outside the relevant transmit band, in bands of 200 kHz width centered on a frequency, which is an integer multiple of 200 kHz, in test case a) and b) exceptions are allowed for N active carriers at M= 18 + 3* (N-1) or up to 40 bands, whichever the lowest. All exceptions are measured in 100 kHz bandwidth, averaged over the 200 kHz band and may be up to the limit in table 6.12-2. In addition, all exceptions within the relevant transmit band and up to four exceptions at offsets up to 2 MHz from the respective band edges, may be up to -70 dBc relative to the carrier measured in a bandwidth of 100 kHz, or limit in table 6.12-1, whichever less stringent. For test case c) the same total number of exceptions M for N active carriers shall apply as given above for test case a) , including the range of frequency offsets between 0.6 MHz above the uppermost carrier of the lower sub-block and 0.6 MHz below the lowermost carrier of the upper sub-block. Such bands, which centre frequency coincides with the centre frequency of third order IM products of any combination of two or three active carriers and corresponding adjacent channels (±200 kHz), shall not be included in counting the exceptions.

Table 6.12-2 Exception power level for wideband noise

	Multicarrier BTS class 
	Exception level

	Wide Area
	-36 dBm

	Medium Range
	-42 dBm

	Local Area
	-50 dBm


6.12.4
Complete conformance

The requirement of essential conformance shall apply.

6.12.5
Requirement reference

3GPP TS 45.005 subclauses 4.2.1 and 4.7.2.
7th Modification (NER, erroneous frame indication, static reference sensitivity)
7.1
Static Layer 1 receiver functions (nominal error ratios)

7.1.1
Test Purpose

The static Layer 1 receiver functions verified in these tests are the RF parts, the multiplexing and multiple access functions, any existing equalizer, the deciphering functions, the de‑interleaving and the channel decoding on the receive side. The performance of the receiver at the maximum specified input level is also verified.

Nominal error ratios (Bit Error Ratio ‑ BER) are measured at a logical reference point that represents the performance before channel decoding. This measurement can be performed for TCH/FS, using unprotected class II bits extracted after channel decoding, but before any extrapolation. Therefore, the results obtained are representative of the logical reference point before channel decoding. The test can also be performed on the uncoded bits extracted before any channel decoding of a PDTCH channel.

If the BTS supports SFH, this test also verifies the TCH/FS performance in frequency hopping under interference conditions. In this case, the Frame Erasure Ratio (FER) for TCH/FS is used as the performance criteria.

The Random access performance at high input levels is verified by measuring the Frame Erasure Ratio for RACH.

7.1.2
Test Case

GMSK modulation

1)
For BER measurements, if Slow Frequency Hopping (SFH) is supported by the BSS, the BSS shall be hopping over the maximum range and number of ARFCNs possible for the test environment and which are available in the BSS configuration. If SFH is not supported, the test shall be performed for the radio frequency channels B, M and T. In both cases the tests shall be repeated until all the RF equipment in the BSS configuration is tested on all specified carrier frequencies.


If test is performed with TCH/FS a test signal with normal TCH/FS modulation originating from the BSSTE shall be applied to the BSS receiver input. The unprotected class II bits obtained from the BSS receiver after channel decoding and before any extrapolation shall be compared with the unprotected class II bits originating from the BSSTE. 


If test is not performed with TCH/FS a test signal with normal PDTCH modulation originating from the BSSTE shall be applied to the BSS receiver input. The uncoded data bits obtained from the BSS receiver shall be compared with the bits originating from the BSSTE.

NOTE:
Uncoded data bits refer to the encrypted bits of a burst, extracted by the receiver without any signal processing improvement from encoding/decoding of the signal.


The test shall be performed at the following power levels of test signal:

a)
A lower limit (20 dB above the reference sensitivity level of the BSS under test), as specified in table 7.1-1, for static propagation conditions.

b)
‑40 dBm, for static propagation conditions.

c)  ‑15 dBm for GSM 400, GSM 700, GSM900, GSM850 and MXM 850 BTS,  and -23 dBm for DCS1800, PCS 1900 and MXM 1900, for static propagation conditions only.

d)  -18 dBm, -14 dBm and -9 dBm for Wide Area, Medium Range and Local Area multicarrier BTS equipped with multicarrier receiver, respectively. The levels apply for the bands GSM 400, T-GSM 810, GSM 850 and E-GSM 900, for static propagation conditions only.

e)  -23 dBm, -19 dBm and -14 dBm for Wide Area, Medium Range and Local Area multicarrier BTS equipped with multicarrier receiver, respectively. The levels apply for the bands DCS1800, PCS 1900 and MXM 1900, for static propagation conditions only.

f)
-5 dBm for GSM900, GSM 700, GSM850 and MXM 850 pico-BTS and -14 dBm for DCS1800, PCS 1900 and MXM 1900 pico-BTS, for static propagation conditions only.

g)
A lower limit (20 dB above the reference sensitivity level of the BSS under test), as specified in table 7.1-1, for EQ50 propagation conditions, except for GSM 400 where EQ100 applies and for GSM 700 where EQ60 applies, step g) does not apply to  pico-BTS and Local Area multicarrier BTS.

h)
-40dBm, for EQ50 propagation conditions, except for GSM 400 where EQ100 applies and for GSM 700 where EQ60 applies, step h) does not apply to pico-BTS and Local Area multicarrier BTS.

2)
For RACH, the test shall be performed for the radio frequency channels B, M and T. A test signal consisting of RACH bursts originating from the BSSTE shall be applied to the BSS receiver input. The proportion of RACH bursts at the input to the receiver which are not correctly identified by the BSS shall be measured.


The test shall be performed at the following power levels of test signal:

a)
A lower limit (20 dB above the reference sensitivity level of the BSS under test), as specified in table 7.1-1, for static propagation conditions.

b)
‑40 dBm, for static propagation conditions.

c)
‑15 dBm for GSM 400, GSM 700, GSM900, GSM850 and MXM 850BTS and -23 dBm for DCS1800, PCS 1900 and  MXM 1900 for static propagation conditions.

d)
-16 dBm, -12 dBm and -7 dBm for Wide Area, Medium Range and Local Area multicarrier BTS equipped with multicarrier receiver, respectively. The levels apply for the bands GSM 400, T-GSM 810, GSM 850 and E-GSM 900, for static propagation conditions only.
e) 
-23 dBm, -19 dBm and -14 dBm for Wide Area, Medium Range and Local Area multicarrier BTS equipped with multicarrier receiver, respectively. The levels apply for the bands DCS1800, PCS 1900 and MXM 1900, for static propagation conditions only.

3)
For TCH/FS FER measurements in frequency hopping under interference conditions, two signals are connected to the BSS receiver input via a combining network. The wanted signal with an RF level given in table 7.1-1 shall be cyclically frequency hopping on four carrier frequencies under static conditions. The interfering signal shall be a random continuous, GMSK-modulated signal on only one of the carriers at a level 10 dB higher than the wanted signal.

The test shall be performed with the hopping frequencies centered around RF channel M.


8-PSK, QPSK, 16-QAM and 32-QAM modulations

1)
If Slow Frequency Hopping (SFH) is supported by the BSS, the BSS shall be hopping over the maximum range and number of ARFCNs possible for the test environment and which are available in the BSS configuration. If SFH is not supported, the test shall be performed for the radio frequency channels B, M and T. In either case the tests shall be repeated until all the RF equipment in the BSS configuration is tested on all specified carrier frequencies.


A test signal with normal PDTCH modulation originating from the BSSTE shall be applied to the BSS receiver input. The  uncoded data bits obtained from the BSS receiver shall be compared with the bits originating from the BSSTE. 

NOTE:
Uncoded data bits refer to the encrypted bits of a burst, extracted by the receiver without any signal processing improvement from encoding/decoding of the signal.


The test shall be performed at the following power levels of test signal:

a) A lower limit level, as specified in table 7.1-1, for static propagation conditions.

b) –40dBm, for static propagation conditions.

c) The maximum limit as specified in table 7.1-1, for static propagation conditions.

d) Step a and b shall be repeated with the frequency of the input 8-PSK and, if supported, QPSK, modulated signal randomly offset,  by +-0,1 ppm (except +-0,2 ppm for GSM400), on a burst-by-burst basis. For each burst, the sign of the frequency offset is chosen according to a 511-bit pseudo-random sequence, defined in ITU-T recommendation O.153.

Table 7.1-1: Limit of RF input for testing of Static Layer 1 receiver functions

	BTS Type
	Lower Limit 

GMSK, 8-PSK and QPSK
	Maximum Limit     

8-PSK and QPSK             
	Lower Limit 16-QAM and 32-QAM

EGPRS2-A
	Lower Limit 16-QAM and 32-QAM

EGPRS2-B
	Maximum Limit 16-QAM and 32-QAM

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/MXM 850/MXM 1900/GSM 700 BTS
	‑84 dBm
	-26 dBm
	-84
	-78
	-29

	GSM900/GSM850/MXM 850/GSM 700 micro‑BTS M1
	‑77 dBm
	-24 dBm
	-77
	-71
	-27

	GSM900/GSM850/MXM 850/GSM 700 micro‑BTS M2
	‑72 dBm
	-19 dBm
	-72
	-66
	-22

	GSM900/GSM850/MXM 850/GSM 700 micro‑BTS M3
	‑67 dBm
	-14 dBm
	-67
	-61
	-17

	GSM900/GSM850/MXM 850/GSM 700  pico‑BTS P1
	-68 dBm
	-16 dBm
	-68
	-62
	-19

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M1
	‑82 dBm
	-24 dBm
	-82
	-76
	-27

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M2
	‑77 dBm
	-19 dBm
	-77
	-71
	-22

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M3
	‑72 dBm
	-14 dBm
	-72
	-66
	-17

	DCS1800/PCS 1900/ MXM 1900 pico-BTS P1
	-75 dBm
	-17 dBm
	-75
	-69
	-20

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/GSM 700 Wide Area multicarrier BTS
	‑84 dBm
	-26 dBm
	-84
	-78
	-29

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/GSM 700 Medium Range multicarrier BTS
	‑78 dBm
	-22 dBm
	-78
	-72
	-25

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/GSM 700 Local Area multicarrier BTS
	‑70 dBm
	-17 dBm
	-80
	-64
	-20


7.1.3
Essential conformance

This test need not be performed.

7.1.4
Complete conformance

Test Environment:

Normal:
For GMSK BER measurements, each TRX shall be tested. 


For RACH, the TRX supporting the BCCH shall be tested.


For 8-PSK, QPSK, 16-QAM and 32-QAM modulation, each TRX shall be tested. Any modulated channel type for each modulation can be used.

Extreme Temperature:
For GMSK BER measurements, one TRX shall be tested on one timeslot, for static propagation conditions only. 


For RACH, the TRX supporting the BCCH shall be tested. 


For TCH/FS FER measurements, the test need not be performed.


For 8-PSK, QPSK, 16-QAM and 32-QAM modulation, one TRX shall be tested on one timeslot, for static propagation conditions only. Any modulated channel type for each modulation can be used.

Vibration:
For GMSK BER measurements, one TRX shall be tested on one timeslot, for static propagation conditions only. 


For TCH/FS FER measurements in frequency hopping under interference conditions and for RACH, the test need not be performed.


For 8-PSK, QPSK, 16-QAM and 32-QAM modulation, one TRX shall be tested on one timeslot, for static propagation conditions only. Any modulated channel type for each modulation can be used.

For multicarrier BTS with multicarrier receiver the tests above shall be tested for each receiver antenna port.
Conformance Requirement
The bit error ratio of the unprotected bits (TCH/FS, Class II or uncoded PDTCH bits) shall not exceed:


Static propagation conditions BER ≤ 10‑4 For input levels up to ‑40 dBm


Static propagation conditions BER ≤ 10‑3 For input levels > ‑40 dBm


EQ50 (except for GSM400, where EQ100 applies) propagation conditions BER ≤ 3 % 

The FER of TCH/FS under interfering conditions shall not exceed 5 %.

The frame erasure ratio of the RACH shall not exceed 0.5%.

The bit error ratio of uncoded data bits in 8-PSK, QPSK, 16-QAM and 32-QAM channels shall not exceed:

Static propagation conditions (steps a, b and d) BER ≤ 10‑4 for input levels up to -40 dBm.

Static propagation conditions (step c) BER ≤ 10‑3 for input levels > ‑40 dBm. 

7.1.5
Requirement Reference

3GPP TS 45.005 subclause 6.1, subclause 6.5 and subclause 6.6.

7.2
Erroneous Frame Indication Performance

7.2.1
Test Purpose

In 3GPP TS 45.005 a Cyclic Redundancy Check (CRC) is defined for detection of erroneous Layer 2 frames or speech frames. For speech channels also additional error detecting capabilities using some soft information are needed due to DTX operation when no useful signal is transmitted to the receiver. This test verifies the reliability of the overall Bad Frame Indication (BFI) presented to the speech decoder and the Frame Erasure Indication (FEI) used on control channels. 

7.2.2
Test Case

1)
A test signal consisting of continuous GSM modulation of a pseudo random bit stream without mid‑amble, and at a level specified in table 7.2-1, shall be applied to the receiver antenna connector, on the same frequency as the TRX under test.


One TRX shall be configured to support a BCCH. The detection by the BSS of error‑free RACH bursts (FEI=0) shall be monitored by the BSSTE. If both GPRS is supported by the BSS and a PBCCH can be configured, then the detection by the BSS of error-free PRACH bursts (FEI=0) shall be monitored by the BSS.

Table 7.2-1: Test Signal input level for testing of Erroneous Frame Indication performance

	BTS Type
	Test signal Input Level

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/MXM 850/MXM 1900/GSM 700 BTS
	‑84 dBm

	GSM900/GSM850/MXM 850/GSM 700 micro‑BTS M1
	‑77 dBm

	GSM900/GSM850/MXM 850/GSM 700 micro‑BTS M2
	‑72 dBm

	GSM900/GSM850/MXM 850/GSM 700 micro‑BTS M3
	‑67 dBm

	GSM900/GSM850/MXM 850/GSM 700 pico‑BTS P1
	-68 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M1
	‑82 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M2
	‑77 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M3
	‑72 dBm

	DCS1800/PCS 1900/ MXM 1900 pico-BTS P1
	-75 dBm

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/GSM 700 Wide Area multicarrier BTS
	-84 dBm

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/GSM 700 Medium Range multicarrier BTS
	-78 dBm

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/ GSM 700 Local Area multicarrier BTS
	-70 dBm


2)
Step 1 shall be repeated without any RF input on the TRX under test, with the receiver antenna connector terminated with 50W.

3)
Step 1 shall be repeated with one timeslot on one TRX configured for TCH/FS,  TCH/HS, TCH/EFS, TCH/AxS and for FACCH. The Bad Frame Indication (BFI) shall be monitored by the BSSTE.

4)
Step 3 shall be repeated without any RF input on the TRX under test, with the receiver antenna connector terminated with 50W.

5)
The test shall be repeated with one timeslot on one TRX configured for TCH/FS, TCH/HS, TCH/EFS and TCH/AxS, when DTX is activated with SID frames and SACCH frames received at a level specified in table 7.2‑1 and with no transmission at the other bursts of the TCH. The Bad Frame Indication (BFI) shall be monitored by the BSSTE.

7.2.3
Essential conformance

This test need not be performed.

7.2.4
Complete conformance

Test Environment:

Normal.

Conformance requirement
In steps 1 and 2, less than 0.02 % of the frames shall be detected as error free (FEI=0).

In steps 3, 4 and 5, less than 1 undetected bad speech frame (i.e. detected as BFI=0) shall occur on average in a period of 60 s.

7.2.5
Requirement reference

3GPP TS 45.005 subclause 6.4.

7.3
Static Reference Sensitivity Level

7.3.1
Test Purpose

The static reference sensitivity level of the receiver is the level of signal at the receiver input with a standard test signal at which the receiver will produce after demodulation and channel decoding data with a Frame Erasure Ratio (FER), Residual Bit Error Ratio (RBER) Bit Error Ratio (BER) or Block Error Ratio (BLER) better than or equal to that specified for a specific logical channel type under static propagation conditions. 

7.3.2
Test Case

The test shall be performed for the specified ARFCNs. As a minimum, one time slot shall be tested on one TRX.

All TRXs in the BSS configuration shall be on and transmitting full power in all time slots.

For circuit switched channels, except ECSD with slow frequency hopping disabled and AMR-WB, and 8-PSK modulated AMR and AMR-WB channels, a test signal with normal GSM modulation shall be applied to the BSS RX antenna connector, with a power specified in table 7.3-1, on a chosen time slot. 

For packet switched channels, for ECSD with slow frequency hopping disabled and AMR-WB, and 8-PSK modulated AMR and AMR-WB channels, a test signal with normal GSM modulation shall be applied to the BSS RX antenna connector, with a power specified in table 7.3-2, on a chosen time slot. When testing the packet switched channels with PAN included the input signal power specified in tables 7.3-3 and 7.3-4 shall be applied.

For BTS types other than normal, the test signal input level shall be increased by the values in table 7.3-5.

The two adjacent time slots shall have a level 50 dB above reference sensitivity requirement specified in table 7.3-1. The content of this signal shall allow the receiver of the TRX under test to either be activated or to detect valid GMSK modulated GSM signals (as specified in the conformance requirement) on the adjacent timeslots for the duration of the test. No signal should be applied during the remaining timeslots.

If Synthesizer Slow Frequency Hopping is supported by the BSS, the test shall be repeated with the following changes:

a)
The BSS shall be hopping over the maximum range and number of ARFCNs possible for the test environment and which are available in the BSS configuration.

b)
The test signal should only be applied for the timeslot under test; no signal should be applied during the remaining timeslots.

Table 7.3-1: Test Signal input level for Static reference sensitivity measurement for circuit switched channels except ECSD and AMR-WB channels, and 8-PSK modulated AMR and AMR-WB channels

	BTS Type
	Test signal Input Level GMSK

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/MXM 850/MXM 1900/GSM 700 BTS
	‑104 dBm

	GSM900/GSM850/MXM 850/GSM 700 micro‑BTS M1
	‑97 dBm

	GSM900/GSM850/MXM 850/GSM 700 micro‑BTS M2
	‑92 dBm

	GSM900/GSM850/MXM 850/GSM 700 micro‑BTS M3
	‑87 dBm

	GSM900/GSM850/MXM 850/GSM 700 pico‑BTS P1
	-88 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M1
	‑102 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M2
	‑97 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M3
	‑92 dBm

	DCS1800/PCS 1900/ MXM 1900 pico-BTS P1
	-95 dBm

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/GSM 700 Wide Area multicarrier BTS
	-104 dBm

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/GSM 700 Medium Range multicarrier BTS
	-98 dBm

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/ GSM 700 Local Area multicarrier BTS
	-90 dBm


8th Modification (Intermodulation attenuation)
Table 7.3-5: Test signal input level corrections for different BTS Types (for tables 7.3-2, 7.3-3, 7.3-4)

	BTS Type
	Test signal Average Input Level corrections

	GSM400/GSM850/GSM900/MXM850/GSM 700 micro‑BTS M1
	+7 dB

	GSM900/GSM850/MXM850/GSM 700 micro‑BTS M2
	+12 dB

	GSM900/GSM850/MXM850/GSM 700 micro‑BTS M3
	+17 dB

	GSM900/GSM850/MXM850/GSM 700 pico-BTS P1
	+16 dB

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M1
	+2 dB

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M2
	+7 dB

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M3
	+12 dB

	DCS1800/PCS 1900/ MXM 1900 pico-BTS P1
	+9 dB

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/GSM 700 Wide Area multicarrier BTS
	0 dB

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/GSM 700 Medium Range multicarrier BTS
	+6 dB

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/ GSM 700 Local Area multicarrier BTS
	+14 dB


9th Modification (multipath reference sensitivity)
Table 7.4-1: Test signal input level for Multipath Reference Sensitivity measurements
for circuit switched channels except ECSD, AMR-WB channels and 8-PSK modulated AMR and AMR-WB channels and channels in VAMOS mode

	BTS Type
	Test signal Input Level to receiver

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/MXM 850/MXM 1900/GSM 700 BTS
	‑104 dBm

	GSM900/GSM850/MXM 850/GSM 700 micro‑BTS M1
	‑97 dBm

	GSM900/GSM850/MXM 850/GSM 700 micro‑BTS M2
	‑92 dBm

	GSM900/GSM850/MXM 850/GSM 700 micro‑BTS M3
	‑87 dBm

	GSM900/GSM850/MXM 850/GSM 700 pico‑BTS P1
	-85 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M1
	‑102 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M2
	‑97 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M3
	‑92 dBm

	DCS1800/PCS 1900/ MXM 1900 pico-BTS P1
	-92 dBm

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/GSM 700 Wide Area multicarrier BTS
	-104 dBm

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/GSM 700 Medium Range multicarrier BTS
	-98 dBm

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/ GSM 700 Local Area multicarrier BTS
	-90 dBm


10th Modification (multipath reference sensitivity)
Table 7.4-3: Test signal input level corrections for different BTS Types (for table 7.4-2)

	BTS Type
	Test signal Average Input Level corrections

	GSM850/GSM900/MXM850/GSM700 micro‑BTS M1
	+7 dB

	GSM900/GSM850/MXM850/GSM700 micro‑BTS M2
	+12 dB

	GSM900/GSM850/MXM850/GSM700 micro‑BTS M3
	+17 dB

	GSM900/GSM850/MXM850/GSM700 pico-BTS P1
	+19 dB

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M1
	+2 dB

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M2
	+7 dB

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M3
	+12 dB

	DCS1800/PCS 1900/ MXM 1900 pico-BTS P1
	+12 dB

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/GSM 700 Wide Area multicarrier BTS
	0 dB

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/GSM 700 Medium Range multicarrier BTS
	+6 dB

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/ GSM 700 Local Area multicarrier BTS
	+17 dB

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/ GSM 700 Local Area multicarrier BTS for channels in VAMOS mode
	[TBD] dB


11th Modification (reference inteference)
Table 7.5-1: Test signal average input level for Reference Interference Level measurements

	BTS Type
	Test signal average input level to receiver

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/MXM 850/MXM 1900/GSM700  BTS
	‑84 dBm

	GSM900/GSM850/MXM 850/GSM700 micro‑BTS M1
	‑77 dBm

	GSM900/GSM850/MXM 850/GSM700 micro‑BTS M2
	‑72 dBm

	GSM900/GSM850/MXM 850/GSM700 micro‑BTS M3
	‑67 dBm

	GSM900/GSM850/MXM 850/GSM700 pico-BTS P1
	‑68 dBm *

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M1
	‑82 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M2
	‑77 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M3
	‑72 dBm

	DCS1800/PCS 1900/ MXM 1900 pico-BTS P1
	-75 dBm *

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/GSM 700 Wide Area multicarrier BTS
	-84 dBm

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/ GSM 700 Medium Range multicarrier BTS
	-78 dBm

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/GSM 700 Local Area multicarrier BTS
	-70 dBm *


12th Modification (blocking)
7.6
Blocking Characteristics

7.6.1
Test Purpose

Blocking and spurious response rejection is a measure of the ability of a BSS receiver to receive a wanted GSM modulated signal in the presence of an interfering signal; the level of the interfering signal is higher for the test of blocking than for spurious response.

7.6.2
Test Case

The manufacturer shall declare any intermediate frequencies (IF1 to IFn) used within the receiver, and the frequency of the local oscillator applied to the first receiver mixer.

1)
This measurement is carried out in three stages:

a)
an optional preliminary test to identify frequencies of interfering signal which require more detailed investigation.

b)
measurement of blocking performance:

i)
all out-of-band frequencies (general requirements for co-existence)

ii)
in case of multicarrier BTS equipped with multicarrier receiver, if the BSS is declared to be suitable for co-location with systems in other frequency bands, in the declared frequency bands (co-location requirements)

c)
measurement of spurious response performance; this test need only be performed at those frequencies of interfering signal at which the specification for blocking is not met. 

2)
The BSS shall be configured to operate as close to the centre of the operating receive band as is possible. In case of multicarrier receiver the BTS configuration in 4.10.10 applies. If Slow frequency hopping is supported by the BSS, it shall be disabled during these measurements.

3)
The measurement shall be performed in a test configuration, depending on the declared type of receiver 

a)
For all types of receivers except multicarrier BTS with multicarrier receiver, the two RF signals shall be fed into the receiver antenna connector of the BSS using a combining network. The wanted signal shall be at the operating frequency of the receiver, shall be modulated with normal GSM modulation, and shall be at a level as specified in table 7.6-1. The measurement is only performed under static propagation conditions. 

b) 
In case of testing Wide Area and Medium Range multicarrier BTS with multicarrier receiver, the maximum supported number of wanted signals or four, whichever is less, and the blocking signal shall be fed into the receiver antenna connector of the BSS using a combining network. 

In case of testing Local Area multicarrier BTS with multicarrier receiver, the maximum supported number of wanted signals or two, whichever is less, and the blocking signal shall be fed into the receiver antenna connector of the BSS using a combining network. 

The wanted signals shall be equally spread over the maximum Base Station RF bandwidth with two of them allocated at the edge frequencies of the maximum Base Station RF bandwidth of the receiver. Each wanted signal shall use a normal GSM modulation, with a signal level as specified in table 7.6-1 at the receiver input. If no requirement is defined in Table 7.6-3 for a combination of interfering signal power and frequency offset between interferer and wanted signal, the measured data for the corresponding wanted signal(s) may be discarded from the evaluation. The allocation of the center frequency of the RF Base Station bandwidth is set according to 4.10.10 except for out of band blocking tests where it is sufficient to allocate the center of the supported Base Station RF bandwidth as close as possible to the center frequency of the operating band. 

The performances of the wanted signals are recorded simultaneously.

The tests are repeated until all applicable interferer levels in table 7.6-3 have been tested.
The measurement is only performed under static propagation conditions without reconfiguring any receiver resources during the test.

If BSS supports both EGPRS and ECSD, it is not necessary to perform testing in both modes. If ECSD channel other than E-TCH/F43.2 NT is to be measured a wanted signal level 3 dB above the test signal level specified in subclause 7.3 shall be used, with the exception for GSM 700, GSM850, MXM850 and MXM 1900 normal BTSs, where a wanted signal 1 dB above the test signal level specified in subclause 7.3 shall be used. If TCH/FS is not supported, the highest supported of  PDTCH/MCS-1 to MCS-4  shall be measured using a wanted signal level 3 dB above the test signal level specified in subclause 7.3, with the exception for GSM 700, GSM850, MXM850 and MXM 1900 normal BTSs, where a wanted signal 1 dB above the test signal level specified in subclause 7.3 shall be used. A MXM 1900 normal BTS may instead be tested to the requirements of a PCS 1900 normal BTS.

Table 7.6-1: Power level of wanted signal for test of Blocking Characteristics

	BTS Type
	Power level of Wanted Signal 

	
	TCH/

FS
	E-TCH/

F43.2 NT
	PDTCH/

MCS-5
	PDTCH/

MCS-6
	PDTCH/

MCS-7
	PDTCH/

MCS-8
	PDTCH/

MCS-9

	GSM 400/ GSM900/DCS1800/PCS 1900  BTS
	-101 dBm
	-94 dBm
	-98 dBm
	-96.5 dBm
	-93 dBm
	-90 dBm
	-88.5 dBm

	GSM700/GSM850/MXM 850*/MXM 1900*  BTS
	-103 dBm
	- 96 dBm
	-100 dBm
	-98.5 dBm
	-95 dBm
	-92 dBm
	-90.5 dBm

	GSM900/GSM700/GSM850/MXM 850* micro‑BTS M1
	-94 dBm
	- 87 dBm
	-91 dBm
	-89.5 dBm
	-86 dBm
	-83 dBm
	-81.5 dBm

	GSM900/GSM700/GSM850/MXM 850* micro‑BTS M2
	-89 dBm
	- 82 dBm
	-86 dBm
	-84.5 dBm
	-81 dBm
	-78 dBm
	-76.5 dBm

	GSM900/GSM700/GSM850/MXM 850* micro‑BTS M3
	-84 dBm
	- 77 dBm
	-81 dBm
	-79.5 dBm
	-76 dBm
	-73 dBm
	-71.5 dBm

	GSM900/GSM700/GSM850/MXM 850* pico-BTS P1
	-85 dBm
	- 78 dBm
	-82 dBm
	-80.5 dBm
	-93 dBm
	-74 dBm
	-72.5 dBm

	DCS1800/PCS 1900/ MXM 1900* micro‑BTS M1
	-99 dBm
	- 92 dBm
	-96 dBm
	-94.5 dBm
	-91 dBm
	-88 dBm
	-86.5 dBm

	DCS1800/PCS 1900/ MXM 1900* micro‑BTS M2
	-94 dBm
	- 87 dBm
	-91 dBm
	-89.5 dBm
	-86 dBm
	-83 dBm
	-81.5 dBm

	DCS1800/PCS 1900/ MXM 1900* micro‑BTS M3
	-89 dBm
	- 82 dBm
	-86 dBm
	-84.5 dBm
	-81 dBm
	-78 dBm
	-76.5 dBm

	DCS1800/PCS 1900/ MXM 1900* pico-BTS P1
	-92 dBm
	- 85 dBm
	-89 dBm
	-87.5 dBm
	-84 dBm
	-81 dBm
	-79.5 dBm

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/GSM 700 

Wide Area multicarrier BTS
	-101 dBm
	-94 dBm
	-98 dBm
	-96.5 dBm
	-93 dBm
	-90 dBm
	-88.5 dBm

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/GSM 700 

Medium Range multicarrier BTS
	-95 dBm
	-88 dBm
	-92 dBm
	-90.5 dBm
	-87 dBm
	-84 dBm
	-82.5 dBm

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/ GSM 700 

Local Area multicarrier BTS
	-87 dBm
	-80 dBm
	-84 dBm
	-82.5 dBm
	-79 dBm
	-76 dBm
	-74.5 dBm

	* NOTE: TCH/FS and E-TCH/F43.2 are not applicable for MXM850 and 1900.


PRELIMINARY TEST
4)
This optional test may be performed to reduce the number of measurements required in step 8. If it is performed, this shall be at the frequencies specified below. This test is not applicable for multicarrier BTS with multicarrier receiver when testing inband blocking frequencies. In case of multicarrier BTS with multicarrier receiver the test, if applied, shall be performed with simultaneous reception and evaluation of  the number of wanted signals, as specified in step 3b), when testing out-of-band blocking frequencies.
5)
The test shall be performed for an interfering signal at all frequencies which are integer multiples of 200 kHz , and which fall within one or more of the frequency ranges listed below, but excluding frequencies which exceed 12.75 GHz or are less than 600 kHz from the wanted signal:

a)
from


TGSM 810:
706 MHz to 921 MHz inclusive.

PGSM 900:
790 MHz to 1015 MHz inclusive.


EGSM 900:
780 MHz to 1015 MHz inclusive.


RGSM 900:
776 MHz to 1015 MHz inclusive.


DCS 1800:
1610 MHz to 1885 MHz inclusive.


PCS 1900 and MXM 1900:
1750  MHz to 2010  MHz inclusive.


GSM 850 and MXM 850:
724 MHz to 949 MHz inclusive.



GSM 710:

598 MHz to 816 MHz inclusive.



GSM 750:

677 MHz to 893 MHz inclusive.

GSM 450:
      350 MHz to 558 MHz inclusive.


GSM 480:
      378 MHz to 586 MHz inclusive.

b)

TGSM 810:



from Flo ‑ (IF1 + IF2 + .... + IFn + 7.5 MHz) to



Flo + (IF1 + IF2 + .... + IFn + 7.5 MHz).

GSM 850, MXM 850, PGSM 900, EGSM900 and RGSM 900:



from Flo ‑ (IF1 + IF2 + .... + IFn + 12.5 MHz) to



Flo + (IF1 + IF2 + .... + IFn + 12.5 MHz).


DCS 1800:



from Flo ‑ (IF1 + IF2 + .... + IFn + 37.5 MHz) to



Flo + (IF1 + IF2 + .... + IFn + 37.5 MHz).


GSM 400:



from Flo ‑ (IF1 + IF2 + .... + IFn + 3.6 MHz) to



Flo + (IF1 + IF2 + .... + IFn + 3.6 MHz).


PCS 1900 and MXM 1900:



from Flo ‑ (IF1 + IF2 + .... + IFn + 30 MHz) to



Flo + (IF1 + IF2 + .... + IFn + 30 MHz).


GSM 700:



from Flo ‑ (IF1 + IF2 + .... + IFn + 7.5 MHz) to



Flo + (IF1 + IF2 + .... + IFn + 7.5 MHz).

c)
from IF1 ‑ 400 kHz to IF1 + 400 kHz.

In the case of multicarrier BTS equipped with multicarrier receiver:

From IF1 ‑ RFBW Max/2 - 200kHz to IF1 + RFBW Max/2 + 200kHz

d)
All of the ranges:


mFlo ‑ IF1 ‑ 200 kHz to mFlo ‑ IF1 + 200 kHz


and


mFlo + IF1 ‑ 200 kHz to mFlo + IF1 + 200 kHz


In the case of multicarrier BTS equipped with multicarrier receiver:


mFlo ‑ IF1 ‑ RFBW Max/2 to mFlo ‑ IF1 + RFBW Max/2


and


mFlo + IF1 - RFBW Max/2 to mFlo +  IF1 + RFBW Max/2 

e)
All integer multiples of 10 MHz


Where:
Flo 

is the frequency of the local oscillator applied to the first receiver mixer.



IF1 ... IFn 
are the n intermediate frequencies in the digital as well as the analog part of the receiver.



m 



is all positive integers.

RFBW Max

equals the maximum Base Station RF bandwidth.


To reduce test time, a shortened test procedure according to annex A of the present document may be used, with an upper limit of measurement of 4 GHz.

6)
The interfering signal shall be frequency modulated with a modulation frequency of 2 kHz and a peak deviation of +/‑100 kHz.

7)
For interfering signal frequency within the range:

TGSM810:
786 MHz to 831 MHz;
PGSM900:
870 MHz to 925 MHz;

EGSM900:
860 MHz to 925 MHz;

RGSM900:
856 MHz to 921 MHz;

DCS1800:

1690 MHz to 1805 MHz.

GSM 450:

444.4 MHz to 460.4 MHz;

GSM 480:

472.8 MHz to 488.8 MHz;

GSM 710:

678 MHz to 728 MHz;

GSM 750:

763 MHz to 813 MHz;

GSM 850 and MXM 850:
804 MHz to 869 MHz;

PCS 1900 and MXM 1900:
1830 MHz to 1930 MHz;


the level of the interfering signal at the receiver input, except for multicarrier BTS equipped with multicarrier receiver, shall be:


GSM 400, GSM 900, GSM 700, GSM 850 and MXM 850:

‑3 dBm.


DCS 1800, PCS 1900 and MXM 1900:






‑15 dBm.


For interfering signal frequencies on other frequencies, the level of the interfering signal shall be

BTS except for multicarrier BTS equipped with multicarrier receiver
 +10 dBm.

In case of multicarrier BTS equipped with multicarrier receiver the level of the interfering signal shall be:
-9 dBm. 

In case of multicarrier BTS equipped with multicarrier receiver, if the BSS is declared to be suitable for co-location with systems in other frequency bands, as defined in step 9a), the level of the interfering signal shall be:
+22 dBm, +14 dBm and 0 dBm for Wide Area, Medium Range and Local Area multicarrier BTS, respectively.


The Residual Bit Error Ratio (RBER) for the TCH/FS channel using class II bits and the Block Error Ratio (BLER) for one supported PDTCH/MCS-x with lowest number x and 8PSK modulation (x=5, if the BSS supports all coding schemes) and/or E-TCH/F43,2 NT channel or BLER (or BER) for the highest supported data speed shall be measured and if TCH/FS is not supported the BLER for the tested PDTCH/MCS-1 to MCS-4. All frequencies at which the RBER exceeds 10 % and/or at which the BLER exceeds 25 % or the BER exceeds 0,25 % respectively shall be recorded for further study. A relaxed statistical significance may be used for this measurement, compared to that of step 9).

13th Modification (blocking)
Table 7.6-4: Level of interfering signal for blocking for multicarrier BTS

	Frequency band
	GSM 400 and GSM 900 (dBm)
	DCS1800 and PCS 1900  (dBm)
	GSM 700 and GSM 850 (dBm)

	Multicarrier BTS class
	WA
	MR
	LA
	WA
	MR
	LA
	WA
	MR
	LA

	in ‑ band:
	
	
	
	
	
	
	
	
	

	fo +/‑ 600 kHz
	-35
	-30
	-22
	-35
	-30
	-22
	-37
	-32
	-24

	800 kHz 
[image: image2.wmf]£

 |f‑fo| < 1.6 MHz
	-25 & ‑16
	-20 & ‑15
	-12 & ‑7
	-25
	-20
	-12
	-35
	-30
	-22

	1.6MHz 
[image: image3.wmf]£

 |f‑fo| < 3MHz
	-25 & ‑16
	-20 & ‑15
	-12 & ‑7
	-25
	-20
	-12
	-33
	-28
	-20

	3 MHz
[image: image4.wmf]£

 |f‑fo|
	-25 or ‑16
	-20 or ‑15
	-12 or ‑7
	-25
	-20
	-12
	-33
	-28
	-20

	Out-of-band
	General
	-15
	-15
	-15
	-15
	-15
	-15
	-15
	-15
	-15

	
	Co-siting
	16
	8
	-6
	16
	8
	-6
	16
	8
	-6

	NOTE 1:   f refers to the interfering blocker signal and fo refers to the wanted signal under test. In case of more than one wanted signal under test fo refers to each wanted signal under test as described in step 3b).
NOTE 2:
Micro and pico-BTS is not defined for GSM400.

NOTE 3:
In case of multicarrier BTS with multicarrier receiver for GSM 400 and GSM 900, for inband requirements for frequency offsets 800 kHz  ( |f‑fo |, the power level of wanted signal in table 7.6-1 may be increased according to table 7.6-5. 

The relaxed values for multicarrier BTS are not applicable for GSM-R usage. 

The requirements for multicarrier BTS apply to BTS with multicarrier receiver.

In case of multicarrier BTS with multicarrier receiver for GSM 400 and GSM 900, for inband requirements and for frequency offsets |f‑fo | ≥ 3 MHz, the interfering signal level depends on the interferer frequency according to following rule: The higher interfering signal level from the table is used if the interferer frequency is a multiple of 400 kHz and otherwise the lower level.


14th Modification (blocking)
Table 7.6-5: Wanted signal level increase in GSM 400 and GSM 900 for multicarrier BTS with multicarrier receiver

	Wide Area
	Medium Range
	Local Area

	Level of interfering signal
	Wanted signal level increase
	Level of interfering signal
	Wanted signal level increase
	Level of interfering signal
	Wanted signal level increase

	≤ -25 dBm
	+0 dB
	≤ -20  dBm
	+0 dB
	≤ -12  dBm
	+0 dB

	> -25 dBm  and 
≤ -20 dBm
	+5 dB
	> -20 dBm  and 
≤ -15 dBm
	+5 dB
	> -12 dBm  and 
≤ -7 dBm
	+9 dB

	> -20 dBm  and 
≤ -16 dBm
	+9 dB
	-
	-
	-
	-


15th Modification (RX Intermodulation)
Table 7.7-1: Wanted signal level for testing of Intermodulation Characteristics

	BTS Type
	Power level of Wanted Signal 



	
	TCH/FS
	E-TCH/

F43.2 NT
	PDTCH/ MCS-5
	PDTCH/ MCS-6
	PDTCH/ MCS-7
	PDTCH/ MCS-8
	PDTCH/ MCS-9

	GSM 400/GSM850/GSM900/ GSM700/DCS1800/PCS 1900/MXM 850/MXM 1900 BTS
	‑101 dBm
	-94 dBm
	-98 dBm
	-96.5 dBm
	-93 dBm
	-90 dBm
	-88.5 dBm

	GSM900/ GSM700/GSM850/MXM 850 micro‑BTS M1
	‑94 dBm
	-87 dBm
	-91 dBm
	-89.5 dBm
	-86 dBm
	-83 dBm
	-81.5 dBm

	GSM900/ GSM700/GSM850/MXM 850 micro‑BTS M2
	‑89 dBm
	-82 dBm
	-86 dBm
	-84.5 dBm
	-81 dBm
	-78 dBm
	-76.5 dBm

	GSM900/ GSM700/GSM850/MXM 850 micro‑BTS M3
	‑84 dBm
	-77 dBm
	-81 dBm
	-79.5 dBm
	-76 dBm
	-73 dBm
	-71.5 dBm

	GSM900/ GSM700/GSM850/MXM 850 pico-BTS P1
	-85 dBm
	-78 dBm
	-82 dBm
	-80.5 dBm
	-77 dBm
	-74 dBm
	-72.5 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M1
	‑99 dBm
	-92 dBm
	-96 dBm
	-94.5 dBm
	-91 dBm
	-88 dBm
	-86.5 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M2
	‑94 dBm
	-87 dBm
	-91 dBm
	-89.5 dBm
	-86 dBm
	-83 dBm
	-81.5 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M3
	‑89 dBm
	-82 dBm
	-86 dBm
	-84.5 dBm
	-81 dBm
	-78 dBm
	-76.5 dBm

	DCS1800/PCS 1900/ MXM 1900 pico-BTS P1
	-92 dBm
	-85 dBm
	-89 dBm
	-87.5 dBm
	-84 dBm
	-81 dBm
	-79.5 dBm

	GSM 400/GSM850/GSM900/

DCS1800/PCS 1900/GSM 700 

Wide Area multicarrier BTS
	-101 dBm
	-94 dBm
	-98 dBm
	-96.5 dBm
	-93 dBm
	-90 dBm
	-88.5 dBm

	GSM 400/GSM850/GSM900/

DCS1800/PCS 1900/GSM 700 

Medium Range multicarrier BTS
	-95 dBm
	-88 dBm
	-92 dBm
	-90.5 dBm
	-87 dBm
	-84 dBm
	-82.5 dBm

	GSM 400/GSM850/GSM900/

DCS1800/PCS 1900/ GSM 700 

Local Area multicarrier BTS
	-87 dBm
	-80 dBm
	-84 dBm
	-82.5 dBm
	-79 dBm
	-76 dBm
	-74.5 dBm

	NOTE: TCH/FS and E-TCH/F43.2 are not applicable for MXM850 and 1900


16th Modification (AM suppression)
7.8
AM suppression

7.8.1
Test Purpose

AM suppression is a measure of the ability of a BSS receiver to receive a wanted GSM modulated signal without exceeding a given degradation due to the presence of an unwanted modulated signal.

7.8.2
Test Case

If Slow Frequency Hopping (SFH) is supported by the BSS, it shall be disabled during this measurement. The measurement is performed only under static conditions.

a)
In case of BTS without multicarrier receiver 

This test shall be performed at any one ARFCN on one TRX and on supported channels in table 7.8-1.

b)
In case of multicarrier BTS equipped with multicarrier receiver 

In case of the Wide Area and Medium Range classes, the BTS shall be configured according to subclause 4.10.10 with the maximum supported number of wanted input signals or four, whichever less, applied for supported channels at a signal level as specified in table 7.8-1 at the receiver input.
In case of the Local Area class, the BTS shall be configured according to subclause 4.10.10 with the maximum supported number of wanted input signals or two, whichever less, applied for supported channels at a signal level as specified in table 7.8-1 at the receiver input.
The frequencies of the wanted signals are allocated within the maximum Base Station RF bandwidth as symmetrically located as possible around center frequency of the maximum Base Station RF bandwidth with two wanted signals at frequencies 6.0 MHz from the interfering signal, and the remaing wanted signals located at the edges of the maximum supported RF bandwidth, as long as the frequency separation in the respective frequency pairs is at least 600 kHz, as indicated in figure 7.8-1. 
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Figure 7.8-1 Allocation of wanted signals and interferer

If the maximum Base Station RF bandwidth does not allow allocating the signals at 6 MHz and more on each side of the interferer according to the description above, the frequency of the interferer is allocated to keep frequency separation to the wanted signals on one side of the interferer fixed at ≥ 6 MHz as described above and the wanted signal(s) are still allocated at the edge of the maximum Base Station RF bandwidth with 600 kHz frequency separation within the respective frequency pairs, if applicable.

NOTE: If the maximum number of supported wanted signals is three, above description implies that the outer signal with the smallest frequency separation to the interferer is left out compared to the four-signal setup. If the maximum number of supported wanted signals is two, both outer signals are left out. 

The wanted signal shall have the same normal GSM modulation with a power level as defined in table  7.8-1.

If BSS supports both EGPRS and ECSD, it is not necessary to perform testing in both modes. If ECSD channel other than E-TCH/F43.2 NT is to be measured a wanted signal level 3 dB above the test signal level specified in subclause 7.3 shall be used. If TCH/FS is not supported, the highest supported of  PDTCH/MCS-1 to MCS-4 shall be measured using a wanted signal level 3 dB above the test signal level specified in subclause 7.3.

Table 7.8-1: Test signal input level

	BTS Type
	Test signal Input

Level to receiver TCH/FS
	Power level of Wanted Signal     


	
	
	E-TCH/

F43.2 NT
	PDTCH/ MCS-5
	PDTCH/ MCS-6
	PDTCH/ MCS-7
	PDTCH/ MCS-8
	PDTCH/ MCS-9

	GSM400/GSM700/GSM850/

MXM850/GSM900/DCS1800/PCS 1900/MXM 1900 BTS
	‑101 dBm
	-94 dBm
	-98 dBm
	-96.5 dBm
	-93 dBm
	-90 dBm
	-88.5 dBm

	GSM900/GSM700/GSM850/

MXM 850 micro‑BTS M1
	‑94 dBm
	-87 dBm
	-91 dBm
	-89.5 dBm
	-86 dBm
	-83 dBm
	-81.5 dBm

	GSM900/GSM700/GSM850/

MXM 850 micro‑BTS M2
	‑89 dBm
	-82 dBm
	-86 dBm
	-84.5 dBm
	-81 dBm
	-78 dBm
	-76.5 dBm

	GSM900/GSM700/GSM850/

MXM 850 micro‑BTS M3
	‑84 dBm
	-77 dBm
	-81 dBm
	-79.5 dBm
	-76 dBm
	-73 dBm
	-71.5 dBm

	GSM900/GSM700/GSM850/

MXM 850 pico-BTS P1
	‑85 dBm
	-78 dBm
	-82 dBm
	-80.5 dBm
	-93 dBm
	-74 dBm
	-72.5 dBm

	DCS1800/PCS1900/MXM 1900 micro‑BTS M1
	‑99 dBm
	-92 dBm
	-96 dBm
	-94.5 dBm
	-91 dBm
	-88 dBm
	-86.5 dBm

	DCS1800/PCS1900/MXM 1900 micro‑BTS M2
	‑94 dBm
	-87 dBm
	-91 dBm
	-89.5 dBm
	-86 dBm
	-83 dBm
	-81.5 dBm

	DCS1800/PCS1900/MXM 1900 micro‑BTS M3
	‑89 dBm
	-82 dBm
	-86 dBm
	-84.5 dBm
	-81 dBm
	-78 dBm
	-76.5 dBm

	DCS1800/PCS1900/MXM 1900 pico-BTS P1
	‑92 dBm
	-85 dBm
	-89 dBm
	-87.5 dBm
	-84 dBm
	-81 dBm
	-79.5 dBm

	GSM 400/GSM850/GSM900/

DCS1800/PCS 1900/GSM 700 

Wide Area multicarrier BTS
	-101 dBm
	-94 dBm
	-98 dBm
	-96.5 dBm
	-93 dBm
	-90 dBm
	-88.5 dBm

	GSM 400/GSM850/GSM900/

DCS1800/PCS 1900/GSM 700 

Medium Range multicarrier BTS
	-95 dBm
	-88 dBm
	-92 dBm
	-90.5 dBm
	-87 dBm
	-84 dBm
	-82.5 dBm

	GSM 400/GSM850/GSM900/

DCS1800/PCS 1900/ GSM 700 

Local Area multicarrier BTS
	-87 dBm
	-80 dBm
	-84 dBm
	-82.5 dBm
	-79 dBm
	-76 dBm
	-74.5 dBm


The interfering signal is GMSK modulated according to GSM characteristics (with or without a midamble) with a pseudo random bit sequence of at least 511 bits length.

NOTE 1:
A 148‑bit sequence of the 511‑bit of a pseudo‑random bit sequence as defined in CCITT Recommendation 0.153 fascile IV.4 is recommended.

i)
In case of BTS without multicarrier receiver 
The frequency (f) of the interfering signal shall be in the relevant receive band, at least 6 MHz separated from the ARFCN under test. Frequency f is an integer multiple of 200 kHz and at least 2 ARFCNs separated from any identified spurious response in step 9 of the test case in subclause 7.6.2.

ii) In case of multicarrier BTS with multicarrier receiver
The frequency (f) of the interfering signal shall be within the maximum Base Station RF bandwidth, at least 6 MHz separated from the ARFCN(s) under test. Frequency f is an integer multiple of 200 kHz and at least 2 ARFCNs separated from any identified spurious response in 9 in the test case in subclause 7.6.2.
The performances of the wanted signals at 6 MHz or more from the interferer are recorded simultaneously without reallocation of receiver resources during the test.
 In case of a multicarrier BTS with multicarrier receiver, the testing duration may be reduced by simultaneously testing different logical channels on different carriers. The error rate shall be evaluated separately for each wanted signal and over the identical time interval for all wanted signals, determined by the logical channel under test requiring the longest test duration.
The interferer shall have one timeslot active, meeting the power/time mask of figure 6.4-1. The transmitted bursts shall be synchronized to but delayed in time between 61 and 86 symbol periods relative to the bursts of the wanted signal. The mean level of the interferer over the useful part of the burst is defined in table 7.8-2.

Table 7.8-2: Interfering signal level

	
	Multicarrier BTS
	Micro-BTS
	Pico-BTS

	
	BTS

(dBm)
	WA 
(dBm)
	MR 
(dBm)
	LA
(dBm)
	M1

(dBm)
	M2

(dBm)
	M3

(dBm)
	P1

(dBm)

	GSM 400
	-31
	-31
	-26
	-18
	-
	-
	-
	-

	GSM 900
	-31
	-31
	-26
	-18
	-34
	-29
	-24
	-21

	GSM 850
	-31
	-31
	-26
	-18
	-34
	-29
	-24
	-21

	MXM 850
	-33
	-33
	-
	-
	-34
	-29
	-24
	-21

	GSM 700
	-31
	-31
	-26
	-18
	-34
	-29
	-24
	-21

	DCS 1800
	-35
	-35
	-30
	-22
	-33
	-28
	-23
	-26

	PCS 1900
	-35
	-35
	-30
	-22
	-33
	-28
	-23
	-26

	MXM 1900
	-35
	-35
	-
	-
	-33
	-28
	-23
	-26


All input signals shall be connected to the receiver via a combining network. The referred power level for all signals shall be the power into the BSS RX antenna connector.

NOTE 2:
When testing this requirement, a notch filter may be necessary to ensure that the co channel performance of the receiver is not compromised.

17th Modification (signal strength)
9.4.1
Signal Strength

9.4.1.1
Measurement Accuracy

9.4.1.1.1
Test purpose

Description

RXLEV is the received signal level measured at the BSS receiver input averaged over a reporting period of length of 1 SACCH multiframe for a TCH and a SDCCH. This test verifies the range and the accuracy of this parameter.

9.4.1.1.2
Test case

If the manufacturer does provide appropriate logical or physical access  to perform all the tests in this subclause, the tests shall be performed according to the test cases below.

The manufacturer shall declare how many TRXs the BSS supports:

1 TRX:

The test shall be performed on B, M, T

2 TRX:

Tests shall be performed on B,M,T and both TRXs shall be tested on at least one frequency.

3 TRX or more:

Three TRXs shall be tested, one on B, one on M and one on T.

If Slow Frequency Hopping (SFH) is supported by BSS, it shall be disabled during this test.

a)
A test signal with normal GSM modulation originated from the BSSTE shall be applied to the BSS RX antenna connector on one timeslot.

b)
The test signal level shall be adjusted over the level range ‑110.5 dBm to ‑47.5 dBm in 1 dB steps and shall be kept stable for one reporting period.

c)
The RXLEV measurements shall be performed under static propagation conditions only.

9.4.1.1.3
Essential conformance

This test need not to be performed.

9.4.1.1.4
Complete conformance

Test environment

Normal and extreme temperature
Conformance requirements

1)
The RXLEV value shall nominally be mapped to the received signal level as in Table  9.4-1

Table 9.4-1: Signal level estimation requirements

	RXLEV
	Power level:

	0
	less than ‑110 dBm

	1
	‑110 dBm to ‑109 dBm

	2
	‑109 dBm to ‑108 dBm

	.
	.

	.
	.

	62
	‑49 dBm to ‑48 dBm

	63
	greater than ‑48 dBm


2)
For any input signals of level x1 and x2 dBm within the range ‑110 dBm to ‑48 dBm, where x1 is above reference sensitivity in table 9.4-3, x1<=x2 and (x2-x1)<= 20 dB, the corresponding measured values y1 and y2 shall be such that 

(x2-x1) - a<= (y2-y1) <=  (x2-x1) + b

where a and b are the tolerances given in tables 9.4-2 and 9.4-2a (see 3GPP TS 45.008, 8.1.2).

Table 9.4-2: Tolerance for relative accuracy of received signal strength measurement for BTS except multicarrier BTS with multicarrier receiver

	Absolute level of lower level signal x1 in dBm
	Tolerance in dB

	normal-BTS
	DCS1800, PCS 1900 and

MXM 1900

micro-BTS M1
	GSM900, GSM 700, GSM 850 and MXM 850

Micro-BTS M1

and 

DCS1800, PCS 1900 and MXM 1900 

Micro BTS M2
	GSM900, GSM 700, GSM 850 and MXM 850

micro-BTS M2 

and 

DCS1800, PCS1900 and MXM 1900 

micro BTS M3
	GSM900, GSM 700, GSM 850 and MXM 850 

micro-BTS M3
	a
	b

	>=‑90
	>=‑88
	>=‑83
	>=‑78
	>=‑73
	2
	2

	>=‑103
	>=‑101
	>=‑96
	>=‑91
	>=‑86
	3
	2

	<‑103
	<‑101
	<‑96
	<‑91
	<‑86
	4
	2


Table 9.4-2a: Tolerance for relative accuracy of received signal strength measurement for multicarrier BTS with multicarrier receiver

	Absolute level of lower level signal x1 in dBm
	Tolerance in dB

	GSM900, GSM 700, GSM 850, 

DCS1800 and PCS 1900 
Wide Area multicarrier BTS
	GSM900, GSM 700, GSM 850, 

DCS1800 and PCS 1900 
Medium Range multicarrier BTS
	GSM900, GSM 700, GSM 850, 

DCS1800 and PCS 1900 
Local Area multicarrier BTS
	a
	b

	>=‑90
	>=‑84
	>=‑76
	2
	2

	>=‑103
	>=‑97
	>=‑89
	3
	2

	<‑103
	<‑97
	<‑89
	4
	2


NOTE:
It is optional for the BSS to be able to report values below the reference sensitivity in table  9.4-3.These specifications apply to measurements which are on the same or on different RF channel.

3)
The RMS received signal level at the receiver input shall be measured with an absolute accuracy of +/- 4 dB from ‑110 dBm to ‑70 dBm under normal conditions and +/- 6 dB over the full range of ‑110 dBm to - 48 dBm under both normal and extreme temperature conditions.

3)
If the received signal level falls below the reference sensitivity level for the type of BSS then the BSS shall report a level within a range allowing for the absolute accuracy given in conformance requirement c) above. In case the upper limit of this range is below the reference sensitivity level for the type of BSS, then the upper limit shall be considered as equal to the reference sensitivity level in table  9.4-3.

Table 9.4-3: Reference sensitivity level

	BTS Type
	Reference sensitivity level

	GSM 400/GSM900/ GSM700/GSM 850/DCS1800/PCS 1900/MXM 850/MXM 1900 BTS
	‑104 dBm

	GSM900/ GSM700/GSM 850/MXM 850   micro‑BTS M1
	‑97 dBm

	GSM900/ GSM700/GSM 850/MXM 850 micro‑BTS M2
	‑92 dBm

	GSM900/ GSM700/GSM 850/MXM 850 micro‑BTS M3
	‑87 dBm

	GSM900/ GSM700/GSM 850/MXM 850 pico‑BTS P1
	‑88 dBm

	DCS1800/PCS 1900/ MXM 1900  micro‑BTS M1
	‑102 dBm

	DCS1800/PCS 1900/ MXM 1900  micro‑BTS M2
	‑97 dBm

	DCS1800/PCS 1900/ MXM 1900  micro‑BTS M3
	‑92 dBm

	DCS1800/PCS 1900/ MXM 1900   pico-BTS P1
	‑95 dBm

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/GSM 700 Wide Area multicarrier BTS
	-104 dBm

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/GSM 700 Medium Range multicarrier BTS
	-98 dBm

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/ GSM 700 Local Area multicarrier BTS
	-90 dBm


18th Modification (Adaptive frame alignment)
9.5
Adaptive frame alignment

9.5.1
Test purpose

Description

Adaptive frame alignment is the mechanism by which the timeslots transmitted by the MS are initially and dynamically adjusted in time so that the received timeslots in the BSS always fall within the correct time window. This mechanism is controlled by the BSS.

The adaptive frame alignment mechanism is needed since the guard time between timeslots in the timeslot structure is not long enough to cope with MS-BSS propagation delays due to absolute distance. The MS timing is initially adjusted (initial alignment) when accessing the BSS, and is then continuously adjusted for relative distance variations during the call (dynamic alignment).

The BSS continuously monitors the delay in the transmission from the MS relative to the expected signal from an MS at zero range. This is required to give Timing Advance information to the MS. This information of the delay (up to 63 or 219 symbols) may also be used as a criteria for initiating handover at the cell boundary (MAX_MS_RANGE). 

This subclause also tests the MS-BSS distance assessment.

9.5.2
Test case

If Slow Frequency Hopping (SFH) is supported by the BSS, it shall be disabled during this measurement. The tests shall be performed at least on one TRX for the radio frequency channels B, M and T and for timeslots 0 (initial alignment) and 1 or other timeslot except 0 (dynamic alignment) respectively on the same TRX.

The tested timeslots shall be exposed to static propagation conditions.

For each MS emulated the signal strength shall be according to table 9.4-7. If other TCH than TCH/FS is to be used in the test, a input signal 3 dB below the test signal input level specified in subclause 7.3 shall be used.

Table 9.4-7: Input signal strength at test of adaptive time alignment

	BTS Type
	Input signal strength

	GSM 400/GSM900/ GSM700/GSM 850/DCS1800/PCS 1900/MXM 850/MXM 1900 BTS
	‑107 dBm

	GSM900/ GSM700/GSM 850/MXM 850  micro‑BTS M1
	‑100 dBm

	GSM900/ GSM700/GSM 850/MXM 850 micro‑BTS M2
	‑95 dBm

	GSM900/ GSM700/GSM 850/MXM 850 micro‑BTS M3
	‑90 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M1
	‑105 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M2
	‑100 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M3
	‑95 dBm

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/GSM 700 Wide Area multicarrier BTS
	-107 dBm

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/GSM 700 Medium Range multicarrier BTS
	-101 dBm


To avoid a radio link time-out during the tests, the BSSTE may generate an uplink SACCH with a non-limiting signal strength including MEASUREMENT REPORT messages signalling high RXLEV and low RXQUAL values. This applies to the emulated MS when configured with an SACCH, i.e. configured with a dedicated channel.

a)
Initial alignment: Random access bursts shall be input on the RACH (timeslot 0) as often as possible using different random references .

b)
The emulated round-trip propagation delay shall be 3 different values corresponding to TA-values from 0 to 63 (0 to 219 for GSM 400) in turn (low, medium and high).

c)
The Timing Advance (TA) value reported to the MS shall be monitored and compared.

d)
Dynamic alignment: A TCH/FS (other TCH can be used if TCH/FS is not supported) shall be established between the BSSTE and the BSS.

e)
The emulated round-trip propagation delay of the MS shall vary corresponding to the vehicle speed of 500 km/h, starting from maximum MS-BSS distance moving close to the BSS and back.

The Timing Advance (TA) value signalled to the  Mobile Station shall be monitored and compared.
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