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	If a mobile station receives an uplink access request in an uplink free message on the VGCS / VBS channel downlink it shall use the Uplink Reply procedure and send uplink access bursts on the VGCS / VBS call channel uplink with the establishment cause "reply on uplink access request".

Several change requests were approved in the past for this requirement (C1-100476, C4-100892, C1-100477, GP-081048). Uplink Reply procedure for VBS was covered by C1-100477 and C4-100892 but not by GP-081048.

The uplink channel for VBS is not considered in TS 45.003. 

	
	

	Summary of change:
(

	Update of TS 45.003 chapter 4.9 “Access Bursts for uplink access on a channel used for VGCS“ for VBS


	
	

	Consequences if 
(

not approved:
	Uplink channel for Voice Broadcast Calls (VBS) is not considered in TS 45.003 which will lead to misunderstandings.


	
	

	Clauses affected:
(

	4.9

	
	

	
	Y
	N
	
	

	Other specs
(

	X
	
	 Other core specifications
(

	TS44.018... CR 0986

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


******************* 1st MODIFIED SECTION *********************
4.9
Access Bursts for uplink access on a channel used for VGCS or VBS
The encoding of this burst is as defined in subclause 4.6 for the 8 bits access burst on the RACH. The BSIC used by the Mobile Station shall be the BSIC indicated by network signalling, or if not thus provided, the last received BSIC on the SCH of the current cell.
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