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	*** First Change ***


3.2.1
Mobile Station side

In idle mode, the MS listens to the BCCH and to the paging sub-channel for the paging group the MS belongs to in idle mode (cf. 3GPP TS 43.013); it measures the radio propagation for connection with other cells.

In packet idle and packet transfer modes (applicable only to a GPRS mobile station), the mobile station listens to either the PBCCH, if that is present in the cell, or BCCH. The requirements for the monitoring of system information is further specified in 3GPP TS 44.060. Moreover, the mobile station measures the radio propagation for connection with other cells.

A mobile station camping on the cell as a result of redirection from E-UTRAN to GERAN (see 3GPP TS 36.304) is not required to perform the complete acquisition of the system information of the cell on BCCH before proceeding with the RR connection establishment (see sub-clause 3.3). The mobile station shall perform the acquisition on the BCCH of the cell of any of the following messages if relevant and not provided in the E-UTRA RRCConnectionRelease message (see 3GPP TS 36.331):

-
SYSTEM INFORMATION TYPE 3,

-
for a GPRS capable mobile station in a cell supporting GPRS, SYSTEM INFORMATION TYPE 13, and

-
SYSTEM INFORMATION TYPE 1 if broadcast in the cell (see 3GPP TS 45.002).

If SYSTEM INFORMATION TYPE 3 and, for a GPRS capable mobile station in a cell supporting GPRS, SYSTEM INFORMATION TYPE 13 were received in the E-UTRA RRCConnectionRelease message but SYSTEM INFORMATION TYPE 1 was not included, the mobile station shall assume that SYSTEM INFORMATION TYPE 1 is not broadcast in the cell.

In packet idle mode (applicable only to a GPRS mobile station), the mobile station listens to the paging sub-channels on the PCCCH or CCCH. Paging sub-channels are monitored according to the paging group determined for the mobile station and its current discontinuous reception (DRX) mode. The determination of paging group for the mobile station is defined in 3GPP TS 45.002. The DRX procedures are defined in 3GPP TS 44.060 and 3GPP TS 45.002.

Mobile station support for reception of Earthquake and Tsunami Warning System (ETWS) Primary Notification messages is optional. In idle mode or in packet idle mode (applicable only to a GPRS mobile station), the mobile station may determine that an ETWS event has occurred (see sub-clause 3.2.2.3 and 9.1.22) in which case it shall leave DRX mode, start timer T3232, start reading all paging groups and attempt to acquire an ETWS Primary Notification message. The mobile station shall attempt to assemble all segments of the ETWS Primary Notification message, having the same Primary Notification Identifier (PNI) value, before delivering the complete message to the upper layers.

While attempting to acquire the ETWS Primary Notification message a mobile station shall continue to follow (packet) idle mode and connection establishment procedures. Upon initiating cell reselection or connection establishment procedures while attempting to acquire an ETWS Primary Notification message, a mobile station shall discard any partially received ETWS Primary Notification message and stop timer T3232. The mobile station shall not attempt to acquire an ETWS Primary Notification message while performing a connection establishment procedure or while performing cell reselection.

If the mobile station detects a change in the PNI value prior to acquiring a complete ETWS Primary Notification message, it shall abort the current message, restart timer T3232 and attempt to acquire the new message.

When the mobile station successfully acquires a complete ETWS Primary Notification message it shall stop timer T3232 and enter DRX mode. If timer T3232 expires the mobile station shall abort the current message and enter DRX mode.

A UTRAN capable mobile station in idle mode or packet idle mode attempts to read predefined configuration information from UTRAN Channels, as specified in 3GPP TS 45.008. This is only applicable to a mobile station supporting circuit-switched services.

Measurements are treated to assess the need of a cell change as specified in 3GPP TS 45.008. When the decision to change cells is made, the mobile station switches to the BCCH or PBCCH of the new cell. The broadcast information is then checked to verify the allowance to camp on this cell (cf. sub-clause 3.2.2). Dependent on the mobile station type and configuration, the mobile station may be required to try to read further BCCH and PBCCH information. If allowed, the cell change is confirmed, and the broadcast information is then treated for Mobility Management actions (cf. clause 4). Similarly, physical contexts are updated (list of neighbouring cells frequencies, thresholds for some actions, etc. (cf. 3GPP TS 45.008 and sub-clause 3.2.2)).

A mobile station configured for Extended Access Barring (EAB) shall read the SI3 Rest Octets IE in an attempt to determine if the SYSTEM INFORMATION TYPE 21 message is sent in the cell. If the SI3 Rest Octets IE does not provide this information the mobile station shall read the SI9 Rest Octets IE to make this determination (If SI 9 is sent):

-
If the SYSTEM INFORMATION TYPE 21 message is sent the mobile station shall read it in an attempt to acquire EAB information (see sub-clause 10.5.2.37m). 

-
If the SYSTEM INFORMATION TYPE 21 message is not sent or is sent but does not include EAB information the mobile station shall consider EAB information it may have previously received to be invalid.

A mobile station supporting network sharing shall read the SYSTEM INFORMATION TYPE 3 message in an attempt to determine if the SYSTEM INFORMATION TYPE 22 message is sent in the cell:

-
If the SYSTEM INFORMATION TYPE 22 message is sent the mobile station shall read it in an attempt to acquire network sharing information (see sub-clause 10.5.2.37n). 

-
If the SYSTEM INFORMATION TYPE 22 message is not sent or is sent but does not include network sharing information the mobile station shall consider network sharing as not supported in the cell and the network sharing information it may have previously received to be invalid.
A UTRAN and/or E-UTRAN capable mobile station supporting network sharing shall read the SYSTEM INFORMATION TYPE 22 message in an attempt to determine if the SYSTEM INFORMATION TYPE 23 message is sent in the cell:
-
If the SYSTEM INFORMATION TYPE 23 message is sent the mobile station shall read it in an attempt to acquire UTRAN and/or E-UTRAN information for cell-reselection (as applicable) as described in sub-clause 10.5.2.37o. 

-
If the SYSTEM INFORMATION TYPE 23 message is sent but does not include UTRAN and/or E-UTRAN information for cell-reselection the mobile station shall consider UTRAN and/or E-UTRAN information for cell-reselection as not available in the cell and the previous information it may have received to be invalid.
-
If the SYSTEM INFORMATION TYPE 23 message is not sent the mobile station shall acquire UTRAN and/or E-UTRAN information for cell-reselection from the SI2ter/SI2quater messages. 
	*** Next Change ***


3.2.2.1
System information broadcasting

SYSTEM INFORMATION TYPE 2 to 4 messages, and optionally TYPE 1, 2bis, 2ter, 7, 8, 13, 16 and 17 and further types are regularly broadcast by the network on the BCCH. Based on this information the mobile station is able to decide whether and how it may gain access to the system via the current cell. The SYSTEM INFORMATION TYPE 2bis message shall be sent if and only if the EXT-IND bit in the Neighbour Cell Description IE in both the TYPE 2 and TYPE 2bis messages indicates that each IE only carries part of the BA. SYSTEM INFORMATION TYPE 2ter message shall be sent if and only if this is indicated in SYSTEM INFORMATION TYPE 3 message.

A GSM 900 mobile station which only supports the primary GSM band P-GSM 900 (cf. 3GPP TS 45.005) may consider the EXT-IND bit in the Neighbour Cell Description IE in the SYSTEM INFORMATION TYPE 2 message as a spare bit. If it does so it shall assume that the information element carries the complete BA and it shall ignore any SYSTEM INFORMATION TYPE 2bis and 2ter messages.

SYSTEM INFORMATION TYPE 2quater messages may be sent to provide further information for Enhanced Measurement Report. It may also include UTRAN and/or E-UTRAN information for cell-reselection, measurement and reporting. A mobile station with no UTRAN capability should ignore 3G related information in this message. A mobile station with no E-UTRAN capability should ignore E-UTRAN related information in this message. SYSTEM INFORMATION TYPE 2quater message shall be sent if and only if this is indicated in SYSTEM INFORMATION TYPE 3 message.

The SI2 ter Rest Octet information element in the SI2ter message may provide information on UTRAN Cells and 3G Measurement Parameters. Information received in this message is only used for cell reselection in idle mode. The SYSTEM INFORMATION TYPE 2ter messages shall contain at least one 2G neighbouring cell description the ARFCN of which does not belong to the frequency band of the 2G neighbouring cells described in the SYSTEM INFORMATION TYPE 2 message.

When the SI2ter_MP_CHANGE_MARK parameter is changed in this information element, the MS shall re-read 3G Measurement parameters in all instances of SI2ter (by using SI2ter_INDEX and SI2ter_COUNT). When the SI2ter_3G_CHANGE_MARK is changed in this information element, the MS shall re-read UTRAN FDD Description and UTRAN TDD Description in all instances of SI2ter (by using SI2ter_INDEX and SI2ter_COUNT).

SYSTEM INFORMATION TYPE 2n messages may be sent to provide parameters affecting cell reselection for the neighbouring cells. SYSTEM INFORMATION TYPE 2n message shall be sent on BCCH (Ext) if and only if this is indicated in SYSTEM INFORMATION TYPE 13 message. 

When the SI2n_CHANGE_MARK parameter is changed in this message, the MS shall re-read all the parameters in SI2n Rest Octets IE in a full set of SYSTEM INFORMATION 2n messages.

If the additional cell reselection parameters are broadcast then SYSTEM INFORMATION TYPE 3 message shall always contain these parameters. In addition to SYSTEM INFORMATION TYPE 3 at least either SYSTEM INFORMATION TYPE 4 or SYSTEM INFORMATION TYPE 7 and 8 messages shall contain these parameters too. SYSTEM INFORMATION TYPE 7 and 8 messages shall be sent if and only if this is indicated in SYSTEM INFORMATION TYPE 4 message.

SYSTEM INFORMATION TYPE 15 message is broadcast if dynamic ARFCN mapping is used in the PLMN. In this case ARFCN values are allocated and dynamically mapped to physical frequencies, see 3GPP TS 45.005. The presence of dynamic ARFCN mapping shall be indicated in Cell Options (BCCH) IE. When the value of the parameter DM_CHANGE_MARK is changed in the SYSTEM INFORMATION TYPE 15 message, the mobile station shall re-read information on dynamic mapping in a full set of SYSTEM INFORMATION 15 messages.

After the release of a dedicated connection, when returning to idle mode or packet idle mode, the mobile station may keep the dynamic ARFCN mapping information for the PLMN of the chosen cell under the following conditions:

-
there has not been any handover during the connection; or

-
the mobile station chooses the last cell (identified by the BCCH carrier and BSIC) that was used during the connection and there has not been any handover including dynamic ARFCN mapping information after reception of the dynamic ARFCN mapping information.

Otherwise, the mobile station shall acquire new dynamic ARFCN mapping information.

If additional SoLSA specific parameters are broadcast then SYSTEM INFORMATION TYPE 16 and 17 messages, shall always contain these parameters. In addition to SYSTEM INFORMATION TYPE 16 and 17 messages at least either SYSTEM INFORMATION TYPE 4 or SYSTEM INFORMATION TYPE 7 and 8 messages shall contain these SoLSA specific parameters too. SYSTEM INFORMATION TYPE 16 and 17 messages shall be sent if and only if this is indicated in SYSTEM INFORMATION TYPE 3 message. The SoLSA information of any SYSTEM INFORMATION message shall be the same.

The SYSTEM INFORMATION TYPE 18 and 20 messages are sent when non-GSM broadcast information must be transmitted. The scheduling and repetition rate of these messages is determined by the system operator and is indicated in SYSTEM INFORMATION TYPE 9 message. Mobile stations without non-GSM capabilities defined for SI 18 and SI 20 should ignore these messages. An MS with non-GSM capabilities shall decode and identify information related to the respective Non-GSM protocol by reading the Non-GSM Protocol Discriminator field.

The SYSTEM INFORMATION TYPE 21 message is broadcast by the network if Extended Access Barring is in use in the cell. 

The SYSTEM INFORMATION TYPE 22 message shall be broadcast by the network if network sharing (with or without domain-specific access control) is in use in the cell. The presence of SI 22 messages shall be indicated in SI 3 message. Additionally, in this case, the network may broadcast the SYSTEM INFORMATION TYPE 23 message to provide PLMN-specific UTRAN and/or E-UTRAN information for cell re-selection. The presence of SI 23 messages shall be indicated in SI 22 message.
SYSTEM INFORMATION TYPE 19 messages shall be provided if COMPACT neighbour cells exist (see 3GPP TS 45.008). The presence of SI 19 messages shall be indicated in SI 9 message.

The support of GPRS shall be indicated in SYSTEM INFORMATION TYPE 3 message. In addition, the support of GPRS shall be indicated in either SYSTEM INFORMATION TYPE 4 or SYSTEM INFORMATION TYPE 7 and 8 messages. If GPRS is supported, SYSTEM INFORMATION TYPE 13 message shall be sent. SI 13 message shall not be sent if GPRS is not supported. Additional requirements for the broadcast of system information in a cell supporting GPRS are specified in 3GPP TS 44.060.

NOTE 1:
The allowed scheduling of SYSTEM INFORMATION messages on the BCCH are specified in 3GPP TS 45.002.

NOTE 2:
The network should take into account limitations of certain mobile stations to understand SYSTEM INFORMATION TYPE 2bis, TYPE 2ter, the EXT-IND bit in the Neighbour Cell Description, the indication of 2ter in SYSTEM INFORMATION TYPE 3 and formats used in the Neighbour Cell Description IE and Cell Channel Description IE used in SYSTEM INFORMATION messages, see this sub-clause, sub-clause 10.5.2.1b, and sub-clause 10.5.2.22.

NOTE 3:
The network should take into account the limitations of earlier versions of mobile equipment to understand the 3-digit MNC format of the location area identification, see sub-clause 10.5.1.3.

The information broadcast may be grouped in the following classes:

-
information giving unique identification of the current network, location area and cell;

-
information used for candidate cell measurements for handover and cell selection procedures;

-
information describing the current control channel structure;

-
information controlling the random access channel utilization;

-
information defining different options supported within the cell; and

-
information about the length of the part of the message belonging to the phase 1 protocol.

The network may send to the mobile station BCCH scheduling information as specified below: 

1)
The BCCH scheduling information may be contained in the SYSTEM INFORMATION TYPE 9 messages. If so, SYSTEM INFORMATION TYPE 3 specifies where to find SYSTEM INFORMATION TYPE 9 messages carrying BCCH scheduling information.

2)
If the mobile station has received BCCH scheduling information, it shall assume that this BCCH scheduling information is valid in the location area until new scheduling information is received. It may store the information in the ME and assume its validity after switch on in the same location area.

3)
The network need not indicate the schedule of all SYSTEM INFORMATION messages in SYSTEM INFORMATION 9. For any System Information message, the MS shall monitor all blocks specified in 3GPP TS 45.002 for that System Information message and all blocks specified in the SYSTEM INFORMATION TYPE 9 message for that System Information message.

4)
When the mobile station detects that the BCCH information is not scheduled as defined in the last received SI 9 message, it shall read the SYSTEM INFORMATION TYPE 3 message. If presence of BCCH scheduling information in SYSTEM INFORMATION TYPE 9 message is indicated, it shall try to read the information and continue as in 2 above. If presence of BCCH scheduling information in SYSTEM INFORMATION TYPE 9 message is not indicated, it shall assume that there is no valid BCCH scheduling information.
	*** Next Change ***


3.4.1.2.1.1
Deriving the 3G Neighbour Cell list from the 3G Neighbour Cell Description sent on BCCH or on SACCH

This applies only to a multi-RAT MS supporting UTRAN. One or more instances of the Measurement Information message or SI2quater message may provide 3G Neighbour Cell Description information. This is used to build the 3G Neighbour Cell list. In case network sharing is in use in the cell, the SI23 message may provide PLMN-specific UTRAN Frequencies Description information. A mobile station supporting network sharing shall use this information instead of the 3G Neighbour Cell Description information to build the 3G Neighbour Cell list, when it is applicable to the selected PLMN. The 3G Neighbour Cell list may contain up to 96 3G Neighbour Cells and/or UTRAN frequencies for RSSI reporting. 
Each 3G Neighbour Cell Description (alternatively, PLMN-specific UTRAN Frequencies Description in SI23) received is added to the 3G Neighbour Cell list, starting with the index equal to the parameter Index_Start_3G. If this parameter is not present then the value 0 shall be used.

For each 3G Neighbour Cell Description (alternatively, PLMN-specific UTRAN Frequencies Description in SI23), the cells / UTRAN frequencies are indexed in the following order:

1)
UTRAN FDD cells / UTRAN FDD frequencies: FDD ARFCNs are indexed in the order of occurrence in the 3G Neighbour Cell description. For each FDD ARFCN indicating UTRAN FDD cells, the cells are indexed in the order of increasing values of the decoded FDD_CELL_INFORMATION parameters.

2)
UTRAN TDD cells / UTRAN TDD frequencies: TDD ARFCNs are indexed in the order of occurrence in the 3G Neighbour Cell description. For each TDD ARFCN indicating UTRAN TDD cells, the cells are indexed in the order of increasing values of the decoded TDD_CELL_INFORMATION parameters.

3)
CDMA 2000 cells: the cells are indexed in the order of occurrence in the 3G Neighbour Cell description.

If a 3G Neighbour Cell Description (alternatively, PLMN-specific UTRAN Frequencies Description in SI23)  includes non-supported frequencies or Radio Access Technologies, this shall not be considered as an error; indices in the 3G Neighbour Cell list shall be incremented accordingly. 

If more than one cell / UTRAN frequency with the same index in the 3G Neighbour Cell list are provided by different instances of 3G Neighbour Cell Descriptions (alternatively, PLMN-specific UTRAN Frequencies Descriptions in SI23), the cell / UTRAN frequency from the message instance with the highest index shall be used. In case the same 3G Cell / UTRAN frequency occurs more than once in the resulting 3G Neighbour Cell list, each occurrence shall be assigned an index but only the cell / UTRAN frequency with the highest index in the 3G Neighbour Cell list shall be referred to in measurement reports. 

If a cell / UTRAN frequency is provided for an index higher than 95 in the 3G Neighbour Cell list, this shall not be considered as an error; the cell / UTRAN frequency shall not be included in the 3G Neighbour Cell list.

The MS behaviour is not specified if the number of 3G frequencies or cells exceeds the MS monitoring capabilities as defined in 3GPP TS 45.008.
	*** Next Change ***


3.4.1.2.1.1a
Deriving the E-UTRAN Neighbour Cell list from the Repeated E-UTRAN Neighbour Cell information sent on BCCH or on SACCH

This applies only to a multi-RAT MS supporting E-UTRAN. One or more instances of the Measurement Information message or SI2quater message may provide E-UTRAN Neighbour Cell Description information in one or more instances of the Repeated E-UTRAN Neighbour Cells IE. This is used to build the E-UTRAN Neighbour Cell list. The fast acquisition of system information procedure, as defined in subclause 3.4.1.2.1.11, shall be used to acquire E-UTRAN measurement parameters and neighbour cell information from SI2quater and MEASUREMENT INFORMATION. In the case network sharing is in use in the cell, the SI23 message may provide PLMN specific E-UTRAN Frequencies Description information. This information shall be used to build the E-UTRAN Neighbour Cell list by a mobile station supporting network sharing if the SI23 message provides PLMN specific E-UTRAN Frequencies Description for the selected PLMN.
The E-UTRAN Neighbour Cell list may contain up to 8 E-UTRAN frequencies. For each E-UTRAN frequency, zero or more E-UTRAN neighbour cells may be specified that are not allowed for cell reselection. The list of not allowed cells is defined in the Not Allowed Cells IEs (alternatively, PLMN-specific Not Allowed Cells Description in SI23).

Each EARFCN in each instance of the Repeated E-UTRAN Neighbour Cells IE is added to the E-UTRAN Neighbour Cell list in the order in which they appear in the IE. Different instances of the Repeated E-UTRAN Neighbour Cells IE shall be evaluated in ascending order of the SI2quater_INDEX (respectively MI_INDEX) of the SI2quater (respectively MEASUREMENT INFORMATION) message that they are received in.

Alternatively, each EARFCN in each instance of the PLMN-specific E-UTRAN Frequencies Description IE in SYSTEM INFORMATION TYPE 23 message is added to the E-UTRAN Neighbour Cell list in the order in which they appear in the IE. Different instances of the PLMN-specific E-UTRAN Frequencies Description IE shall be evaluated in ascending order of the SI23_INDEX (respectively MI_INDEX) of the SYSTEM INFORMATION TYPE 23 (respectively MEASUREMENT INFORMATION) message that they are received in.
In case the same E-UTRAN frequency occurs more than once in the resulting E-UTRAN Neighbour Cell list, each occurrence shall be assigned an index but only the E-UTRAN frequency with the highest index in the E-UTRAN Neighbour Cell list shall be referred to in measurement reports. 

The mobile station behaviour is not specified if the number of E-UTRAN frequencies exceeds the MS monitoring capabilities as defined in 3GPP TS 45.008.

	*** Next Change ***


3.8
Network sharing

3.8.1
General

A network supporting network sharing (see sub-clauses 3.8.2, 3.8.3 and 3.8.4):

-
shall broadcast network sharing information indicating the core network operators sharing the Radio Access Network;

-
may broadcast domain-specific access control information. Only networks and mobile stations supporting network sharing may support domain-specific access control.
-
may broadcast when applicable PLMN-specific UTRAN and/or E-UTRAN  information for cell re-selection.
A mobile station supporting network sharing shall use this information for PLMN (re)selection, cell reselection, measurement reporting and to determine whether or not access to the network is allowed, possibly on a domain (CS or PS) basis.
NOTE:
In a network supporting network sharing, a mobile station not supporting network sharing may  reselect cells of other RATs not belonging to an equivalent PLMN of the registered PLMN. Setting different priorities for frequencies belonging to different PLMNs but in the same RAT may favour one PLMN over the other in areas shared by these PLMNs.

3.8.2
Network side

A cell where network sharing is supported shall broadcast the SYSTEM INFORMATION TYPE 22 message in which it shall indicate:

-
whether or not mobile stations supporting network sharing are allowed to select the Common PLMN; and

-
the PLMN ID (MCC and MNC) of up to four Additional PLMNs; and

- 
the permitted NCCs for cell (re)selection and measurement reporting corresponding to each of the up to four Additional PLMNs. 

Additionally and individually for each of the up to four Additional PLMNs SYSTEM INFORMATION TYPE 22 may indicate the applicable access control information to be used for accessing the network (see sub-clauses 3.3.1.1.1, 3.5.2.1.1.).

The network may also indicate in the SYSTEM INFORMATION TYPE 21 message access control information for EAB used for the preliminary access barring check (see sub-clause 3.3.1.4) individually for each of the up to four Additional PLMNs. 

If domain-specific access control is used for a PLMN (Common PLMN and/or any of the up to four Additional PLMNs), the network shall include the corresponding information in the SYSTEM INFORMATION TYPE 22 message and SYSTEM INFORMATION TYPE 21 message as applicable.
The network may include PLMN-specific UTRAN and/or E-UTRAN information for cell re-selection purpose in the SYSTEM INFORMATION TYPE 23 message. When the SYSTEM INFORMATION TYPE 23 message is broadcast, the network shall broadcast the UTRAN and/or E-UTRAN information for cell re-selection related to a given PLMN in consecutive instances of the SYSTEM INFORMATION TYPE 23 message.
NOTE:
So as to take into account the monitoring capabilities (see 3GPP 45.008) of mobile stations not supporting network sharing, the network may provide updates of the UTRAN/E-UTRAN frequencies lists broadcast within the SI2ter/SI2quater messages that are not applicable to mobile stations supporting network sharing (see sub-clause 3.8.3).
The network shall use the PLMN index provided by a mobile station supporting network sharing (see sub-clause 3.8.3) to map it upon the list of PLMN IDs it broadcasts in order to derive the PLMN selected by the mobile station and to route the initial access to the appropriate CN node (see subclause 10.3.1 and 3GPP TS 48.008 for the CS domain, see 3GPP TS 48.018 for the PS domain).
3.8.3
Mobile station side

A mobile station supporting network sharing shall read the SYSTEM INFORMATION TYPE 22 message if broadcast in the cell and acquire the Network Sharing Information.

The mobile station shall use this information to determine the PLMNs available in this cell for (re)selection, the applicable access control information for the selected PLMN and the allowed NCC for measurement reporting and cell reselection (see 3GPP TS 45.008, 3GPP TS 23.003) for the selected PLMN. 

The mobile station shall consider the Common PLMN (only if the Common PLMN is indicated as allowed in the SYSTEM INFORMATION TYPE 22 message) and each indicated Additional PLMN in its PLMN selection process as specified in 3GPP TS 23.122. 

Once a PLMN is selected, the mobile station shall only use the information applicable to this PLMN (i.e. PLMN ID, access control information, NCC Permitted) within the serving cell, until it is either modified, becomes invalid or a different PLMN or a new cell is reselected, whichever occurs first. If the applicable information is made invalid in the cell (see sub-clause 3.2.1), the mobile station shall assume network sharing is not used in the cell until it can again determine that network sharing is used.

For the mobile station, "applicable for this PLMN" shall be understood as meaning either “explicitly broadcast within SYSTEM INFORMATION messages for this PLMN" or "derived by the mobile station using a field explicitly provided by SYSTEM INFORMATION messages for a PLMN listed previous to its selected PLMN”; "using a previously listed field" means the mobile station attempts to find a PLMN previous to its selected PLMN for which a field of interest is explicitly provided by SYSTEM INFORMATION messages. The Annex M provides examples of “using a previously listed field”.
A UTRAN and/or E-UTRAN capable mobile station supporting network sharing shall also read the SYSTEM INFORMATION TYPE 23 message if broadcast in the cell.   
If so indicated by the SI_CHANGE_ALT field provided in the SYSTEM INFORMATION TYPE 13 message (see sub-clause 10.5.2.37b), a UTRAN and/or E-UTRAN capable mobile station supporting network sharing shall ignore any change in system information signalled by a SI_CHANGE_FIELD value '2' provided in the same message.
When accessing the network, the mobile station shall indicate the selected PLMN index as follows:

-
For access to CS domain via Initial Layer 3 message (see 3GPP TS 24.008 and sub-clause 10.3.1).

-
For access to PS domain via AS signalling (see 3GPP TS 44.060).

3.8.4
Abnormal cases

The mobile station shall ignore any information provided for an Additional PLMN in the SYSTEM INFORMATION TYPE 22 message if this Additional PLMN is the same as the Common PLMN.

If the same Additional PLMN ID is provided more than once in the SYSTEM INFORMATION TYPE 22 message, the mobile station shall use the information corresponding to the first instance of that Additional PLMN.

If the number of Additional PLMNs broadcast in the SYSTEM INFORMATION TYPE 21 message as part of the EAB Network Sharing Information (see sub-clause 10.5.2.37m) differs from the number of Additional PLMNs broadcast in the SYSTEM INFORMATION TYPE 22 message as part of the Network Sharing Information (see sub-clause 10.5.2.37n) a mobile station supporting network sharing and configured for EAB shall ignore the EAB Network Sharing Information in the SYSTEM INFORMATION TYPE 21 message and assume the EAB Authorization Mask and EAB Subcategory information otherwise included in this message applies to all PLMNs in this cell (i.e. Common PLMN and all Additional PLMNs).

If the SYSTEM INFORMATION TYPE 21 message indicates EAB is used for an Additional PLMN, but no applicable Additional EAB Authorization Mask / Additional EAB Subcategory fields and EAB Authorization Mask / EAB Subcategory fields are identified by the mobile station (see Table 10.5.2.37m.2), the mobile station shall assume EAB is not used for this Additional PLMN in this cell.

If the SYSTEM INFORMATION TYPE 21 message indicates domain-specific access control is used for EAB for an Additional PLMN, but no applicable PS EAB Authorization Mask / PS EAB Subcategory fields and Common PS EAB Authorization Mask / Common PS EAB Subcategory fields are identified by the mobile station (see Table 10.5.2.37m.2), the mobile station shall assume domain-specific access control for EAB is not used for this Additional PLMN in this cell.

If the SYSTEM INFORMATION TYPE 22 message indicates domain-specific access control is used for an Additional PLMN, but no applicable PS_ACC field and Common_PLMN_PS_ACC field are identified by the mobile station (see Table 10.5.2.37n.2), the mobile station shall assume domain-specific access control is not used for this Additional PLMN in this cell. If this occurs it will not preclude a mobile station from using domain-specific access control information for EAB.
	*** Next Change ***


9.1.43o
System information type 23
This message is sent on the BCCH if indicated in the SYSTEM INFORMATION TYPE 22 message. It is sent by the network when network sharing is in use in a cell, providing PLMN-specific information about UTRAN/E-UTRAN frequencies related to inter RAT re-selection. Multiple instances of this message may be sent by the network. Special requirements for the transmission of this message apply, see 3GPP TS 45.002.

This message has a L2 pseudo length of 2.

Message type:
SYSTEM INFORMATION TYPE 23
Significance:
dual

Direction:
network to mobile station

Table 9.1.43o.1: SYSTEM INFORMATION TYPE 23 message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	length

	
	L2 Pseudo Length
	L2 Pseudo Length
10.5.2.19
	M
	V
	 1

	
	RR management Protocol Discriminator
	Protocol Discriminator
10.2
	M
	V
	1/2

	
	Skip Indicator
	Skip Indicator
10.3.1
	M
	V
	1/2

	
	System Information Type 23 Message Type
	Message Type
10.4
	M
	V
	1

	
	SI 23 Rest Octets
	SI 23 Rest Octets
10.5.2.37o
	M
	V
	20


	*** Next Change ***


10.4
Message Type

The message type IE and its use are defined in 3GPP TS 24.007. Tables 10.1.1 and 10.4.2 define the value part of the message type IE used in the Radio Resource management protocol. Table 10.4.3 defines the value part of the message type IE used in the GPRS Transparent Transport protocol.

Table 10.4.1: Message types for Radio Resource management

	8 7 6 5 4 3 2 1

	Channel establishment messages:

0 0 1 1 1 1 0 0
Reserved (see NOTE)

0 0 1 1 1 0 1 1
ADDITIONAL ASSIGNMENT

0 0 1 1 1 1 1 1
IMMEDIATE ASSIGNMENT

0 0 1 1 1 0 0 1
IMMEDIATE ASSIGNMENT EXTENDED

0 0 1 1 1 0 1 0
IMMEDIATE ASSIGNMENT REJECT

0 1 1 0 1 0 0 1
IMMEDIATE PACKET ASSIGNMENT


	Ciphering messages:

0 0 1 1 0 1 0 1
CIPHERING MODE COMMAND

0 0 1 1 0 0 1 0
CIPHERING MODE COMPLETE



	Configuration change messages:

0 0 1 1 0 0 0 0
CONFIGURATION CHANGE COMMAND

0 0 1 1 0 0 0 1
CONFIGURATION CHANGE ACK.

0 0 1 1 0 0 1 1
CONFIGURATION CHANGE REJECT



	Handover messages:

0 0 1 0 1 1 1 0
ASSIGNMENT COMMAND

0 0 1 0 1 0 0 1
ASSIGNMENT COMPLETE

0 0 1 0 1 1 1 1
ASSIGNMENT FAILURE

0 0 1 0 1 0 1 1
HANDOVER COMMAND

0 0 1 0 1 1 0 0
HANDOVER COMPLETE

0 0 1 0 1 0 0 0
HANDOVER FAILURE

0 0 1 0 1 1 0 1
PHYSICAL INFORMATION

0 0 0 0 1 0 0 0
Reserved (see NOTE)

0 0 1 0 0 0 1 1
Reserved (see NOTE)



	Channel release messages:

0 0 0 0 1 1 0 1
CHANNEL RELEASE

0 0 0 0 1 0 1 0
PARTIAL RELEASE

0 0 0 0 1 1 1 1
PARTIAL RELEASE COMPLETE



	Paging and Notification messages:

0 0 1 0 0 0 0 1
PAGING REQUEST TYPE 1

0 0 1 0 0 0 1 0
PAGING REQUEST TYPE 2

0 0 1 0 0 1 0 0
PAGING REQUEST TYPE 3

0 0 1 0 0 1 1 1
PAGING RESPONSE

0 0 1 0 0 0 0 0
NOTIFICATION/NCH

0 0 1 0 0 1 0 1
Reserved (see NOTE)

0 0 1 0 0 1 1 0
NOTIFICATION/RESPONSE

0 0 0 0 1 0 1 1
Reserved (see NOTE)



	System information messages:

0 0 0 1 1 0 0 0
SYSTEM INFORMATION TYPE 8

0 0 0 1 1 0 0 1
SYSTEM INFORMATION TYPE 1

0 0 0 1 1 0 1 0
SYSTEM INFORMATION TYPE 2

0 0 0 1 1 0 1 1
SYSTEM INFORMATION TYPE 3

0 0 0 1 1 1 0 0
SYSTEM INFORMATION TYPE 4

0 0 0 1 1 1 0 1
SYSTEM INFORMATION TYPE 5

0 0 0 1 1 1 1 0
SYSTEM INFORMATION TYPE 6

0 0 0 1 1 1 1 1
SYSTEM INFORMATION TYPE 7



	System information messages:

0 0 0 0 0 0 1 0
SYSTEM INFORMATION TYPE 2bis

0 0 0 0 0 0 1 1
SYSTEM INFORMATION TYPE 2ter

0 0 0 0 0 1 1 1
SYSTEM INFORMATION TYPE 2quater

0 0 0 0 0 1 0 1
SYSTEM INFORMATION TYPE 5bis

0 0 0 0 0 1 1 0
SYSTEM INFORMATION TYPE 5ter

0 0 0 0 0 1 0 0
SYSTEM INFORMATION TYPE 9

0 0 0 0 0 0 0 0
SYSTEM INFORMATION TYPE 13



	System information messages:

0 0 1 1 1 1 0 1
SYSTEM INFORMATION TYPE 16

0 0 1 1 1 1 1 0
SYSTEM INFORMATION TYPE 17



	Miscellaneous messages:

0 0 0 1 0 0 0 0
CHANNEL MODE MODIFY

0 0 0 1 0 0 1 0
RR STATUS

0 0 0 1 0 1 1 1
CHANNEL MODE MODIFY ACKNOWLEDGE

0 0 0 1 0 1 0 0
FREQUENCY REDEFINITION

0 0 0 1 0 1 0 1
MEASUREMENT REPORT

0 0 0 1 0 1 1 0
CLASSMARK CHANGE

0 0 0 1 0 0 1 1
CLASSMARK ENQUIRY

0 0 1 1 0 1 1 0
EXTENDED MEASUREMENT REPORT

0 0 1 1 0 1 1 1
EXTENDED MEASUREMENT ORDER

0 0 1 1 0 1 0 0
GPRS SUSPENSION REQUEST

0 0 0 1 0 1 1 0
MBMS ANNOUNCEMENT

0 0 1 1 0 1 1 0
SERVICE INFORMATION



	VGCS uplink control messages:

0 0 0 0 1 0 0 1
VGCS UPLINK GRANT

0 0 0 0 1 1 1 0
UPLINK RELEASE

0 0 0 0 1 1 0 0
Reserved (see NOTE)

0 0 1 0 1 0 1 0
UPLINK BUSY

0 0 0 1 0 0 0 1
TALKER INDICATION

0 1 1 0 0 1 1 0
PRIORITY UPLINK REQUEST

0 1 1 0 0 1 1 1
DATA INDICATION

0 1 1 0 1 0 0 0
DATA INDICATION 2



	Application messages:

0 0 1 1 1 0 0 0
APPLICATION INFORMATION



	System information messages:

0 0 0 0 0 0 0 1
SYSTEM INFORMATION TYPE 14

0 1 0 0 0 0 1 1
SYSTEM INFORMATION TYPE 15

0 1 0 0 0 0 0 0
SYSTEM INFORMATION TYPE 18

0 1 0 0 0 0 0 1
SYSTEM INFORMATION TYPE 19

0 1 0 0 0 0 1 0
SYSTEM INFORMATION TYPE 20

0 1 0 0 0 1 0 0
SYSTEM INFORMATION TYPE 13alt

0 1 0 0 0 1 0 1
SYSTEM INFORMATION TYPE 2n

0 1 0 0 0 1 1 0
SYSTEM INFORMATION TYPE 21

0 1 0 0 0 1 1 1
SYSTEM INFORMATION TYPE 22
0 1 0 0 1 1 1 1
SYSTEM INFORMATION TYPE 23


	DTM control messages:

0 1 0 0 1 0 0 0
DTM ASSIGNMENT FAILURE

0 1 0 0 1 0 0 1
DTM REJECT

0 1 0 0 1 0 1 0
DTM REQUEST

0 1 0 0 1 0 1 1
PACKET ASSIGNMENT

0 1 0 0 1 1 0 0
DTM ASSIGNMENT COMMAND

0 1 0 0 1 1 0 1
DTM INFORMATION

0 1 0 0 1 1 1 0
PACKET NOTIFICATION



	3G specific messages:

0 1 1 0 0 0 0 0
UTRAN CLASSMARK CHANGE

0 1 1 0 0 0 1 0
CDMA 2000 CLASSMARK CHANGE

0 1 1 0 0 0 1 1
INTER SYSTEM TO UTRAN HANDOVER COMMAND

0 1 1 0 0 1 0 0
INTER SYSTEM TO CDMA2000 HANDOVER COMMAND

0 1 1 0 0 1 0 1
GERAN IU MODE CLASSMARK CHANGE




Bit 8 is reserved for possible future use as an extension bit, see 3GPP TS 24.007.

NOTE 
This value was allocated but never used in earlier phases of the protocol.

Table 10.4.2: Message types for Radio Resource management messages
using the RR short protocol discriminator

	5
	4
	3
	2
	1
	

	0
	0
	0
	0
	0
	System Information Type 10

	0
	0
	0
	0
	1
	Notification/FACCH

	0
	0
	0
	1
	0
	Uplink Free

	0
	0
	1
	0
	0
	Enhanced Measurement Report (uplink)

	0
	0
	1
	0
	1
	Measurement Information (downlink)

	0
	0
	1
	1
	0
	VBS/VGCS Reconfigure

	0
	0
	1
	1
	1
	VBS/VGCS Reconfigure2

	0
	1
	0
	0
	0
	VGCS Additional Information

	0
	1
	0
	0
	1
	VGCS SMS Information

	0
	1
	0
	1
	0
	System Information Type 10bis

	0
	1
	0
	1
	1
	System Information Type 10ter

	0
	1
	1
	0
	0
	VGCS Neighbour Cell Information

	0
	1
	1
	0
	1
	Notify Application Data


Table 10.4.3: Message types for GTTP messages 

	Message type
	Message

	8 7 6 5 4 3 2 1
	

	0 0 0 0 0 0 0 0
	GPRS Information


	*** Next Change ***


10.5.2.37a
SI 9 Rest Octets

The SI 9 Rest Octets information element contains information about scheduling of some or all of the information on the BCCH.

The SI 9 Rest Octets information element is coded as shown in table 10.5.2.37a.1 and table 10.5.2.37a.2.

The SI 9 Rest Octets information element is a type 5 information element with 17 octets length.

Table 10.5.2.37a.1: SI 9 Rest Octets information element content

	<SI9 rest octets>


::=

{L | H <Scheduling info>}










<spare padding>;



	<Scheduling info>

::=

<Info type> <Positions>










{0 | 1 <Scheduling info>};



	<Info type> 


::=

0

<Info_type_4: bit (4)>








| 1 0
<Info_type_5: bit (5)>









| 1 1
<Info_type_6: bit6)>;



	<Positions>


::=
 
<Position>









{0 | 1 <Position>};



	<Position>



::=
< modulus: bit (4) == 0000 >








< bcch_type: bit (1) >







|
< modulus: bit (4) exclude 0000 >








< relative_position: < bit (1 + val(modulus)) >> 


--length depends on modulus








< bcch_type: bit (1) > ;


Table 10.5.2.37a.2: SI 9 rest octet information element details

	Attributes

The scheduling info indicates one or more information types (in info type) together with their positions. Here, a position specifies at which relative position P (specified in relative_position) modulo a position modulus M (specified in modulus) messages of the given information type are sent, on the BCCH norm or BCCH ext (see 3GPP TS 45.002) as indicated in bcch_type. Precisely, messages of the given information type are sent in the multiframes for which

((frame number) DIV 51) mod (M)) = P.

If the position modulus M equals 0, the information type is not sent.

	Info_type_4_(4 bits)
This field contains a binary encoded non-negative integer number assigned to a type of information sent on the BCCH. All values indicate unknown, unnecessary information and are reserved for future use.

	Info_type_5 (5 bits)
This field contains a binary encoded non-negative integer number assigned to a type of information sent on the BCCH. All values except those defined below indicate unknown, unnecessary information and are reserved for future use.

Info_type_5:
Bit
5 4 3 2 1
0 0 0 0 0
System Information type 1
0 0 0 0 1
System Information type 2
0 0 0 1 0
System Information type 2bis
0 0 0 1 1
System Information type 2ter
0 0 1 0 0
System Information type 3
0 0 1 0 1
System Information type 4
0 0 1 1 0
System Information type 7
0 0 1 1 1
System Information type 8
0 1 0 0 0
System Information type 9
0 1 0 0 1
System Information type 13
0 1 0 1 1
System Information type 16
0 1 1 0 0
System Information type 17
0 1 1 0 1
System Information type 18
0 1 1 1 0
System Information type 19
0 1 1 1 1
System Information type 20

1 0 0 0 0
System Information type 21
1 0 0 0 1
System Information type 22
1 0 0 1 0
System Information type 23

	Info_type_6 (6 bits)
This field contains a binary encoded non-negative integer number assigned to a type of information sent on the BCCH. All values indicate unknown, unnecessary information and are reserved for future use.

	modulus (4 bits)
This field encodes the position modulus, according to the following encoding method. Let N be the integer encoded in binary in the modulus field; the position modulus is then defined as follows :


If N=0, the position modulus is 0,

if N>0, the position modulus is 2N+1.

	relative position (0 bits if the non-negative integer n contained in the modulus field is 0; n+1 bits, if the non-negative integer n encoded in the modulus field is > 0)
This field contains the N+1 bit binary encoding of a non-negative integer number < 2N+1.

	bcch_type (1 bit)

0
BCCH Norm (as defined in 3GPP TS 45.002)
1
BCCH Ext (as defined in 3GPP TS 45.002)


	*** Next Change ***


10.5.2.37b
SI 13 Rest Octets

The SI 13 Rest Octets information element is coded according to the syntax specified below and described in tables 10.5.2.37b.1 and 10.5.2.37b.2.

The SI 13 Rest Octets information element is a type 5 information element with 20 octets length.

Table 10.5.2.37b.1: SI 13 Rest Octets information element content

	< SI 13 Rest Octets > ::=


{ L | H



< BCCH_CHANGE_MARK : bit (3) >



< SI_CHANGE_FIELD : bit (4) >



{ 0 | 1
< SI13_CHANGE_MARK : bit (2) >





< GPRS Mobile Allocation : GPRS Mobile Allocation IE > }


-- Defined in 3GPP TS 44.060


{ 0





-- PBCCH not present in cell (This shall always be indicated. See sub-clause 1.8) :



< RAC : bit (8) >




< SPGC_CCCH_SUP : bit >




< PRIORITY_ACCESS_THR : bit (3) >




< NETWORK_CONTROL_ORDER : bit (2) >




< GPRS Cell Options : GPRS Cell Options IE >






-- Defined in 3GPP TS 44.060




< GPRS Power Control Parameters : GPRS Power Control Parameters IE >



| 1





-- PBCCH present in cell (This shall never be indicated. See sub-clause 1.8) :



< PSI1_REPEAT_PERIOD : bit (4) >




< PBCCH Description : PBCCH Description struct >



}



{ null | L 

-- Receiver compatible with earlier release


| H



-- Additions in release 99 :



< SGSNR : bit >




{ null | L 

-- Receiver compatible with earlier release




| H 



-- Additions in release Rel-4:




< SI_STATUS_IND : bit > 





{ null | L 

-- Receiver compatible with earlier release



 

| H 



-- Additions in release Rel-6:





{ 0
| 1
< LB_MS_TXPWR_MAX_CCH : bit (5) > }






< SI2n_SUPPORT : bit(2) >





{ 


 



-- Additions in release Rel-11:






< SI_CHANGE_ALT >



 



-- Additions in future releases shall be indicated above this line





} //

-- truncation according to sub-clause 8.9 is allowed, bits "L" assumed




}




}



}


}


< spare padding > ;



	< PBCCH Description struct > ::=


< Pb : bit (4) >


< TSC : bit (3) >


< TN : bit (3) >


{
00 


-- BCCH carrier


| 01 
< ARFCN : bit (10) >



| 1 

< MAIO : bit (6) > } ;
< SI_CHANGE_ALT > ::=
L | H ;



Table 10.5.2.37b.2: SI 13 Rest Octets information element

	BCCH_CHANGE_MARK (3 bit field)
This field indicates the status of the information on BCCH. The value of this field may be changed when information on BCCH is changed, see 3GPP TS 44.060.

	SI_CHANGE_FIELD (4 bit field)
This field is the binary representation of which information was changed at the last indication in BCCH_CHANGE_MARK, see 3GPP TS 44.060. Range 0 to 15:

0
Update of unspecified SI message or SI messages;
1
Update of SI1 message;
2
Update of SI2, SI2bis or SI2ter message or any instance of SI2quater messages ;
3
Update of SI3, SI4, SI7, SI8, SI16 or SI17 message;
4
Update of SI9 message;

5
Update of SI18 or SI20 message
;
6
Update of SI19 message; 
7
Update of SI15 message;
8
Update of SI2n message ;
9
Update of SI22 or SI23 message;
All other values shall be interpreted as 'update of unknown SI message type'.

	SI13_CHANGE_MARK (2 bit field)
This field is the binary representation of the SI change mark identifying the GPRS Mobile Allocation provided in SI13 and PSI13 messages. Range: 0 to 3.

	GPRS Mobile Allocation (information element)
This information element is the representation of the GPRS mobile allocation provided in SI13 and PSI13 messages. It is identified by MA_NUMBER = 14 when referenced from a packet assignment message. The GPRS Mobile Allocation information element is defined in 3GPP TS 44.060. When used in SI13 or PSI13 message, this information element shall refer to the cell allocation defined for the cell in SI1 or PSI2.

	RAC (8 bit field)
This field is the binary representation of the Routing Area Code, see 3GPP TS 23.003.

	SPGC_CCCH_SUP (bit field)
This field indicates the support of the parameter SPLIT_PG_CYCLE on CCCH from the network side:


0

SPLIT_PG_CYCLE is not supported on CCCH in this cell;

1

SPLIT_PG_CYCLE is supported on CCCH in this cell.

	The PRIORITY_ACCESS_THR field (3 bit) is the binary representation of the parameter PRIORITY_ACCESS_THR:

0 0 0
packet access is not allowed in the cell;
0 0 1
spare, shall be interpreted as '000' (packet access not allowed);
0 1 0
spare, shall be interpreted as '000' (packet access not allowed);
0 1 1
packet access is allowed for priority level 1;
1 0 0
packet access is allowed for priority level 1 to 2;
1 0 1
packet access is allowed for priority level 1 to 3;
1 1 0
packet access is allowed for priority level 1 to 4;
1 1 1
spare, shall be interpreted as '110' (packet access allowed).

	The NETWORK_CONTROL_ORDER field (2 bit) is the binary representation of the parameter NETWORK_CONTROL_ORDER, see 3GPP TS 44.060:

0 0
NC0:
MS controlled cell re-selection, no measurement reporting.
0 1
NC1:
MS controlled cell re-selection, MS sends measurement reports.
1 0
NC2:
Network controlled cell re-selection, MS sends measurement reports.
1 1
Reserved for future use, interpreted as NC0 by mobile station.

	GPRS Cell Options (information element)
The GPRS Cell Option information element is defined in 3GPP TS 44.060.

	PSI1_REPEAT_PERIOD (4 bit field) 
This field is the representation of the PSI1 repeat period. The field is coded according to the following table:

0000
PSI1 repeat period = 1 multiframe
0001
PSI1 repeat period = 2 multiframes
:
1111
PSI1 repeat period = 16 multiframes

	GPRS Power Control Parameters
The GPRS Power Control Parameters information element is defined in 3GPP TS 44.060.

	PBCCH Description struct
The PBCCH description struct provides the channel description for the PBCCH. The frequency description for the PBCCH may be specified by an ARFCN (non-hopping radio frequency channel) or a MAIO (hopping radio frequency channel) field. In case of a hopping radio frequency channel, the PBCCH shall use the GPRS mobile allocation specified in this message. If none of the ARFCN or MAIO fields are present, the PBCCH shall use the BCCH carrier.

Pb (4bit) (for encoding and description see the Global Power Control Parameters IE)

The TSC field (3 bit) is the binary representation of the training sequence code used for PBCCH. Range: 0 to 7.

The TN field (3 bit) is the binary representation of the timeslot number for the PBCCH. Range: 0 to 7.

The ARFCN field (10 bit) is the binary representation of the absolute RF channel number. Range: 0 to 1023.

The MAIO field (6 bit) is the binary representation of the mobile allocation index offset. Range: 0 to 63.

	SGSNR, SGSN Release (1 bit field)

0
SGSN is Release '98 or older
1
SGSN is Release '99 onwards

	SI_STATUS_IND (1 bit field)

0
The network does not support the PACKET SI STATUS message;
1
The network supports the PACKET SI STATUS message.

	LB_MS_TXPWR_MAX_CCH (5 bit field)

The LB_MS_TXPWR_MAX_CCH field is coded as the binary representation of the 'power control level' in 3GPP TS 45.005 corresponding to the maximum TX power level a mobile station may use when accessing on a packet control channel. This value shall be used by the mobile station according to 3GPP TS 45.008.

	SI2n_SUPPORT (2 bit field)
The SI2n_SUPPORT field indicates whether the network supports the SI2n message provision. 


00
SI2n is not supported

01
SI2n is supported on PACCH

10
SI2n is supported on PACCH and broadcast on BCCH

11
SI2n is supported on PACCH and broadcast on BCCH Ext.

	SI_CHANGE_ALT 
This field indicates whether a mobile station supporting network sharing shall ignore or take into account a change of system information signalled by a SI_CHANGE_FIELD value '2':
L
A mobile station supporting network sharing shall ignore a change of system information signalled by the SI_CHANGE_FIELD value '2';
H
A mobile station supporting network sharing shall take into account a change of system information signalled by the SI_CHANGE_FIELD value '2'.


NOTE:
The SGSN Release bit indicates the version of the SGSN specific protocols and is not applicable to access stratum protocols.
	*** Next Change ***


10.5.2.37n
SI 22 Rest Octets

The SI 22 Rest Octets information element contains network sharing and domain-specific access control information. 

The SI 22 Rest Octets information element is a type 5 information element with 20 octet length.

Table 10.5.2.37n.1: SI 22 Rest Octets information element 

	< SI 22 Rest Octets > ::=


< SI 22_CHANGE_MARK : bit (2) >


< SI 22_INDEX : bit (3) >


< SI 22_COUNT : bit (3) >


{ 0 | 1
< Network Sharing Information : < Network Sharing Information struct >> }


< spare padding > ;

< Network Sharing Information struct > ::=

< SI23 Indicator : bit >


< Common_PLMN_Allowed : bit >


{ 0

 | 1 < Common_PLMN_PS_ACC : bit(16) > } 


< Nb_Additional_PLMNs : bit (2) >


{
{ 0 | 1 < MCC : bit (12) > } < MNC : bit (12) >


< NCC Permitted : bit (8) >



{ 0

-- The previously listed Access Control Class bitmap apply


| 1

-- The following Access Control Class bitmap apply  





< Additional_ACC: bit (16) > }



{ 0


-- Domain-specific access control not in use



| 1


-- Domain specific access control in use




{ 0

-- The previously listed Access Control Class bitmap apply  




| 1 < PS_ACC: bit(16) > }

-- The following Access Control Class bitmap apply



} 

} * ( val (Nb_Additional_PLMNs)+1) ;



Table 10.5.2.37n.2: SI 22 Rest Octets information element 

	SI 22_CHANGE_MARK (2 bit)
This field is changed each time the content of the SI 22 message changes.

	SI 22_INDEX (3 bits) and SI 22_COUNT (3 bits)
The purpose of these fields is to indicate the number of individual message instances within the sequence of SI 22 messages and to assign an index to identify each instance. The SI 22_INDEX field is binary coded, range 0 to 7, and provides an index to identify an individual SI 22 message instance. The SI 22_COUNT field is binary coded, range 0 to 7, and provides the value of the highest indexed message instance in the sequence of SI 22 messages.

	SI23 Indicator (one bit field)
This field indicates whether or not the SYSTEM INFORMATION TYPE 23 message is broadcast by the network. It is coded as follows:

Bit
0
The SYSTEM INFORMATION TYPE 23 message is not available.
1
The SYSTEM INFORMATION TYPE 23 message is available.

	Common_PLMN_Allowed (one bit field)
This field indicates whether or not a MS supporting network sharing is allowed to select the Common PLMN. It is coded as follows:

Bit
0
The MS is not allowed to select the Common PLMN.
1
The MS is allowed to select the Common PLMN.

	Common_PLMN_PS_ACC (16 bit field)
This field contains a bitmap indicating the barring status for access control classes 0 to 15 (AC C0 to AC C15), applicable to the Common PLMN for the PS domain when domain-specific access control is used. Each AC CN is coded as the AC CN in the RACH Control Parameters IE (see sub-clause 10.5.2.29). In the absence of this field, the mobile station shall consider domain-specific access control as not used for the Common PLMN. The Common_PS_ACC field is coded as follows.
Bits
15
14
…
0
x
x
…
x

AC C15
AC C14
…
AC C0

	Nb_Additional_PLMNs (2 bit field)
This field indicates the number of Additional PLMN IDs broadcast in the SI22 message. It is coded as follows:

Value
0 0

a single Additional PLMN ID is broadcast
0 1

2 Additional PLMN IDs are broadcast
1 0

3 Additional PLMN IDs are broadcast 
1 1

4 Additional PLMN IDs are broadcast



	MCC and MNC (24 bit field)

This field contains the PLMN ID for each Additional PLMN. If for a given MNC the MCC field is missing, the previously listed MCC in this message shall be used instead (see sub-clause 3.8.3), or if no such exists, the MCC provided as part of the Location Area Identification IE in SI3 and SI4 shall be used instead. 

The MCC and MNC value field is coded as specified in sub-clause 10.5.3.

	NCC Permitted (8 bit field)The purpose of this field is to provide for each Additional PLMN the list of allowed NCCs on the BCCH carriers to be reported in the MEASUREMENT REPORT message by the mobile station in the cell.

The NCC Permitted value field is coded as the value part of the NCC Permitted IE specified in sub-clause 10.5.2.27 

	Additional_ACC (16 bit field)

This field contains a bitmap indicating the barring status for access control classes 0 to 15 (AC C0 to AC C15), applicable in the corresponding Additional PLMN. Each AC CN is coded as the AC CN in the RACH Control Parameters IE (see sub-clause 10.5.2.29). In the absence of this field, the previously listed Additional_ACC field in this message shall be used instead (see sub-clause 3.8.3), or if no such exists, the AC CN in the RACH Control Parameters IE shall apply. If domain-specific access control is used for this Additional PLMN, this field (and absence thereof) applies to CS domain only, otherwise to both CS and PS domains. The Additional_ACC field is coded as follows.

Bits
15
14
…
0
x
x
…
x

AC C15
AC C14
…
AC C0 

	PS_ACC (16 bit field)
This field contains a bitmap indicating the barring status for access control classes 0 to 15 (AC C0 to AC C15), applicable in the corresponding Additional PLMN for the PS domain when domain-specific access control is used. Each AC CN is coded as the AC CN in the RACH Control Parameters IE (see sub-clause 10.5.2.29). In the absence of this field and if domain-specific access control is indicated as used for this Additional PLMN, the previously listed PS_ACC field in this message shall be used instead (see sub-clause 3.8.3), or if no such exists, the Common_PLMN_PS_ACC field shall apply. The PS_ACC field is coded as follows.

Bits
15
14
…
0
x
x
…
x

AC C15
AC C14
…
AC C0


	*** Last Change ***


10.5.2.37o
SI 23 Rest Octets

The SI 23 Rest Octets information element contains inter RAT reselection for network sharing information. 

The SI 23 Rest Octets information element is a type 5 information element with 20 octet length.

Table 10.5.2.37o.1: SI 23 Rest Octets information element 

	< SI 23 Rest Octets > ::=


< SI 23_CHANGE_MARK : bit (2) >


< SI 23_INDEX : bit (3) >


< SI 23_COUNT : bit (3) >


{ 0 | 1
< iRAT Reselection Information : < iRAT Reselection Information struct >> }


< spare padding > ;

< iRAT Reselection Information struct > ::=


{ 0 | 1 < Absolute_Index_Start_EMR : bit (7) > }


{ < Priority and UTRAN Parameters Description for the Common PLMN :


< Priority and UTRAN Parameters Description struct >> }


{ < Priority and E-UTRAN Parameters Description for the Common PLMN : 


< Priority and E-UTRAN Parameters Description struct >> }


< Nb_Additional_PLMNs : bit (2) >




{ < PLMN index : bit (2) >


{ < Priority and UTRAN Parameters Description : 



< Priority and UTRAN Parameters Description struct >> }



{ < Priority and E-UTRAN Parameters Description : 



< Priority and E-UTRAN Parameters Description struct >> }


} * ( val (Nb_Additional_PLMNs)+1) ;



	< Priority and UTRAN Parameters Description struct > ::=

{ 0
-- no information provided for the corresponding PLMN


| 1


(0 | 1 < Index_Start_3G : bit (7) > }


{ 0

-- UTRAN default threshold info not provided for the corresponding PLMN 



| 1


{ 0 | 1
< DEFAULT_UTRAN_PRIORITY : bit(3) > }


{ 0 | 1
< DEFAULT_THRESH_UTRAN_low : bit(5) > }


{ 0 | 1
< DEFAULT_UTRAN_QRXLEVMIN : bit(5) > } }

{ 0 | 1 < UTRAN FDD/TDD Description : < UTRAN FDD/TDD Description struct >> }

} ;



	< UTRAN FDD/TDD Description struct > ::=


{{ 0 | 1 < Bandwidth_FDD : bit (3) > } | { 0 | 1 < Bandwidth_TDD : bit (3) > }}

{ 1 < Repeated UTRAN FDD/TDD Neighbour Frequency and Priority : 


< Repeated UTRAN FDD/TDD Neighbour Frequency and Priority struct >> } ** 0 ;



	< Repeated UTRAN FDD/TDD Neighbour Frequency and Priority struct > ::=


{ 1 < UTRAN-ARFCN : bit (14) > } ** 0

{ 0 | 1  < UTRAN_PRIORITY : bit(3) > }

< THRESH_UTRAN_high : bit(5) >


{ 0 | 1
< THRESH_UTRAN_low : bit(5) > }


{ 0 | 1
< UTRAN_QRXLEVMIN: bit(5) > }  ;



	< Priority and E-UTRAN Parameters Description struct > ::= 

{ 0
-- no information provided for the corresponding PLMN


| 1


< E-UTRAN_CCN_ACTIVE : bit >

{ 0

-- E-UTRAN threshold info not provided



| 1


{ 0 | 1
< DEFAULT_E-UTRAN_PRIORITY: bit(3) > }



{ 0 | 1
< DEFAULT_THRESH_E-UTRAN_low: bit(5) > }



{ 0 | 1
< DEFAULT_E-UTRAN_QRXLEVMIN : bit(5) > } }

{ 1 < Repeated E-UTRAN Neighbour Frequency and Priority : < Repeated E-UTRAN Neighbour Frequency and Priority struct >> } ** 0

{ 1 < Repeated E-UTRAN Not Allowed Cells : < Repeated E-UTRAN Not Allowed Cells struct >> } ** 0

{ 1 < Repeated E-UTRAN PCID to TA mapping : < Repeated E-UTRAN PCID to TA mapping struct >> } ** 0 
} ;



	< Repeated E-UTRAN Neighbour Frequency and Priority struct > ::=

{ 1 < EARFCN : bit (16) >




{ 0 | 1 < Measurement Bandwidth : bit (3) > }} ** 0

{ 0 | 1 < E-UTRAN_PRIORITY : bit(3) > }

< THRESH_E-UTRAN_high: bit(5) >


{ 0 | 1
< THRESH_E-UTRAN_low : bit(5) > }


{ 0 | 1
< E-UTRAN_QRXLEVMIN : bit(5) > }


};




Table 10.5.2.37o.2: SI 23 Rest Octets information element 

	SI 23_CHANGE_MARK (2 bit)
This field is changed each time the content of the SI 23 message changes.

	SI 23_INDEX (3 bits) and SI 23_COUNT (3 bits)
The purpose of these fields is to indicate the number of individual message instances within the sequence of SI 23 messages and to assign an index to identify each instance. The SI 23_INDEX field is binary coded, range 0 to 7, and provides an index to identify an individual SI 23 message instance. The SI 23_COUNT field is binary coded, range 0 to 7, and provides the value of the highest indexed message instance in the sequence of SI 23 messages.

	iRAT Reselection Information:
Provides the information related to inter RAT Reselection on a PLMN basis. The number of UTRAN/E-UTRAN frequencies broadcast by the network shall be in line with the monitoring requirements listed within 3GPP TS 45.008. This information supersedes the corresponding information provided within SI2ter/SI2quater messages. 
Absolute_Index_Start_EMR (7 bit)
See table 10.5.2.33b.2

Priority and UTRAN Frequency Description for the Common PLMN:
Provides the Priority and UTRAN Frequency Description for the Common PLMN. This information shall be provided by the network only if MS supporting Network Sharing are allowed to select the Common PLMN (i.e. the Common PLMN corresponds to a single Core Network Operator) and inter RAT reselection to UTRAN has to be managed for the Common PLMN.
Priority and E-UTRAN Parameters Description for the Common PLMN:
Provides the Priority and E-UTRAN Parameters Description for the Common PLMN. This information shall be provided by the network only if MS supporting Network Sharing are allowed to select the Common PLMN (i.e. the Common PLMN corresponds to a single Core Network Operator) and inter RAT reselection to E-UTRAN has to be managed for the Common PLMN.
Nb_Additional_PLMNs (2 bit)
This field indicates the number of Additional PLMN for which inter RAT Mobility information is provided. It is coded as the Nb_Additional_PLMNs field in table 10.5.2.37n.1. The value of this field shall be equal to that of the Nb_Additional_PLMNs field broadcast in the SYSTEM INFORMATION TYPE 22 message.

PLMN Index (2 bit)
This field indicates the Additional PLMN ID for which inter RAT Mobility information is provided. It is coded as follows:

Value
0 0

First Additional PLMN ID
0 1

Second Additional PLMN ID
1 0

Third Additional PLMN ID
1 1

Fourth Additional PLMN ID

Priority and UTRAN Parameters Description:
Provides the Priority and UTRAN Parameters Description for the PLMN corresponding to PLMN_Index.

Priority and E-UTRAN Parameters Description:
Provides the Priority and E-UTRAN Parameters Description for the PLMN corresponding to PLMN_Index.

	Priority and UTRAN Parameters Description:
Provides for a given PLMN the information related to UTRAN frequencies. 
Index_Start_3G (7 bit)
See table 10.5.2.33b.2
DEFAULT_UTRAN_PRIORITY (3 bit)
DEFAULT_THRESH_UTRAN_low (5 bit)
DEFAULT_UTRAN_QRXLEVMIN (5 bit)
These fields provide default values in the case the corresponding UTRAN_PRIORITY, THRESH_UTRAN_low, UTRAN_QRXLEVMIN fields are not broadcast within the UTRAN FDD/TDD Description applicable to this PLMN.
UTRAN_FDD/TDD_Description:
BANDWIDTH_FDD (3 bit)
BANDWIDTH_TDD (3 bit)
See table 10.5.2.33b.2

Repeated UTRAN FDD/TDD Neighbour Frequency and Priority
See table 10.5.2.33b.2 for all corresponding fields. It is not allowed to mix FDD and TDD UTRAN ARFCNs within this description. 

	Priority and E-UTRAN Parameters Description:
Provides for a given PLMN the information related to E-UTRAN frequencies.
E-UTRAN_CCN_ACTIVE (1 bit)
See table 10.5.2.33b.2

DEFAULT_E-UTRAN_PRIORITY (3 bit)
DEFAULT_THRESH_E-UTRAN_low (5 bit)
DEFAULT_E-UTRAN_QRXLEVMIN (5 bit)
These fields provide default values in the case the corresponding E-UTRAN_PRIORITY, THRESH_E-UTRAN_low, E-UTRAN_QRXLEVMIN fields are not broadcast within the Repeated E-UTRAN Neighbour Frequency and Priority applicable to this PLMN.
Repeated E-UTRAN Neighbour Frequency and Priority:
See table 10.5.2.33b.2 for all corresponding fields.

Repeated E-UTRAN Not Allowed Cells:
See table 10.5.2.33b.2 for all corresponding fields.

Repeated E-UTRAN PCID to TA mapping:
See table 10.5.2.33b.2 for all corresponding fields.
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