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Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	

	11.3
	Verification of non-support of services (Advice of Charge Charging (AOCC))
	Phase 2
	MS which support at least one circuit switched basic service and do not support AOCC
	
	C32
	TSPC_Addinfo_MTsvc

TSPC_Addinfo_MOsvc
	


< … Skip … >
	70.7.2.1
	Void
	
	
	
	
	
	

	70.7.2.2
	Void
	
	
	
	
	
	

	70.7.4.1
	Network Induced Location Request Emergency Call on TCH for mobiles supporting MS-Based GPS
	R98
	All MSs supporting speech and LCS MS-Based GPS and not supporting MS-Based A-GANSS
	
	Cxxx
	TSPC_MS_RRLP_RELEASE
	

	70.7.4.2
	Network Induced Location Request Emergency Call on TCH for mobiles supporting MS-Assisted GPS
	R98
	All MSs supporting speech and LCS MS-Assisted GPS and not supporting MS-Assisted A-GANSS
	
	Cyyy
	TSPC_MS_RRLP_RELEASE
	

	70.7.4.3
	Network Induced Location Request Emergency Call on TCH, no IMSI for mobiles supporting MS-Based GPS
	R98
	All MSs supporting speech and LCS MS-Based GPS and not supporting MS-Based A-GANSS
	
	Cxxx
	TSPC_MS_RRLP_RELEASE
	

	70.7.4.4
	Network Induced Location Request Emergency Call on TCH, no IMSI for mobiles supporting MS-Assisted GPS
	R98
	All MSs supporting speech and LCS MS-Assisted GPS and not supporting MS-Assisted A-GANSS
	
	Cyyy
	TSPC_MS_RRLP_RELEASE
	

	70.8.1
	Basic Self Location
	R98
	All MSs supporting LCS MS-Assisted GPS and not supporting MS-Assisted A-GANSS and Support of MO-LR request for a position estimate
	
	C445
	TSPC_MS_RRLP_RELEASE
	

	70.8.2
	Basic Self Location in Dedicated Mode
	R98
	All MSs supporting LCS MS-Assisted GPS and not supporting MS-Assisted A-GANSS and Support of MO-LR request for a position estimate
	
	C445
	TSPC_MS_RRLP_RELEASE
	


< … Skip … >
Table B.1a: Applicability of tests – Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	C3
	IF A.5/14 AND A.5/13 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_AoCI

	C4
	IF A.5/14 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC

	  <  skip in table  >

	C282
	void
	

	C283
	IF A.2/59 AND NOT (A.2/94) THEN A ELSE N/A
	-- TSPC_A-GPS_Based AND NOT TSPC_MSB_A-GANSS

	C284
	IF A.2/60 AND NOT (A.2/95) THEN A ELSE N/A
	-- TSPC_A-GPS_Assist AND NOT TSPC_MSA_A-GANSS

	  <  skip in table  >

	C580
	IF A.2/89 AND A.2/128)THEN A ELSE N/A
	-- TSPC_EGPRS2A AND TSPC_TIGHTER_EGPRS2

	Cxxx
	IF (A.25/2 OR A.25/3) AND A.2/59 AND NOT (A.2/94) THEN A ELSE N/A
	-- (TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1) AND TSPC_A-GPS_Based AND NOT TSPC_MSB_A-GANSS

	Cyyy
	IF (A.25/2 OR A.25/3) AND A.2/60 AND NOT (A.2/95) THEN A ELSE N/A
	-- (TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1) TSPC_A-GPS_Assist AND NOT TSPC_MSA_A-GANSS

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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