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=============== The First Change ==============
3.2.1.19
PAGING

This message is sent from the MSC to the BSS and contains sufficient information to allow the paging message to be transmitted by the correct cells at the correct time.

This message is sent as a connectionless SCCP message.

	INFORMATION ELEMENT
	REFERENCE
	DIRECTION
	TYPE
	LEN

	Message Type
	3.2.2.1
	MSC-BSS
	M
	1

	IMSI
	3.2.2.6
	MSC-BSS
	M
	3-10

	TMSI
	3.2.2.7
	MSC-BSS
	O (note 1)
	6

	Cell Identifier List
	3.2.2.27
	MSC-BSS
	M (note 4)
	3 
to 
3+7n

	Channel Needed
	3.2.2.36
	MSC-BSS
	O (note 2)
	2

	eMLPP Priority
	3.2.2.56
	MSC-BSS
	O (note 3)
	2

	Paging Information
	3.2.2.85
	MSC-BSS
	O
	2

	NOTE 1:
This element is omitted in the exceptional case where the IMSI is used instead of the TMSI as a paging address at the radio interface.

NOTE 2:
If the channel needed element is not present, the default value is assumed to be 00 (any channel).

NOTE 3:
If the BSS implements the eMLPP feature it should use this information element to build the radio interface Paging request messages, otherwise the information may be considered as an unrecognisable information element.
NOTE 4: 
When network sharing is supported, the PLMN included in the Location Area Identification field can be either the Common PLMN or an Additional PLMN (see 3GPP TS 44.018 [32]).


=================  The End  ===============
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