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1
Scope

The present document specifies the Radio Frequency (RF) test methods and conformance requirements for GSM 400, GSM 700, T-GSM 810, GSM 900 and DCS 1800, PCS 1900, GSM 850, MXM 850 and MXM 1900 Base Station Systems (BSS)s. These have been derived from, and are consistent with, the core GSM specifications specified in the requirements reference subclause of each test with the exception that requirements expressed as a reference to regulatory documents (e.g. FCC) have not been included in the present document.

The present document is applicable to BSS meeting the requirements of either GSM Phase 2 or GSM Phase 2+. Unless otherwise stated, all tests are applicable to BSS meeting Phase 2 and/or Phase 2+ GSM requirements, because the requirements of the Phase 2 and Phase 2+ core GSM specifications which are referenced in the test are consistent. Most differences between Phase 2 and Phase 2+ requirements represent Phase 2+ features which are optional for the BSS to support.

For each test, two conformance requirements are specified:

‑
essential conformance requirements;

‑
complete conformance requirements.

Essential conformance requirements are those which are required:

a)
to ensure compatibility between the radio channels in the same cell;

b)
to ensure compatibility between cells, both co‑ordinated and unco‑ordinated;

c)
to ensure compatibility with existing systems in the same or adjacent frequency bands;

d)
to verify the important aspects of the transmission quality of the system.

Essential conformance requirements are sufficient to verify the performance of the equipment for radio type approval purposes, in countries where this is applicable. For GSM 700, GSM 850, MXM 850, PCS 1900 and MXM 1900 only the complete conformance requirements are applicable.

Complete conformance requirements may be tested to verify all aspects of the performance of a BSS. These requirements are intended to be used by manufacturers and operators to allow conformance and acceptance testing to be performed in a consistent manner; the tests to be performed should be agreed between the parties.

In some tests there are separate requirements for micro‑BTS and BTS. If there is no separate requirement for a micro‑BTS, the requirements for the BTS apply to a micro‑BTS.

In Rel-7, higher symbol rate is introduced for EGPRS2-B. EGPRS2-A and all other channels use normal symbol rate. For definition of normal and higher symbol rate see 3GPP TS 45.004. All tests and requirements apply to both symbol rates except otherwise stated in the test.

In some tests there are separate requirements for multicarrier BTS, that apply for all classes of multicarrier BTS (Wide Area, Medium Range and Local Area, cf. [22]) unless otherwise stated. If there is no separate requirement for a multicarrier BTS class, the requirement designated for BTS and normal BTS apply to that multicarrier BTS class.

In Rel-12, BTS operating in the ER-GSM 900 band is introduced where generally separate requirements apply than for BTS operating in the GSM 900 band. If there is no separate requirement specified for ER-GSM 900 BTS, the requirements for BTS operating in the GSM 900 band apply to the ER-GSM 900 BTS. 
In the present document, the reference point for RF connections (except for the measurement of mean transmitted RF carrier power) is the antenna connector, as defined by the manufacturer. The present document does not apply to repeaters or RF devices which may be connected to an antenna connector of a BSS, except as specified in subclause 4.10.

NOTE:
The present document contains both essential conformance requirements and complete conformance requirements. Essential conformance requirements are those requirements which may be deemed sufficient for radio type approval purposes, complete conformance requirements cover all conformance aspects.
******************** Next Changed Section *************************************************

3
Definitions, abbreviations, frequency bands and channels

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply.

8-PSK: modulation type as defined 3GPP TS 45.004 clause 3.

Carrier Frequency: centre of the ARFCN under test.

GMSK: modulation type as defined by 3GPP TS 45.004 clause 2.

GSM: unless otherwise specified, references to GSM include GSM 400, GSM 700, T-GSM 810, GSM 850, GSM 900, ER-GSM 900,  DCS1800, PCS 1900, MXM 850 and MXM 1900.

GSM 900 : unless otherwise specified, references to GSM 900 include P-GSM, E-GSM and R-GSM.
BSS: in the present document, the term BSS (or base station subsystem) applies to both a BTS and integrated BSS. If a separate BSC is required to perform tests on a BTS, the BSC may be regarded as test equipment and the environmental conditions of the BSC need not be controlled.

pico-BTS: as defined in 3GPP TS 45.005. In the present document, this also includes a BSS which incorporates a pico‑BTS.

micro‑BTS: as defined in 3GPP TS 05.05 and 3GPP TS 45.005. In the present document, this also includes a BSS which incorporates a micro-BTS.

Multicarrier BTS: defined as BTS, characterized by the ability to, in addition to single carrier operation, process two or more carriers in common active components simultaneously.

Wide Area (WA) multicarrier BTS: defined as a class of multicarrier BTS, characterized by requirements derived from macro cell scenarios. The class has either multicarrier transmitter only, or both multicarrier transmitter and receiver.

Medium Range (MR) multicarrier BTS: defined as a class of multicarrier BTS, characterized by requirements derived from micro cell scenarios. The class has both multicarrier transmitter and multicarrier receiver.
Local Area (LA) multicarrier BTS: defined as a class of multicarrier BTS, characterized by requirements derived from pico cell scenarios. The class has both multicarrier transmitter and multicarrier receiver.
MXM: mixed Mode system. Mixed-mode is defined as a network that deploys both 30 kHz RF carriers and 200 kHz RF carriers in geographic regions where the Federal Communications Commission (FCC) or similar regulations are applied. In the present document MXM 850 and MXM 1900 are defined.

normal BTS: any BTS or BSS as defined by 3GPP TS 05.05 and 3GPP TS 45.005 which is not a micro‑BTS, pico-BTS or multicarrier BTS.

BSSTE: base Station System Test Equipment; see annex B.

manufacturer: in the present document, a reference to a manufacturer shall also apply to an agent of the manufacturer.

T-GSM 810: Trunking GSM 810 band. For T-GSM 810 the requirements for GSM 900 shall apply, apart for those parameters for which a separate requirement exists.

P‑GSM: primary GSM 900 band.

E‑GSM: extended GSM 900 band (includes P‑GSM band).

R‑GSM: Railways GSM 900 band (includes P‑GSM band and E‑GSM band).

ER-GSM: extended Railway GSM 900 band (includes R GSM band). 

GSM 400: unless otherwise specified, references to GSM 400 include GSM 450 and GSM 480 band.

GSM 700: unless otherwise specified, references to GSM 700 include GSM 710 and GSM 750 band.

Relevant TX band (or relevant transmit band): transmit band defined in subclause 3.3.1 for the frequency band of BTS declared by the manufacturer.

Relevant RX band (or relevant receive band): receive band defined in subclause 3.3.1 for the frequency band of BTS declared by the manufacturer.

Operating band: transmit and receive operating bands together comprise the frequency band supported by the BSS; (see subclause 4.2). 
Base Station RF bandwidth: The instantaneous bandwidth in which a multicarrier BTS transceiver transmits or transmits and receives multiple carriers simultaneously.

Maximum Base Station RF bandwidth: The maximum bandwidth in which a multicarrier BTS transceiver transmits or transmits and receives multiple carriers simultaneously.

Maximum Transmit Filter bandwidth: The maximum bandwidth of the duplexer or the transmit filter used in a multicarrier BTS when transmitting carriers simultaneously.
Circuit switched logical channels: all the standard GSM logical channels, including traffic channels (TCH), common control channels (RACH) and dedicated control channels (SDCCH, SACCH).

Packet switched logical channels: all the General Packet Radio Services (GPRS) packet data logical channels, including packet traffic channels (PDTCH and PACCH) and packet common control channels (PRACH).

GPRS: any subset of the packet traffic channels PDTCH/CS-1 to CS-4  and related control channels.

EGPRS: any subset of the packet traffic channels PDTCH/MCS-1 to MCS-9 and related control channels.

ECSD: any subset of the E-TCH traffic channels and related control channels.

EGPRS2-A: packet traffic channels utilizing any subset of the packet traffic channels MCS-1 to 6 and PDTCH/UAS-7 to UAS-11 in uplink, together with MCS-1 to 4 and PDTCH/DAS-5 to DAS-12 in downlink, and related control channels. In addition, MCS-7 and MCS-8 may be used in downlink when either the USF or the PAN or both are addressed to one or more EGPRS mobile stations.
EGPRS2-B: packet traffic channels utilizing any subset of the packet traffic channels MCS-1 to 4 and PDTCH/UBS-5 to UBS-12 in uplink, together with MCS-1 to 4 and PDTCH/DBS-5 to DBS-12 in downlink, and related control channels. In addition, MCS-6 to MCS-9, DAS-5, DAS-6, DAS-8, DAS-9, DAS-10 pad, DAS-11, and DAS-12pad may be used in downlink under the conditions specified in 3GPP TS 44.060.
EGPRS2: Any of EGPRS2-A and EGPRS2-B

16-QAM: modulation type as defined 3GPP TS 45.004 clause 4 for EGPRS2-A and clause 5 for EGRPS2-B.

32-QAM: modulation type as defined 3GPP TS 45.004 clause 4 for EGPRS2-A and clause 5 for EGRPS2-B.

QPSK: modulation type as defined 3GPP TS 45.004 clause 5, used in EGPRS2-B.

VAMOS mode: as defined in 3GPP TS 45.001 clause 13.1.

AQPSK: modulation type as defined in 3GPP TS 45.004 clause 6.

VAMOS sub-channel: as defined in 3GPP TS 45.001 clause 13.1.

SCPIR_UL: as defined in 3GPP TS 45.005 clause 1.3.

SCPIR_DL: as defined in 3GPP TS 45.004 clause 6.

Minimum carrier frequency spacing: minimum spacing between the centre frequencies of simultaneously transmitted or received GSM carriers of a BTS belonging to a multicarrier BTS class. The minimum carrier frequency spacing is 600 kHz.

Sub-block: This is one contiguous allocated block of spectrum for use by the same Base Station. There may be multiple instances of sub-blocks within an RF bandwidth.

Sub-block bandwidth: The bandwidth of one sub-block.

Sub-block gap: A frequency gap between two consecutive sub-blocks within an RF bandwidth, where the RF requirements in the gap are based on co-existence for un-coordinated operation.
Enclosure port: physical boundary of the apparatus through which electromagnetic fields may radiate or impinge. 
Port: particular interface, of the specified equipment (apparatus), with the electromagnetic environment
Radio digital unit: equipment which contains base band and functionality for controlling radio unit

Radio equipment: equipment which contains radio digital unit and radio unit

Radio unit: equipment which contains transmitter and receiver
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3.3
Frequency bands and channels

3.3.1
Frequency bands

The frequency bands for the Base Station System are given in table 3.3-1.

Table 3.3-1: Frequency bands for GSM Base Station Systems

	
	TX:
	RX:

	P‑GSM900
	935 MHz to 960 MHz
	890 MHz to 915 MHz

	DCS1800
	1 805 MHz to1 880 MHz
	1 710 MHz to 1 785 MHz

	E‑GSM900
	925 MHz to 960 MHz
	880 MHz to 915 MHz

	R‑GSM900
	921 MHz to 960 MHz
	876 MHz to 915 MHz

	ER GSM900
	918 MHz to 960 MHz
	873 MHz to 915 MHz

	GSM 450
	460,4 MHz to 467,6 MHz
	450,4 MHz to 457,6 MHz

	GSM 480
	488,8 MHz to 496 MHz
	478.8 MHz to 486 MHz

	GSM 850 and MXM 850
	869 MHz to 894 MHz
	824 MHz to 849 MHz

	PCS 1900 and MXM 1900
	1 930 MHz to 1 990 MHz
	1 850 MHz to 1 910 MHz

	GSM 710
	728 MHz to 746 MHz
	698 MHz to 716 MHz

	GSM 750
	747 MHz to 763 MHz
	777 MHz to 793 MHz

	T-GSM 810
	851 MHz to 866 MHz
	806 MHz to 821 MHz


NOTE:
It is up to the operator to choose any subset of these bands (or the complete band) on a location basis within a frequency band assigned to the operator by the authority responsible for frequency management issues.

3.3.2
Channels and channel numbering

The channel numbers (ARFCN) for the carrier frequencies (RF channels) within the frequency bands defined above (as defined in 3GPP TS 45.005, are given in table 3.3-2. Fl(n) is the frequency of the centre of the RF channel n in the lower band (=RX) and Fu(n) the corresponding frequency in the upper band (=TX).

Table 3.3-2: Channel Numbering: Frequencies are in MHz

	P‑GSM900
	Fl(n)=890+0,2*n
	1<=n<=124
	Fu(n)=Fl(n)+45

	E‑GSM900
	Fl(n)=890+0,2*n

FI(n)=890+0,2*(n‑1 024)
	0 <=n<=124

975<=n<=1023
	Fu(n)=Fl(n)+45

	R‑GSM900
	Fl(n)=890+0,2*n

FI(n)=890+0,2*(n‑1 024)
	0 <=n<=124

955<=n<=1023
	Fu(n)=Fl(n)+45

	ER-GSM900
	Fl(n) = 890 + 0.2*n

Fl(n) = 890 + 0.2*(n 1024)
	0 ≤ n ≤ 124

940 ≤ n ≤ 1023
	Fu(n) = Fl(n) + 45

	DCS1800
	Fl(n)=1 710,2+0,2*(n‑512)
	512<=n<=885
	Fu(n)=Fl(n)+95

	PCS 1900 and

 MXM 1900
	FI(n) = 1 850,2 + 0,2*(n-512)
	512 £  n £  810
	Fu(n) = FI(n) + 80

	GSM 450
	FI(n) = 450,6 + 0,2*(n-259)
	259 £  n £  293
	Fu(n) = FI(n) + 10

	GSM 480
	FI(n) = 479 + 0,2*(n-306)
	306 £  n £  340
	Fu(n) = FI(n) + 10

	GSM 850 and MXM 850
	Fl(n) = 824,2 + 0,2*(n-128)
	128 ( n ( 251
	Fu(n) = Fl(n) + 45


The channel numbers for the carrier frequencies within the T-GSM 810 band can only be indicated by dynamic ARFCN mapping (see 3GPP TS 45.005), and are given in Table 3.3-3.
Table 3.3-3: Channel Numbering: Frequencies are in MHz
	T-GSM 810
	Fl(n) = 806.2 + 0.2*(n-x+y)
	x ( n ( x+z
	Fu(n)=Fl(n) + 45

	GSM 710
	Fl(n) = 698.2 + 0.2*(n-x+y)
	x ( n ( x+z
	Fu(n) = Fl(n) + 30

	GSM 750
	Fl(n) = 747.2 + 0.2*(n-x+y)
	x ( n ( x+z
	Fu(n) = Fl(n) + 30


where x = ARFCN_FIRST, y = BAND_OFFSET and z = ARFCN_RANGE (see 3GPP TS 44.018).
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6.3
Mean transmitted RF carrier power

6.3.1
Test purpose

To verify the accuracy of the mean transmitted RF carrier power across the frequency range and at each power step.

This test is also used to determine the parameter "power level", used in subclause 6.5.1.2.

6.3.2
Test case

For a normal BTS, this measurement the power shall be measured at the input of the TX combiner or at the BSS antenna connector. For a micro‑BTS, the power shall be measured at the BSS antenna connector. For a multicarrier BTS the power shall be measured at each transmitting BSS antenna connector. The Manufacturer shall declare the maximum output power of the BSS for each supported modulation at the same reference point as the measurement is made. The TX combiner shall have the maximum number of TRXs connected to it so that the measurement can be used as a reference for the measurement of transmitted carrier power versus time in subclause 6.4.

NOTE:
The value of the output power measured at the antenna connector is generally more useful for cell planning, and may be required for regulatory purposes

All TRXs in the configuration shall be switched on transmitting full power in all time slots for at least 1 hour before starting the test.

The Manufacturer shall declare how many TRXs the BSS supports:

1 TRX:
The TRX shall be tested at B, M and T;

2 TRX:
The TRXs shall each be tested at B, M and T;

3 TRX or more:
Three TRXs shall each be tested at B, M and T.

In case of multicarrier BTS the tests shall be performed for the declared number(s) of carriers, operating at equally distributed power at minimum carrier frequency spacing and grouped at B, M and T, for each antenna connector.

In addition the test case with unequal power distribution according to subclause 4.10.10 shall be performed for the declared maximum number of carriers. 

If the Manufacturer declares that Synthesizer Slow Frequency Hopping is supported by the BSS, the BSS shall be configured with the number of TRXs and frequency allocation defined above and SFH enabled.

The BSS under test shall be set to transmit at least 3 adjacent time slots in a TDMA‑frame at the same power level. The RMS power level shall be measured on a time slot basis over the useful part of one of the active time slots and then the average of the logarithmic value taken over at least 200 time slots. Only active bursts shall be included in the averaging process. Whether SFH is supported or not, the measurement shall be carried out on all of the 3 frequencies in turn. The measurement bandwidth shall be at least 300 kHz.

For the definition of the useful part of the time slot see figure 6.4-1, and for further details 3GPP TS 45.004 and 3GPP TS 45.010. For timing on a per time slot basis , in case of normal symbol rate, each time slot may contain 156.25 modulating symbols, or 2 time slots may contain 157 and 6 time slots 156 modulating symbols according to 3GPP TS 45.010. In case of higher symbol rate each time slot may contain 187,5 symbols or 188,4 symbols on timeslot 0 and 4 and 187,2 symbols on the remaining timeslots in a TDMA-frame according to 3GPP TS 45.010.

The power shall be measured at each nominal power level as specified. As a minimum, one time slot shall be tested on each TRX. Any TRX which is a dedicated BCCH shall only be tested at highest static power step.

6.3.3
Essential conformance

Test Environment
Normal:
Each TRX specified in the test case shall be tested.

Extreme power supply:
One TRX shall be tested, on one ARFCN, for highest static power step only.

NOTE:
tests under extreme power supply are carried out at extreme temperature limits.

Conformance requirement
The BSS shall support Nmax steps of Static Power Control for each supported modulation with respect to the declared output power as declared by the manufacturer. For the modulation with the highest output power, Nmax shall be at least 6.

The static power step N has the range from the highest static power level to Nmax inclusive, where

-
The Highest Static Power Level corresponds to the maximum single carrier output power declared by the manufacturer. For multicarrier BTS, the Highest Static Power Level corresponds to maximum output power per carrier for each supported number of carriers declared by the manufacturer.

-
The Lowest Static Power Level is defined as the Highest Static Power Level reduced by Nmax power steps, where the number of power steps can be different for each supported modulation.
The power measured when the TRX is set to Highest Static Power Control Level shall have a tolerance of (2 dB under normal conditions and (2,5 dB under extreme conditions, relative to the maximum power declared by the manufacturer for the modulation under test. In this test, this measured power is termed the maximum BTS output power. Static power control shall allow the RF output power to be reduced from the maximum BTS output power for the modulation with the highest output power capability in at least 6 steps of nominally 2 dB with a tolerance of (1 dB for each modulation referenced to the previous level of the same modulation. In addition, the actual absolute output power for each supported modulation at each static RF power step (N) , with the exception below for the highest RF power level for 8-PSK, QPSK, AQPSK, 16-QAM and 32-QAM, shall be 2*N dB below the maximum BTS output power for the modulation with the highest output power capability with a tolerance of (3 dB under normal conditions and (4 dB under extreme conditions.

In addition to the Static Power Control levels the BSS may utilize up to M steps of dynamic Downlink Power Control. M can have an upper limit of 0 to 15.

Dynamic Downlink power control shall allow the RF output power to be reduced in M steps with a step size of 2 dB with a tolerance of (1,5 dB referenced to the previous level.

Each dynamic Downlink Power Control level shall have a tolerance of (3 dB under normal conditions and (4 dB under extreme conditions relative to 2*Y dB below the maximum BTS output power for the modulation with the highest output power capability, where Y is the sum of the number of static and dynamic steps below Highest Static Power Control Level for the modulation with the highest output power capability. 

For BTS supporting 8-PSK, QPSK, AQPSK, 16-QAM and/or 32-QAM the output power for GMSK, 8-PSK, QPSK, AQPSK, 16-QAM and 32-QAM shall be nominally the same for any supported static and dynamic power control level. An exception is allowed for the maximum output power of the respective modulation QPSK, AQPSK, 8-PSK, 16-QAM and 32-QAM, which may be lower than the GMSK output power for the same static or dynamic power control level. The nominal size of the first step down from the respective maximum power level of QPSK, 8-PSK, AQPSK, 16-QAM and 32-QAM may be in the range 0 to 2 dB. The output power of QPSK, 8-PSK, AQPSK, 16-QAM and 32-QAM for the respective second highest static or dynamic power control level shall be the same as the GMSK power for the corresponding static or dynamic power control level within a tolerance of ±1 dB The number of static RF power steps and the total number of power control steps may be different for GMSK and other supported modulations (8-PSK, QPSK, AQPSK, 16-QAM and 32-QAM).
For BTS supporting operation in the ER-GSM 900 extension band (918 – 921 MHz), maximum allowed RF power depends on the coexistence scenarios and coordination between operators or defined by regulatory authority.

With the BTS configured according to the required scenario, RF power must not exceed  maximum allowed RF power Pmax, measured at the input of the TX combiner or at the BSS antenna connector, defined  by the following equation:

Pmax = B  + MCL + (f - 918.2 MHz) * S,
where f is the used ER-GSM channel centre frequency in MHz.

B, MCL and S parameters are to be selected according to the applicable scenario in the table 6.3-1 below.
Table 6.3-1: Parameters for determination of maximum allowed RF power in the ER-GSM 900 extension band.
	Scenario
	B
	MCL
	S

	Coexistence with GSM Normal BTS / MCBTS in            E-GSM band
Without coordination
	-40.4 dBm
	67 dB
	6 dB/MHz

	Coexistence with UTRA / E-UTRA BS in       E-GSM band
Without coordination
	-58.7 dBm
	67 dB
	11 dB/MHz

	Coexistence with GSM Normal BTS / MCBTS in E-GSM band
With coordination
	-40.4 dBm
	Agreed value by coordination
	6 dB/MHz

	Coexistence with UTRA / E-UTRA BS in         E-GSM band
With coordination
	-58.7 dBm
	Agreed value by coordination
	11 dB/MHz
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6.6.2.9
Applicability (Release 12 and later releases GSM 400, T-GSM 810, GSM 900, ER-GSM 900 and DCS 1800)
This test is applicable to equipment meeting the requirements of  3GPP TS 45.005 subclauses 4.3.
6.6.2.9.1
Test Purpose

This test measures spurious emissions from the BSS transmitter antenna connector outside the BSS relevant transmit band, while the transmitters are in operation. It also tests the intra‑BTS intermodulation requirements for GSM 400, T-GSM810, GSM 900 and DCS 1800 outside the BTS transmit and receive bands.

6.6.2.9.2
Test Case

a)
The BSS shall be configured with all transmitters active at their maximum output power on all time slots. If a TRX is designated as being a dedicated BCCH, it shall be allocated to RF channel M. All remaining TRXs shall be allocated in the following order; first to RF channel B, then to T, then distributed as evenly as possible throughout the BSS operating transmit band. Slow frequency hopping shall be disabled.

b)
The transmitter antenna connector shall be connected to a spectrum analyser or selective voltmeter with the same characteristic impedance.


The detecting device shall be configured with a resolution and video bandwidth of 100 kHz. The minimum sweep time shall be at least 75 ms and the response shall be averaged over 200 sweeps.


The power shall be measured over the BSS operating receive band.

c)
Step b) shall be repeated for the following frequency band:

‑
for a T-GSM 810, GSM 900 or GSM 400 BSS, the band 1 805 – 1 880 MHz.

‑
for a T-GSM 810, DCS1800 or GSM 400 BSS, the band 921 – 960 MHz.
-
for a GSM900, DCS1800 or GSM 400 BSS, the band 851 – 866 MHz.
d)
If the manufacturer declares that the BSS is suitable for the co-siting of GSM 400, GSM900 and DCS1800 BSSs the following test shall be performed:


Step b) shall be repeated for the following frequency band:

‑
for a T-GSM810, GSM900 or GSM 400 BSS suitable for co-siting with a DCS 1800 BSS, the band 1 710 – 1 785 MHz.

-
for a T-GSM810, DCS1800 or GSM 400 BSS suitable for co-siting with a GSM 900 BSS, the band 876 – 915 MHz.
-
for a GSM900, DCS1800 or GSM 400 BSS suitable for co-siting with a T-GSM810 BSS, the band 806 – 821 MHz.
-
for a T-GSM810, GSM 900 or DCS 1800 BSS suitable for co-siting with a GSM 400 BSS, the bands 450,4 – 457,6 MHz and 478,8 – 486,0 MHz.

e)
The BSS shall be configured as in step a) except that each TRX which is not a dedicated BCCH shall transmit on full power on alternate time slots. The active timeslots should be the same for all TRXs. Either odd or even timeslots may be tested. If slow frequency hopping is supported, each TRX which is not a dedicated BCCH shall hop over the full range of frequencies defined in step a).


The detecting device shall be configured as defined in table 6.6-5. Peak hold shall be enabled, and the video bandwidth shall be approximately three times the resolution bandwidth. If this video bandwidth is not available on the detecting device, it shall be the maximum available, and at least 1 MHz.


The power shall be measured over those parts of the frequency range 100 kHz to 12.75 GHz which are outside the BTS relevant transmit band.

f)
If the manufacturer declares that the BSS protects co-coverage GSM 400 systems the following test shall be performed:


Step b) shall be repeated for the following frequency band:

‑
for a T-GSM810, GSM900 or DCS 1800 BSS, the bands 460,4 – 467,6 MHz and 488,8 – 496,0 MHz.

Table 6.6-16: Spurious Emissions Measurements outside the transmit band

	Frequency Band
	Frequency offset
	Resolution Bandwidth

	100 kHz ‑ 50 MHz
	
	10 kHz

	50 MHz ‑ 500 MHz and outside the

relevant transmit band
	(offset from the edge of the relevant transmit band)
	

	
	( 2 MHz
	30 kHz

	
	( 5 MHz
	100 kHz

	500 MHz ‑ 12,75 GHz and outside the relevant transmit band
	(offset from the edge of the relevant transmit band)
	

	
	( 2 MHz
	30 kHz

	
	( 5 MHz
	100 kHz

	
	( 10 MHz
	300 kHz

	
	( 20 MHz
	1 MHz

	
	( 30 MHz
	3 MHz


6.6.2.9.3
Essential conformance

Test Environment
Normal:

Conformance requirement
i) 
The maximum power measured at step c) and f) shall not exceed:

‑47 dBm for a GSM 900, GSM 400 or T-GSM810 BSS in the band 1 805 – 1 880 MHz;

‑57 dBm for a GSM 900, DCS 1800 or GSM 400 BSS in the band 851 – 866 MHz;
‑57 dBm for a GSM 900, DCS 1800 or T-GSM810 BSS in the bands 460.4 – 467.6 MHz and 488.8 – 496.0 MHz;;
‑57 dBm for a DCS 1800, GSM 400 or T-GSM810 BSS in the band 921 – 960 MHz.
‑57 dBm for a DCS 1800, GSM 400 or T-GSM810 BSS in the band 918 – 960 MHz.
ii)
The maximum power measured at step e) shall not exceed:

‑36 dBm for frequencies up to 1 GHz;


‑30 dBm for frequencies above 1 GHz.

6.6.2.9.4
Complete conformance

Test Environment
Normal:

Conformance requirement
1)
The maximum power measured at step b) shall not exceed the requirements in table 6.6-6:

Table 6.6-17: Requirements for transmitter spurious emissions in receiver bands

	
	GSM 400, T-GSM 810, GSM 900 BSS receive band (dBm)
	DCS 1800 BSS receive band (dBm)

	Normal BTS
	‑98
	‑98

	Micro BTS M1
	‑91
	‑96

	Micro BTS M2
	‑86
	‑91

	Micro BTS M3
	‑81
	‑86

	Pico-BTS P1
	-70
	-80

	R-GSM 900 BTS
	‑89
	

	ER-GSM 900 BTS
	‑89
	

	NOTE:
Micro and pico-BTS is not defined for GSM400.


2)
The maximum power measured at step c) and f) shall not exceed:

‑47 dBm for a GSM 900, GSM 400 or T-GSM810 BSS in the band 1 805 - 1 880 MHz;

‑57 dBm for a GSM 900, DCS 1800 or GSM 400 BSS in the band 851 - 866 MHz;
‑57 dBm for a GSM 900, DCS 1800or T-GSM810 BSS in the bands 460.4 – 467.6 MHz and 488.8 – 496.0 MHz;
‑57 dBm for a DCS 1800, GSM 400 or T-GSM810 BSS in the band 921 – 960 MHz.
‑57 dBm  for a DCS 1800, GSM 400 or T-GSM810 BSS in the band 918 – 960 MHz.
3)
The maximum power measured at step e) shall not exceed:


‑36 dBm for frequencies up to 1 GHz


‑30 dBm for frequencies above 1 GHz

4)
If the manufacturer declares that the BSS is suitable for co‑siting of GSM 400, T-GSM810, GSM 900 and DCS 1800 BSSs, the power measured in step d) shall not exceed the requirements in table 6.6-6.

6.6.2.9.5
Requirement Reference

3GPP TS 45.005 subclauses 4.3.

******************** Next Changed Section *************************************************

6.7.4
Complete conformance

Test Environment
Normal:

Conformance requirement
The test shall be performed until three TRXs, or the maximum number supported by the BSS (whichever is the less) have each been tested at B, M, and T. For BTS belonging to a multicarrier BTS class, the test shall be performed on B, M and T for each transmitting antenna connector.

For the measurements in the operating RX band:
In the operating receive band the measured intermodulation components shall never exceed the values given in table 6.7-1 under normal test conditions. 

Table 6.7-1: Maximum Receive Band transmitter intermodulation limits

	
	GSM 400,

GSM 900

(dBm)
	DCS 1800

(dBm)

	Normal BTS
	‑98
	‑98

	Micro‑BTS M1
	‑91
	‑96

	Micro‑BTS M2
	‑86
	‑91

	Micro‑BTS M3
	‑81
	‑86

	Pico‑BTS P1
	‑70
	‑80

	R‑GSM 900 BTS
	‑89
	n/a

	ER-GSM 900 BTS
	-89
	n/a

	Wide Area multicarrier BTS
	-98
	-98

	Medium Range multicarrier BTS
	-91
	-91

	Local Area multicarrier BTS
	-84
	-84

	NOTE:
Micro and pico-BTS is not defined for GSM400.


For the measurements in the relevant TX band:
i) For BTSs not belonging to a multicarrier BTS class
At frequencies offset from the wanted signal carrier frequency by more than 6 MHz and up to the edge of the relevant transmit band, the intermodulation components measured shall not exceed ‑70 dBc or ‑36 dBm, whichever is the higher. 1 in 100 time slot periods may fail the requirement by up to 10 dB.

At frequencies offset from the wanted signal carrier frequency of less than 6 MHz, the requirements are that specified in subclause 6.5.1.3, Continuous Modulation Spectrum. The exceptions given in subclause 6.5.1.3 also apply.

ii) For BTSs belonging to a multicarrier BTS class:
In the relevant transmit band, at offsets from the wanted signal carrier frequency by more than 6 MHz and up to 10 MHz outside the edge of the relevant transmit band, the measured intermodulation products shall not exceed the limit in table 6.7-0 or -70 dBc or the requirements specified in subclause 6.5.1.3, Continuous Modulation Spectrum, whichever less stringent. In addition, the measured third order intermodulation products may increase up to -60 dBc or -36 dBm, whichever is less stringent.
In the relevant transmit band, at offsets of less than or equal to 6 MHz, the requirements are that specified in 6.5.1.3, except that the measured intermodulation products shall not exceed the limit in table 6.7-0 or -70 dBc or the requirements specified in subclause 6.5.1.3, Continuous Modulation Spectrum, whichever less stringent. In addition, the measured third order intermodulation products may increase up to -60 dBc or -36 dBm whichever is less stringent.

For offsets of the measurement frequency point from the wanted signal carrier frequency higher or equal to 1.8 MHz the dBc value specified in table 6.5-1 must be reduced by 5 dB to account for the bandwidth conversion from 100 kHz to 30 kHz.
In case of multicarrier BTS operating with one carrier, the level and number of allowable exceptions up to 10MHz outside the relevant transmit band as defined in section 6.12.3 using N= 1 apply.

The intermodulation products shall never exceed -16 dBm, measured in 100 kHz bandwidth.
******************** Next Changed Section *************************************************

6.8.4
Complete conformance

Test Environment
Normal.

Conformance requirement

For measurements in the operating RX band 

In the operating receive band the measured intermodulation components shall never exceed the values given in table 6.8-1 under normal test conditions. 

Table 6.8-1: Maximum intra‑BSS Receive Band transmitter intermodulation limits

	
	GSM 400, GSM 700, GSM 850 and GSM 900 (dBm)
	DCS 1800 and PCS 1900 (dBm)

	Normal BTS
	‑98
	‑98

	Micro‑BTS M1
	‑91
	‑96

	Micro‑BTS M2
	‑86
	‑91

	Micro‑BTS M3
	‑81
	‑86

	Pico‑BTS P1
	‑70
	‑80

	R‑GSM 900 BTS
	‑89
	n/a

	ER-GSM 900 BTS
	-89
	n/a

	Wide Area multicarrier BTS
	-98
	-98

	Medium Range multicarrier BTS
	-91
	-91

	Local Area multicarrier BTS
	-84
	-84

	NOTE:
Micro and pico-BTS is not defined for GSM400.


For measurements in the relevant TX band

i) For BTSs not belonging to a multicarrierBTS class

In the relevant transmit band, at offsets greater than 0.6 MHz and up to 6 MHz, the requirements are that specified in subclause 6.5.1, Continuous Modulation Spectrum. The exceptions given there shall also apply.
At frequencies offset from the wanted signal carrier frequency by more than 6 MHz and up to the edge of the relevant transmit band, the intermodulation components measured shall not exceed ‑70 dBc or ‑36 dBm, whichever is the higher. 1 in 100 time slot periods may fail the requirement by up to 10 dB.

ii) For BTS belonging to a multicarrier BTS class

In the relevant transmit band, the requirements in subclause 6.12 apply.
******************** Last Changed Section *************************************************

7.6
Blocking Characteristics

7.6.1
Test Purpose

Blocking and spurious response rejection is a measure of the ability of a BSS receiver to receive a wanted GSM modulated signal in the presence of an interfering signal; the level of the interfering signal is higher for the test of blocking than for spurious response.

7.6.2
Test Case

The manufacturer shall declare any intermediate frequencies (IF1 to IFn) used within the receiver, and the frequency of the local oscillator applied to the first receiver mixer.

1)
This measurement is carried out in three stages:

a)
an optional preliminary test to identify frequencies of interfering signal which require more detailed investigation.

b)
measurement of blocking performance:

i)
all out-of-band frequencies (general requirements for co-existence)

ii)
in case of multicarrier BTS equipped with multicarrier receiver, if the BSS is declared to be suitable for co-location with systems in other frequency bands, in the declared frequency bands (co-location requirements)

c)
measurement of spurious response performance; this test need only be performed at those frequencies of interfering signal at which the specification for blocking is not met. 

2)
The BSS shall be configured to operate as close to the centre of the operating receive band as is possible. In case of multicarrier receiver the BTS configuration in 4.10.10 applies. If Slow frequency hopping is supported by the BSS, it shall be disabled during these measurements.

3)
The measurement shall be performed in a test configuration, depending on the declared type of receiver 

a)
For all types of receivers except multicarrier BTS with multicarrier receiver, the two RF signals shall be fed into the receiver antenna connector of the BSS using a combining network. The wanted signal shall be at the operating frequency of the receiver, shall be modulated with normal GSM modulation, and shall be at a level as specified in table 7.6-1. The measurement is only performed under static propagation conditions. 

b) 
In case of testing Wide Area and Medium Range multicarrier BTS with multicarrier receiver, the maximum supported number of wanted signals or four, whichever is less, and the blocking signal shall be fed into the receiver antenna connector of the BSS using a combining network. 

In case of testing Local Area multicarrier BTS with multicarrier receiver, the maximum supported number of wanted signals or two, whichever is less, and the blocking signal shall be fed into the receiver antenna connector of the BSS using a combining network. 

The wanted signals shall be equally spread over the maximum Base Station RF bandwidth with two of them allocated at the edge frequencies of the maximum Base Station RF bandwidth of the receiver. Each wanted signal shall use a normal GSM modulation, with a signal level as specified in table 7.6-1 at the receiver input. If no requirement is defined in Table 7.6-3 for a combination of interfering signal power and frequency offset between interferer and wanted signal, the measured data for the corresponding wanted signal(s) may be discarded from the evaluation. The allocation of the center frequency of the RF Base Station bandwidth is set according to 4.10.10 except for out of band blocking tests where it is sufficient to allocate the center of the supported Base Station RF bandwidth as close as possible to the center frequency of the operating band. 

The performances of the wanted signals are recorded simultaneously.

The tests are repeated until all applicable interferer levels in table 7.6-3 have been tested.
The measurement is only performed under static propagation conditions without reconfiguring any receiver resources during the test.

If BSS supports both EGPRS and ECSD, it is not necessary to perform testing in both modes. If ECSD channel other than E-TCH/F43.2 NT is to be measured a wanted signal level 3 dB above the test signal level specified in subclause 7.3 shall be used, with the exception for GSM 700, GSM850, MXM850 and MXM 1900 normal BTSs, where a wanted signal 1 dB above the test signal level specified in subclause 7.3 shall be used. If TCH/FS is not supported, the highest supported of  PDTCH/MCS-1 to MCS-4  shall be measured using a wanted signal level 3 dB above the test signal level specified in subclause 7.3, with the exception for GSM 700, GSM850, MXM850 and MXM 1900 normal BTSs, where a wanted signal 1 dB above the test signal level specified in subclause 7.3 shall be used. A MXM 1900 normal BTS may instead be tested to the requirements of a PCS 1900 normal BTS.

Table 7.6-1: Power level of wanted signal for test of Blocking Characteristics

	BTS Type
	Power level of Wanted Signal 

	
	TCH/

FS
	E-TCH/

F43.2 NT
	PDTCH/

MCS-5
	PDTCH/

MCS-6
	PDTCH/

MCS-7
	PDTCH/

MCS-8
	PDTCH/

MCS-9

	GSM 400/ GSM900/DCS1800/PCS 1900  BTS
	-101 dBm
	-94 dBm
	-98 dBm
	-96.5 dBm
	-93 dBm
	-90 dBm
	-88.5 dBm

	GSM700/GSM850/MXM 850*/MXM 1900* BTS
	-103 dBm
	- 96 dBm
	-100 dBm
	-98.5 dBm
	-95 dBm
	-92 dBm
	-90.5 dBm

	GSM900/GSM700/GSM850/MXM 850* micro‑BTS M1
	-94 dBm
	- 87 dBm
	-91 dBm
	-89.5 dBm
	-86 dBm
	-83 dBm
	-81.5 dBm

	GSM900/GSM700/GSM850/MXM 850* micro‑BTS M2
	-89 dBm
	- 82 dBm
	-86 dBm
	-84.5 dBm
	-81 dBm
	-78 dBm
	-76.5 dBm

	GSM900/GSM700/GSM850/MXM 850* micro‑BTS M3
	-84 dBm
	- 77 dBm
	-81 dBm
	-79.5 dBm
	-76 dBm
	-73 dBm
	-71.5 dBm

	GSM900/GSM700/GSM850/MXM 850* pico-BTS P1
	-85 dBm
	- 78 dBm
	-82 dBm
	-80.5 dBm
	-93 dBm
	-74 dBm
	-72.5 dBm

	DCS1800/PCS 1900/ MXM 1900* micro‑BTS M1
	-99 dBm
	- 92 dBm
	-96 dBm
	-94.5 dBm
	-91 dBm
	-88 dBm
	-86.5 dBm

	DCS1800/PCS 1900/ MXM 1900* micro‑BTS M2
	-94 dBm
	- 87 dBm
	-91 dBm
	-89.5 dBm
	-86 dBm
	-83 dBm
	-81.5 dBm

	DCS1800/PCS 1900/ MXM 1900* micro‑BTS M3
	-89 dBm
	- 82 dBm
	-86 dBm
	-84.5 dBm
	-81 dBm
	-78 dBm
	-76.5 dBm

	DCS1800/PCS 1900/ MXM 1900* pico-BTS P1
	-92 dBm
	- 85 dBm
	-89 dBm
	-87.5 dBm
	-84 dBm
	-81 dBm
	-79.5 dBm

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/GSM 700 

Wide Area multicarrier BTS**
	-101 dBm
	-94 dBm
	-98 dBm
	-96.5 dBm
	-93 dBm
	-90 dBm
	-88.5 dBm

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/GSM 700 

Medium Range multicarrier BTS**
	-95 dBm
	- 88 dBm
	-92 dBm
	-90.5 dBm
	-87 dBm
	-84 dBm
	-82.5 dBm

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/ GSM 700 

Local Area multicarrier BTS**
	-87 dBm
	- 80 dBm
	-84 dBm
	-82.5 dBm
	-79 dBm
	-76 dBm
	-74.5 dBm

	* NOTE 1: TCH/FS and E-TCH/F43.2 are not applicable for MXM850 and 1900.

** NOTE 2: For GSM 700 and GSM 850 the specified power level of the wanted signal is reduced by 2 dB.


PRELIMINARY TEST
4)
This optional test may be performed to reduce the number of measurements required in step 8. If it is performed, this shall be at the frequencies specified below. This test is not applicable for multicarrier BTS with multicarrier receiver when testing inband blocking frequencies. In case of multicarrier BTS with multicarrier receiver the test, if applied, shall be performed with simultaneous reception and evaluation of  the number of wanted signals, as specified in step 3b), when testing out-of-band blocking frequencies.
5)
The test shall be performed for an interfering signal at all frequencies which are integer multiples of 200 kHz , and which fall within one or more of the frequency ranges listed below, but excluding frequencies which exceed 12.75 GHz or are less than 600 kHz from the wanted signal:

a)
from


TGSM 810:
706 MHz to 921 MHz inclusive.

PGSM 900:
790 MHz to 1015 MHz inclusive.


EGSM 900:
780 MHz to 1015 MHz inclusive.


RGSM 900:
776 MHz to 1015 MHz inclusive.

ERGSM 900:
773 MHz to 1015 MHz inclusive.

DCS 1800:
1610 MHz to 1885 MHz inclusive.


PCS 1900 and MXM 1900:
1750  MHz to 2010  MHz inclusive.


GSM 850 and MXM 850:
724 MHz to 949 MHz inclusive.



GSM 710:

598 MHz to 816 MHz inclusive.



GSM 750:

677 MHz to 893 MHz inclusive.

GSM 450:
      350 MHz to 558 MHz inclusive.


GSM 480:
      378 MHz to 586 MHz inclusive.

b)

TGSM 810:



from Flo ‑ (IF1 + IF2 + .... + IFn + 7.5 MHz) to



Flo + (IF1 + IF2 + .... + IFn + 7.5 MHz).

GSM 850, MXM 850, PGSM 900, EGSM900, R-GSM 900 and E-RGSM 900:



from Flo ‑ (IF1 + IF2 + .... + IFn + 12.5 MHz) to



Flo + (IF1 + IF2 + .... + IFn + 12.5 MHz).


DCS 1800:



from Flo ‑ (IF1 + IF2 + .... + IFn + 37.5 MHz) to



Flo + (IF1 + IF2 + .... + IFn + 37.5 MHz).


GSM 400:



from Flo ‑ (IF1 + IF2 + .... + IFn + 3.6 MHz) to



Flo + (IF1 + IF2 + .... + IFn + 3.6 MHz).


PCS 1900 and MXM 1900:



from Flo ‑ (IF1 + IF2 + .... + IFn + 30 MHz) to



Flo + (IF1 + IF2 + .... + IFn + 30 MHz).


GSM 700:



from Flo ‑ (IF1 + IF2 + .... + IFn + 7.5 MHz) to



Flo + (IF1 + IF2 + .... + IFn + 7.5 MHz).

c)
from IF1 ‑ 400 kHz to IF1 + 400 kHz.

In the case of multicarrier BTS equipped with multicarrier receiver:

From IF1 ‑ RFBW Max/2 - 200kHz to IF1 + RFBW Max/2 + 200kHz

d)
All of the ranges:


mFlo ‑ IF1 ‑ 200 kHz to mFlo ‑ IF1 + 200 kHz


and


mFlo + IF1 ‑ 200 kHz to mFlo + IF1 + 200 kHz


In the case of multicarrier BTS equipped with multicarrier receiver:


mFlo ‑ IF1 ‑ RFBW Max/2 to mFlo ‑ IF1 + RFBW Max/2


and


mFlo + IF1 - RFBW Max/2 to mFlo +  IF1 + RFBW Max/2 

e)
All integer multiples of 10 MHz


Where:
Flo 

is the frequency of the local oscillator applied to the first receiver mixer.



IF1 ... IFn 
are the n intermediate frequencies in the digital as well as the analog part of the receiver.



m 



is all positive integers.

RFBW Max

equals the maximum Base Station RF bandwidth.


To reduce test time, a shortened test procedure according to annex A of the present document may be used, with an upper limit of measurement of 4 GHz.

6)
The interfering signal shall be frequency modulated with a modulation frequency of 2 kHz and a peak deviation of +/‑100 kHz.

7)
For interfering signal frequency within the range:

TGSM810:
786 MHz to 831 MHz;
PGSM900:
870 MHz to 925 MHz;

EGSM900:
860 MHz to 925 MHz;

RGSM900:
856 MHz to 921 MHz;
ERGSM900:
853 MHz to 918 MHz
DCS1800:

1690 MHz to 1805 MHz.

GSM 450:

444.4 MHz to 460.4 MHz;

GSM 480:

472.8 MHz to 488.8 MHz;

GSM 710:

678 MHz to 728 MHz;

GSM 750:

763 MHz to 813 MHz;

GSM 850 and MXM 850:
804 MHz to 869 MHz;

PCS 1900 and MXM 1900:
1830 MHz to 1930 MHz;


the level of the interfering signal at the receiver input, except for multicarrier BTS equipped with multicarrier receiver, shall be:


GSM 400, GSM 900, ER-GSM 900, GSM 700, GSM 850 and MXM 850:

‑3 dBm.


DCS 1800, PCS 1900 and MXM 1900:






‑15 dBm.


For interfering signal frequencies on other frequencies, the level of the interfering signal shall be

BTS except for multicarrier BTS equipped with multicarrier receiver
 +10 dBm.

In case of multicarrier BTS equipped with multicarrier receiver the level of the interfering signal shall be:
-9 dBm. 

In case of multicarrier BTS equipped with multicarrier receiver, if the BSS is declared to be suitable for co-location with systems in other frequency bands, as defined in step 9a), the level of the interfering signal shall be:
+22 dBm, +14 dBm and 0 dBm for Wide Area, Medium Range and Local Area multicarrier BTS, respectively.


The Residual Bit Error Ratio (RBER) for the TCH/FS channel using class II bits and the Block Error Ratio (BLER) for one supported PDTCH/MCS-x with lowest number x and 8PSK modulation (x=5, if the BSS supports all coding schemes) and/or E-TCH/F43,2 NT channel or BLER (or BER) for the highest supported data speed shall be measured and if TCH/FS is not supported the BLER for the tested PDTCH/MCS-1 to MCS-4. All frequencies at which the RBER exceeds 10 % and/or at which the BLER exceeds 25 % or the BER exceeds 0,25 % respectively shall be recorded for further study. A relaxed statistical significance may be used for this measurement, compared to that of step 9).

BLOCKING TEST
8)
If the preliminary test has been performed, this test shall be performed at all frequencies which have been recorded at step 7. If the preliminary test has not been performed, this test shall be performed at all frequencies specified in step 5. The test is always applicable, irrespective of if the preliminary test has been performed or not, for multicarrier BTS with multicarrier receiver when testing inband blocking frequencies.


The interfering signal shall be unmodulated, and shall have a level at the receiver input as specified in tables 7.6‑3 and 7.6-4. For GSM 700 normal BTS, GSM 850 normal BTS, MXM 850 normal BTS and MXM 1900 normal BTS at inband frequency offsets ( 3000 kHz the interfering signal shall be GMSK modulated by any 148‑bit sequence of the 511‑bit pseudo random bit sequence, defined in CCITT Recommendation 0.153 fascicle IV.4.

9)
The channels below shall, if supported, be measured. All frequencies at which the limit below is exceeded shall be recorded. In case of multicarrier BTS with multicarrier receiver these frequencies shall be recorded separately for each wanted signal frequency.

Channel: TCH/FS 






Limit: classII(RBER) = 2.0 %.

Channel: E-TCH/F43,2 NT 
or for the highest supported data speed

Limit: according to table 7.3-6 

Channel: PDTCH/MCS-5 

or, if not supported, 

PDTCH/MCS-x with the 

next higher supported number x



Limit: according to table 7.3-6

Channel: PDTCH/MCS-1 to MCS-4
if TCH/FS is not supported 




Limit: according to table 7.3-6

For packet-switched channels, the tests and requirements apply for BTTI without PAN. 


For this test, in band frequencies are defined in table 7.6-2:

Table 7.6-2: Definition of inband frequencies

	Relevant band
	Lower frequency band edge
	Upper frequency band edge

	TGSM810
	786 MHz
	831 MHz

	PGSM900
	870 MHz
	925 MHz

	EGSM900
	860 MHz
	925 MHz

	RGSM900
	856 MHz
	921 MHz

	ERGSM900
	853 MHz
	918 MHz

	DCS1800
	1690 MHz
	1805 MHz.

	GSM 450
	444.4 MHz
	 460.4  MHz;

	GSM 480
	 472.8 MHz
	488.8 MHz;

	GSM 710
	678 MHz
	728 MHz;

	GSM 750
	763 MHz
	813 MHz;

	GSM 850 and MXM 850
	804 MHz
	869 MHz

	PCS 1900 and MXM 1900
	1830 MHz
	1930 MHz


NOTE:
The methodology for the measurement of BER is described in annex A.

In case of a multicarrier BTS with multicarrier receiver, the testing duration may be reduced by simultaneously testing different logical channels on different carriers. The error rate shall be evaluated separately for each wanted signal and over the identical time interval for all wanted signals, determined by the logical channel under test requiring the longest test duration.
9a)
  In case of multicarrier BTS, if the manufacturer declares that the BSS is suitable for co-siting with systems in other frequency bands, the following test shall be performed in addition:


Step 8) and 9) shall be repeated for the following frequency band(s) with interfering signal levels according to the co-siting case in tables 7.6-3 and 7.6-4:

‑
for a BSS suitable for co-siting with a DCS 1800 BSS, the band 1805 – 1880 MHz.

-
for a BSS suitable for co-siting with a GSM 900 BSS, the band 925 – 960 MHz.

-
for a BSS suitable for co-siting with a R-GSM BSS, the band 921 – 960 MHz.
-
for a BSS suitable for co-siting with a ER-GSM BSS, the band 918 – 960 MHz.
-
for a BSS suitable for co-siting with a T-GSM810 BSS, the band 851 – 866 MHz.
-
for a BSS suitable for co-siting with a GSM 400 BSS, the bands 460,4 – 467,6 MHz and 488,8 – 496,0 MHz.

-
for a BSS suitable for co-siting with a GSM 700 BSS, the bands 728 – 746 MHz and  747 – 763 MHz.
-
for a BSS suitable for co-siting with a GSM 850 BSS, the band 869 – 894 MHz.

-
for a BSS suitable for co-siting with a PCS 1900 BSS, the band 1930 – 1990 MHz.

‑
for a BSS suitable for co-siting with a E-UTRA/FDD BS, the band 791 – 821 MHz.

‑
for a BSS suitable for co-siting with a UTRA/FDD BS, the band 2110 – 2170 MHz.

-
for a BSS suitable for co-siting with a UTRA/TDD BS, the band 1900 – 1920 and 2010 – 2025 MHz.
-
for a BSS suitable for co-siting with a E-UTRA/TDD BS, the band 2300 – 2400 MHz.
-
for a BSS suitable for co-siting with a E-UTRA/FDD BS, the band 2620 – 2690 MHz.

-
for a BSS suitable for co-siting with a E-UTRA/TDD BS, the band 2570 – 2620 MHz.
-
for a BSS suitable for co-siting with a E-UTRA/TDD BS, the band 1880 – 1920 MHz.


fo is the frequency of the wanted signal

Table 7.6-3: Level of interfering signal for blocking for BTS except multicarrier BTS with multicarrier receiver

	
	GSM 400 and GSM900 (dBm)
	 DCS1800 and PCS 1900  (dBm)

	Frequency band
	
	micro and pico‑BTS
	
	micro and pico‑BTS

	
	BTS
	M1 
	M2
	M3
	P1
	BTS
	M1
	M2
	M3
	P1

	in ‑ band:
	
	
	
	
	
	
	
	
	
	

	fo +/‑ 600 kHz
	‑26
	‑31
	‑26
	‑21
	-34
	‑35
	‑40
	‑35
	‑30
	-41

	800 kHz 
[image: image1.wmf]£

 |f‑fo| < 1.6 MHz
	‑16
	‑21
	‑16
	‑11
	-34
	‑25
	‑30
	‑25
	‑20
	-41

	1.6MHz 
[image: image2.wmf]£

 |f‑fo| < 3MHz
	-16
	-21
	-16
	-11
	-26
	-25
	-30
	-25
	-20
	-31

	3 MHz
[image: image3.wmf]£

 |f‑fo|
	‑13
	‑21
	‑16
	‑11
	-18
	‑25
	‑30
	‑25
	‑20
	-23

	out - of – band
	8
	8
	8
	8
	8
	0
	0
	0
	0
	0

	
	GSM 700, GSM 850 and MXM 850 (dBm)
	MXM 1900 (dBm)

	Frequency band
	
	micro and pico‑BTS
	
	micro and pico‑BTS

	
	BTS
	M1 
	M2
	M3
	P1
	BTS
	M1
	M2
	M3
	P1

	in ‑ band:
	
	
	
	
	
	
	
	
	
	

	fo +/‑ 600 kHz
	‑37
	‑31
	‑26
	‑21
	-34
	‑43
	‑40
	‑35
	‑30
	-41

	800 kHz 
[image: image4.wmf]£

 |f‑fo| < 1.6 MHz
	‑35
	‑21
	‑16
	‑11
	-34
	‑38
	‑30
	‑25
	‑20
	-41

	1.6MHz 
[image: image5.wmf]£

 |f‑fo| < 3MHz
	-33
	-21
	-16
	-11
	-26
	-33
	-30
	-25
	-20
	-31

	3 MHz
[image: image6.wmf]£

 |f‑fo|
	‑33
	‑21
	‑16
	‑11
	-18
	‑33
	‑30
	‑25
	‑20
	-23

	out - of –  band
	8
	8
	8
	8
	8
	0
	0
	0
	0
	0

	
	
	
	
	
	
	
	
	
	
	

	NOTE 1: 
f refers to the interfering blocker signal and fo refers to the wanted signal under test.

NOTE 2:
Micro and pico-BTS is not defined for GSM400.

NOTE 3:
For a BTS belonging to the WA multicarrier BTS class without multicarrier receiver the requirements for BTS apply.


Table 7.6-4: Level of interfering signal for blocking for multicarrier BTS with multicarrier receiver

	Frequency band
	GSM 400 and GSM 900 (dBm)
	DCS1800 and PCS 1900  (dBm)
	GSM 700 and GSM 850 (dBm)

	Multicarrier BTS class
	WA
	MR
	LA
	WA
	MR
	LA
	WA
	MR
	LA

	in ‑ band:
	
	
	
	
	
	
	
	
	

	fo +/‑ 600 kHz
	-35
	-30
	-22
	-35
	-30
	-22
	-37
	-32
	-24

	800 kHz 
[image: image7.wmf]£

 |f‑fo| < 1.6 MHz
	-25 & ‑16
	-20 & ‑15
	-12 & ‑7
	-25
	-20
	-12
	-35
	-30
	-22

	1.6MHz 
[image: image8.wmf]£

 |f‑fo| < 3MHz
	-25 & ‑16
	-20 & ‑15
	-12 & ‑7
	-25
	-20
	-12
	-33
	-28
	-20

	3 MHz
[image: image9.wmf]£

 |f‑fo|
	-25 or ‑16
	-20 or ‑15
	-12 or ‑7
	-25
	-20
	-12
	-33
	-28
	-20

	Out-of-band
	General
	-15
	-15
	-15
	-15
	-15
	-15
	-15
	-15
	-15

	
	Co-siting
	16
	8
	-6
	16
	8
	-6
	16
	8
	-6

	NOTE 1: 

f refers to the interfering blocker signal and fo refers to the wanted signal under test. In case of more than one wanted signal under test fo refers to each wanted signal under test as described in step 3b).

NOTE 2:
For GSM 400 and GSM 900, for inband requirements for frequency offsets 800 kHz  ( |f‑fo |, the power level of wanted signal in table 7.6-1 may be increased according to table 7.6-5.
The relaxed values in this Table are not applicable for GSM-R usage. 

For GSM 400 and GSM 900, for inband requirements and for frequency offsets |f‑fo | ≥ 3 MHz, the interfering signal level depends on the interferer frequency according to following rule: The higher interfering signal level from the table is used if the interferer frequency is a multiple of 400 kHz and otherwise the lower level.


Table 7.6-5: Wanted signal level increase in GSM 400 and GSM 900 for multicarrier BTS with multicarrier receiver

	Wide Area
	Medium Range
	Local Area

	Level of interfering signal
	Wanted signal level increase
	Level of interfering signal
	Wanted signal level increase
	Level of interfering signal
	Wanted signal level increase

	≤ -25 dBm
	+0 dB
	≤ -20 dBm
	+0 dB
	≤ -12 dBm
	+0 dB

	> -25 dBm  and 
≤ -20 dBm
	+5 dB
	> -20 dBm 

and 
≤ -15 dBm
	+5 dB
	> -12 dBm 

and 
≤ -7 dBm
	+9 dB

	> -20 dBm  and 
≤ -16 dBm
	+9 dB
	-
	-
	-
	-


For PGSM900 and EGSM900, the blocking level in the band 925 MHz to 935 MHz is relaxed to 0 dBm.

For RGSM900 at offsets 600 kHz 
[image: image10.wmf]£

 |f‑fo| < 3 MHz, the blocking level in the band 876 MHz ‑ 880 MHz shall be reduced by 5 dB.
For ERGSM900 at offsets 600 kHz ≤ |f fo| < 3 MHz, the blocking level in the band 873 MHz   880 MHz shall be reduced by 5 dB.
Spurious response
10)
This test shall be performed at all frequencies and channels which have been recorded at step 9. The interfering signal shall be unmodulated, and shall have a level of ‑43 dBm. In case of multicarrier BTS with multicarrier receiver the test shall be performed with simultaneous reception and evaluation of the number of wanted signals, as specified in step 3b).
11)
The RBER for TCH/FS channel using class II bits and BLER for one supported PDTCH/MCS-x with lowest number x and 8PSK modulation (x=5, if the BSS supports all coding schemes) and/or BLER for E-TCH/F43,2 NT or BLER (or BER) for the highest supported data speed and, if TCH/FS is not supported, the BLER for the tested PDTCH/MCS-1 to MCS-4  shall be measured. 

7.6.3
Essential conformance

Test environment

Normal:
One TRX shall be tested.

Conformance Requirement
For step 9) (blocking), the recorded frequencies for the channel type tested shall meet all of the following requirements per wanted signal frequency under test:

a)
For measurement frequencies which are:

GSM 900, ER-GSM 900:

45 MHz or less from the wanted signal, the total number does not exceed six.

GSM 850 and MXM 850:
in band frequencies, the total number does not exceed six.

GSM 700
:
in band frequencies, the total number does not exceed six.

DCS 1800:
95 MHz or less from the wanted signal, the total number does not exceed twelve.

PCS 1900 and MXM 1900:
In band frequencies, the total number does not exceed twelve.

GSM 400:

in band frequencies, the total number does not exceed three.

b)
For measurement frequencies which are:

GSM 900, ER-GSM 900:

45 MHz or less from the wanted signal, no more than three are consecutive.

GSM 850 and MXM 850:
in band frequencies, no more than three are consecutive.

GSM 700:

in band frequencies, no more than three are consecutive.

DCS 1800:
95 MHz or less from the wanted signal, no more than three are consecutive.

PCS 1900 and MXM 1900:
In band frequencies , no more than three are consecutive.

c)
For measurement frequencies which are:

GSM 900, ER-GSM 900:

more than 45 MHz from the wanted signal, the total number does not exceed twenty 
four.

GSM 850 and MXM 850:

out band frequencies, the total number does not exceed twenty 
four.

GSM 700:

out band frequencies, the total number does not exceed twenty four.

DCS 1800:
more than 95 MHz from the wanted signal, the total number does not exceed twenty 
four.

PCS 1900 and MXM 1900:
out band frequencies, the total number does not exceed twenty four.

GSM 400:

out band frequencies, the total number does not exceed twenty 
four.

d)
For measurement frequencies which are:

GSM 900, ER-GSM 900:

more than 45 MHz below the wanted signal, no more than three are consecutive.

GSM 850 and MXM 850:
out band frequencies below the wanted signal, no more than three are consecutive.

GSM 700:

out band frequencies below the wanted signal, no more than three are consecutive.

DCS 1800:
more than 95 MHz below the wanted signal, no more than three are consecutive.

PCS 1900 and MXM 1900:
out band frequencies below the wanted signal, no more than three are consecutive.

GSM 400:

out band frequencies below the wanted signal, no more than three are consecutive.

e)
For multicarrier BTS equipped with multicarrier receiver the requirements in a) and b) above apply for inband frequencies on all frequency bands. Similarly the requirements in c) and d) apply for out band frequencies on all frequency bands.

For step 11) (spurious response), the limits below shall never be exceeded.

Channel:   TCH/FS 





Limit: classII (RBER) = 2.0 %.

Channel:   E-TCH/F43,2 NT 
or the highest supported data speed

Limit: according to table 7.3-6

Channel:   PDTCH/MCS-5 

or, if not supported, 

PDTCH/MCS-x with the 

next higher supported number x


Limit: according to table 7.3-6

Channel: PDTCH/MCS-1 to MCS-4 
if TCH/FS is not supported 



Limit: according to table 7.3-6

For packet-switched channels, the tests and requirements apply for BTTI without PAN.
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