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**************** First modification ***********
11.3.112 
Redirection Indication

This information element provides control information for the MOCN rerouting procedure. It indicates that the CN requests rerouting by the BSS to another CN operator. The Reroute Reject cause is given.

Table 11.3.112: Redirection Indication IE

	
	8
	7
	6
	5
	4
	3
	2
	1

	Octet 1
	IEI

	Octet 2, 2a
	Length Indicator

	Octet 3
	Reroute Reject Cause value


	

	Reroute Reject cause value (octet 3)

	Bits

	8
	7
	6
	5
	4
	3
	2
	1
	

	0
	0
	0
	0
	0
	0
	0
	0
	Reserved

	
	
	
	“
	
	
	
	
	“

	0
	0
	0
	0
	1
	0
	1
	0
	Reserved

	0
	0
	0
	0
	1
	0
	1
	1
	PLMN not allowed (meaning is defined in 3GPP TS 24.008 [11])

	0
	0
	0
	0
	1
	1
	0
	0
	location area not allowed (meaning is defined in 3GPP TS 24.008 [11])

	0
	0
	0
	0
	1
	1
	0
	1
	roaming not allowed in this location area (meaning is defined in 3GPP TS 24.008 [11])

	0
	0
	0
	0
	1
	1
	1
	0
	GPRS services not allowed in this PLMN (meaning is defined in 3GPP TS 24.008 [11])

	0
	0
	0
	0
	1
	1
	1
	1
	no suitable cell in location area (meaning is defined in 3GPP TS 24.008 [11])

	0
0

	0
0

	0
0

	1
1

	0
0

	0
0

	0
0

	0
1

	CS/PS domain registration coordination required (meaning defined in 3GPP TS 23.251 [43])
Network failure (meaning is defined in 3GPP TS 24.008 [11])


	0
	0
	0
	1
	0
	0
	1
	0
	Reserved

	
	
	
	“
	
	
	
	
	“

	1
	1
	1
	1
	1
	1
	1
	1
	Reserved


**************** End of changes ***********

