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	Reason for change:
	The title of NIMTC test case in section 26.6.1.7 is not appropriate and the scenario is better placed in section 44.

It shall be tested that UE does not access the cell when barred due to EAB. ImmediateAssignment is just a response to an attempt when UE accesses the cell and makes no sense in TC title.

The scenario is specified as higher layer sequence as in section 44 testcases.

	
	

	Summary of change:
	TC 26.6.1.7 removed (Void) and introduced as test case 44.2.1.1.11 with new title “GPRS attach / access barred due to EAB”.


	
	

	Consequences if not approved:
	Inappropriate location of test case in 51.010.
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Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	


<<< Skip in table >>>
	26.6.1.4
	Immediate assignment/ignore assignment
	Phase 2
	All MS
	E1
	A
	
	

	26.6.1.5
	Immediate assignment after immediate assignment reject
	Phase 2
	All MS
	E1
	A
	
	

	26.6.1.6
	Immediate assignment / implicit rejection
	Rel-10
	MS supporting LAP and EAB
	
	C600
	
	

	26.6.1.7
	Void
	
	
	
	
	
	

	26.6.2.1.1
	Paging/normal/type 1
	Phase 2
	All MS
	E1
	A
	
	

	26.6.2.1.2
	Paging/normal/type 2
	Phase 2
	All MS
	E1
	A
	
	

	26.6.2.1.3
	Paging/normal/type 3
	Phase 2
	All MS
	E1
	A
	
	

	26.6.2.2
	Paging/extended
	Phase 2
	All MS
	E1
	A
	
	


<<< Skip in table >>>

	44.2.1.1.8
	GPRS attach/abnormal cases/power off
	R97
	GPRS MS that supports On/Off switch
	
	C317
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
	

	44.2.1.1.9
	GPRS attach/abnormal cases/GPRS detach procedure collision
	R97
	All GPRS MS
	L1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_AddInfo_GPRS_Attach_on_NW_Detach_NoCause
	

	44.2.1.1.10
	GPRS attach / rejected / GPRS services not allowed in this PLMN
	R97
	All GPRS MS
	L2
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.1.1.11
	GPRS attach / access barred due to EAB
	Rel-10
	MS supporting LAP and EAB
	
	C600
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
	

	44.2.1.2.1
	Combined GPRS attach/GPRS and non-GPRS attach accepted
	R97
	GPRS MS and Class A or B Mode of Operation
	R1
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.1.2.2-1
	Combined GPRS attach/GPRS only attach accepted
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.1.2.2-2
	Combined GPRS attach/GPRS only attach accepted
	R97
	GPRS MS and A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_AddInfo_auto_MM_IMSI_AP_on_off
	

	44.2.1.2.3
	Combined GPRS attach/GPRS attach while IMSI attach
	R97
	A Class A or B GPRS MS which do not auto GPRS attach on power up or switch on
	
	C236
	TSPC_Feat_OnOff
	


