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	Reason for change:
	New test case according to WP GP-140008:

New DLMC test cases added part 2

	
	

	Summary of change:
	New test case 58b.1.2a 58b.1.3a 58b.1.4a 58b.1.5a added part 2
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	DLMC feature will not be tested
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	Rel-12


Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	…
	..
	
	…
	
	
	
	

	58b.1.1a
	Single Carrier Uplink TBF with no Downlink TBF/ DLMC TBF established / No change in Uplink TBF
	Rel-12
	MS supporting Downlink Multi Carrier
	
	C605
	
	

	58b.1.2
	Single Carrier Concurrent TBF to DLDC TBF/ Uplink  DLDC TBF (on both carrier 1 and carrier 2)/ Reconfigured back to Single Carrier Concurrent TBF
	Rel-7
	MS supporting Downlink Dual Carrier
	
	C472
	TSPC_Type_Multislot_Capability_Reduction_for_Downlink_Dual_Carrier_of_0_or_1_Timeslots

TSPC_Type_Multislot_Capability_Reduction_for_Downlink_Dual_Carrier_of_2_or_more_Timeslots

TSPC_Type_GPRS_Multislot_ClassX (where X = 1..45)
	

	58b.1.2a
	Single Carrier concurrent TBF to DLMC TBF/ Uplink DLMC TBF (on both carrier 1 and carrier 2)/ Reconfigured back to single Carrier Concurrent TBF
	Rel-12
	MS supporting Downlink Multi Carrier
	
	C605
	
	

	58b.1.3
	Single Carrier Concurrent Downlink TBF/Downlink TBF reconfigured to DLDC configuration / Uplink single carrier TBF reallocated to Carrier 2/Uplink modified to Dual Carrier
	Rel-7
	MS supporting Downlink Dual Carrier
	
	C472
	
	

	58b.1.3a
	Single Carrier Concurrent TBF/Downlink TBF reconfigured to DLMC configuration / Uplink single carrier TBF reallocated to Carrier 2/Uplink modified to Multi Carrier
	Rel-12
	MS supporting Downlink Multi Carrier
	
	C605
	
	

	58b.1.4
	Single Carrier Uplink TBF with no Downlink TBF / DLDC TBF established / Uplink DLDC TBF (on both carrier 1 and carrier 2)/ Uplink TBF Reconfigured to Single Carrier TBF.
	Rel-7
	MS supporting Downlink Dual Carrier
	
	C472
	
	

	58b.1.4a
	Single Carrier Uplink TBF with no Downlink TBF / DLMC TBF established / Uplink DLMC TBF (on both carrier 1 and carrier 2)/ Uplink TBF Reconfigured to Single Carrier TBF
	Rel-12
	MS supporting Downlink Multi Carrier
	
	C605
	
	

	58b.1.5
	Single Carrier Downlink TBF with No Uplink TBF/ Downlink reconfigured to DLDC TBF/ Uplink TBF established
	Rel-7
	MS supporting Downlink Dual Carrier
	
	C472
	
	

	58b.1.5a
	Single Carrier Downlink TBF with No Uplink TBF/ Downlink reconfigured to DLMC TBF/ Uplink TBF established
	Rel-12
	MS supporting Downlink Multi Carrier
	
	C605
	
	

	58b.2.1
	Concurrent Downlink Dual Carrier TBF / Reconfigure Frequency Parameters
	Rel-7
	MS supporting Downlink Dual Carrier
	
	C472
	
	

	58b.2.2
	Concurrent Downlink Dual Carrier TBF / Change in Modulation and Coding Schemes
	Rel-7
	MS supporting Downlink Dual Carrier
	
	C472
	
	

	58b.2.3
	Concurrent Downlink Dual Carrier TBF /  Frequency Hopping
	Rel-7
	MS supporting Downlink Dual Carrier
	
	C472
	
	

	58b.2.4
	Concurrent Downlink Dual Carrier TBF / Downlink Dual Carrier Configuration / Channel Quality Reporting
	Rel-7
	MS supporting Downlink Dual Carrier
	
	C472
	
	

	58b.2.5
	Concurrent Downlink Dual Carrier TBF / Downlink Dual Carrier Configuration in Dual Transfer Mode.
	Rel-7
	All DTM/EGPRS capable MS supporting Downlink Dual Carrier
	
	C478
	
	

	58b.2.6
	Concurrent Downlink Dual Carrier TBF / Extended Dynamic allocation
	Rel-7
	MS supporting Extended Dynamic allocation and Downlink Dual Carrier
	
	C479
	
	

	58b.2.7
	Concurrent Downlink Dual Carrier TBF / Downlink Dual Carrier Configuration/ Extended RLC/MAC control message segmentation.
	Rel-7
	MS supporting Downlink Dual Carrier
	
	C472
	
	

	58b.2.8
	Concurrent Downlink Dual Carrier TBF/Dual Carrier Uplink TBF/USF granularity 4
	Rel-7
	MS supporting Downlink Dual Carrier
	
	C472
	
	

	58b.3.1
	DLDC Configuration / Abnormal Case / DLDC Assignment Multislot Class Violations
	Rel-7
	MS supporting Downlink Dual Carrier
	
	C472
	
	

	58b.3.2
	DLDC Configuration/ Abnormal Case/ Frequencies not within same band/ Access Retry,
	Rel-7
	MS supporting Downlink Dual Carrier
	
	C472
	
	

	58b.3.3
	DLDC Configuration/ Abnormal case/ DLDC Configuration Supported / UL Single Carrier TBF / Frequency violations
	Rel-7
	MS supporting Downlink Dual Carrier
	
	C472
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