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Table B.1: Applicability of tests
<<Start of Modified section>>

	26.8.1.3.5.8
	Incoming call/U8 connect request/TCH assignment
	Phase 2
	MS supporting at least one MT circuit switched basic service for which immediate connect is not used
	
	C55
	
	

	26.8.1.3.5.9
	Incoming call/U8 connect request/unknown message received
	Phase 2
	MS supporting at least one MT circuit switched basic service for which immediate connect is not used
	
	C55
	
	

	26.8.1.4.1.1
	In-call functions/DTMF information transfer/basic procedures
	Phase 2
	MS supporting at least one MO circuit switched basic service for telephony
	
	Cxxx
	
	

	26.8.1.4.2.1
	In-call functions/User notification/MS terminated
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	

	26.8.1.4.3.1
	In-call functions/channel changes/a successful channel change in active state/ Handover and Assignment Command
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	

	26.8.1.4.3.2
	In-call functions/channel changes/an unsuccessful channel change in active mode/ Handover and Assignment Command
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	


<<End of Modified section>>

Table B.1a: Applicability of tests – Conditions definitions
<<Start of Modified section>>

	C600
	IF A.2/136 THEN A ELSE N/A
	-- TSPC_LAP_EAB

	C601
	IF A.2/137 THEN A ELSE N/A
	-- TSPC_MinimumPeriodicSearchTimer

	C602
	IF A.2/41 AND A.2/140 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_T3312Extended

	C603
	IF A.2/49 AND NOT (A.2/47 OR A.2/48) THEN A ELSE N/A
	-- TSPC_operation_mode_C AND NOT (TSPC_operation_mode_A OR TSPC_operation_mode_B)

	C604
	IF A.2/41 AND A.2/136 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_LAP_EAB

	C605
	IF A.2/XXX THEN A ELSE N/A
	-- TSPC_DLMC

	Cxxx
	IF (A.3/1 OR A.3/2 OR A.3/6 OR A.4/20) AND A.25/46 THEN A ELSE N/A
	-- (TSPC_Serv_TS11 OR TSPC_Serv_TS12 OR TSPC_Serv_TS61 OR TSPC_Serv_BS61) AND TSPC_AddInfo_BasCharSet

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.


<<End of Modified section>>

