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1 Introduction
A brief description of MAC layer was provided in [1] and a more detailed description is given in [2]. This document contains text proposal for general MAC description to be added to [3].
7.X.2
NB OFDMA MAC layer 
7.X.2.1

Overview

The MAC layer is expected to sit between LLC (Gb) or PDCP (S1) and the physical layer. The key functions of MAC layer are similar to those supported by GPRS:

· Cell selection and reselection

· Paging channel supervision

· Connection establishments for MO and MT data transfers

· Segmentation and reassembly of upper layer data packets

· Support acknowledged and unacknowledged modes for data transfer

7.X.2.2

Key MS states

A CIOT mobile station is considered to have three key states as shown in Figure 7.X.2.1-1. A brief description of the states are as follows:

· Macro sleep: In this state mobile station has released all radio connections, stopped all Rx and Tx activities, programmed itself to wake-up to read paging channel and only the sleep clock is expected to be running.

· Idle: In this state the mobile station is performing Rx activities such as paging channel, no Tx activity and no radio resources assigned to the mobile station for downlink data reception. The mobile station may enter micro sleep between Rx activities.

· Active: In this state the mobile station is able to perform both Rx and Tx activities, radio resources may be assigned for downlink or uplink data transfer.  The mobile station may enter micro sleep between Rx/Tx activities.
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Figure 7.X.2.1-1. Key mobile states

7.X.2.3

Transport to logical channel mapping
The physical channels are described in section 7.X.1 and the mapping of these physical channels to logical channels is shown in Figure 7.X.2.3-1.
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Figure 7.X.2.3-1. Physical to logical channel mapping

The logical channels are:

· RACH: Used to carry channel request from a mobile station wishing to request uplink resources to send uplink data

· DTCH: A data traffic channel to carry data packets between mobile station and base station. The uplink and downlink data traffic channels are independently assigned.

· DCCH: A control channel that carries control messages from network mobile (such as paging, assignment, acknowledgements) and acknowledgements from mobile station to the network.

· BCCH: this channel carries frame number, system information and DCCH message indication from network to mobile station

· PCH: This channel carries paging message from network to mobile station

· SCH: This channel carries synchronization information and physical cell ID

7.X.2.4

System acquisition procedure
A new mobile station or a mobile station that wakes up from sleep and loses synchronization should first perform downlink synchronize to the base station by searching for the presence of PSS on PSCH, getting coarse synchronization from PSS and then fine synchronization from SSS. From SSS, the mobile station retrieves the special slot index and Physical Cell ID (PCID), which allows the mobile station to go to power saving until PBCH arrives. The mobile station then decodes PBCH for system information acquisition.
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Figure 7.X.2.4-1. Procedure of system acquisition and synchronization
There are two physical resources defined for carrying system information as described in 7.X.1.3.1. One physical resource carries the Primary System Information message and the other physical resource carries the remaining system
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