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1
Opening of the meeting

The meeting was opened by the TSG GERAN Chairman, Mr. Olof Liberg (Ericsson), who welcomed all delegates to Vilnius, Lithuania.

Mr. Chris Pudney on behalf of EF3 kindly welcomed the delegates and informed about the meeting facilities.
Then IPRs obligations for 3GPP members were recalled to all Delegates.

The TSG GERAN Chairman made the following call for IPRs:

"I draw your attention to your obligations under the 3GPP Partner Organizations' IPR policies. Every Individual Member organization is obliged to declare to the Partner Organization or Organizations of which it is a member any IPR owned by the Individual Member or any other organization which is or is likely to become essential to the work of 3GPP." Therefore:

	“The attention of the delegates to the meeting of this Technical Specification Group was drawn to the fact that 3GPP Individual Members have the obligation under the IPR Policies of their respective Organizational Partners to inform their respective Organizational Partners of Essential IPRs they become aware of.
The delegates were asked to take note that they were thereby invited:

· to investigate whether their organization or any other organization owns IPRs which were, or were likely to become Essential in respect of the work of 3GPP. 

· to notify their respective Organizational Partners of all potential IPRs, e.g., for ETSI, by means of the IPR Information Statement and the Licensing declaration forms 

(http://www.etsi.org/WebSite/document/Legal/IPRforms.doc).


After the call for IPR, the Chairman made the following statement regarding competition law:

"I draw your attention to the fact that 3GPP activities are subject to all applicable antitrust and competition laws and that compliance with said laws is therefore required of any participant of this TSG and WG meeting including the Chairman and Vice Chairmen. In case of question I recommend that you contact your legal counsel.

The leadership shall conduct the present meeting with strict impartiality and in the interests of 3GPPpresent meeting shall be conducted with strict impartiality and in the interests of 3GPP.

Furthermore, I would like to remind you that timely submission of work items in advance of TSG and WG meetings is important to allow for full and fair consideration of such matters." Therefore:

"The attention of the delegates to the meeting was drawn to the fact that 3GPP activities were subject to all applicable antitrust and competition laws and that compliance with said laws was therefore required by any participant of the meeting, including the Chairman and Vice-Chairmen and were invited to seek any clarification needed with their organization's legal counsel. The leadership shall conduct the present meeting with strict impartiality and in the interests of 3GPP. Delegates were reminded that timely submission of work items in advance of TSG/WG meetings was important to allow for full and fair consideration of such matters."
Note (decision taken at SA#42).
"Noted": A document is "noted" to indicate that its content was made available to the meeting, but that the document itself was not agreed or endorsed by the meeting. Any agreements or actions resulting from discussion of the document are explicitly indicated in the meeting report.
The meeting was hosted by EF3, the TSG GERAN Secretary was Paolo Usai (ETSI MCC).
2
Approval of the agenda
The TSG GERAN Chairman, Mr. Olof Liberg, presented the Agenda, provided in TD GP-150323 Draft Agenda for TSG GERAN #66 in Vilnius, Lithuania.
The Agenda was approved.
3
Matters related to previous meetings

3.1
Approval of Report from TSG GERAN meeting 65
The TSG GERAN Chairman, Mr. Olof Liberg, presented the draft report from TSG GERAN meeting #65. The document was approved in version 0.0.1.

3.2
Challenges to working agreements (must have been previously requested)

None.
4
Letters / Reports from other groups


4.1
TSG-CT, TSG-RAN, TSG-SA and PCG/OP
The TSG GERAN Chairman, Mr. Olof Liberg, presented TD GP-150522 LS on LTE/UMTS coexistence studies for FS_IoT_LC, from TSG GERAN WG1.

GERAN 1 are making progress with their work on the "Study Item on Cellular System Support for Ultra Low Complexity and Low Throughput Internet of Things" (FS_IoT_LC) and documenting it in TR 45.820.

Currently TR 45.820 contains a description of one evolved-GSM proposal and 2 "clean slate" (new) proposals. Two other "clean slate" proposals, and one other evolved-GSM concept have been discussed in GERAN but are not yet included within TR 45.820.

While the final outcome of the study item is, as yet, uncertain, the rapporteur intends it to lead to normative work within Release 13.

The FS_IoT_LC Study Item Description in GP-140421 contains the objective:

-
Avoid negative impacts to legacy GSM/WCDMA/LTE system(s) deployed in the same frequency band and adhere to the regulatory requirements applying to the spectrum bands in which the system operates.

GERAN 1 understands that RAN 4 has a very heavy workload and hence is unlikely to wish to review inter-RAT co-existence studies for candidate solutions that GERAN 1 might abandon in the near future.

Thus, GERAN 1 expect that the proponents of the different 'clean slate' CIoT candidate solutions provide GERAN 1 with the studies for the co-existence of their solution with UTRAN and E-UTRAN; that these are reviewed by GERAN 1 during the Study Item phase of this work; and, the outcome included in TR 45.820.
If a candidate 'clean slate' CIoT solution progresses to a Work Item phase, GERAN WG 1 would liaise the details of the co-existence study for that solution to RAN 4 to enable RAN 4 to review GERAN 1's analysis.

The method that GERAN 1 intends to use for the coexistence studies is attached in GPC150304.

To RAN 4 group:

ACTION:
GERAN politely requests RAN 4 to take note of the attached method and the intended work flow described above and, if necessary, provide feedback.

Comments / Questions: none.
Conclusion: the LS was noted at the opening TSG GERAN#66 Plenary meeting.
The TSG GERAN2-Chairperson, Ms. Yang Zhao, presented TD GP-150530 Reply LS on work split for Study on Cellular IoT, from TSG SA.

SA thanks SA3 and GERAN2 for the LS on work split for Study on Cellular IoT.

SA-GERAN joint session concluded and subsequently SA approved three activities to support Cellular IoT work within SA:

1)
Potential security enhancements for Gb

2)
Potential security enhancements to support end-to-end security model, which is common for different radio technologies

3)
Potential architecture enhancements to support Cellular IoT requirements, which is common for different radio technologies

It is worth mentioning that the above activities do not prevent GERAN FS_IoT_LC Study continuing. The decision of normative architecture related matters pertaining to the "clean slate" proposals may need to involve other TSGs.

To SA2, SA3:

TSG SA kindly requests SA2 and SA3 to take the above information into account and proceed with the above activities.

To TSG GERAN:

TSG SA kindly requests GERAN to take the above information into account.

Comments / Questions: Alcatel-Lucent asked to clarify the normative work related to this Study Item. The Chairman replied that GERAN should fulfil the objectives of the Study Item.
Conclusion: the LS was noted at the opening TSG GERAN#66 Plenary meeting.

The TSG GERAN Chairman, Mr. Olof Liberg, presented TD GP-150527 Response to Reply LS on paging for MTC, from TSG SA WG2. This LS was also allocated to WG1 and WG2 under A. I. 7.1.4.1 and 7.2.4.1.
Subsequent to RAN 1's original LS in R1-145454/S2-150019, SA 2 thanks RAN 1 and GERAN for the above mentioned replies to the questions SA 2 raised in the outgoing SA 2 LS in S2-150697.

SA 2 anticipates responses to S2-150697 from RAN 2 and RAN 3, but in the meantime would like to provide the following considerations:

a)
A common approach for all RATs is desirable.

b)
Related to RAN 1's and GERAN's answer to SA 2's Q1 and Q2 (storage of 'coverage' situation in the CN): SA2 are concerned that radio conditions might not be stable. Solutions should be designed to avoid significant signalling load on the core network.

c)
Related to GERAN's answer to SA 2's Q3 (e.g. limiting the 'extended coverage' paging to only one or a small number of cells): this may require additional Core Network node functionality and/or RAN functionality and this may need careful specification in order to maintain the capability for multi-vendor RAN-CN operation.

An alternative of keeping the UE in connected mode/Ready state for long periods might interact poorly with battery saving techniques or place a dependency on the 'connected mode' aspects of the R13 SID FS_eDRX. As these issues span radio access network and system aspects some joint discussions could be scheduled during the Fukuoka meetings, 25-29 May, although GERAN would be unable to participate.

To RAN 1, RAN 2, RAN 3, GERAN 1, GERAN 2 groups.

ACTION:
SA2 politely requests the addressed groups to take the above considerations into account.

Comments / Questions: none.
Conclusion: the LS was noted at the opening TSG GERAN#66 Plenary meeting.

Mr. Mungal Dhanda presented TD GP-150528 LS on RAN assumptions from SA2 for FS_eDRX, from TSG SA WG2. It was allocated also to A. I. 7.1.4.1 and 7.2.4.1.

SA2 is studying in Rel‑13 the feasibility of extending DRX cycle for both idle and connected mode as part of the Study Item FS_eDRX. The issues and solutions discussed in SA2 and captured in TR 23.770 focus mostly on the core network.

Certain issues are in the realm of GERAN/RAN, which have been captured in TR 23.770 clause 4.3, and are:

Issue 1:

-
Given a maximum response time desired by UE/applications, how to derive the eDRX value taking RAN/GERAN aspects into account (e.g. possible paging misses due to lack of SFN or frame timing alignment between cells, etc.).

Issue 2:

-
How to maintain level of reliability for UE being able to receive the paging at its paging occasion similar to paging reliability for normal DRX, even when UE has performed cell reselection.

Issue 3:

-
Impact on idle mode UE measurement and cell reselection

To GERAN and RAN WG2 group.

ACTION:
SA WG2 kindly requests GERAN and RAN WG2 to provide any feedback/guidance on the above issues.

Comments / Questions: Ericsson felt it was not clear yet the impact in G2 of idle mode on energy consumption. The LS was allocated also to A. I. 7.1.4.1 and 7.2.4.1.
Conclusion: the LS was noted at the opening TSG GERAN#66 Plenary meeting.
TD GP-150525 Response to Reply LS on Security Framework for Cellular IoT, from TSG SA WG1 was also allocated to WG2 under A. I. 7.2.4.1.
SA1 thanks SA3 for their LS in S3-151198. SA1 is aware of the reply from GERAN 2 to SA3 in GPC150120. SA1 is also aware of the SIDs agreed at SA#67 in Shanghai as attached to SA's outgoing LS in SP-150170, and, that the GERAN TR 45.820 has now reached the formal v1.0.0 "for information" status level of >60% completion level (see http://www.3gpp.org/DynaReport/45820.htm).

In addition to the questions raised by SA3 in the LS, SA1understand that SA3 would like SA1 to provide information about use cases for these ultra-low throughput, extended range and low complexity devices. Hence SA1 offer the following observations:

a)
The 'Internet of Things' is anticipated to be incredibly diverse.

b)
It is anticipated that some companies build the device chipsets, then other companies install the chipsets in different types of modules, then another set of companies build those modules into different 'wirelessly enabled' products. Hence the same type of chipset/module could be installed in widely different products

c)
For any one of these 'wirelessly enabled' products, the company marketing them is likely to be targeting a large geographic market (e.g. all countries in Europe).

While SA1 has many requirements for MTC, SA1 has no specific requirements for CIoT. With regard to the questions raised by SA3 to SA1, SA1 would like to provide the following answers:

Q1: Whether roaming needs to be supported in Cellular IoT- If so, then is it expected that UEs will roam between countries where encryption is allowed and countries where encryption is not used-

SA1 Answer: In general, roaming is required for all services, so, yes is the answer for both questions. However, there will be some UEs for which their HPLMN operator does not expect the UE to roam between countries allowing encryption and countries not allowing encryption.

Q2: Should SA3 develop the security assuming that there will be some inter-RAT interactions in the future-

SA1 Answer: SA1 understand that GERAN are focussing on single-RAT devices and a system that does not support inter-RAT mobility. However this does not prevent a device vendor implementing a multi-RAT UE, which e.g. performs PLMN reselection between CIoT and GERAN or UTRAN or E-UTRAN.

Q3: Is it expected that subscriptions used to access CIoT will be used to access other networks-

SA1 Answer: In general, 3GPP subscriptions can be used on any 3GPP access technology. Hence there may be cases where a subscription used for CIoT access can be used to access other RATs.

Q4: Are there any requirements in CIoT to provide security that extends beyond the usual endpoints of security in 3GPP networks (e.g. in 2G PS the SGSN). Possible examples of the extended security would be between the UE and GGSN/P-GW or UE to MTC-IWF (if such elements exist in the architecture)-

SA1 Answer: SA1 believes that this question has been largely answered by SA plenary's decision to open the SA3 SID in SP-150171. Separately, SA1 believes that SA3 is responsible for security requirements.

To SA3 group.

ACTION:
SA1 politely requests SA3 to take the above answers and information into account.

Comments / Questions: none.
Conclusion: the LS was noted at the opening TSG GERAN#66 Plenary meeting (without presentation).

TD GP-150526 Response to Reply LS on Security Framework for Cellular IoT, from TSG SA WG2 was also allocated to WG2 under A. I. 7.2.4.1.
SA2 thanks SA3 for their LS in S3-151198. SA2 is aware of the reply from GERAN 2 to SA3 in GPC150120. SA2 is also aware of the SIDs agreed at SA#67 in Shanghai as attached to SA's outgoing LS in SP-150170, and, that the GERAN TR 45.820 has now reached the formal v1.0.0 "for information" status level of >60% completion level (see http://www.3gpp.org/DynaReport/45820.htm).

With regard to the questions raised by SA3 to SA2, SA2 would like to provide the following answers:

Q1: Whether roaming needs to be supported in Cellular IoT- If so, then is it expected that UEs will roam between countries where encryption is allowed and countries where encryption is not used-

SA2 Answer: In SA2's understanding, yes is the answer for both questions.

Q2: Should SA3 develop the security assuming that there will be some inter-RAT interactions in the future-

SA2 Answer: SA2 understands that GERAN are focussing on single-RAT devices and a system that does not support inter-RAT interactions.

Q3: Is it expected that subscriptions used to access CIoT will be used to access other networks-

SA2 Answer: SA2 believe that SA1 is best placed to answer this question.

Q4: Are there any requirements in CIoT to provide security that extends beyond the usual endpoints of security in 3GPP networks (e.g. in 2G PS the SGSN). Possible examples of the extended security would be between the UE and GGSN/P-GW or UE to MTC-IWF (if such elements exist in the architecture)-

SA2 Answer: SA2 believes that this question has been largely answered by SA plenary's decision to open the SA3 SID in SP-150171. Separately, SA2 believes that SA3 is responsible for security requirements and security architecture.

Q5: Could GERAN2 provide more information on what they mean by "Gb architecture" or "S1 architecture".

SA2 Answer: SA2 concur with GERAN2's answer (in S2-150718 = GPC150120), namely that, "Gb architecture" implies a system architecture described in TS 23.060 that uses the protocols defined in e.g.3GPP TSs 24.008, 48.018, 44.064 and 44.065, and, "S1 architecture" implies a system architecture described in TS 23.401 that uses the protocols defined in e.g. 3GPP TSs 24.301 and 36.413. Both architectures imply the use of a USIM.

Q6: Does SA2 or GERAN2 have any guidance on whether SA3's work should be based on the Gb architecture or S1 architecture or both-

SA2 Answer: SA2 notes GERAN2's answer (in S2-150718 = GPC150120), and that the SID in SP-150171 (attached to S2-150745 = SP-150170) covers both S1 and Gb based architectures.

As also attached to SP-150170, in SP-150167, SA2 has a new Study Item on "New Study on Architecture enhancements of cellular systems for ultra low complexity and low throughput Internet of Things (Cellular IoT)".SA2 invite SA3 to monitor the progress of this Study.

Q7: In which cases should SA2 be involved-

SA2 is involved as a result of the SID in SP-150167.

To SA3 group.

ACTION:
SA2 politely requests SA3 to take the above answers and information into account.
Comments / Questions: none.
Conclusion: the LS was noted at the opening TSG GERAN#66 Plenary meeting (without presentation).

The TSG GERAN Chairman, Mr. Olof Liberg, presented TD GP-150533 TSG GERAN Chairman's report from PCG#34, from TSG GERAN Chairman.

"Decision PCG34/2: Election for the Chairman of TSG GERAN WG3 to be conducted by TSG GERAN [3GPP/PCG#34(15)06]."

"Decision PCG34/3: TSG RAN and TSG GERAN to be formed into a single TSG taking into account the comments raised in documents 3GPP/PCG#34(15)29&30"

"Action PCG34/1: TSG RAN and TSG GERAN Chairmen to bring a clear proposal to PCG#35 on how TSG RAN and TSG GERAN will be formed into a single TSG, taking into account the comments raised in documents 3GPP/PCG#34(15)29&30]."

Then with regards to Decision PCG34/3 and Action PCG34/1 the following is noted;

"A more detailed description of the methodology to be used to achieve these two objectives was prepared and approved by the PCG as contained in document 3GPP/PCG#34(15)39r2."

In PCG#34_39r2 "Proposed way forward on the GERAN Cellular IoT activities, and the GERAN & RAN re-organization" the following was approved;

"FS_IoT_LC new radio access candidate proposals (aka Clean Slate)

At TSG RAN#68, GERAN will present the latest status of the Clean Slate track of activities.

TSG GERAN#67 aims to conclude the FS_IoT_LC SI as planned in August, 2015, with conclusions/recommendations for the Clean Slate candidate proposals.

At TSG RAN#69

TSG GERAN is invited to present the conclusion of the Clean Slate track of activities.

One Clean Slate WI can be proposed for approval (this overrides the previous guidance from RAN that no new items will be approved in RAN#69 except for existing SIs moved to WIs and spectrum related items).

Such a WI proposal will not be subject to the regular RAN prioritization, it will be done in parallel to the existing RAN WG work/capacity (no TU's discussion; no schedule constraints due to the existing work).

TSG RAN should strive to complete the work (if necessary adding AH meetings to keep the work schedule) within R13 as per prior understanding.

GERAN ToR needs no modification.

FS_IoT_LC GERAN Evolution candidate proposals

GERAN may approve a GERAN Evolution candidate proposal for normative work. GERAN will have ownership of this work.

On the GERAN and RAN merge

RAN & GERAN chair will bring a proposal to PCG#35."

Comments / Questions: none.
Conclusion: the document was noted at the opening TSG GERAN#66 Plenary meeting.


4.2
From Partners and their bodies

The TSG GERAN Chairman, Mr. Olof Liberg, presented TD GP-150519 Liaison on NGMN 5G White Paper, from NGMN Alliance.
The NGMN Alliance will drive and guide the development of all future mobile broadband technology enhancements with a focus on 5G. The targets of these activities are supported by the strong and well-established partnership of worldwide leading operators, vendors, universities, and successful co-operations with other industry organisations.
The intention of this liaison is to inform ETSI about the NGMN 5G vision, requirements, guidelines and way forward outlined in the NGMN 5G White Paper. Please share the NGMN 5G White Paper with all your relevant working groups or projects and kindly ask them to consider this in their future work. Please make them aware of the future NGMN 5G related planning as outlined above.

We would like to invite ETSI to provide feedback on the NGMN 5G White Paper. In addition, we would like to inform ETSI that it is our intention to keep ETSI updated on our future NGMN 5G work-programme and the related requirements at major milestones.

Comments / Questions: none.
Conclusion: the LS was noted at the opening TSG GERAN#66 Plenary meeting (without detailed presentation).


4.3
Others

The TSG GERAN Chairman, Mr. Olof Liberg, presented TD GP-150523 Liaison Statement from ISO/IEC JTC 1/WG 10 on Internet of Things to ISO/IEC JTC 1 External Entities, from ISO/IEC JTC 1/WG 10.

ISO/IEC JTC 1/WG 10 (Internet of Things) was established by Resolution 30 of the ISO/IEC JTC 1 plenary in October 2014.

Following is the meaning of IoT which ISO/IEC JTC 1/WG 10 has defined.

Internet of Things (IoT)

An infrastructure of interconnected objects, people, systems and information resources together with intelligent services to allow them to process information of the physical and the virtual world and

react. [SOURCE: ISO/IEC JTC 1/SWG 5 N 238]

ISO/IEC JTC 1/WG 10 would like to invite ISO/IEC JTC 1 external entities to participate in this work or be a liaison. If ISO/IEC JTC 1 external entities have interests in liaison with JTC 1/WG 10, please appoint liaison representative and let us know.

Following is the ISO/IEC JTC 1/WG 10's Terms of Reference. It may be helpful for you to assess the relevance of items in your work programs.

ToR of ISO/IEC JTC 1/WG 10

1. Serve as a focus of and proponent for JTC 1's IoT standardization program.

2. Develop foundational standards for IoT related to JTC 1 for guiding IoT efforts throughout JTC 1 upon which other standards can be developed.

3. The work will cover:

- Developing Terms and Definitions for JTC 1 IoT Vocabulary

- Developing IoT Reference Architecture and other foundational specifications as JTC 1 standards

- Continuing the work begun in SWG on IoT on standardization gaps

- Establishing a liaison with JTC 1, ISO, IEC or other committees or working groups undertaking work related to IoT

- Encouraging the prompt and efficient exchange of information within JTC 1 and with ISO, IEC, or other committees or working groups working on IoT, as appropriate

- Monitoring the ongoing IoT regulatory, market, business and technology requirements

- Developing other IoT standards that build on the foundational standards when relevant

JTC 1 subgroups that could address these standards do not exist or are unable to develop them.

Comments / Questions: establishing a liaison with JTC 1, ISO, IEC was felt open.
Conclusion: the LS was left open at the opening TSG GERAN#66 Plenary meeting. See A.I. 10.
5
Common GERAN matters to be dealt with prior to WG sessions

5.1
GERAN radio aspects
Mr. Chris Pudney presented TD GP-150388 Telco#11 meeting report, from Vodafone Group plc (Rapporteur).

Comments / Questions: none.
Conclusion: the report was noted at the opening TSG GERAN#66 Plenary meeting.

Mr. Chris Pudney presented TD GP-150389 Summary of Telco#11 report, from Vodafone Group plc (Rapporteur).

Comments / Questions: none.
Conclusion: the report was noted at the opening TSG GERAN#66 Plenary meeting.

Mr. Mungal Dhanda presented TD GP-150534 Proposed convergence of NB M2M and NB-OFDMA clean-slate solutions, from Qualcomm Incorporated, Huawei Technologies Co., Ltd., HiSilicon Technologies Co., Ltd, Neul Limited, u-blox AG. This contribution was also allocated to A. I. 7.1.5.3.5 and 7.2.5.3.4.

The sourcing companies have observed that there are many close similarities between the NB-OFDMA and NB M2M clean-slate solutions. Therefore, the sourcing companies have carefully considered the design choices within the two proposals, and have determined how the best elements of each solution can be combined to create a single superior candidate. This submission describes the proposed way forward for a converged candidate solution which offers improved performance compared with each existing solution.

The technical highlights of the converged solution have been described in this submission.

The sourcing companies plan to add the converged solution to TR 45.820 in future meetings with the aim to complete the study item at GERAN#67 and then proceed to the normative work for clean-slate within Release 13 in RAN.

Comments / Questions: Sierra Wireless asked whether the existing solutions would be removed (negative). Alcatel-Lucent asked confirmation that NB M2M and NB-OFDMA and the new solution would be in the TR (positive). Samsung felt difficult to understand how the two solutions NB M2M and NB-OFDMA could be merged and how the combined solution would work. Also the impact on the evaluation was asked to be clarified, due to time constraints. The Chairman felt there was no need to agree on this merged proposal, as the input contributions on the combined solution will be discussed by the Committee (i.e. business as usual). Qualcomm and Huawei supported the Chairman's view. Samsung asked to clarify how their own evaluation should proceed, i.e. whether Samsung should concentrate their evaluation on the combined solution only, from now on (considering the resources are limited). It was proposed to remove NB M2M and NB-OFDMA from the proposed solutions for CIoT, which was left for further consideration (contribution driven).
Conclusion: the document was noted at the opening TSG GERAN#66 Plenary meeting.

Mr. Nicklas Johansson presented TD GP-150536 Conclusion on EC-GSM candidate technique for SI “Cellular System Support for Ultra Low Complexity and Low Throughput Internet of Things”, from Ericsson LM. This document was also allocated to A.I. 7.1.5.3.5 and 7.2.5.3.4. 
This document summarized the outcome of the study for the proposed candidate technique EC-GSM, which is based on evolution of the GSM radio technology.
Ericsson LM proposed to add the following conclusion for the GERAN Evolution solution EC-GSM to the Conclusions clause of the TR 45.820:

"One of the candidate techniques that has been proposed for the FS_IoT_LC study is the GERAN Evolution solution Extended Coverage GSM (EC-GSM). The evaluation of the EC-GSM solution indicates that it fulfils the objectives of the study:

-
The performance evaluations show that EC-GSM achieves the maximum coupling loss (MCL) aimed at by the study, 164 dB, with an output power level of the device at 33 dBm. In case a 23 dBm device output power is used, the UL coverage on the data traffic channel is limited to 154 dB.

-
It has been shown that a massive number of low throughput devices can be supported by the EC-GSM technique.

o
Only 2.1 EC-PDTCH UL timeslots are needed on average per cell to support the CIoT traffic scenario with more than 50,000 devices per cell on a 12-reuse BCCH layer, for MS output power class 23 dBm and the worst BPL scenario. For the same traffic scenario with MS output power class 33 dBm and the worst BPL scenario only 1.3 EC-PDTCH UL timeslots are needed.

o
A very low failed attempt rate and low resource utilization is achievable for access requests on the EC-RACH both for MS output power class 23 dBm (generally lower than 0.3% failed attempts, generally using around 2-4 bursts) and 33 dBm (generally lower than 0.03%, generally using around 1-2 bursts)."

-
The device complexity can be reduced with significant memory reduction and possibility to adopt general downsizing. A lower output power class is introduced to enable integration of the PA onto the chip. EC-GSM enables a limited development cost due to the possibility to re-use existing components (hardware, software and test equipment).

-
The improved power efficiency objective is fulfilled with the battery target of 10 years, for the 33 dBm output power class, being reached for all evaluation points, except for GPRS reference cases +20 dB with more frequent reporting and GPRS reference cases +10 dB with packet size of 200 byte and more frequent reporting. For the 23 dBm output power class, EC-GSM reaches the battery target of 10 years for all evaluation points except for the GPRS reference cases +10 dB with more frequent reporting and a packet size of 200 byte.

-
EC-GSM fulfils the Co-existence objective by using the GSM physical layer. No regulatory impact on bodies outside of GERAN will thus be needed for EC-GSM.

-
The objective concerning the impact to base stations is fulfilled by the EC-GSM solution since there will be no impact on existing GSM radio units and EC-GSM can be deployed using software updates of existing digital units.

-
With the EC-GSM technology the devices can be deployed in legacy GPRS networks with full multiplexing of traffic channels. A clear benefit of EC-GSM is also that it fulfils being compatible with GPRS networks with no segregation of resources for traffic channels.

-
The EC-GSM solution can meet the 10 second latency target of delivering an exception report both at 33 and 23 dBm output power for the different investigated coverage conditions.
Comments / Questions: Huawei commented that some issues were still open (e.g. complexity analysis, output power efficiency, battery consumption, etc.). Qualcomm commented on training sequences impacting the co-existence with existing terminals. Samsung commented on 33 and 23 dBm output power impacting on the chip implementations. More detailed discussions were left to take place at WG1 and WG2.
Conclusion: the document was noted at the opening TSG GERAN#66 Plenary meeting.

TD GP-150535 New Work Item on Extended Coverage GSM (EC-GSM) for support of Cellular Internet of Things, from Ericsson LM, Intel, Gemalto N.V., MediaTek Inc. was  revised in TD GP-150543.
Mr. Mårten Sunberg presented TD GP-150543 New Work Item on Extended Coverage GSM (EC-GSM) for support of Cellular Internet of Things, from Ericsson LM, Intel, Gemalto N.V., MediaTek Inc., Sierra Wireless, S.A. This document was also allocated to A.I. 7.1.5.3.5 and 7.2.5.3.4.

Comments / Questions: more detailed discussions were left to take place at WG1 and WG2.
Conclusion: the WID was noted at the opening TSG GERAN#66 Plenary meeting.

5.2
GERAN protocol aspects
Mr. Michel Robert presented TD GP-150520 Reply LS on Introduction of extended EARFCN value range in GERAN, from TSG CT WG1. This LS was also allocated to A. I. 7.2.4.1.
Comments / Questions: none.
Conclusion: the LS was noted at the opening TSG GERAN#66 Plenary meeting. It was replied in TD GP-150558,which was sent immediately (Source: TSG GERAN WG2).
Mr. Michel Robert presented TD GP-150499 Draft CR 24.008 Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-11), from Alcatel-Lucent, Ericsson LM.
Comments / Questions: Qualcomm asked to clarify the case of an MS not supporting DLMC (no need to add additional spare bits). Friedrich-Alex-Universität felt necessary to add the clarification CR in late release 11. Qualcomm questioned whether the optional DLMC spare bits had to be included. Ericsson felt all spare bits would need to be included for the network to fully understand the extended EARFCN / DLMC support (or not) in Rel-11. Nokia Networks suggested to modify the Draft CR.
Conclusion: the draft CR was allocated to WG2 at the opening TSG GERAN#66 Plenary meeting. It was noted at the opening TSG GERAN#66 Plenary meeting.
Mr. Michel Robert presented TD GP-150500 Draft CR 24.008 Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-12), from Alcatel-Lucent, Ericsson LM.

Comments / Questions: none.
Conclusion: the draft CR was allocated to WG2 at the opening TSG GERAN#66 Plenary meeting. It was noted at the opening TSG GERAN#66 Plenary meeting.
Mr. Michel Robert presented TD GP-150501 Draft CR 24.008 Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-13), from Alcatel-Lucent, Ericsson LM.

Comments / Questions: none.
Conclusion: the draft CR was allocated to WG2 at the opening TSG GERAN#66 Plenary meeting. It was noted at the opening TSG GERAN#66 Plenary meeting.
Mr. Michel Robert presented TD GP-150502 Reply LS on Introduction of extended EARFCN value range in GERAN (response to LS C1-151626) (To: CT1), from Alcatel-Lucent, Ericsson LM.

Comments / Questions: none.
Conclusion: the reply LS was allocated to WG2 at the opening TSG GERAN#66 Plenary meeting. The approved LS will be sourced: G2. It was noted at the opening TSG GERAN#66 Plenary meeting.

5.3
GERAN terminal testing aspects
The TSG GERAN WG3new Chairman, Mr. Rémi Lascoux, presented TD GP-150352 Chairman's Report GERAN3new#66 (electronic meeting).
Comments / Questions were left to be collected, if any, until the closing GERAN#66 Plenary meeting on Friday.
Conclusion: see A. I. 8.3.1.

5.4
Other general aspects
Mr. Chris Pudney presented TD GP-150354 Updated SID FS_IoT_LC (FS_IoT_LC), from Rapporteur (Vodafone Group plc).

Comments / Questions: Alcatel-Lucent asked to clarify whether there was no end-to-end delay requirement (the further extra delay was felt negligible
Conclusion: the Revised SID FS_IoT_LC was approved at the opening TSG GERAN#66 Plenary meeting.
Mr. Siva Subramani presented TD GP-150387 Draft Updates to the Technical Report TR 45.820, from Rapporteur (Vodafone Group plc).

Comments / Questions: Huawei felt the title of sub-clause 6.2.6.4 was not correct. references were asked to be checked.
Conclusion: the draft TR 45.820 v1.2.1 was agreed at the opening TSG GERAN#66 Plenary meeting, as the basis for further work (taking into account the remark made on sub-clause 6.2.6.4).
6
Work plan related aspects

Mr. Chris Pudney presented TD GP-150390 Proposed Workplan for Cellular IoT (FS_IoT_LC), from Vodafone Group plc (Rapporteur).
Comments / Questions: the work item to RAN on clean state will be sourced by the supporting Companies. A draft WID will hopefully be made available in advance.

Conclusion: the work plan was asked to be revised at the opening TSG GERAN Plenary meeting in TD GP-150544. See A.I. 11.1.
Mr. Chris Pudney presented TD GP-150391 Potential Meeting Schedule for Normative work following FS_IoT_LC, from Vodafone Group plc (Rapporteur).

Comments / Questions: RAN4 could need additional meeting(s) to work on CIoT. Alcatel-Lucent asked how the SA3 study item on CIoT security would impact on the work item(s) in GERAN.
It was noted at the opening TSG GERAN Plenary meeting.

Mr. Chris Pudney presented TD GP-150393 Draft WID proposal for clean-slate RAN TSG, from Vodafone Group plc. This document was also allocated to 7.1.5.3.5 and 7.2.5.3.4.
Comments / Questions: Samsung asked to clarify the 900 MHz bands for Cellular IoT in Release 13 (Vodafone would be interested to this 900 MHz band, but RAN will decide).
Conclusion: the proposed WID template was noted at the opening TSG GERAN Plenary meeting.

Mr. Chris Pudney presented TD GP-150394 Draft list of work needed for clean-slate from non-RAN TSGs, from Vodafone Group plc. This document was also allocated to A.I. 7.2.5.3.4.
Comments / Questions: an LS from GERAN to assess the impact on CT / SA was proposed. Samsung asked to clarify whether the TSGs CT and SA work item on clean slate would be presented in June (possibly, for Vodafone, otherwise in September). The Chairman felt it would be opportune to notify TSG CT, in case he will make a presentation to them.
Conclusion: it was left open at the opening TSG GERAN Plenary meeting. See A.I. 11.4.
Mr. Chris Pudney presented TD GP-150400 Draft Presentation to RAN plenary#68 on Latest Status of the Clean Slate Track of Activities, from Vodafone Group plc. This contribution was also allocated to A. I. 7.1.5.3.5 and 7.2.5.3.4.

Comments / Questions: SIGFOX asked to add the other two proposals. It was pointed out that the additional meetings are not yet scheduled, at present. The wording "up to ten years battery life" was asked to be more accurate. The Chairman pointed out that he was tasked by PCG to report to RAN.
Conclusion: it was noted at the opening TSG GERAN Plenary meeting.

TD GP-150310 3GPP TSG GERAN Work Plan was revised during this meeting in TD GP-150661.
See A.I. 14.1.
7
Working Group Sessions


7.1
GERAN WG1 Radio aspects (See TD GP-150324 for detailed agenda)
See Annex F.

7.2
GERAN WG2 Protocol aspects (See TD GP-150327 for detailed agenda)
See Annex G.


7.3
GERAN WG3 Terminal Testing (See TD GP-150326 for detailed agenda)
See Annex H.
8
Outcome of Working Group Sessions


8.1
GERAN WG1 Radio aspects


8.1.1
Report from GERAN WG1
The TSG-GERAN WG1 Chairman Mr. Olof Liberg presented TD GP-150659 Outcome of TSG GERAN WG1 meeting #66 in Vilnius, Lithuania, 25 -28 May 2015 (slides).
Comments / Questions: on slide 6 a correction was needed. The report was revised in TD GP-150662.
TD GP-150662 Outcome of TSG GERAN WG1 meeting #66 in Vilnius, Lithuania, 25th - 28th May 2015 (slides) was approved.
TD GP-150660 Draft Report of TSG GERAN WG1 meeting during TSG GERAN #66, v. 0.0.1, from MCC, was noted.
Conference calls

BTS Energy Saving : 
Telco# 18


Wednesday 22nd July 2015 (Host: Nokia Networks, 9 a.m. to 11 a.m. CEST)

New Ad-hoc for Cellular IoT:

GERAN WG1 Adhoc meeting on CIoT, with power to progress the TR, send LSs, and agree a WI : 29th June - 2nd July 2015, Kista (Sweden), starting at 9:00 a.m. CEST, ending 15:00 h CEST

8.1.2
Approval of contributions from GERAN WG1

See also Annex D containing the overall list of CRs dealt with and approved at the GERAN#66 Meeting.
The output documents from the meeting GERAN-WG1#66 approved by TSG-GERAN are listed in the following:
LSs sourced GERAN WG1: 
TD GP-150641 Reply LS to "LS on CRs for MSR specifications" (To: TSG RAN, TSG RAN WG4, Source: GERAN WG1) was revised in TD GP-150663.
TD GP-150663 Reply LS to "LS on CRs for MSR specifications" (To: TSG RAN, TSG RAN WG4, Source: GERAN WG1) was approved.
2 CRs agreed at GERAN1#66 (for A. I. 8.1.2)
TEI12

TD GP-150441 CR 43.318-0042 Correction of reference to TS 29.234 (Rel-12)
TD GP-150442 CR 43.902-0001 Correction of reference to TS 29.234 (Rel-12)
All CRs above were approved.
The TSG GERAN Chairman thanked TSG-GERAN WG1 for the excellent work done during TSG-GERAN WG1#66.
8.2
GERAN WG2 Protocol aspects


8.2.1
Report from GERAN WG2

The TSG-GERAN WG2 Lady Chairman, Ms. Yang Zhao presented TD GP-150655 Draft Outcome of G2-66; Lady Chairman's Presentation (slides).
Comments / Questions: the Chairman GERAN asked some clarifications (for reporting to TSG SA/CT/RAN). Mr. Chris Pudney will present the CIoT status to TSG RAN. The Chairman GERAN will report to TSG SA/CT.
TD GP-150655 Revised Outcome of G2-66; Lady Chairman's Presentation (slides) was approved.
TD GP-150657 Draft GERAN WG2 #66 Draft Meeting Report, from MCC, was noted.

8.2.2
Approval of contributions from GERAN WG2
LSs sourced GERAN WG2 :
	Tdoc
	Title
	To:
	Cc:

	GP-150654
	LS on Efficient Small Data Transfer, Source: G2
	SA2, SA3, CT1
	RAN1, RAN2

	GP-150558
	Reply LS on Introduction of extended EARFCN value range in GERAN, Source: G2
	TSG CT WG1
	TSG GERAN


The LSs above were approved at the closing TSG GERAN#66 Plenary meeting.
TD GP-150656 TR 43.869 uPoD v. 1.1.0, from Rapporteur was provided for information, and was noted.
See also Annex D containing the overall list of CRs approved at the GERAN#66 Meeting.
7 CRs agreed at GERAN2#66
	Tdoc
	Title

	GP-150613
	CR 44.018-1017 rev 5: Correction of the Dual Priority Feature (Rel-11)

	GP-150614
	CR 44.018-1018 rev 5: Correction of the Dual Priority Feature (Rel-12)

	GP-150410
	CR 44.018-1020: Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-11)

	GP-150411
	CR 44.018-1021: Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-12)

	GP-150560
	CR 44.031-0226 rev 1: Correction of GLONASS system time origin (Rel-12)

	GP-150559
	CR 44.060-1606 rev 1: Downlink Multi-Carrier Corrections (Rel-12)

	GP-150568
	CR 48.008-0405 rev 2: RT : BSSMAP changes required for AoIP support of VGCS/VBS services (Rel-12)


The above CRs were approved at TSG GERAN#66 meeting (unless marked differently).
The TSG GERAN Chairman thanked TSG-GERAN WG2 for the excellent work done during TSG-GERAN WG2#66.

8.3
GERAN WG3 Terminal Testing


8.3.1
Report from GERAN WG3new
The TSG GERAN WG3new Chairman, Mr. Rémi Lascoux presented on Monday TD GP-150352 Chairman's Report GERAN3new#66 (electronic meeting).
Comments / Questions : none.
TD GP-150352 Chairman's Report GERAN3new#66 was approved.
TD GP-150353 Draft GERAN3new#66 report, from MCC, was noted.
An election for the Chairman position will take place at TSG GERAN#67 meeting.

8.3.2
Approval of contributions from GERAN WG3new
See also Annex D containing the overall list of CRs approved at the GERAN#66 Meeting.
19 CRs 

	Tdoc
	Title

	GP-150331
	CR 51.010-1-5064 Update of Galileo OS SIS ICD reference

	GP-150332
	CR 51.010-1-5065 Corrections of section numbers of 58b.2.8a, 58b.2.9, 58b.2.10, 58b.2.13, 58b.2.14 and 58b.3.5

	GP-150333
	CR 51.010-1-5066 Correction of TC title of 58b.1.2a

	GP-150334
	CR 51.010-2-0857 Addition of applicability of TC 58b.2.6a

	GP-150335
	CR 51.010-7-0031 Update of newly introduced BDS table numbering

	GP-150336
	CR 51.010-7-0032 Removal of GPS UTC Model for sub-test 10

	GP-150337
	CR 51.010-7-0033 Corrections to BDS Clock Model and Navigation Model for SIG tests

	GP-150338
	CR 51.010-7-0034 Corrections to BDS Clock Model and Navigation Model for Minimum Performance tests

	GP-150339
	CR 51.010-2-0858 Change of A-Galileo release applicability

	GP-150340
	CR 51.010-1-5067 44.2.1.1.11 Corrections to test procedure

	GP-150341
	CR 51.010-1-5068 52.6.5 EGPRS PCR Access Type incorrect

	GP-150342
	CR 51.010-2-0859 Duplicated condition C144

	GP-150343
	CR 51.010-5-0143 Update for the latest version of TTCN

	GP-150344
	CR 36.523-1-2936 Correction to GERAN-LTE cell reselection test cases 6.2.3.23 and 6.2.3.24

	GP-150345
	CR 51.010-1-5069 31.8.3.2.1 Mismatch Test procedure – Expected sequence

	GP-150346
	CR 51.010-1-5070 14.5.1.1 Enable full reference test limits for 400 KHz interferer

	GP-150347
	CR 51.010-1-5071 14.5.1.1a Enable full reference test limits for 400 KHz interferer

	GP-150348
	CR 51.010-1-5072 14.5.2 Enable full reference test limits for 400 KHz interferer

	GP-150349
	CR 51.010-1-5073 Addition of title for section 26.22.1


The CRs above were approved at the closing TSG GERAN#66 Plenary meeting.
The TSG GERAN Chairman thanked TSG-GERAN WG3new for the excellent work done during the TSG-GERAN3new#66 electronic meeting.
9
Open questions from Working Group Sessions

9.1
Open Questions from GERAN WG1 Radio aspects
TD GP-150643 pCR to 45.820: EC-GSM, Additions to overlaid CDMA for extended coverage (revision of GP-150636), from Ericsson LM was asked to be further justified (Huawei and Samsung). It was revised in TD GP-150665.
TD GP-150665 pCR to 45.820: EC-GSM, Additions to overlaid CDMA for extended coverage (revision of GP-150643) was agreed.
TD GP-150637 pCR to 45.820: Performance evaluation EC-GSM, Overlaid CDMA for extended coverage (revision of GP-150595), from Ericsson LM was agreed.
TD GP-150645 pCR 45.820 NB M2M - Simulation Results for Coexistence with UTRA (revision of GP-150626), from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd was revised in TD GP-150668.
TD GP-150668 pCR 45.820 NB M2M - Simulation Results for Coexistence with UTRA (revision of GP-150645) was agreed.

TD GP-150648 pCR 45.820 NB M2M - Simulation Results for Coexistence with E-UTRA (revision of GP-150644), from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd was agreed.


9.2
Open Questions GERAN WG2 Protocol aspects
TD GP-150618 pCR to 45.820: Conclusion framework, from Ericsson LM was discussed about the "deployment scenario", see Annex A and Clause 4 of the TR, and the list of objectives agreed in the TR. The Study Item Description could need to be updated.
The pCR was noted. 

9.3
Open Questions from GERAN WG3new Terminal Testing

None.
10
Late incoming Letters / Reports from other groups
TD GP-150523 Liaison Statement from ISO/IEC JTC 1/WG 10 on Internet of Things to ISO/IEC JTC 1 External Entities, from ISO/IEC JTC 1/WG 10 was noted. About starting a Liaison relationship with ISO/IEC JTC 1/WG 10, this was eventually deferred to a future TSG GERAN meeting.
11
Common GSM EDGE Radio Access Network matters to be dealt with after WG sessions


11.1
GERAN radio aspects
Mr. Nicklas Johansson presented TD GP-150543 New Work Item on Extended Coverage GSM (EC-GSM) for support of Cellular Internet of Things, from Ericsson LM.
Comments / Questions: it was felt more time was needed before the WID is approved. Huawei felt the evaluation results provided until now were still insufficient to open the work item. Vodafone felt alignment with the "clean state" status would be opportune, and then felt it was premature to approve the work item. Mr. Hans Kalveram, Qualcomm and Samsung also felt premature to approve the work item (Conclusions of the TR were felt by Samsung essential, before the work item is opened). 
Conclusion: the WID was noted at the closing GERAN#66 Plenary meeting.

Mr. Chris Pudney presented TD GP-150550 Draft Presentation to RAN plenary#68 on Latest Status of the Clean Slate Track of Activities, from Vodafone Group plc.

Comments / Questions: Qualcomm commented that slide 10 would need integration. The planned meeting schedule (slide 15) and the meeting organization in slide 16 were discussed, and the Chairman highlighted that these two slides are not agreed by TSG GERAN, but he will ask to agree the presentation to RAN.
Conclusion: the document was revised in TD GP-150666.
TD GP-150666 Presentation to RAN plenary#68 on Latest Status of the Clean Slate Track of Activities (update of GP-150550) was revised in TD GP-150671.
TD GP-150671 Presentation to RAN plenary#68 on Latest Status of the Clean Slate Track of Activities (update of GP-150666) was agreed at the closing GERAN#66 Plenary meeting.
Mr. Chris Pudney presented TD GP-150544 Proposed Workplan for Cellular IoT (FS_IoT_LC), from Rapporteur (Vodafone Group plc).

This contribution summarized the status of the work

a)
To decide whether a telco should be held
b)
To accept this document as the status of the work on this Study Item.

Comments / Questions : the date and the subject of the proposed telco on was discussed (Tuesday 16th June 0900-1200 CEST, host Vodafone).
Conclusion: the Work plan was revised in TD GP-150667.
TD GP-150667 Proposed Workplan for Cellular IoT (FS_IoT_LC) was agreed at the closing GERAN#66 Plenary meeting. The ad-hoc meetings G1 and G2 in Kista were conferred decision power on WID approval and on uPoD decisions (both WGs will have to agree).
The TR 45.820 Cellular System Support for Ultra Low Complexity and Low Throughput Internet of Things (Release 13), v1.2.1, from Rapporteur (Vodafone Group plc) will be updated after the meeting, C/o Rapporteur.


11.2
GERAN protocol aspects
None.

11.3
GERAN terminal testing aspects
None.

11.4
Other general aspects

Mr. Chris Pudney presented TD GP-150394 Draft list of work needed for clean-slate from non-RAN TSGs, from Vodafone Group plc. It was noted.
Mr. Chris Pudney presented TD GP-150611 Draft WID proposal for clean-slate RAN TSG, from Vodafone Group plc. It was provided for information and was noted.
Mr. Chris Pudney presented TD GP-150664 Potential Meeting Schedule for Normative work following FS_IoT_LC, from Vodafone Group plc (Rapporteur). It was noted.
12
Outgoing liaisons (not finalised in WGs or source TSG GERAN)
LSs sourced TSG GERAN WG1: none.
LSs sourced TSG GERAN WG2: none.
LSs sourced TSG GERAN WG3new: none.

LSs sourced TSG GERAN: 
	Tdoc
	Title
	To:
	Cc:

	GP-150658 ->

GP-150669
	Reply to LS on C-IoT/MTC data transmission targets for security-related procedures, Source: GERAN
	TSG SA WG3
	TSG RAN WG1, TSG RAN WG2

	GP-150653->

GP-150670
	LS on RAN assumptions from SA2 for FS_eDRX, Source: GERAN
	TSG SA WG2
	


Both LSs were approved at the closing TSG GERAN#66 Plenary meeting.

13
Postponed items

None.
14
Workplan and future meetings


14.1
Workplan review
The 3GPP Work Plan, from MCC, is available at

http://www.3gpp.org/ftp/Information/WORK_PLAN/
Mr. Davide Sorbara presented TD GP-150661 3GPP TSG GERAN Work Plan (on-line).
TD GP-150661 3GPP TSG GERAN Work Plan was approved and will be used by the 3GPP Work Plan Manager to update the official version of the 3GPP Work Plan.

14.2
Future meetings

Conference calls

Telco BTS Energy Saving :

Telco# 18


Wednesday 22nd July 2015, Host: Nokia Networks, 9 a.m. to 11 a.m. CEST
Telco UL MU-MIMO

Telco #2


Not scheduled.
Telco Downlink MIMO

Telco #6:


Not scheduled.
Telco uPoD

Telco #4:


Not scheduled
Telco on CIoT

Telco #12 on CIoT

Tuesday 16th June 2015, Host: Vodafone, 9 a.m. to 12 a.m. CEST
GERAN Meetings in 2015
Ad-hoc for Cellular IoT:
GERAN WG1 Adhoc meeting on CIoT and uPoD, with power to progress the TR, send LSs, and agree a WI : 29th June - 2nd July 2015, Kista (Sweden), starting at 9:00 a.m. CEST, ending 15:00 h CEST
GERAN WG2 Adhoc meeting on CIoT and uPoD, with power to progress the TR, send LSs and agree a WI : 29th June - 2nd July 2015, Kista (Sweden), starting at 9:00 a.m. CEST, ending 15:00 h CEST

TSG GERAN #67
10 – 14 Aug 2015

Yin Chuan, P. R. of China, Host: HuaWei

TSG GERAN #68
16 – 20 Nov 2015

Anaheim, US, Host NAF, co-located with RAN WG
GERAN Meetings in 2016
All GERAN meeting will be co-located with the RAN WGs.

	Feb 2016 

	TITLE 
	TYPE 
	DATES 
	LOCATION 
	CTRY 
	

	


 HYPERLINK "http://webapp.etsi.org/MeetingCalendar/MeetingDetails.asp?mid=31688" 
3GPPGERAN#69
 
	OR 
	15 - 19 Feb 2016    
	Malta  
	MT  
	

	May 2016 

	TITLE 
	TYPE 
	DATES 
	LOCATION 
	CTRY 
	

	


 HYPERLINK "http://webapp.etsi.org/MeetingCalendar/MeetingDetails.asp?mid=31689" 
3GPPGERAN#70
 
	OR 
	23 - 27 May 2016    
	 
	  
	

	Aug 2016 

	TITLE 
	TYPE 
	DATES 
	LOCATION 
	CTRY 
	

	


 HYPERLINK "http://webapp.etsi.org/MeetingCalendar/MeetingDetails.asp?mid=31690" 
3GPPGERAN#71
 
	OR 
	22 - 26 Aug 2016    
	Goteborg  
	SE  
	

	Nov 2016 

	TITLE 
	TYPE 
	DATES 
	LOCATION 
	CTRY 
	

	


 HYPERLINK "http://webapp.etsi.org/MeetingCalendar/MeetingDetails.asp?mid=31691" 
3GPPGERAN#72
 
	OR 
	14 - 18 Nov 2016    
	
	US
	


15
Any other business

None.
16
Close of meeting

The TSG GERAN Chairman thanked EF3 for hosting the GERAN#66 meeting and for the excellent facilities that allowed a smooth running of the meeting.
The TSG GERAN Chairman thanked the Secretary and all the delegates for their hard work.
The meeting was then closed.

ANNEX A:
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3GPP TSG GERAN#66
TDoc GP-150323
Vilnius, Lithuania
25th – 29th May, 2015

Draft Agenda for TSG GERAN#66 in Vilnius, Lithuania
1
Opening of the meeting

	The attention of the delegates to the meeting of this Technical Specification Group was drawn to the fact that 3GPP Individual Members have the obligation under the IPR Policies of their respective Organizational Partners to inform their respective Organizational Partners of Essential IPRs they become aware of.

The delegates were asked to take note that they were thereby invited:

· to investigate whether their organization or any other organization owns IPRs which were, or were likely to become Essential in respect of the work of 3GPP. 

· to notify their respective Organizational Partners of all potential IPRs, e.g., for ETSI, by means of the IPR Information Statement and the Licensing declaration forms (http://www.etsi.org/WebSite/document/Legal/IPRforms.doc).


2
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3
Matters related to previous meetings

3.1
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5
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5.1
GERAN radio aspects

5.2
GERAN protocol aspects

5.3
GERAN terminal testing aspects
5.4
Other general aspects

6
Work plan related aspects
7
Working Group Sessions
7.1
GERAN WG1 radio aspects (See GP-150324 for detailed agenda)

7.2
GERAN WG2 protocol aspects (See GP-150325 for detailed agenda)

7.3
GERAN WG3new terminal testing (See GP-150326 for detailed agenda)

8
Outcome of Working Group Sessions

8.1
GERAN WG1 radio aspects

8.1.1
Report from GERAN WG1 

8.1.2
Approval of contributions from GERAN WG1 

8.2
GERAN WG2 protocol aspects

8.2.1
Report from GERAN WG2 

8.2.2
Approval of contributions from GERAN WG2 

8.3
GERAN WG3 terminal testing

8.3.1
Report from GERAN WG3 

8.3.2
Approval of contributions from GERAN WG3new 

9
Open Questions from Working Group Sessions
9.1
Open Questions from GERAN WG1 radio aspects

9.2
Open Questions GERAN WG2 protocol aspects

9.3
Open Questions from GERAN WG3new terminal testing

10
Late incoming Letters / Reports from other groups

11
Common GERAN matters to be dealt with after Working Group sessions

11.1
GERAN radio aspects

11.2
GERAN protocol aspects

11.3
GERAN terminal testing aspects
11.4
Other general aspects

12
Outgoing liaisons (not finalised in Working Groups or source TSG GERAN)

13
Postponed items

14
Work plan and future meetings

14.1
Work plan review

14.2
Future Meetings


TSG GERAN#67, 10 – 14 August, 2015, Yin Chuan, PR China
TSG GERAN#68, 16 – 20 November, 2015, Anaheim, USA

TSG GERAN#69, 15 – 19 February, 2016, Malta, Europe
15
Any other business

16
Close
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ANNEX D:
Output from GERAN#66 meeting

The output documents from the meeting GERAN#66 are summarized in Sections:

8.1.2
8.2.2
8.3.2
New TRs/TSs
None.
List of approved new/updated Work Item / Study Item Descriptions 
TD GP-150354 Updated SID FS_IoT_LC (FS_IoT_LC)
List of Change Requests

Approved directly at GERAN Plenary on Monday

None.
Approved at GERAN Plenary on Friday
From WG1

The following documents were approved by TSG-GERAN#66 closing Plenary: 
TEI12

TD GP-150441 CR 43.318-0042 Correction of reference to TS 29.234 (Rel-12)
TD GP-150442 CR 43.902-0001 Correction of reference to TS 29.234 (Rel-12)
From WG2

The following documents were approved by TSG-GERAN#66 closing Plenary: 
	Tdoc
	Title

	GP-150613
	CR 44.018-1017 rev 5: Correction of the Dual Priority Feature (Rel-11)

	GP-150614
	CR 44.018-1018 rev 5: Correction of the Dual Priority Feature (Rel-12)

	GP-150410
	CR 44.018-1020: Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-11)

	GP-150411
	CR 44.018-1021: Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-12)

	GP-150560
	CR 44.031-0226 rev 1: Correction of GLONASS system time origin (Rel-12)

	GP-150559
	CR 44.060-1606 rev 1: Downlink Multi-Carrier Corrections (Rel-12)

	GP-150568
	CR 48.008-0405 rev 2: RT : BSSMAP changes required for AoIP support of VGCS/VBS services (Rel-12)


From WG3

The following CRs were approved by TSG-GERAN#66 closing Plenary: 
	Tdoc
	Title

	GP-150331
	CR 51.010-1-5064 Update of Galileo OS SIS ICD reference

	GP-150332
	CR 51.010-1-5065 Corrections of section numbers of 58b.2.8a, 58b.2.9, 58b.2.10, 58b.2.13, 58b.2.14 and 58b.3.5

	GP-150333
	CR 51.010-1-5066 Correction of TC title of 58b.1.2a

	GP-150334
	CR 51.010-2-0857 Addition of applicability of TC 58b.2.6a

	GP-150335
	CR 51.010-7-0031 Update of newly introduced BDS table numbering

	GP-150336
	CR 51.010-7-0032 Removal of GPS UTC Model for sub-test 10

	GP-150337
	CR 51.010-7-0033 Corrections to BDS Clock Model and Navigation Model for SIG tests

	GP-150338
	CR 51.010-7-0034 Corrections to BDS Clock Model and Navigation Model for Minimum Performance tests

	GP-150339
	CR 51.010-2-0858 Change of A-Galileo release applicability

	GP-150340
	CR 51.010-1-5067 44.2.1.1.11 Corrections to test procedure

	GP-150341
	CR 51.010-1-5068 52.6.5 EGPRS PCR Access Type incorrect

	GP-150342
	CR 51.010-2-0859 Duplicated condition C144

	GP-150343
	CR 51.010-5-0143 Update for the latest version of TTCN

	GP-150344
	CR 36.523-1-2936 Correction to GERAN-LTE cell reselection test cases 6.2.3.23 and 6.2.3.24

	GP-150345
	CR 51.010-1-5069 31.8.3.2.1 Mismatch Test procedure – Expected sequence

	GP-150346
	CR 51.010-1-5070 14.5.1.1 Enable full reference test limits for 400 KHz interferer

	GP-150347
	CR 51.010-1-5071 14.5.1.1a Enable full reference test limits for 400 KHz interferer

	GP-150348
	CR 51.010-1-5072 14.5.2 Enable full reference test limits for 400 KHz interferer

	GP-150349
	CR 51.010-1-5073 Addition of title for section 26.22.1


Change Requests
TSG GERAN Meeting #66 CR List





25-29 May 2015
	TD number
	Title
	Source
	Status

	GP-150370
	CR 44.018-1017 rev 2: Correction of the Dual Priority Feature (Rel-11)
	Intel
	Revised

	GP-150541
	CR 44.018-1017 rev 3: Correction of the Dual Priority Feature (Rel-11)
	Intel
	Revised

	GP-150607
	CR 44.018-1017 rev 4: Correction of the Dual Priority Feature (Rel-11)
	Intel
	Revised

	GP-150613
	CR 44.018-1017 rev 5: Correction of the Dual Priority Feature (Rel-11)
	Intel
	Approved

	GP-150371
	CR 44.018-1018 rev 2: Correction of the Dual Priority Feature (Rel-12)
	Intel
	Revised

	GP-150542
	CR 44.018-1018 rev 3: Correction of the Dual Priority Feature (Rel-12)
	Intel
	Revised

	GP-150608
	CR 44.018-1018 rev 4: Correction of the Dual Priority Feature (Rel-12)
	Intel
	Revised

	GP-150614
	CR 44.018-1018 rev 5: Correction of the Dual Priority Feature (Rel-12)
	Intel
	Approved

	GP-150410
	CR 44.018-1020: Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-11)
	Alcatel-Lucent, Ericsson LM
	Approved

	GP-150411
	CR 44.018-1021: Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-12)
	Alcatel-Lucent, Ericsson LM
	Approved

	GP-150560
	CR 44.031-0226 rev 1: Correction of GLONASS system time origin   (Rel-12)
	Intel
	Approved

	GP-150372
	CR 44.031-0226: Correction of GLONASS system time origin (Rel-12)
	Intel
	Revised

	GP-150559
	CR 44.060-1606 rev 1: Downlink Multi-Carrier Corrections (Rel-12)
	MCC
	Approved

	GP-150329
	CR 44.060-1606: Downlink Multi-Carrier Corrections (Rel-12)
	MCC
	Revised

	GP-150554
	CR 48.008-0405 rev 1: RT : BSSMAP changes required for AoIP support of VGCS/VBS services (Rel-12)
	Kapsch CarrierCom
	Revised

	GP-150568
	CR 48.008-0405 rev 2: RT : BSSMAP changes required for AoIP support of VGCS/VBS services (Rel-12)
	Kapsch CarrierCom
	Approved

	GP-150362
	CR 48.008-0405: RT : BSSMAP changes required for AoIP support of VGCS/VBS services (Rel-12)
	Kapsch CarrierCom
	Revised

	GP-150331
	CR 51.010-1-5064 Update of Galileo OS SIS ICD reference
	CATR
	Approved

	GP-150332
	CR 51.010-1-5065 Corrections of section numbers of 58b.2.8a, 58b.2.9, 58b.2.10, 58b.2.13, 58b.2.14 and 58b.3.5
	CATR
	Approved

	GP-150333
	CR 51.010-1-5066 Correction of TC title of 58b.1.2a
	CATR
	Approved

	GP-150334
	CR 51.010-2-0857 Addition of applicability of TC 58b.2.6a
	CATR
	Approved

	GP-150335
	CR 51.010-7-0031 Update of newly introduced BDS table numbering
	CATR
	Approved

	GP-150336
	CR 51.010-7-0032 Removal of GPS UTC Model for sub-test 10
	CATR
	Approved

	GP-150337
	CR 51.010-7-0033 Corrections to BDS Clock Model and Navigation Model for SIG tests
	CATR
	Approved

	GP-150338
	CR 51.010-7-0034 Corrections to BDS Clock Model and Navigation Model for Minimum Performance tests
	CATR
	Approved

	GP-150339
	CR 51.010-2-0858 Change of A-Galileo release applicability
	Spirent Communications
	Approved

	GP-150340
	CR 51.010-1-5067 44.2.1.1.11 Corrections to test procedure
	Rohde & Schwarz
	Approved

	GP-150341
	CR 51.010-1-5068 52.6.5 EGPRS PCR Access Type incorrect
	Rohde & Schwarz
	Approved

	GP-150342
	CR 51.010-2-0859 Duplicated condition C144
	Rohde & Schwarz
	Approved

	GP-150343
	CR 51.010-5-0143 Update for the latest version of TTCN
	TF 160
	Approved

	GP-150344
	CR 36.523-1-2936 Correction to GERAN-LTE cell reselection test cases 6.2.3.23 and 6.2.3.24
	Anritsu Ltd
	Approved

	GP-150345
	CR 51.010-1-5069 31.8.3.2.1 Mismatch Test procedure – Expected sequence
	Rohde & Schwarz
	Approved

	GP-150346
	CR 51.010-1-5070 14.5.1.1 Enable full reference test limits for 400 KHz interferer
	Rohde & Schwarz
	Approved

	GP-150347
	CR 51.010-1-5071 14.5.1.1a Enable full reference test limits for 400 KHz interferer
	Rohde & Schwarz
	Approved

	GP-150348
	CR 51.010-1-5072 14.5.2 Enable full reference test limits for 400 KHz interferer
	Rohde & Schwarz
	Approved

	GP-150349
	CR 51.010-1-5073 Addition of title for section 26.22.1
	Anite Telecoms
	Approved

	GP-150441
	CR 43.318-0042 Correction of reference to TS 29.234
	Ericsson LM
	Approved

	GP-150442
	CR 43.902-0001 Correction of reference to TS 29.234
	Ericsson LM
	Approved


ANNEX E:
Approved Liaison Statements at GERAN#66 Plenary
	Tdoc no.
	Title
	Intended for
	Copy to

	GP-150558
	Reply LS on Introduction of extended EARFCN value range in GERAN, Source: G2
	TSG CT WG1
	TSG GERAN

	GP-150654
	LS on Efficient Small Data Transfer, Source: G2
	TSG SA WG2, TSG SA WG3, TSG CT WG1
	TSG RAN WG1, TSG RAN WG2

	GP-150663
	Reply LS to "LS on CRs for MSR specifications", Source: GERAN WG1
	TSG RAN, TSG RAN WG4
	

	GP-150669
	Reply to LS on C-IoT/MTC data transmission targets for security-related procedures, Source: GERAN
	TSG SA WG3
	TSG RAN WG1, TSG RAN WG2

	GP-150670
	LS on RAN assumptions from SA2 for FS_eDRX, Source: GERAN
	TSG SA WG2
	


(*) Subject to approval by ITU Co-ordinator and/or TSG SA Chairman.
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Title:
Draft Report of TSG GERAN WG1 during TSG GERAN #66, version 0.0.1
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7.1.1
Opening of the meeting

The meeting was opened by the TSG GERAN WG1 Chairman, Mr. Olof Liberg (Ericsson LM). The Secretary was Paolo Usai (ETSI MCC).
Note (decision taken at SA#42).

"Noted": A document is "noted" to indicate that its content was made available to the meeting, but that the document itself was not agreed or endorsed by the meeting. Any agreements or actions resulting from discussion of the document are explicitly indicated in the meeting report.

Then IPRs obligations for 3GPP members were recalled to all Delegates.

The Chairman made the following call for IPRs:

"I draw your attention to your obligations under the 3GPP Partner Organizations' IPR policies. Every Individual Member organization is obliged to declare to the Partner Organization or Organizations of which it is a member any IPR owned by the Individual Member or any other organization which is or is likely to become essential to the work of 3GPP." Therefore:

	“The attention of the delegates to the meeting of this Technical Specification Group was drawn to the fact that 3GPP Individual Members have the obligation under the IPR Policies of their respective Organizational Partners to inform their respective Organizational Partners of Essential IPRs they become aware of.
The delegates were asked to take note that they were thereby invited:

· to investigate whether their organization or any other organization owns IPRs which were, or were likely to become Essential in respect of the work of 3GPP. 

· to notify their respective Organizational Partners of all potential IPRs, e.g., for ETSI, by means of the IPR Information Statement and the Licensing declaration forms 

(http://www.etsi.org/WebSite/document/Legal/IPRforms.doc).


After the call for IPR, the Chairman made the following statement regarding competition law:

"I draw your attention to the fact that 3GPP activities are subject to all applicable antitrust and competition laws and that compliance with said laws is therefore required of any participant of this WG meeting including the Chairman and Vice Chairmen. In case of question I recommend that you contact your legal counsel.

The leadership shall conduct the present meeting with strict impartiality and in the interests of 3GPP.

Furthermore, I would like to remind you that timely submission of work items in advance of WG meetings is important to allow for full and fair consideration of such matters." Therefore:

"The attention of the delegates to the meeting was drawn to the fact that 3GPP activities were subject to all applicable antitrust and competition laws and that compliance with said laws was therefore required by any participant of the meeting, including the Chairman and Vice-Chairmen and were invited to seek any clarification needed with their organization's legal counsel. The leadership shall conduct the present meeting with strict impartiality and in the interests of 3GPP. Delegates were reminded that timely submission of work items in advance of TSG/WG meetings was important to allow for full and fair consideration of such matters."

7.1.2
Approval of the agenda and actions related to previous meetings

7.1.2.1
Approval of the agenda
The TSG GERAN WG1 Chairman presented the Draft Agenda for TSG GERAN WG1 during TSG GERAN#66 in Vilnius, Lithuania provided in TD GP-150324; the Agenda was approved.

7.1.2.2
Approval of documents from the previous meeting

The report from the previous GERAN WG1#65 meeting in TD GP-150308 was already provided during the GERAN#65 Plenary. It was approved (in version 0.0.1).

7.1.2.3
Challenges to working agreements (must have been previously requested)

None.

7.1.3
Election of TSG GERAN Working Group 1 Chairman
The leaving TSG GERAN WG1 Chairman, Mr. Olof Liberg (Ericsson LM) was re-elected by acclamation.
7.1.4
Letters / Reports from other groups 


7.1.4.1
TSG-CT, TSG-RAN, TSG-SA and PCG/OP

Mr. Mårten Sundberg presented TD GP-150521 Reply LS on paging for MTC, from TSG GERAN WG2.
GERAN2 thanks SA2 for the Response to Reply LS on paging for MTC.

GERAN2 has reviewed the LS and in an attempt better clarify GERAN2 thinking on the relationship between coverage classes for MTC devices and paging procedures and thereby hopefully move the discussion forward, GERAN2 has adopted the following working assumptions related to storage of 'coverage' situation in the CN.

WA 1: The MS shall determine if currently estimated coverage class is different from last reported Coverage Class.

WA 2: The MS should report changes of its coverage class to the CN. The trigger of the reporting, to avoid frequent signaling, is FFS.

WA 3: At least the estimated coverage class for downlink will be indicated to the RAN when attempting system access.

WA4: The changes of estimated coverage class for downlink may be indicated to the RAN during data transmission.

WA 5: The RAN will include the coverage class information in the uplink data PDU sent to the CN.

WA 6: Upon reception of the device specific coverage class information the CN stores it for use in subsequent paging for delivery of downlink data to that device.

WA 7: In order for RAN to send a page with the appropriate coverage enhancements the CN needs to convey the latest known coverage class information in the downlink paging PDU.

To TSG SA2:

GERAN2 kindly requests SA2 to take the above information into account.

Comments / Questions: none.
Conclusion: the LS was noted at the TSG GERAN1#66 meeting.

Mr. Mårten Sundberg presented TD GP-150524 LS on CRs for MSR specifications, from TSG RAN WG4.
For the 2015-06 version of the 3GPP specifications, RAN WG4 has at meeting #74bis approved one CR for TS 37.141 (Rel‑12).

The CR listed under "Action" below may have an impact on GSM/EDGE and/or BC2 testing. The CR concerned is attached to this LS for GERAN1 review and endorsement. It will be forwarded by RAN WG4 to the TSG RAN plenary for approval. The response to this LS should be sent directly to TSG RAN, who will receive the CR for approval at the TSG RAN plenary on 15 - 18 June, 2015.

To GERAN group.

ACTION:
1)
RAN4 kindly asks GERAN1 to review and endorse the GERAN-related parts of the following CR for TS 37.141:

-
R4-152467, "New capability set for excluding GSM/EDGE single-RAT operation" (Rel‑12)

Comments / Questions: the CR was endorsed.
Conclusion: the CR was endorsed and the LS was replied at the TSG GERAN1#66 meeting in TD GP-150641. See A.I. 7.1.6.

The Chairman TSG GERAN WG1 presented TD GP-150529 LS on C-IoT/MTC data transmission targets for security-related procedures, from TSG SA WG3.

1. Overall Description:

SA3 has noticed that, in the draft 0.0.3 meeting report from SA #67, the following was added to the report about the agreed SID (SP-150171) "New Study on Battery Efficient Security for very low Throughput MTC devices":

"The background to this target is as follows: existing analysis in TSG GERAN (e.g. GP-150073, GP-150267) indicate that the full 5Wh battery capacity (used in the evaluation in FS_IoT_LC) could be consumed in around 11 years by a load of 200 bytes/day. Consuming more than 10% of the battery capacity for security purposes is felt to be excessive. This approximates to < 20 bytes/day. In addition, some companies in radio related Working Groups have indicated that, in poor coverage, the battery impact of transmitting data is much greater than receiving data: this is approximated by a 1:4 data rate split. This translates to a target to not go above a long term (e.g. yearly) average of 4 bytes/day on the uplink and 16 bytes/day on the downlink for security related procedures in the case of a stationary device. For a Gb based architecture, the data rate should be measured at the SAP to the SNDCP layer (TS 44.065). For an S1 based architecture it should be measured at the SAP for the PDCP layer (TS 36.323)."

SA3 understands that security procedures (including the security signalling in the control plane) are only a part of the total amount of information exchanged over the RAT.

1.
Nevertheless, SA3 would like to ask if specifying targets for data transmission for security-related procedures would be meaningful and if they should be taken as objectives and/or working assumption for SA3. If yes, what these targets could be-

2.
SA3 would like to know how GERAN came up with allocating 10% of the battery capacity to security procedures during the joint discussion with SA PLENARY. It was said in SA3 that this ratio should be considered as flexible, because the smaller and more infrequent the transmitted data is, the bigger the security overhead becomes.

3.
Furthermore SA3 would like to further understand whether a 1:4 data rate split should always be respected- This ratio does not appear meaningful for IoT applications like sensors for which there is only uplink, and no downlink, user plane traffic.

4.
SA3 would like GERAN1, GERAN2, RAN1 and RAN2 to take note that 4 bytes are exactly the length of the Message Authentication Code returned by the UE to the SGSN/MME. This would imply that the budget example of 4 bytes would be exhausted already by a single message per day, irrespective of the length of this message. SA3 believe that those daily data allocation can be cumulated over a longer period of time (e.g. no messages sent for a week means a budget of 28 bytes usable for security information).

5.
SA3 would also like to ask whether there are any time constraints that should be taken into account for the completion of security procedures (including the authentication and security signalling procedures). It was claimed that a latency target for authentication could be deduced from a latency target for sending a MAR exception report (cf. clause E.2.1 of 3GPP TR 45.820); if this is the case please explain the connection between the two and also whether the latency target for sending a MAR exception report is a hard target or more like a best guess.

6.
SA3 would like GERAN1, GERAN2, RAN1 and RAN2 to take note that the security signalling in the control plane would have to be accounted for either on top of this or within the total amount of transmissible data.

7.
Further questions like the ones above may arise as the security work on CIoT progresses. Therefore, SA3 cannot, at this point in time, commit to any particular constraints as SA3 does not understand the implications of these constraints well enough.

To GERAN1 and GERAN2 group

ACTION:
SA3 asks GERAN 1 and GERAN2 group feedback on points 1, 2, 3 and 5, and to take note of points 4, 6 and 7.

To RAN1 and RAN2 groups

ACTION:
SA3 asks RAN1 and RAN2 groups similar feedback on points 1, 3 and 5, and also to take note of points 4, 6, and 7.

Comments / Questions: items 3 and 4 were commented. Neul felt some guidance was meant to be provided about power consumption for transmission/reception. Ericsson felt there was no agreement in GERAN on the ratio 1:4 mentioned in the LS. 
Conclusion: the LS was noted at the TSG GERAN1#66 meeting (a reply was left to be provided in collaboration with WG2). Reply was drafted in TD GP-150658. See A. I. 12.
Mr. Mungal Dhanda presented during the opening GERAN#66 Plenary meeting TD GP-150528 LS on RAN assumptions from SA2 for FS_eDRX, from TSG SA WG2. It was allocated also to A. I. 4.1 and 7.2.4.1.

SA2 is studying in Rel‑13 the feasibility of extending DRX cycle for both idle and connected mode as part of the Study Item FS_eDRX. The issues and solutions discussed in SA2 and captured in TR 23.770 focus mostly on the core network.

Certain issues are in the realm of GERAN/RAN, which have been captured in TR 23.770 clause 4.3, and are:

Issue 1:

-
Given a maximum response time desired by UE/applications, how to derive the eDRX value taking RAN/GERAN aspects into account (e.g. possible paging misses due to lack of SFN or frame timing alignment between cells, etc.).

Issue 2:

-
How to maintain level of reliability for UE being able to receive the paging at its paging occasion similar to paging reliability for normal DRX, even when UE has performed cell reselection.

Issue 3:

-
Impact on idle mode UE measurement and cell reselection

To GERAN and RAN WG2 group.

ACTION:
SA WG2 kindly requests GERAN and RAN WG2 to provide any feedback/guidance on the above issues.

Comments / Questions: Ericsson felt it was not clear yet the impact of idle mode on energy consumption (left for G2). The LS was allocated also to A. I. 7.1.4.1 and 7.2.4.1.
Conclusion: the LS was noted at the TSG GERAN1#66 meeting.

Mr. Chris Pudney presented during the opening GERAN#66 Plenary meeting TD GP-150527 Response to Reply LS on paging for MTC, from TSG SA WG2. This LS was also allocated to WG1 and WG2 under A. I. 4.1 and 7.2.4.1.
Subsequent to RAN 1's original LS in R1-145454/S2-150019, SA 2 thanks RAN 1 and GERAN for the above mentioned replies to the questions SA 2 raised in the outgoing SA 2 LS in S2-150697.

SA 2 anticipates responses to S2-150697 from RAN 2 and RAN 3, but in the meantime would like to provide the following considerations:

a)
A common approach for all RATs is desirable.

b)
Related to RAN 1's and GERAN's answer to SA 2's Q1 and Q2 (storage of 'coverage' situation in the CN): SA2 are concerned that radio conditions might not be stable. Solutions should be designed to avoid significant signalling load on the core network.

c)
Related to GERAN's answer to SA 2's Q3 (e.g. limiting the 'extended coverage' paging to only one or a small number of cells): this may require additional Core Network node functionality and/or RAN functionality and this may need careful specification in order to maintain the capability for multi-vendor RAN-CN operation.

An alternative of keeping the UE in connected mode/Ready state for long periods might interact poorly with battery saving techniques or place a dependency on the 'connected mode' aspects of the R13 SID FS_eDRX.

As these issues span radio access network and system aspects some joint discussions could be scheduled during the Fukuoka meetings, 25-29 May, although GERAN would be unable to participate.

To RAN 1, RAN 2, RAN 3, GERAN 1, GERAN 2 groups.

ACTION:
SA2 politely requests the addressed groups to take the above considerations into account.

Comments / Questions: none.
Conclusion: the LS was noted at the TSG GERAN1#66 meeting.


7.1.4.2
From Partners and their bodies

None.


7.1.4.3
Others

None.

7.1.5
Technical work


7.1.5.1
Documents related to Rel-12 or earlier features

7.1.5.1.1
MSRD for VAMOS
None.

7.1.5.1.2
New Training Sequence Codes for GERAN [Exception]
None.

7.1.5.1.3
Any other documents related to Rel‑12 or earlier features
TEI12

Mr. Mårten Sundberg presented TD GP-150441 CR 43.318-0042 Correction of reference to TS 29.234 (Rel-12), from Ericsson LM.

It was agreed.

Mr. Mårten Sundberg presented TD GP-150442 CR 43.902-0001 Correction of reference to TS 29.234 (Rel-12), from Ericsson LM.

It was agreed.


7.1.5.2
Documents related to Rel-13 features

7.1.5.2.1
Small Technical Enhancements and Improvements for Release 13
None.
7.1.5.2.2
Any other Rel‑13 documents

None.

7.1.5.3
Documents related to Study Items
7.1.5.3.1
Solutions for GSM/EDGE BTS Energy Saving
From TSG GERAN WG1#65 meeting
TD GP-150306 Draft 3GPP TR 45.926 V1.5.0 on Solutions for GSM/EDGE BTS Energy Saving was agreed at the GERAN1#65 meeting.

Mr. Juergen Hofmann presented TD GP-150537 Work plan of SI “Solutions for GSM/EDGE BTS Energy Saving”.
Comments / Questions: Companies were invited to contribute to the progress.

Conclusion : this document was agreed at the GERAN1#66 meeting.

GSM/EDGE BTS Energy Saving

Telco#18

Wednesday 22nd July 2015
Host: Nokia Networks (9 to 11 a.m. CEST)

7.1.5.3.2
Downlink MIMO
Mr. Juergen Hofmann presented TD GP-150538 MIMO for Downlink Workplan, from SI Rapporteur. 
Comments / Questions: none.
Conclusion : this document was agreed at the GERAN1#66 meeting.
Telco:

None.

7.1.5.3.3
SI UL MU-MIMO

From TSG GERAN WG1#65 meeting
Mr. Chao Luo presented TD GP-150080 Work Plan of SI “UL MU-MIMO”, from SI Rapporteur.

TSG GERAN WG1 agreed that Art. 41 of 3GPP WP would not be applied to this SI, hence it will not be "stopped" in the 3GPP Work Plan. The supporting Companies were encouraged to progress this SI.

Mr. Chao Luo presented TD GP-150081 Draft TR 45.876 UL MU-MIMO v0.2.0, from SI Rapporteur (Huawei Technologies Co., Ltd).

Comments / Questions: none.
Conclusion : this document was agreed at the GERAN1#65 meeting.
Telco UL MU-MIMO

Telco #2


Not scheduled.
7.1.5.3.4
Study on Power Saving for MTC Devices
FS_uPoD
From TSG GERAN WG1#65 meeting
Mr. Nicklas Johansson presented TD GP-150244 Draft 3GPP TR 43.869 V1.0.0, from Editor/Rapporteur (CMCC), that was sent directly to the closing TSG GERAN#65 Plenary meeting.

From TSG GERAN WG1#66 meeting
Mr. John Diachina presented TD GP-150428 pCR to 43.869: uPoD, Time Coordinated Cells, from Ericsson LM. This contribution was also allocated to A. I. 7.2.5.3.3.

It was revised in TD GP-150605.
TD GP-150605 pCR to 43.869: uPoD, Time Coordinated Cells (revision of GP-150428) was revised in TD GP-150651.
TD GP-150651 pCR to 43.869: uPoD, Time Coordinated Cells (revision of GP-150605) was agreed at the TSG GERAN1#66 meeting.

Mr. John Diachina presented TD GP-150423 uPoD, Paging group determination, from Ericsson LM.

The main objective of the uPoD study item is to support the introduction of extended DRX (eDRX) operation along with a simplified mobility management scheme thereby allowing for a substantial increase in device battery lifetime to be realized. In this contribution the determination of nominal paging groups on the PCH channel is outlined along with a description of how a device is to monitor downlink radio resources in extended uplink TBF mode and in packet idle mode while the Ready timer is running.

The uPoD TR 43.869 should be updated to clarify the aspects of device reachability. A corresponding pCR is provided.

Comments / Questions: none.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. John Diachina presented TD GP-150424 pCR to 43.869: uPoD, Paging group determination, from Ericsson LM. This contribution was also allocated to A. I. 7.2.5.3.3. It was revised in TD GP-150561.

TD GP-150561 pCR TR 43.869 - Paging Group Determination (revision of TD GP-150424) was agreed at the TSG GERAN1#66 meeting.

Mr. John Diachina presented TD GP-150425 pCR to 43.869: uPoD Short and long sync up procedure, from Ericsson LM. This contribution was also allocated to A. I. 7.2.5.3.3. It was revised in TD GP-150562.
TD GP-150562 pCR 45.869 - Introduction of Short Sync and Long Sync Procedures (revision of TD GP-150425) was revised in TD GP-150615.
TD GP-150615 pCR 45.869 - Introduction of Short Sync and Long Sync Procedures (revision of GP-150562) was agreed at the TSG GERAN1#66 meeting.
Mr. Jing Han presented TD GP-150395 Work Plan for FS_uPoD, from SI Rapporteur. This contribution was also allocated to A. I. 7.2.5.3.3.

Comments / Questions: none.
Conclusion: the document was revised in TD GP-150649.
TD GP-150649 Work Plan for FS_uPoD (update of GP-150395) was agreed at the TSG GERAN1#66 meeting.

No Telco were scheduled until next TSG GERAN WG1#66 meeting.

7.1.5.3.5
Cellular System Support for Ultra Low Complexity and Low Throughput Internet of Things

WI Rapporteur and Working assumptions

The TSG GERAN WG1 Chairman presented TD GP-150363 TSG GERAN1 Adhoc#2on FS_IoT_LC - Chairman's Report.

Comments / Questions: none.
Conclusion : this document was approved at the GERAN1#66 meeting.

TD GP-150400 Draft Presentation to RAN plenary#68 on Latest Status of the Clean Slate Track of Activities, from Vodafone Group plc was updated in TD GP-150550. This contribution was also allocated to A. I. 7.2.5.3.4.

TD GP-150550 Draft Presentation to RAN plenary#68 on Latest Status of the Clean Slate Track of Activities (update of GP-150400), from Vodafone Group plc. This contribution was forwarded to A. I. 11.1.
Mr. Chris Pudney presented during the opening TSG GERAN#66 Plenary meeting TD GP-150393 Draft WID proposal for clean-slate RAN TSG, from Vodafone Group plc. This document was also allocated to A.I. 5.4 and 7.2.5.3.4.

Comments / Questions: Samsung asked to clarify the 900 MHz bands for Cellular IoT in Release 13 (Vodafone would be interested to this 900 MHz band, but RAN will decide).
Conclusion: the proposed WID template was noted at the opening TSG GERAN Plenary meeting.

At GERAN1 #66 meeting it was then noted.
Mr. Jing Han presented TD GP-150397 Discussion on deployment scenario for CIoT, from China Mobile Com. Corporation.
It is expected that the Cellular IoT technology is at least deployable on existing radio access sites based on 3GPP Multi Standard Radio Base Station Specifications (with the re-use of existing antennas, feeder cables etc.) and can preferably be introduced as a software load on those existing radio access nodes.

In this paper, China Mobile discussed their situations and proposed to also consider other type of base stations.

China Mobile Com. Corporation has the following proposals

Proposal 1: CIoT technology impact on single module GSM base stations should be studied.

Proposal 2: Cellular IoT technology is also deployable on existing radio access sites based on multi-carrier single module GSM base stations.

Comments / Questions: the single module base station was clarified to mean support of GSM (single RAT, including both single carrier and multi carrier). Huawei expressed reservation on Proposal 1 (as it would not be needed to study single module GSM base stations, as single carrier would not be supported by the clean state proposal). Nokia Networks and Telecom Italia S.p.A. also commented on deployment scenarios.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Mårten Sundberg presented TD GP-150413 pCR to 45.820: Re-use of existing infrastructure, from Ericsson LM. This pCR was also allocated to A. I. 7.2.5.3.4.

Comments / Questions: Huawei wondered whether it was appropriate to extend the backward compatibility to Multi-carrier BTS and non-Multi-carrier base stations. Ericsson felt there should be no restriction (also for clean state proposals). Huawei referred to deployment scenarios as a common practice (i.e. there would be no need to support old GSM base stations). Samsung also asked a rewording.
Conclusion: the pCR was revised in TD GP-150584.
TD GP-150584 pCR to 45.820: Re-use of existing infrastructure (revision of in GP-150413) was revised in TD GP-150612.
TD GP-150612 pCR to 45.820: Re-use of existing infrastructure (revision of in GP-150584) was agreed at the TSG GERAN1#66 meeting.

Mr. Siva Subramani presented TD GP-150392 Rapporteur corrections to evaluation methodology for DL APP ACK for UL MAR periodic reports, from Vodafone Group plc. This contribution was also allocated to A. I. 7.2.5.3.4.

Comments / Questions: none.
Conclusion: it was noted at the TSG GERAN1#66 meeting.

Mr. Siva Subramani presented TD GP-150399 pCR - Rapporteur corrections to evaluation methodology for DL APP ACK for UL MAR periodic reports, from Vodafone Group plc. This contribution was also allocated to A. I. 7.2.5.3.4.

Comments / Questions: none.
Conclusion: the pCR was revised in TD GP-150563.

TD GP-150563 pCR - Rapporteur corrections to evaluation methodology for DL APP ACK for UL MAR periodic reports (revision of GP-150399) was agreed at the TSG GERAN1#66 meeting.

Mr. Stefan Eriksson Löwenmark presented TD GP-150358 pCR to 45.820: Revision of random access delay evaluation methodology, from Ericsson LM.

Comments / Questions: Huawei expressed reservation on the proposed definition and on the pCR. Ericsson felt there was overlap with contention resolution (random access and data transfer) and the simulations were complicated by this fact. Qualcomm felt the delay could be computed once the contention resolution is completed.
Conclusion: the pCR was revised at the TSG GERAN1#66 meeting in TD GP-150582.
TD GP-150582 pCR to 45.820: Revision of random access delay evaluation methodology (revision of GP-150358) was noted at the TSG GERAN1#66 meeting.

Mr. Mårten Sundberg presented TD GP-150417 Common model for data traffic channel performance, from Ericsson LM, Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd, Neul Limited, Orange, TELECOM ITALIA S.p.A., Nokia Networks.
The slides capture a way forward taken as a working assumption at CIoT telco#11, to be formally agreed at GERAN#66.

The methodology would apply to all candidates proposals in the study, irrespective for example of the use of HARQ.

The model will be used in:

- Latency evaluations

- Throughput calculation at different coverage targets, and

- Battery lifetime calculations.

Comments / Questions: none.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Mårten Sundberg presented TD GP-150418 pCR to 45.820: Common model for data traffic channel performance, from Ericsson LM.

Comments / Questions: a few typos were mentioned. Neul asked to include the of slides, for a better understanding.
Conclusion: the pCR was revised in TD GP-150583.
TD GP-150583 pCR to 45.820: Common model for data traffic channel performance (revision of GP-150418) was agreed at the TSG GERAN1#66 meeting.

Mr. Mårten Sundberg presented TD GP-150412 pCR to 45.820: Conclusion framework, from Ericsson LM. This pCR was also allocated to A. I. 7.2.5.3.4.

Comments / Questions: Huawei felt there was a dependency on TD GP-150414 and TD GP-150415.
Conclusion: the pCR was revised in TD GP-150618.
TD GP-150618 pCR to 45.820: Conclusion framework (revision of GP-150412) was forwarded to the closing GERAN#66 Plenary meeting (under A.I. 9.2).
Mr. Mårten Sundberg presented TD GP-150414 pCR to 45.820: Core Network Objective, from Ericsson LM. This pCR was also allocated to A. I. 7.2.5.3.4.

Comments / Questions: Huawei asked to clarify whether Gb and S1 were in alternative, which would exclude to support both. Some rewording would be needed. Clause 5 was discussed (felt for WG2).
Conclusion: the pCR was left to be discussed (and the decision taken) in WG2.
This pCR was noted at the TSG GERAN1#66 meeting.

Mr. Mårten Sundberg presented TD GP-150415 pCR to 45.820: Latency Objective, from Ericsson LM. This pCR was also allocated to A. I. 7.2.5.3.4.

Comments / Questions: Huawei felt that one sentence should be reworded.

Conclusion: the pCR was revised in TD GP-150585.
TD GP-150585 pCR to 45.820: Latency Objective (revision of GP-150415) was agreed at the TSG GERAN1#66 meeting.

Mr. Mårten Sundberg presented TD GP-150416 pCR to 45.820: Impact from Core Network selection on evaluation methodologies, from Ericsson LM. This pCR was also allocated to A. I. 7.2.5.3.4.

Comments / Questions: Huawei felt that there was an agreement to compare the simulation results based on the Gb interface. Ericsson felt the scope was to compare the different solutions on grounds of the objectives set for the Study Item. WG2 opinion was felt relevant. Nokia Networks supported this proposal. Huawei felt a comparison of solutions, e.g. on capacity, would be needed, and it would be difficult to compare unless the architecture is the same.

Conclusion: the pCR was left open. Then it was noted at the TSG GERAN1#66 meeting.

TD GP-150474 Evaluation Methodology for Software Update and Reconfiguration (update of GPC150155), from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd was updated in TD GP-150545.
Mr. Yubo Yang presented TD GP-150545 Evaluation Methodology for Software Update and Reconfiguration (update of GP-150474), from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd.
This document is an update of GPC150157 and modifications are marked as blue. Agreements achieved in CIoT Adhoc#2 are marked with notes highlighted in red.

This document discusses how to evaluate the impact of software update/reconfiguration on system capacity. It is proposed to take the following WAs in this document as working assumptions for future work in the Cellular IoT study.

WA1: The evaluation metric for software update/reconfiguration shall be the resource utilization on the uplink and the downlink to support the software update/reconfiguration traffic, expressed as a proportion of total available resource. Agreed.
WA1a: Definition of resource and resource utilization can be candidate solution specific but shall be provided along with simulation results for software update/reconfiguration. Agreed.
WA2: For software update/reconfiguration, the application UL ACK shall be assumed to be sent immediately after the MS successfully receives an application DL packet. Agreed in CIoT Adhoc#2 (in WG2).

WA3: For software update/reconfiguration, no retransmission of the application DL packet and application UL ACK is required. Agreed in CIoT Adhoc#2 (in WG2).

Comments / Questions: none.
Conclusion: the document was agreed at the TSG GERAN1#66 meeting.

Mr. Peng Xue presented TD GP-150376 Overview of Multi-band Operations, from Samsung Electronics Co., Ltd.

In this contribution, two options were discussed to operate clean-slate solutions when multiple numbers of 200 kHz bands are available for DL and UL transmission. As a first option, N number of 200 kHz bands can be operated as N independent CIoT systems each of which utilizes 200 kHz as a system bandwidth, where N is the number of available bands for CIoT DL or UL. As a second option, N number of 200 kHz bands can be operated as a single CIoT system (i.e., scalable design).

For both operation options, frequency diversity gain can be exploited by applying inter-band hopping over multiple bands. To further randomize the interference from other cells, intra-band frequency hopping along with inter-band frequency hopping can be performed.

Comments / Questions: Neul asked Figures 7 and 8 to be clarified (related to UL). Neul felt the results in DL would be interesting. Huawei felt results on class B would be of interest. Multi-band definition was clarified.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Peng Xue presented TD GP-150377 pCR 45.820 – Overview of Multi-band Operations, from Samsung Electronics Co., Ltd.

Comments / Questions: Huawei asked what would be the benefit (of ffs). Neul noticed the General clause was different from TD GP-150367, and asked to align.

Conclusion: the pCR was revised in TD GP-150586.
TD GP-150586 pCR 45.820 – Overview of Multi-band Operations (revision of GP-150377) was agreed at the TSG GERAN1#66 meeting. (A paragraph is in common with TD GP-150600).
Mr. Peng Xue presented TD GP-150378 Discussions of Non-Orthogonal Multiple Access in CIoT, from Samsung Electronics Co., Ltd.

In all the solutions, a CIoT device performs random access and then receives a dedicated orthogonal uplink resource via a scheduling grant of its serving cell. During random access, a collision may occur and it leads to capacity degradation. In the random access description of the NB-OFDMA solution, it was briefly mentioned that 'A PRACHless mechanism to send uplink data is FFS' but there are no details. In this contribution, Samsung discussed the collision issues and the necessity of non-orthogonal multiple access. Based on the discussion document, Samsung pointed out the following observations and proposals:

Observation 1 : Encoded packet length becomes longer and longer (i.e. low MCS or large packet size etc.), a collision rate becomes higher and higher in a given frequency-time resource and inter arrival time.

Observation 2 : The total number of devices are getting larger and larger, a collision rate is becoming higher and higher.

Proposal 1: It is suggested that the proposed non-orthogonal multiple access is one of appropriate candidates to support a large number of CIoT devices despite a high collision rate.

Proposal 2: It is suggested to investigate non-orthogonal multiple access for resolving the collision issue, and hence provide capacity improvement.

Comments / Questions: the spreading sequence was asked to be clarified (random sequence). Different MSs using the same spreading sequence might collide if the time of arrival to the base station is the same. Huawei commented on Figure 1 collision rate.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Peng Xue presented TD GP-150379 pCR 45.820 – Study on Non-Orthogonal Multiple Access in CIoT, from Samsung Electronics Co., Ltd.

Comments / Questions: Neul commented on the previous document that the case in Figure 1 was an extreme case, and asked to clarify the non-orthogonal multiple access. Alignment with the simulation assumptions was asked to be checked. Qualcomm asked a concrete proposal to be provided.
Conclusion: the pCR was left open at the TSG GERAN1#66 meeting. Then it was noted at the TSG GERAN1#66 meeting.

Mr. Chao Luo presented TD GP-150482 On Coexistence Study for CIoT Candidate Solutions, from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd.

So far three candidate solutions have been captured in the TR, i.e. EC-GSM, NB M2M, and NB OFDMA. EC-GSM is based on EGPRS and the other two belong to the "clean-slate" track.

One of the objectives of the CIoT SI is to avoid negative impacts to legacy 3GPP systems deployed in the same frequency band. A common evaluation framework has been proposed for coexistence with GSM/UMTS/LTE since CIoT Ad hoc#1, and most of the proposed working assumptions have been agreed in GERAN.

This document discussed the applicability of the agreed coexistence scenarios to the above mentioned candidate solutions.

It is observed that to claim the fulfilment of the coexistence objective,

-
For clean-slate solutions, simulations are necessary for all simulation cases.

-
For EC-GSM, simulations are necessary at least for the EC-GSM victim and GSM aggressor cases.

Comments / Questions: Ericsson questioned the "snapshot based simulation" method. Co-channel interference was felt of relevance, in addition to adjacent channel interference. The building penetration loss impact was discussed, and the inclusion in the TR of further proposals would change the scenario of this study.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Chao Luo presented TD GP-150483 CIoT - Coexistence with GSM (update of GPC150177), from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd.
This document is an update of GPC150177 and modifications are marked in blue. Agreements in CIoT Adhoc#1, GERAN#65, CIoT Telco#10 and CIoT Adhoc#2 have been marked with notes highlighted in red.

In this paper, the coexistence study between CIoT and GSM systems is discussed. In particular, a number of proposals for the evaluation methodology and common assumptions are provided. Other assumptions that are specific to NB M2M are also discussed. The main purpose of the paper is to initiate discussions regarding the coexistence study and to agree a common evaluation framework. Evaluation results from the sourcing companies will be provided in future documents.

Comments / Questions: the average throughput reduction and the use of a receiver filter for Adjacent Channel Selectivity were discussed. 
Conclusion: Proposal 2c: agreed. Proposal 3a: agreed (but "and ACS" and "and receiver "were removed, and "wideband noise emissions"), Proposal 6a: agreed. The document was left still open; then it was noted at the TSG GERAN1#66 meeting.

Mr. Chao Luo presented TD GP-150484 pCR 45.820 Coexistence with GSM, from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd.

It was revised in TD GP-150590.
TD GP-150590 pCR 45.820 Coexistence with GSM (revision of GP-150484) was revised in TD GP-150639.
TD GP-150639 pCR 45.820 Coexistence with GSM (revision of GP-150590) was agreed at the TSG GERAN1#66 meeting.
Mr. Chao Luo presented TD GP-150489 pCR 45.820 Coexistence with E-UTRA and UTRA, from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd. 
It was requested to add an editor's note (in case RAN4 agrees changes).

The pCR was revised in TD GP-150591.

TD GP-150591 pCR 45.820 Coexistence with E-UTRA and UTRA (revision of GP-150489) was agreed at the TSG GERAN1#66 meeting.
Mr. Peng Xue presented TD GP-150375 NB-M2M – Discussions of Pulse Shaping, from Samsung Electronics Co., Ltd.

Based on the discussion of the pulse shaping in the NB-M2M solution, Samsung have the following observations:

Observation 1: Since RRC pulse was not designed based on finite length in the time domain, truncated RRC pulse has impacts on the several performance metrics, e.g., ACLR, self-interference, transmission energy consumption. Thus, the length of the RRC pulse can affect to the simulation result for coexistence scenario, e.g., [3].

Observation 2: It is necessary to clarify the effects of the roll-off factor with taking into consideration of the length of the pulse shape and further discussion is needed to decide the roll-off factor.

Proposal: It is suggested that further clarification is necessary on the simulation assumption including pulse length and roll-off factor for the coexistence scenario of NB-M2M.

Comments / Questions: Neul felt the GSM aggressor would determine the guard band. The rectangular windowing /smoothing function (RRC pulse truncation), the pulse length and the the roll-off factor were discussed. Huawei encouraged further performance evaluations. Ericsson also commented on the design, and felt common and well described assumptions would be welcome in order to perform further performance evaluations.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Yutao Sui presented TD GP-150440 On the use of EESM in Clean Slate co-existence studies, from Ericsson LM.
It was proposed to use Exponential Effective SINR mapping (EESM) for the coexistence study between the clean slate proposals and GSM systems. In the sourcing company's point of view, the use of EESM or any kind of effective SINR mapping methods in the coexistence study to evaluate the SINR reduction is up to each proponent to propose, but the use of such methods needs to be clearly motivated and verified.

The applicability of EESM

During the early study phase of LTE, due to the use of multiple subcarriers in an OFDMA system, EESM was proposed as one of the link-to-system interface mapping methods. Different mapping methods have been proposed during the earlier studies, among which the Mutual Information Effective SINR Mapping (MIESM) is shown to have better performance than EESM. The idea with EESM is to map the vector of channel SINRs into a single effective SINR, which gives the same BLER performance as the same SNR in an additive white Gaussian noise (AWGN) channel. Hence, a look up table method can be used to obtain the BLER of a given MCS in the system level simulations.

It needs to be emphasized that the use of effective SINR mapping methods is only to facilitate the estimation of the BLER performance in the LTE system level evaluations. Further extending the use of these effective SINR mapping methods to other scenarios has not being investigated.

According to previous studies, EESM gives accurate estimation of the BLER performance of low order modulations when the SINR variation between sub-carriers is not significant. However, it gives inaccurate estimation of BLER when significant SINR variations are observed between different sub-channels. The longest transmission of the clean slate systems can be as long as several seconds. To be more specific, it has already been pointed out that

-
"Signal power levels at a CIoT base station receiver vary widely among different sub-channels, and so do the interference levels from a neighboring CIoT cell.

-
Interference levels from GSM seen at different CIoT sub-channels also vary widely due to the fast decay of out-of-band GSM power spectral density (PSD).".

In addition, frequency hopping is applied to harvest the benefits of diversity and interference randomization between neighboring cells. Therefore, large SINR variations within some transmissions are expected, where the accuracy of using EESM should be further validated.

Furthermore, some of the Clean Slate systems, e.g., the NB M2M system, only use one sub-carrier for a given transmission, and the use of frequency hopping is an optional feature. Therefore, the needs of using any kind of effective SINR mapping scheme in such scenarios need to be further justified.

It has been agreed that SINR degradation is the main metric considered in co-existence studies between Clean Slate and GSM. However, the purpose of EESM is to facilitate the estimation of BLER performance in system level simulations. Hence, it is not clear that the method can be extended to equivalently model SINR degradation, and making such an extension needs to be verified by simulations. This also applies to other system level simulations in the study, e.g. when determining system capacity.
Comments / Questions: Qualcomm felt further studies on the applicability of EESM were needed. Qualcomm asked what alternative methods would perform better (SINR degradation mapping, but with some limitations). 

Conclusion: the document was noted at the TSG GERAN1#66 meeting.

EC-GSM

Mr. Mårten Sundberg presented TD GP-150419 EC-GSM, Throughput, delay and resource analysis from Ericsson LM.

In this contribution the delay, throughput and resource requirement for the different coupling loss values for EC-GSM have been shown using two different output power classes and assuming the use of either One Phase Access procedure or Accelerated System Access Procedure (both are shown to provide the same results).

Comments / Questions: Huawei asked how the throughput was derived (see 4.2.2). UL and DL assumptions were different.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Chao Luo presented TD GP-150481 On MS Power Reduction for Multi-slot Transmission in GPRS/EGPRS, from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd. This contribution was also allocated to A. I. 7.2.5.3.4.
EC-GSM is based on EGPRS, with the enhancements in providing extended coverage by using blind repetitions. Unlike EGPRS, EC-GSM uses a "compact burst mapping" where the MS transmits on e.g. 4 consecutive timeslots during one TDMA frame. In this document, the implications of "compact burst mapping" on the MS output power in GPRS, EGPRS and EC-GSM are discussed. The sourcing companies have some reservations on the output power of EC-GSM where no power reduction has been assumed in the MS for multi-slot transmissions. It is believed that a thorough investigation for EC-GSM is necessary on the impact of +33 dBm MS output power to the design of power amplifiers and front-end modules in order to justify such an assumption in performance evaluations.

Comments / Questions: Neul pointed out that delay could be relevant, as well as it would be the dissipation power, also in the PA (supported by u-blox AG). Ericsson felt there was a difference between CIoT and GPRS (multiplexing was discussed). The Chairman encouraged to provide further input on the matter.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Mårten Sundberg presented TD GP-150420 pCR to 45.820: EC-GSM, Performance evaluation - Coverage improvement target, from Ericsson LM.

Comments / Questions: Huawei commented on +33 dBm and +23 dBm (DL is different and is treated separately). Neul asked whether the MCL = 164.0 or 154.0 values were got by coincidence. Qualcomm asked to clarify frequency and timing for EC-SCH and FCCH (Ericsson pointed out that EC-SCH and FCCH were excluded from the performance evaluation). Ericsson pointed out that he assumptions were not changed from regular GSM simulations. UL timing performance was discussed.
Conclusion: the pCR was revised in TD GP-150592.
TD GP-150592 pCR to 45.820: EC-GSM, Performance evaluation - Coverage improvement target (revision of GP-150420) was still felt presenting two issues for Qualcomm (about power and phase). Intel investigated and reported there was a minor penalty about power. The Chairman pointed out that frequency drift was agreed. Ericsson proposed to add a sentence for clarification. Mr. Hans Kalveram welcomed the clarification. Qualcomm asked further feedback be provided.

Conclusion: the pCR was revised in TD GP-150634.
TD GP-150634 pCR to 45.820: EC-GSM, Performance evaluation - Coverage improvement target (revision of GP-150634) was revised in TD GP-150642.
TD GP-150642 pCR to 45.820: EC-GSM, Performance evaluation - Coverage improvement target (revision of GP-150634) was agreed at the TSG GERAN1#66 meeting.

TD GP-150447 EC-GSM, Analytical Latency calculation of Downlink ACK, from Ericsson LM was also allocated to A. I. 7.2.5.3.4.

Based on the results provided in this paper it can be seen that the latency for the DL Application layer ACK for an uplink generated MAR periodic report is for the EC-GSM concept evaluated to be less than 2.5 seconds in all coverage conditions.

An accompanying pCR to introduce these evaluations to the CIoT TR is provided.
Comments / Questions: none.
Conclusion: the document was noted at the TSG GERAN1#66 meeting (without presentation).

TD GP-150448 pCR - EC-GSM, Analytical Latency calculation of Downlink ACK, from Ericsson LM was also allocated to A. I. 7.2.5.3.4.

It was noted at the TSG GERAN1#66 meeting (without presentation).

Mr. Björn Hofström presented TD GP-150449 EC-GSM, Exception Report Latency performance evaluation, from Ericsson LM. This contribution was also allocated to A. I. 7.2.5.3.4.

This is an update of GPC150211 presented at CIoT Ad Hoc meeting #2 to include the agreements for how to derive the coverage extension impacts on packet data traffic channels when HARQ retransmissions are used in combination with blind repetitions, and taking into account its applicability to EC-GSM. This paper is also updated to include the latency evaluations for an EC-GSM device with output power of 23 dBm. Updates are marked in red.

Based on the results provided in this paper it can be seen that the EC-GSM concept can meet the 10 second latency target of delivering an exception report with quite some margin.

Comments / Questions: Neul noticed a 10% increase (5.1 s -> 5.6 s). UL timing error accuracy assumed in the simulations was asked to be clarified (Ericsson clarified that commonly used modellig of time synchronization was used). An Editor's Note in the pCR could be added.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Björn Hofström presented TD GP-150450 pCR - EC-GSM, Exception Report Latency performance evaluation, from Ericsson LM. This pCR was also allocated to A. I. 7.2.5.3.4.

Comments / Questions: Huawei asked again to clarify the timing error (or reference where the procedure is clarified) for both UL and DL. Qualcomm felt there was a dependency on the procedure. 

Conclusion: the pCR was kept open. Further off-line discussions were felt needed. Then the pCR was revised in TD GP-150601.

TD GP-150601 pCR - EC-GSM, Exception Report Latency performance evaluation (revision of GP-150450) was revised in TD GP-150609.
TD GP-150609 pCR - EC-GSM, Exception Report Latency performance evaluation (revision of GP-150601) was agreed at the TSG GERAN1#66 meeting.
Mr. Björn Hofström presented TD GP-150451 EC-GSM, Battery Life Time Performance evaluation, from Ericsson LM. This contribution was also allocated to A. I. 7.2.5.3.4.

This is an update of GPC150225 presented at Ad Hoc #2 on FS_IoT_LC, major updates are marked in red. This update considers energy consumption for device output power of 23 and 33 dBm with operating currents taking a PA efficiency of 45% and 50% into account respectively. The energy consumed on the EC-PDCH has been updated to include the simulation results as well as the reachability in ready state.

This paper is updated to include more details regarding the calculations of battery lifetime for EC-GSM for two different output powers. The number of bursts used is updated to reflect link level simulations and HARQ retransmissions. For the GPRS reference case +0 dB and + 10 dB, and the idle times is adjusted in the calculations to reflect the different coverage case.

An accompanying pCR to introduce these clarifications to the CIoT TR was provided.

Comments / Questions: none.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

TD GP-150452 pCR - EC-GSM, Battery Life Time Performance evaluation, from Ericsson LM was revised in TD GP-150602.
Mr. Björn Hofström presented TD GP-150602 pCR - EC-GSM, Battery Life Time Performance evaluation (revision of GP-150452), from Ericsson LM. This pCR was also allocated to A. I. 7.2.5.3.4.

It was revised in TD GP-150610.

TD GP-150610 pCR 45.820 - EC-GSM, Battery Lifetime Estimation (revision of GP-150602) was agreed at the TSG GERAN1#66 meeting.

Mr. Stefan Eriksson Löwenmark presented TD GP-150355 EC-GSM, Overlaid CDMA for extended coverage, from Ericsson LM.

A multiplexing scheme to increase the UL capacity for EC-GSM in extended coverage has been proposed and evaluated under adverse subchannel power imbalance conditions.

It has been shown that with a repetition factor of 4, 8 or 16, the proposed scheme and a SIC receiver can be used to multiplex up to four users on a channel with small or no degradation to the user throughput, compared to not using user multiplexing. Eight users can be multiplexed with acceptable degradation in user throughput if a repetition factor of 16 is used.

Consequently, the channel throughput scales roughly linearly with the number of multiplexed users. The use of a SIC receiver (or similar) at the BTS is already supported by current GSM base stations from the VAMOS feature. The complexity of the CDMA SIC is comparable to the VAMOS SIC.

Ericsson LM proposed to adopt a maximum of four users for the overlaid CDMA functionality for EC-GSM. This also implies that the code length can be spread within a TDMA frame (coverage class 4,5,6 all map the logical PDTCH channel to 4 consecutive TSs). In case of transmission over multiple TDMA frames (coverage class 5 and 6) the code is repeated.

Comments / Questions: Nokia Networks asked to inform about the case of 8 users (Figure 3) and on the two models that were tested (subchannel power imbalance). System level results were required. Overlaid CDMA aspects in BTS was discussed.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Stefan Eriksson Löwenmark presented TD GP-150356 pCR to 45.820: EC-GSM, Additions to overlaid CDMA for extended coverage, from Ericsson LM.

Comments / Questions: Samsung asked to clarify the phase shift and interaction with the BTS (Samsung felt extra signalling would be needed). Mandatoriness of this concept in BTS and MS was discussed. Qualcomm expressed concern on the combination of power and time offset (phase of bursts and impact on modulator).

Conclusion: the PCR was revised in TD GP-150594.
TD GP-150594 pCR to 45.820: EC-GSM, Additions to overlaid CDMA for extended coverage (revision of GP-150356) was asked to point out the mandatoriness (or optional) of overlaid CDMA in BTS and MS. Qualcomm expressed again their concern about phase continuity / rotation, and will provide input at next meeting. Ericsson acknowledged that restrictions from present implementations were not considered. The pCR was revised in TD GP-150636.
TD GP-150636 pCR to 45.820: EC-GSM, Additions to overlaid CDMA for extended coverage (revision of GP-150594) was revised in TD GP-150643.
TD GP-150643 pCR to 45.820: EC-GSM, Additions to overlaid CDMA for extended coverage (revision of GP-150636) was forwarded to the closing GERAN#66 Plenary meeting.
Mr. Stefan Eriksson Löwenmark presented TD GP-150357 pCR to 45.820: Performance evaluation EC-GSM, Overlaid CDMA for extended coverage, from Ericsson LM.

Comments / Questions: Intel asked to clarify the behaviour of the MS, and asked more time to consider this pCR. Samsung also expressed concern for the mandatoriness of this concept for BTS and MS, and asked more time as well. Huawei asked to investigate the impact of EC-GSM as aggressor, considering the increased power on the MS. Intel asked to clarify the amount of power (32 dBm) and to clarify possible limitations on users. The Chairman reminded that the signalling aspects were dealt with in WG2.

Conclusion: the PCR was revised in TD GP-150595.
TD GP-150595 pCR to 45.820: Performance evaluation EC-GSM, Overlaid CDMA for extended coverage (revision of GP-150357) was revised in TD GP-150637. Qualcomm felt not appropriate to include this pCR in the TR at this point in time. Ericsson felt possible to generate the signal. 
TD GP-150637 pCR to 45.820: Performance evaluation EC-GSM, Overlaid CDMA for extended coverage (revision of GP-150595) was forwarded to the closing GERAN#66 Plenary meeting.

Mr. Yanzeng Fu (Robin) presented TD GP-150406 EC-GSM - Link-Level Performance of EC-SCH, from Intel.

In this contribution, the link level performance of EC-SCH with blind repetitions is provided, and it shows that current repetition scheme may not be sufficient to satisfy the SNR requirement and may lead to high memory and complexity requirements.

For EC-SCH, it may be difficult to satisfy the -6.3dB SNR requirement with the current 14 blind repetitions, and the link level simulation results show that it is very sensitive to the residual FO, thereby potentially requiring complicated FO estimation and compensation algorithm. Specifically, the need to compensate the FO before the equalizer can lead to high data memory cost, which is disadvantageous to a low cost and complexity implementation.

If IQ Accumulation is not used, 28 blind repetitions can satisfy the -6.3dB SNR requirement.

Comments / Questions: Neul asked to clarify the differences among figures. Qualcomm asked what would be a reasonable assumption for frequency offset.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Yanzeng Fu (Robin) presented TD GP-150407 EC-GSM - Link-Level Performance of EC-PCH, from Intel.

In this contribution the Link-Level performance of EC-PCH with blind repetitions is provided, and it shows current repetition scheme has risk to satisfy the SNR requirement and is very memory consumptive, and it's not an implementation complexity economical method.

For EC-PCH, there is risk to satisfy the -6.3 dB SNR requirement with the current 32 blind repetition, and the link level simulation result shows it is very sensitive to the residual frequency offset, so it needs one ingenious and possible complicated FOE algorithm. And the need to compensate the frequency offset before the equalizer lead to high data memory cost, which is disadvantageous to a low cost and complexity implementation.

One proposal is given to use blind repetition in one TDMA frame, which can remove the high sensitivity to the frequency offset. And this method also benefits the power consumption reduction.

Comments / Questions: Ericsson asked to clarify Table 1 and Figure 3.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Yanzeng Fu (Robin) presented TD GP-150408 EC-GSM - Link-Level Performance of EC-AGCH, from Intel.

In this contribution, the Link-Level performance of EC-AGCH with blind repetitions is provided, and it shows current repetition scheme has risk to satisfy the SNR requirement and is very memory consumptive, and it's not an implementation complexity economical method.

For EC-AGCH, there is risk to satisfy the -6.3 dB SNR requirement with the current 32 blind repetition, and the link level simulation result shows it is very sensitive to the residual frequency offset, so it needs one ingenious and possible complicated FOE algorithm. And the need to compensate the frequency offset before the equalizer lead to high data memory cost, which is disadvantageous to a low cost and complexity implementation.

One proposal is given to use blind repetition in one TDMA frame, which can remove the high sensitivity to the frequency offset. And this method also benefits the power consumption reduction.

Comments / Questions: Ericsson asked whether frequency offset compensation took place in Figure 3, and felt the requirements would be fulfilled also with a different design. Qualcomm asked to clarify the frequency offset accuracy after the frequency estimation and the frequency correction. Neul asked to clarify the differences between Ericsson and Intel simulations.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Yanzeng Fu (Robin) presented TD GP-150409 EC-GSM - Link-Level Performance of EC-PACCH, from Intel.

In this contribution, the Link-Level performance of EC-PACCH down link with blind repetitions is provided, and it shows current repetition scheme can fulfil the -6.3 dB SNR performance requirement.

For EC-PACCH down link, with current coding scheme and burst mapping scheme, the -6.3 dB SNR requirement can be fulfilled. The performance is not very sensitive to frequency offset, so the requirement for FEFC is not as stringent as the requirement for EC-PCH/EC-AGCH.

Comments / Questions: Neul asked to clarify the assumptions made by Ericsson (felt aligned with Intel). Neul asked to clarify the frequency offset estimation.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Stefan Eriksson Löwenmark presented TD GP-150431 EC-GSM, DL signal level and coverage class estimation, from Ericsson LM.

For purposes of cell selection/reselection and coverage class estimation, it is necessary for an EC-GSM MS to measure the downlink signal level of the broadcast carriers of the serving cell and neighbour cells. In extended coverage, this poses a challenge since the received signal levels are sometimes below the thermal noise. A straightforward signal strength measurement will therefore give an overestimation of the actual received signal level of the broadcast carrier.

In this contribution, this problem is addressed. A method based on measurements on FCCH bursts is described and evaluated by simulations.

The measurements have a standard deviation of 2-4 dB, which is mainly due to the fading of the channel, i.e. not a variation specific to CIoT operating at low signal levels. At negative SNRs, the signal level is slightly overestimated due to that the FCCH bursts received during the fading dips are detected with a lower probability.

Additional measures can be taken by the device to more accurately detect the signal level, including:

-
Longer FCCH acquisition time

-
Measuring the signal level of EC-SCH after coherently combining all repeated bursts (7 per 51-multiframe according to the current EC-GSM design).

-
Measuring the signal level of EC-AGCH/EC-PCH blocks (all blocks are based on a 1-burst design and at least repeated twice)

Comments / Questions: Mr. Hans Kalveram asked to clarify the impact on power consumption. Averaging was discussed.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Stefan Eriksson Löwenmark presented TD GP-150432 pCR to 45.820: EC-GSM, DL signal level and coverage class estimation, from Ericsson LM.

Comments / Questions: Huawei asked to clarify the impact on network synchronization performance during the transmission (no measurements). Huawei asked to clarify the impact in case of longer FCCH acquisition time.

Conclusion: the pCR was revised in TD GP-150596.
TD GP-150596 pCR to 45.820: EC-GSM, DL signal level and coverage class estimation (revision of GP-150432) was asked to be further elaborated by Intel (overlap of curves, concern about legacy implementations). The pCR was revised in TD GP-150638.

TD GP-150638 pCR to 45.820: EC-GSM, DL signal level and coverage class estimation (revision of GP-150596) was agreed at the TSG GERAN1#66 meeting.

Mr. Mårten Sundberg presented TD GP-150435 EC-GSM, Link modelling methodology for EC-RACH capacity evaluations (update of GPC150193), from Ericsson LM.

A methodology for integrating a link simulator in system simulations has been described, with the intention to be used for EC-RACH capacity evaluations.

With this methodology there are no issues modelling the receiver performance and thus verification is focusing on the simplifications done compared to a full-fledged link level simulator for all radio links in the system. These simplifications include a limited set of pre-generated bursts and a reduction in the total number of interferers modelled per burst.

It is concluded that:

-
The sensitivity limited scenario can be modelled with a RMSE accuracy of 0.2 dB if 1000 pre-generated frames are used.

-
The worst case (from a modelling point of view) interference scenario can be modelled with an accuracy of 0.1 dB if a minimum of 3 interferers are modelled, and at the same time at least 90 % of the interfering energy is modelled.

Comments / Questions: Huawei asked to clarify the random access procedure.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Mårten Sundberg presented TD GP-150433 EC-GSM, EC-RACH system capacity evaluation (update of GP-150189), from Ericsson LM.

The contribution has shown an extensive set of results for the capacity evaluation of the EC-RACH channel on system level.

Both 23 dBm and 33 dBm in device output power has been investigated. Also, sub-optimum cell selection and coverage class selection has been investigated, based on simulations.

Also, simulations adding different loads of legacy users, not being subject to building penetration loss (BPL), but being subject to power control has been investigated.

Finally, impact on the performance from only assuming three coverage classes instead of six have been looked into. Lowering the number of coverage classes would reduce the payload size in the access request message (DL coverage class is signalled), reduce the number of training sequences used (one sequence defined per coverage class), and hence minimize the impact primarily to the BTS.

In the table below a rough average of all scenarios has been taken. 

Output power [dBm]
Resource utilization

[Av. # bursts]
Failed system access attempts [%]

23
<2-4
0.30%

33
<1-2
0.03%

It should be pointed out that the simulations have assumed that all users attempt to access the system even if some would be expected to be "out of coverage" in case of 23 dBm devices. This will push both resource utilization and failed system access attempts to higher values. It should also be noted that the assumed BTS receiver is a simple implementation with unweighted IQ accumulation without any interference compensation. If one or more CC1 user causes high interference to one or more bursts that are repeated for higher coverage class users, it could effectively cause the IQ accumulation performed over the whole repetition period to be lost. This can be alleviated in the receiver by controlling how the accumulation done.

Comments / Questions: Huawei felt the assumption for random access delay is not complying with the TR. Samsung asked to clarify the table given in the conclusion (2 to 4, and 1 to 2, the access burst being of 11 bits). No new training sequences have been evaluated (Qualcomm felt there was a dependency and asked a new TS be defined for evaluation purposes).
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Mårten Sundberg presented TD GP-150434 pCR to 45.820: EC-GSM, EC-RACH system capacity evaluation, from Ericsson LM.

Comments / Questions: Huawei repeated that the assumption for random access delay is not complying with the TR. 

Conclusion: the pCR was revised in TD GP-150597.
TD GP-150597 pCR to 45.820: EC-GSM, EC-RACH system capacity evaluation (revision of GP-150434) was noted.

Mr. Stefan Eriksson Löwenmark presented TD GP-150436 EC-GSM, EC-PDTCH system capacity evaluation (update of GPC150280), from Ericsson LM.

One objective of the study is to "Scale to support a massive number of MTC Mobile Stations". This includes providing sufficient capacity on the traffic channels. This document is an update of GPC150280.

In this contribution the system performance of EC-GSM uplink data traffic channels has been investigated in a mixed traffic scenario (CIoT and legacy CS). Performance at the target CIoT traffic load of 6.8 users per cell and second is summarized in Table.

E.g., with an MS output power of CIoT devices of 33 dBm in BPL scenario 1, and with interfering CS users with a traffic load of 2 Erlang per cell (giving approximately 13 % blocking):

-
The 95th percentile delay is less than 1.8 seconds

-
Less than 0.01 % of the reports time out, with a timeout limit of 20 seconds

-
Only 1.1 EC-PDTCH UL timeslots per cell are needed on average to support the CIoT traffic

In summary, the results look very promising regarding the EC-PDTCH capacity for EC-GSM.

Comments / Questions: Huawei raised concern, as the random access procedure was not considered, which would bias the evaluation. Metric for results was also mentioned not being in line. Link-to-system mapping was asked  to be verified. Terminology (cell/sector) was clarified. Processing time of the base station was addressed.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Sivanesan Kathiravetpillai presented TD GP-150403 GERAN CIoT Link-to-System Mapping Methodology, from Intel.

Link to system mapping is essential for efficiently capturing the performance of the underlying physical layer in the system level simulator (SLS). In this contribution Intel provided a novel method that can be used for link to system mapping in Cellular IoT systems. The end goal of the proposed method is to provide a BLER curve that is matched to the interference scenario observed in the SLS simulator.

Since the observations on the downlink interference scenarios are also valid for the uplink, the proposed link to system mapping method can be reused to select the BLER curves for the observed interference scenarios in the UL.

Comments / Questions: Huawei asked to clarify the type of receiver (no interference suppression receiver). Huawei could not agree that ACI (adjacent channel interference) is negligible. Figures 3 and 4 were clarified.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Sivanesan Kathiravetpillai presented TD GP-150401 UL System Level Simulation Results of GERAN CIoT Solutions: EC-GSM, from Intel.

In this document, Intel presented some preliminary uplink system level simulation results for EC-GSM solution for GERAN CIoT systems. In this work, Intel considered 2 traffic models to check whether the 160 bps throughput and the 10 seconds delay requirements can be satisfied.

Intel presented preliminary uplink system simulation results for the EC-GSM systems with full-buffer traffic as well as the MAR traffic model. The results indicate that under the worst case load, i.e., the full-buffer traffic, approximately 99% of the devices would be able to receive at least 160 bps MAC throughput with blind repetitions for the simulation framework assumed in the study when the number of simultaneous UEs in the system is less than 40. Hence, Intel conclude that EC-GSM can efficiently operate in the very challenging scenario of full-buffer traffic. In addition, under the MAR traffic model, the system is able to operate efficiently and satisfy the 10 second delay requirement for the MAR exception reporting for at least 10 packets per scheduling interval. Furthermore, for the MAR periodic reporting traffic scenario, the system is capable of handling 60 packets per scheduling interval within reasonable packet delays.

Comments / Questions: Neul asked to clarify the bandwidth. Huawei commented about the spacing (180 kHz, but it should be 200 KHz, three BCCH carriers were simulated). The number of EARFCN carriers was asked to be clarified. Perfect DL was assumed for UL simulations. Upper layer procedures was not including the random access. Frequency reuse was still felt unclear for Neul (to be clarified).
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Sivanesan Kathiravetpillai presented TD GP-150402 DL System Level Simulation Results of GERAN CIoT Solutions: EC-GSM, from Intel.

In this document, Intel presented some downlink system level simulation results for EC-GSM solution for GERAN CIoT systems. The full-buffer traffic model is assumed to verify whether the 160 bps throughput requirement can be satisfied. Furthermore, the CIoT traffic model was employed in the simulations and system capacity and latency results were obtained.

Intel presented the downlink system simulation results for the EC-GSM systems with full-buffer traffic and realistic CIoT traffic model. The full buffer simulation results indicate that around 93% of the devices would be able to receive at least 160 bps MAC throughput for the case wherein penalization is applied. Intel supported blind repetitions and scheduling enhancements in the study however, the percentage of devices employed blind repetitions in the downlink is around 2% without penalization. In the realistic traffic model simulations, i.e., the 20% Network Command and 80% MAR periodic reporting traffic model, up to 60 packets per scheduling interval more than 99% of the packets were delivered within 10 sec packet delay. Thus, EC-GSM systems satisfy the requirements put forward in the TR 45.820 with a huge margin in the downlink.

Comments / Questions: Huawei commented about some differences from the TR. Throughput target should be evaluated. Neul asked that System Level Simulations to get Capacity and Latency evaluations be aligned (to be able to compare results with the same metrics).
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Yutao Sui presented TD GP-150429 EC-GSM, On the impact to legacy GSM/EDGE Base stations, from Ericsson LM.

This contribution investigated the impact from EC-GSM on GSM/EDGE base stations.

A summary of the updates to the receiver and transmitter chain is provided, and analyses of the impact from each of these updates are made. The overall conclusion is that the impact from EC-GSM on GSM/EDGE base stations is to be considered minimal, and hence fulfils the objective of the study. A pCR implementing this conclusion in the TR 45.820 is available.

Other infrastructure vendors are encouraged to verify these results.

Comments / Questions: Huawei asked to clarify the complexity (Ericsson pointed out the BTS assumptions were unchanged). The continuous phase requirement was discussed. Qualcomm commented on synchronization (about soft bits available for storing bursts in the IQ domain), and Ericsson clarified IQ accumulation and frequency offset, but pointed out this contribution was dealing with complexity aspects.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Yutao Sui presented TD GP-150430 pCR to 45.820: EC GSM, Impact on GSM/EDGE BTS, from Ericsson LM.

Comments / Questions: Nokia Networks asked whether software upgrade was needed, and to clarify the impact on legacy base stations, on radio units, on burst format/length, and on new training sequences. Qualcomm pointed out there was a fundamental issue on controlling the phase for GMSK modulation.
The pCR was revised in TD GP-150593.
TD GP-150593 pCR to 45.820: EC GSM, Impact on GSM/EDGE BTS (revision of GP-150430) was revised in TD GP-150635.
TD GP-150635 pCR to 45.820: EC GSM, Impact on GSM/EDGE BTS (revision of GP-150593) was agreed at the TSG GERAN1#66 meeting.

Mr. John Diachina presented TD GP-150421 EC-GSM, Paging group determination, from Ericsson LM. This contribution was also allocated to A. I. 7.2.5.3.4.

In the interest of supporting dynamic coverage class updates whereby the paging periodicity requirement of ensuring 1 page per eDRX cycle is maintained, the paging group determination described is used for EC-GSM devices. In addition, the BSS is provided with the option of indicating whether a device is to enter EC-GSM Idle mode or Extended Uplink TBF mode when sending an EC-PUAN message confirming reception of all RLC data blocks of an uplink transmission. A corresponding pCR is provided.

Comments / Questions: none.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. John Diachina presented TD GP-150422 pCR to 45.820: EC-GSM, Paging group determination, from Ericsson LM. This pCR was also allocated to A. I. 7.2.5.3.4.

It was revised in TD GP-150598.
TD GP-150598 pCR to 45.820: EC-GSM, Paging group determination (revision of GP-150422) was asked to be kept open by Qualcomm, for the time being, considering the fundamental "phase" issue. Ericsson felt the issue de-coupled from this pCR. The pCR was agreed at the TSG GERAN1#66 meeting.

Mr. John Diachina presented TD GP-150426 Time Coordinated Cells, from Ericsson LM. This contribution was also allocated to A. I. 7.1.5.3.5, 7.2.5.3.3, and 7.2.5.3.4.

The following working assumptions are proposed for realizing Time Coordinated Cells for eDRX and apply for both the uPoD FS (GERAN Study on Power Saving for MTC Devices : FS_uPoD) and the CIoT FS (Cellular System Support for Ultra Low Complexity and Low Throughput Internet of Things : FS_IoT_LC).

WA 1: CIoT/uPoD devices negotiate eDRX cycle length with the SGSN using the Routing Area Update procedure.

WA2: Upon receiving an LLC PDU, a BSS that has knowledge of the IMSI, eDRX Cycle Length and Coverage Class (not applicable for uPoD devices) of the corresponding device shall calculate the "time remaining until the next paging opportunity" for that device and then forward the received LLC PDU and the corresponding "time remaining until the next paging opportunity" information to the SGSN.

WA 3: The SGSN uses the negotiated eDRX cycle length and the "Time Until Next Paging Opportunity" IE to maintain a device specific eDRX cycle timer used to determine the occurrence of ongoing paging opportunities for that device.

WA 4: Paging requests are buffered in the SGSN until expiration of the device specific eDRX cycle timer.

WA 5: The SGSN sends paging requests over the relevant interface of the appropriate set of BSSs upon expiration of the eDRX cycle timer.

WA6: Upon receiving a paging request the BSS calculates the precise paging opportunity on the radio interface using IMSI + eDRX cycle length + Coverage Class (absent for uPoD devices) information included within paging request.

Corresponding pCR for the uPoD FS and a corresponding pCR for the CIoT FS is provided as well.

Comments / Questions: Huawei felt the required synchronization was now more clear (+/- x sec was left to be agreed, e.g. +/- 5 sec was felt an acceptable value). Intel asked to clarify the tolerance when a device is changing cell (an example was made). The device logic would need to be well set. Mr. Hans Kalveram asked how the WAs would affect other CIoT candidates (felt a common need for all candidates). More off line discussions were felt needed.
Conclusion : this document was updated in TD GP-150603.

TD GP-150603 Time Coordinated Cells (update of GP-150426) was noted at the GERAN1#66 meeting.

Mr. John Diachina presented TD GP-150427 pCR to 45.820: EC-GSM, Time Coordinated Cells, from Ericsson LM. This pCR was also allocated to A. I. 7.2.5.3.4. It was revised in TD GP-150604.
TD GP-150604 pCR to 45.820: EC-GSM, Time Coordinated Cells (revision of GP-150427) was agreed at the GERAN1#66 meeting.

Mr. Jim Wu presented TD GP-150364 Discussions and Recommendations for EC-GSM, from Samsung Electronics Co., Ltd. This contribution was also allocated to A. I. 7.2.5.3.4.
Based on discussions, the author would like to make following recommendations to EC-GSM:

-
Because EGPRS COMPACT specifications already exist; EC-GSM should consider re-using the EGPRS COMPACT specifications when possible.

-
EGPRS COMPACT uses below 1MHz and could be standalone. If EC-GSM can use smaller frequency band e.g. 0.6 MHz and also become a standalone solution for CIoT, it would be beneficial when most of GSM spectrum is re-farmed to LTE.

-
EC-GSM extended the coverage by blind repetitions of the lowest MCS supported in EGPRS. When you do soft combing, EC-GSM requires correct header decoding before combing. Although headers are much more robust than data, further header robustness should improve in order to avoid header errors.

-
By improving the sensitivity of BTS receiver, the blind repetitions from IoT devices could be reduced. It would reduce the power consumption from IoT devices.
Comments / Questions: Huawei asked to clarify the 1.8 MHz required for EC-GSM: Besides, the MAC header issue was felt relevant. Ericsson clarified their assumptions for the simulations and commented on the recommendations (2.4 MHz, network sharing, header, power consumption, antenna diversity, COMPACT, etc.).
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Mårten Sundberg presented TD GP-150536 Conclusion on EC-GSM candidate technique for SI “Cellular System Support for Ultra Low Complexity and Low Throughput Internet of Things”, from Ericsson LM. This document was also allocated to A.I. 5.1 and 7.2.5.3.4.
This document summarized the outcome of the study for the proposed candidate technique EC-GSM, which is based on evolution of the GSM radio technology.

Based on the analysis Ericsson LM proposed to update tables 9.1-1 and 9.1-2 in the TR 45.820, with the conclusions for EC-GSM. Ericsson LM also proposed to add the following conclusion for the GERAN Evolution solution EC-GSM to the Conclusions clause (clause 9.2) of the TR 45.820:

"One of the candidate techniques that has been proposed for the FS_IoT_LC study is the GERAN Evolution solution Extended Coverage GSM (EC-GSM). The evaluation of the EC-GSM solution indicates that it fulfils the objectives of the study:

-
The performance evaluations show that EC-GSM achieves the maximum coupling loss (MCL) aimed at by the study, 164 dB, with an output power level of the device at 33 dBm. In case a 23 dBm device output power is used, the UL coverage on the data traffic channel is limited to 154 dB.

-
It has been shown that a massive number of low throughput devices can be supported by the EC-GSM technique.

o
Only 2.1 EC-PDTCH UL timeslots are needed on average per cell to support the CIoT traffic scenario with more than 50,000 devices per cell on a 12-reuse BCCH layer, for MS output power class 23 dBm and the worst BPL scenario. For the same traffic scenario with MS output power class 33 dBm and the worst BPL scenario only 1.3 EC-PDTCH UL timeslots are needed.

o
A very low failed attempt rate and low resource utilization is achievable for access requests on the EC-RACH both for MS output power class 23 dBm (generally lower than 0.3% failed attempts, generally using around 2-4 bursts) and 33 dBm (generally lower than 0.03%, generally using around 1-2 bursts)."

-
The device complexity can be reduced with significant memory reduction and possibility to adopt general downsizing. A lower output power class is introduced to enable integration of the PA onto the chip. EC-GSM enables a limited development cost due to the possibility to re-use existing components (hardware, software and test equipment).

-
The improved power efficiency objective is fulfilled with the battery target of 10 years, for the 33 dBm output power class, being reached for all evaluation points, except for GPRS reference cases +20 dB with more frequent reporting and GPRS reference cases +10 dB with packet size of 200 byte and more frequent reporting. For the 23 dBm output power class, EC-GSM reaches the battery target of 10 years for all evaluation points except for the GPRS reference cases +10 dB with more frequent reporting and a packet size of 200 byte.

-
EC-GSM fulfils the Co-existence objective by using the GSM physical layer. No regulatory impact on bodies outside of GERAN will thus be needed for EC-GSM.

-
The objective concerning the impact to base stations is fulfilled by the EC-GSM solution since there will be no impact on existing GSM radio units and EC-GSM can be deployed using software updates of existing digital units.

-
With the EC-GSM technology the devices can be deployed in legacy GPRS networks with full multiplexing of traffic channels. A clear benefit of EC-GSM is also that it fulfils being compatible with GPRS networks with no segregation of resources for traffic channels.

-
The EC-GSM solution can meet the 10 second latency target of delivering an exception report both at 33 and 23 dBm output power for the different investigated coverage conditions.

Comments / Questions: Huawei expressed some concern (MCL, capacity, performance evaluations for interference limited scenarios, complexity analysis based on the prescribed methodology, coexistence, power backoff, frequency offset compensation). Qualcomm mentioned potential phase issues with blind repetitions. Ericsson responded to the comments made by Huawei and Qualcomm. Mr. Hans Kalveram commented on BTS and MS transmitters that work differently (continuously and with some discontinuity).
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

TD GP-150535 New Work Item on Extended Coverage GSM (EC-GSM) for support of Cellular Internet of Things, from Ericsson LM, Intel, Gemalto N.V., MediaTek Inc., TeliaSonera AB was revised in TD GP-150543.
Mr. Mårten Sundberg presented TD GP-150543 New Work Item on Extended Coverage GSM (EC-GSM) for support of Cellular Internet of Things, from Ericsson LM, Intel, Gemalto N.V., MediaTek Inc., TeliaSonera AB and Sierra Wireless, S.A. This document was also allocated to A.I. 5.1 and 7.2.5.3.4.

Comments / Questions: Intel supported the WID. Samsung pointed out that overlaid TDMA could not work, and asked to modify "up to ten years battery life" into "at least ten years battery life". Huawei felt the Justification part of the WID should be based on the final conclusions from the feasibility study (which is not yet fully completed).
Conclusion: the WID was left open at the TSG GERAN1#66 meeting. Nokia Networks noticed a wrong TDoc number (for a LS referenced in the WID). The document was noted in WG2. Samsung felt the WI could be started in August, considering the still open issue on overlaid TDMA.

The New WID was forwarded to the closing TSG GERAN #66 Plenary meeting, under A.I. 11.1.

N-GSM

Mr. Juergen Hofmann presented TD GP-150509 N-GSM: N-SCH design and performance, from Nokia Networks.

In this contribution the N-SCH design was presented and the performance is assessed for sensitivity and network synchronisation time. It is observed that the target MCL of 164 dB can be met at BLER of 10%.

Average network synchronisation time for MCL=164 dB condition is evaluated as 313 ms without considering the additional delay required to correct the frequency error based on FCCH bursts. Network synchronisation time corresponding to 95 percentile for MCL=164 dB is evaluated as 807 ms.

Average network synchronisation time for MCL=154 dB condition is evaluated as 226 ms without considering the additional delay required to correct the frequency error based on FCCH bursts. Network synchronisation time corresponding to 95 percentile for MCL=154 dB is evaluated as 350 ms.

The missing ratio for N-SCH detection is expected to be negligible. Final value of the missing ratio will be updated in next version of this contribution.

Robustness of N-SCH channel is also verified for other radio channel conditions and it is observed that performance was not compromised.

Nokia Networks proposed to include the concept of network synchronisation and cell detection mentioned here into text proposal as part of TR 45.820.

Comments / Questions: none.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Juergen Hofmann presented TD GP-150515 N-GSM: N-PDTCH design and performance, from Nokia Networks.

In this contribution the N-PDTCH design for the N-GSM concept was presented and the sensitivity performance is assessed for the promising precoding scheme 2-FSK+BPSK. It is observed that the MCL target of 164 dB is met for N-PDTCH payload data in DL for single block repetition mode with 11 repetitions or 14 repetitions and also for concatenated block repetition mode with 3 or 4 retransmissions. The limiting factor has been identified to be N-MAC header, which requires the operation of the concatenated repetition mode for the extreme MCL range up to 164 dB. Performance for N-PDTCH payload data in UL is close to target MCL of 164 in case of concatenated repetition mode and inferior for single block transmission mode.

This suggests that the concatenated block repetition mode with extended TTI is required for the extreme MCL range up to 164 dB, whilst single block repetition is efficient for the MCL range from 144 dB up to around 158 dB.

Further consideration will be put on evaluating the concurrent reception of N-MAC header data and N-PDTCH payload data to optimise the performance in DL and UL.

The TSC Set for N-GSM is proposed based on an extended length of 30 symbols and the TSC Set 2 previously defined for VAMOS. Evaluation of the cross correlation to TSC Set 1 and of the false USF detection performance for legacy devices are for further study.

The N-PDTCH design is included in the pCR to TR 45.820.
Comments / Questions: Intel asked to clarify the impact of autocorrelation on the performance when using TSC Set 2.

Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Juergen Hofmann presented TD GP-150510 N-GSM: N-RACH design and performance, from Nokia Networks. This contribution was also allocated to A. I. 7.2.5.3.4.
This contribution depicted the N-RACH design and its performance for the N-GSM concept proposal, which is proposed to be included into TR 45.820. Clause 2 describes various design aspects such as burst format and design for the path loss adapted chase combining scheme. Clause 3 provides the link simulation results for N-RACH performance without collision and initial capacity estimation which will be the base for further evaluations on N-RACH performance. Clause 4 summarises the key points for N-RACH and further proceeding. This contribution is a revision with updates marked in blue.

-
Initial analytical system modelling based on path loss with 6dB margin shows that RACH load in given system and traffic models for MAR and NC [2] can be served with random access collision probability of 2.6% for the first attempt.

-
Link simulations including study for capture thresholds with the same and different training sequences and partial collisions with chase combining are for further study.

-
Clause 2 is proposed to be included in TR 45.820, see accompanied text proposal.

Comments / Questions: none.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Juergen Hofmann presented TD GP-150511 N-GSM: N-BCCH design and performance, from Nokia Networks. This contribution was also allocated to A. I. 7.2.5.3.4.
This contribution depicted the N-BCCH design and its performance for the N-GSM concept proposal, which is proposed to be included into TR 45.820.

The N-BCCH channel design presented in this document enables the CIoT device to decode the complete system information within 1.88 seconds in better coverage condition and for MCL target coverage conditions within 7.53 seconds.

Nokia Networks proposed to include the concept described for N-BCCH into the text of in TR 45.820.
Comments / Questions: none.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Juergen Hofmann presented TD GP-150512 N-GSM: N-AGCH design and performance, from Nokia Networks. This contribution was also allocated to A. I. 7.2.5.3.4.
Payload bits required for N-AGCH is estimated by analysing the largest message sent over this channel (N-Fixed Uplink Assignment message). The channel structure is derived based on this analysis and mapping of N-AGCH blocks in N-CCCH control frame is illustrated. The number of blind repetitions required for N-AGCH is derived based on the downlink Radio Quality indicator sent in the preceding N-RACH channel access message.

The coverage performance for this channel will be added in the next revision of this contribution.

Comments / Questions: Qualcomm asked why CRC has 18 or 20 bits (18 would be enough).
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Juergen Hofmann presented TD GP-150513 N-GSM: N-PCH design and performance, from Nokia Networks. This contribution was also allocated to A. I. 7.2.5.3.4.
This contribution presented the N-PCH channel structure and the adaptive repetition procedure for the N-PCH channel. The adaptive repetition is controlled based on reception of the random access message for paging response which will be sent on N-RACH using a dedicated TSC. The positions of the repetitions are mapped to the paging group within the 51-multiframe so that the paging group corresponding to the N-RACH message can be identified and also collision among N-RACH messages for paging response can be avoided.

Compared to blind repetitions, the adaptive repetition of paging allows more efficient usage of paging resources. Moreover this mechanism does not require any information about the MS's coverage conditions from SGSN avoiding the need to update the coverage conditions from MS to SGSN.

Comments / Questions: none.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

TD GP-150514 N-GSM: N-PACCH design and performance was updated in TD GP-150532.
Mr. Juergen Hofmann presented TD GP-150532 N-GSM: N-PACCH Design and Performance (update of GP-150514), from Nokia Networks. This contribution was also allocated to A. I. 7.2.5.3.4.
The N-PACCH channel design presented in this document enables CIoT system support in extended coverage as depicted in regard to coverage performance for control data close to the target MCL of 164 dB.

Performance impact from N-MAC reception will be addressed in the next revision.

The accompanying text proposal to TR 45.820 is contributed at this meeting.

Comments / Questions: none.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Juergen Hofmann presented TD GP-150508 N-GSM: Coexistence with legacy GPRS users, from Nokia Networks.

In this contribution relevant scenarios for coexistence of legacy GPRS users and users being served by N-GSM were investigated in terms of co-channel and adjacent channel interference impact. No negative impact from N-GSM interferer compared to a GMSK interferer is observed, thus it is concluded that there is only a negligible impact on co-channel and adjacent channel interference due to the introduction of N-GSM.

In addition the impact from the change in modulation spectrum and TX intermodulation spectrum is studied and only a small impact is expected.

Comments / Questions: TeliaSonera asked to explain Figure 9 (further investigation was felt needed). Ericsson asked to explain Figure 12.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

TD GP-150517 N-GSM: pCR to TR 45.820 - Text proposal for N-GSM, from Nokia Networks was revised in TD GP-150576.
Mr. Juergen Hofmann presented TD GP-150576 N-GSM: pCR to TR 45.820 - Text proposal for N-GSM (revision of TD GP-150517), from Nokia Networks. This contribution was also allocated to A. I. 7.2.5.3.4.
Comments / Questions: Ericsson requested a number of editorial modifications.
Conclusion: the pCR was revised in TD GP-150628.
TD GP-150628 N-GSM: pCR to TR 45.820 - Text proposal for N-GSM (revision of GP-150576) was revised in TD GP-150617.

TD GP-150617 N-GSM: pCR to TR 45.820 - Text proposal for N-GSM (revision of GP-150628) was agreed at the TSG GERAN1#66 meeting.

NB M2M

Mr. Chao Luo presented TD GP-150534 Proposed convergence of NB M2M and NB-OFDMA clean-slate solutions, from Qualcomm Incorporated, Huawei Technologies Co., Ltd., HiSilicon Technologies Co., Ltd, Neul Limited, u-blox AG. This contribution was also allocated to A. I. 5.1 and 7.2.5.3.4
The sourcing companies have observed that there are many close similarities between the NB-OFDMA and NB M2M clean-slate solutions. Therefore, the sourcing companies have carefully considered the design choices within the two proposals, and have determined how the best elements of each solution can be combined to create a single superior candidate. This submission describes the proposed way forward for a converged candidate solution which offers improved performance compared with each existing solution.

The technical highlights of the converged solution have been described in this submission.

The sourcing companies plan to add the converged solution to TR 45.820 in future meetings with the aim to complete the study item at GERAN#67 and then proceed to the normative work for clean-slate within Release 13 in RAN.

Comments / Questions: Samsung asked whether the evaluation of the converged solution would be completed in time. Intel asked whether the complexity would increase for the converged solution in DL (not felt to be the intention).
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. John Haine presented TD GP-150367 Pseudo CR 45.820: NB M2M – Introduction, from Neul Limited, u-blox AG. This contribution was also allocated to A. I. 7.2.5.3.4.
Comments / Questions: About the sentence "Other options may be possible, for example using smaller tranches of spectrum outside the cellular bands for private systems or in the guard bands of other systems though these possibilities are not evaluated in this study", Samsung asked to clarify the possible deployment of CIoT "in the guard bands of other systems" (the Chairman also felt the sentence a bit odd). Ericsson asked to reflect the comments made at the opening plenary about the deployment of clean slate solution. Ericsson commented the sentence "One option is to deploy the system in a duplex GSM channel pair".
Conclusion: the pCR was revised in TD GP-150600.
TD GP-150600 pCR 45.820: NB M2M - Introduction (revision of GP-150367) was agreed at the TSG GERAN1#66 meeting.
TD GP-150438 On NB M2M cell search mechanism (update of GP-150143), from Ericsson LM was updated in TD GP-150587.
Mr. Yutao Sui presented TD GP-150587 On NB M2M cell search mechanism (update of GP-150438), from Ericsson LM.

The paper compares the synchronization performance of NB M2M systems for the proposed sequence design. 

Comments / Questions: Qualcomm asked what is the timing reference (to determine the timing error with accuracy). Huawei felt the impact would not be relevant. Huawei asked to clarify the interference model used for the simulations (random offset).
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

TD GP-150439 pCR to TR 45.820: Performance evaluation - NB M2M cell search procedure, from Ericsson LM was revised in TD GP-150599.
Mr. Yutao Sui presented TD GP-150599 pCR to TR 45.820: Performance evaluation - NB M2M cell search procedure (revision of GP-150439), from Ericsson LM.

It was agreed at the TSG GERAN1#66 meeting.
TD GP-150468 NB M2M - Evaluations of Network Synchronization (update of GPC150167), from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd was updated in TD GP-150588.
Mr. Zheng Liu presented TD GP-150588 NB M2M - Evaluations of Network Synchronization (update of GP-150468), from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd.
The main change is to update the initial cell search performance by taking the adjacent channel interference into account.

In this contribution, the performance of network synchronization (cell search + FIIS detection) was evaluated. The simulation results demonstrate that the NB M2M design is robust and efficient even in the case of the target coverage extension (164 dB coupling loss).

Comments / Questions: the design used for the simulation and Figure 5 were asked to be clarified.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

TD GP-150469 pCR 45.820 NB M2M - Network Synchronization Performance Evaluation, from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd was revised in TD GP-150589.
Mr. Zheng Liu presented TD GP-150589 pCR 45.820 NB M2M - Network Synchronization Performance Evaluation, from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd, Ericsson LM. 
It was agreed at the TSG GERAN1#66 meeting.
Mr. Xiaolei Tie presented TD GP-150494 Consideration on Synchronization for Paging in CIoT, from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd. This contribution was also allocated to A. I. 7.2.5.3.4.
This document discusses further consideration on the paging issues and related solutions when CIoT traffic is introduced.

Based on the design of NB M2M, SFN level synchronization is proposed and discussed. With SFN level synchronization between cells the loss or duplication of paging messages can be avoided. Furthermore, a granularity of one super frame for synchronization is easily achieved by implementation or by signaling exchange between the SGSN and base stations.

Comments / Questions: none.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

TD GP-150495 pCR 45.820 Consideration on Synchronization for Paging in CIoT, from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd was also allocated to A. I. 7.2.5.3.4.
It was revised in TD GP-150606.
Mr. Xiaolei Tie presented TD GP-150606 pCR 45.820 Consideration on Synchronization for Paging in CIoT (revision of GP-150495) was agreed at the TSG GERAN1#66 meeting.
Mr. Zheng Liu presented TD GP-150470 NB M2M - Coverage Performance of Random Access (update of GPC150171), from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd.
This document is an update of GPC150171 by running more simulations (i.e. 1000000 realizations compared to the 100000 realizations used in the existing TR) for the NB M2M system. No other change is included. The changes are highlighted in red.

The coverage performance of the random access request in the NB M2M system is evaluated in terms false detection rate taking the thermal noise as the input to receiver noise. The results show that the false detection rate of RACH is lower than 0.001%, while achieving a BLER of lower than 10%.

Comments / Questions: none.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Zheng Liu presented TD GP-150471 pCR 45.820 NB M2M - Coverage Performance of Random Access, from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd. 
It was agreed at the TSG GERAN1#66 meeting.
Mr. Zheng Liu presented TD GP-150472 NB M2M - Summary of Coverage Performance (update of GPC150157), from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd.
This document is an update of GPC150157 with changes highlighted in red. The main change is to update the coverage performance for UL-SCH by using the burst configuration corresponding to an exception report.

It is shown that the target MCL of 164 dB can be met by these channels, whilst achieving a data rate at the SAP to the SNDCP layer which is higher than the 160 bps objective for all data channels. Therefore, the objectives of the SI in terms of coverage performance are achieved.

Furthermore, the MCL performance is achieved even with a UE transmit power of only +23 dBm. This UE transmit power is 10 dB lower than the maximum UE transmit power allowed by the study item of +33 dBm, but is considered to be more appropriate for the large majority of MTC devices due to the lower instantaneous current draw from the battery.

Comments / Questions: Ericsson asked to clarify the channel estimation for the receiver (no FH). The performance in Table 3 and a number of values in the contribution were asked to be clarified. Ericsson asked to clarify the DL transmitted power. The effect of turbo coding was felt of importance. Ericsson asked more investigation be conducted on the DL channel power characteristics, that would impact the coverage.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

TD GP-150473 pCR 45.820 NB M2M - Summary of Coverage Performance, from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd was revised in TD GP-150632.
Mr. Zheng Liu presented TD GP-150632 pCR 45.820 NB M2M - Summary of Coverage Performance (revision of GP-150473), from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd. 
It was agreed at the TSG GERAN1#66 meeting.
Mr. Robert Young presented TD GP-150365 pCR NB M2M - Battery Life Analysis, from Neul Limited, u-blox AG. This contribution was also allocated to A. I. 7.2.5.3.4.
Comments / Questions: Ericsson asked to declare that the network interface that would apply to this pCR is the Gb interface architecture. Huawei felt this was implicitly already assumed in the text of the pCR. A text was suggested on-line: "based on Gb network architecture".
Conclusion: the pCR was revised in TD GP-150621.
TD GP-150621 pCR NB M2M - Battery Life Analysis (revision of GP-150365) was agreed at the TSG GERAN1#66 meeting.

TD GP-150475 NB M2M - Evaluations of Software Update and Reconfiguration, from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd was updated in TD GP-150546.
Mr. Yubo Yang presented TD GP-150546 NB M2M - Evaluations of Software Update and Reconfiguration (update of TD GP-150475), from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd.
In this document, the system level simulation results for software update/reconfiguration are provided for the NB M2M solution. The results show that the traffic due to software update/reconfiguration has only a very slight impact on the NB M2M system loading.

Comments / Questions: Ericsson proposed last time an analytical calculation, and wondered whether this evaluation was really needed in the TR, considering the differences among candidates would be negligible.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

TD GP-150476 pCR 45.820 NB M2M - Evaluations of Software Update and Reconfiguration, from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd was revised in TD GP-150547.
Mr. Yubo Yang presented TD GP-150547 pCR 45.820 NB M2M - Evaluations of Software Update and Reconfiguration (update of GP-150476), from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd. 
Comments / Questions: Nokia Networks asked to clarify the BPL.
Conclusion: the pCR was agreed at the TSG GERAN1#66 meeting.

Mr. Zheng Liu presented TD GP-150477 NB M2M - System Level Simulation for Capacity and Latency Evaluation (update of GPC150261), from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd.
This document is an update of GPC150261 with changes marked in red. The main change is to summarise the 50th percentile latency performance by table instead of text description and to add the performance of random access failure ratio.

In this document, system level simulation results are provided showing the capacity and latency of the NB M2M solution. It can be seen that the target capacity envisaged in the Cellular IoT TR is comfortably met in all simulated cases required by the study. Furthermore, a low latency has been shown for MAR periodic uplink reports, downlink application layer ACKs, and random access in the context of the Cellular IoT requirements, even when the offered load is significantly higher than the target load defined in the study.

It is important to note that these capacity results are achieved with a system design that has been intentionally constrained in two key respects:

-
The NB M2M solution has a frequency re-use assumption that is compatible with a stand-alone deployment in a minimum system bandwidth for the entire IoT network of just 200 kHz (FDD), plus guard bands if needed.

-
The NB M2M solution uses an MS transmit power of only +23 dBm (200 mW), resulting in a peak current requirement that is compatible with a wider range of battery technologies, whilst still achieving the 20 dB coverage extension objective.

Comments / Questions: Samsung asked to clarify the number of MS per sector of interest (target 50000), and asked to agree common parameter setting for the DCI configurations for the simulations. Ericsson asked to clarify the accuracy of measurements and what type of HARQ was used. Ericsson asked to clarify the latency results, the RACH failure rate, and the random access modelling. Samsung asked to reconsider the 20 bit need for ID purposes.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Zheng Liu presented TD GP-150478 pCR 45.820 NB M2M - System Level Simulation for Capacity and Latency Evaluation, from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd. 
Comments / Questions: Huawei pointed out that only class B was felt of interest for the evaluation, class A was not evaluated (felt left to Companies to select that class, if interested). Ericsson asked to add an Editor's Note.
Conclusion: the pCR was revised in TD GP-150622.
TD GP-150622 pCR 45.820 NB M2M - System Level Simulation for Capacity and Latency Evaluation (revision of GP-150478) was asked to be clarified by Samsung (reference to the simulated class B table was proposed to be added in Conclusions by the Chairman). Then the pCR was agreed "as is" at the TSG GERAN1#66 meeting.
Ms. Lei Liu (Emmy) presented TD GP-150498 pCR 45.820 NB M2M - Exception Report Latency, from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd. This contribution was also allocated to A. I. 7.2.5.3.4.
Comments / Questions: Ericsson felt that the synchronization time from network was dropped and if FO is not considered, this should be stated. Ericsson felt that the core network Gb architecture should be mentioned, and the results were dependent on output power.
Conclusion: the pCR was revised in TD GP-150623.

TD GP-150623 pCR 45.820 NB M2M - Exception Report Latency (revision of GP-150498) was agreed at the TSG GERAN1#66 meeting.
Mr. Chao Luo presented TD GP-150485 NB M2M - Simulation Results for Coexistence with GSM (coordinated) (update of GPC150179), from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd.
In this contribution, the coexistence between NB M2M and GSM under coordinated deployment is evaluated with channel allocation scenario 2 (i.e. the NB M2M channel is located in the middle of the GSM frequency band and has 100 kHz additional guard band on each side). This document is an update of GPC150179 to reflect new agreements on the proposed common evaluation framework and assumptions.

The results show that the assumed RF system characteristics for NB M2M are sufficient for NB M2M to be deployed in coexistence with GSM in coordinated operation.

The NB M2M performance degradation due to legacy GSM interference is larger in uplink than in downlink mainly due to high building penetration loss (BPL) assumed for CIoT UEs. Note that such a problem exists not only in NB M2M but also in other CIoT candidate solutions, including those belonging to the GSM evolution path. The sourcing companies believe that performance evaluation for all candidate solutions are needed on this aspect.

Comments / Questions: Samsung asked to elaborate how the interferer was derived. Ericsson asked to elaborate on the users per cell, explain the ACLR, clarify the UL (GSM victim case) and DL behaviour, explain the degradation criteria. 
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Chao Luo presented TD GP-150486 NB M2M - Simulation Results for Coexistence with GSM (uncoordinated) (update of GPC150181), from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd.
In this contribution, the results from the coexistence study between NB M2M and GSM under uncoordinated deployment are discussed. Simulation results for channel allocation scenario 1 show that the assumed RF system characteristics for NB M2M are sufficient for NB M2M to be deployed in coexistence with GSM although in uncoordinated operation. It is noted that the values of ACLR and ACS listed in the tables are feasible to be implemented for legacy BS and NB M2M UE based on sourcing companies' evaluation.

Comments / Questions: Ericsson asked to clarify the UL (GSM victim case), the outage assumptions (different between RAN, higher, and GERAN). Figure 2 was discussed.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Chao Luo presented TD GP-150487 NB M2M - Simulation Results for Coexistence with GSM (data service), from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd.
In this contribution, the results from the coexistence study of impact from NB M2M to GSM data service under both uncoordinated and coordinated deployment are discussed. Simulation results show that the assumed RF system characteristics for NB M2M are sufficient for NB M2M to be deployed in coexistence with GSM to ensure less impact (<5%) on EGPRS average throughput. It is noted that the values of ACLR at the x-th adjacent channel listed in the tables are feasible to be implemented for legacy BS and NB M2M UE based on our evaluation.

Comments / Questions: Ericsson and Nokia Networks asked to produce a CDF for throughput degradation.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Chao Luo presented TD GP-150488 pCR 45.820 NB M2M - Simulation Results for Coexistence with GSM, from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd. 
Comments / Questions: the Chairman pointed out that the TR could contain a more accurate wording on simulation setting to allow drawing straight conclusions from the performance results provided. TeliaSonera felt the assumptions given in the TR for power control were clear enough (and were agreed). Ericsson asked more time to see the results and have more discussions. Nokia Networks asked to visualise in more detail the assumptions. 
Conclusion: the pCR was revised in TD GP-150624.
TD GP-150624 pCR 45.820 NB M2M - Simulation Results for Coexistence with GSM (revision of GP-150488) was commented by Ericsson (sentence on degradation, average throughput). It was revised in TD GP-150640.

TD GP-150640 pCR 45.820 NB M2M - Simulation Results for Coexistence with GSM (revision of GP-150488, revised in GP-150640) was agreed at the TSG GERAN1#66 meeting.
Mr. Chao Luo presented TD GP-150490 NB M2M - Simulation Results for Coexistence with E-UTRA (update of GPC150263), from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd. 
In this contribution, the results from the coexistence study between NB M2M and E-UTRA under uncoordinated deployment are discussed. Simulation results for channel allocation scenario show that the assumed RF system characteristics for NB M2M are sufficient for NB M2M to be coexistence with 10MHz E-UTRA although deployed in adjacent 200kHz under uncoordinated operation. It is noted that the values of ACLR and ACS listed in the tables are feasible to be implemented for legacy BS and NB M2M UE based on sourcing companies' evaluation.

Comments / Questions: none.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Chao Luo presented TD GP-150491 pCR 45.820 NB M2M - Simulation Results for Coexistence with E-UTRA, from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd.
Comments / Questions: Ericsson pointed out that RAN4 was preparing a LS that ought be taken into account.
It was revised in TD GP-150644.
TD GP-150644 pCR 45.820 NB M2M - Simulation Results for Coexistence with E-UTRA (revision of GP-150491) was revised in TD GP-150648.

TD GP-150648 pCR 45.820 NB M2M - Simulation Results for Coexistence with E-UTRA (revision of GP-150644) was forwarded to the closing TSG GERAN#66 (under A.I. 9.1).
Mr. Chao Luo presented TD GP-150492 NB M2M - Simulation Results for Coexistence with UTRA, from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd.
In this contribution, the results from the coexistence study between NB M2M and UTRA under uncoordinated deployment are discussed. Simulation results for channel allocation scenario show that the assumed RF system characteristics for NB M2M are sufficient for NB M2M to be coexistence with 5MHz FDD UTRA in downlink although deployed in adjacent 200kHz under uncoordinated operation. It is noted that the values of ACLR and ACS listed in the tables are feasible to be implemented for legacy BS and NB M2M UE based on sourcing companies' evaluation.

Comments / Questions: none.
Conclusion: the document was revised in TD GP-150625.
TD GP-150625 NB M2M - Simulation Results for Coexistence with UTRA (revision of GP-150492) was noted at the TSG GERAN1#66 meeting.

TD GP-150493 pCR 45.820 NB M2M - Simulation Results for Coexistence with UTRA, from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd was revised in TD GP-150626.
Mr. Chao Luo presented TD GP-150626 pCR 45.820 NB M2M - Simulation Results for Coexistence with UTRA (revision of GP-150493), from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd.  Ericsson asked to wait for the LS from RAN4 and asked to leave case 3 tbd, as done for GSM.

The pCR was revised in TD GP-150645.

TD GP-150645 pCR 45.820 NB M2M - Simulation Results for Coexistence with UTRA (revision of GP-150626) was forwarded to the closing GERAN#66 Plenary meeting (under A.I. 9.1)
Mr. John Haine presented TD GP-150366 NB M2M – Complexity analysis, from u-blox AG, Neul Limited. This contribution was also allocated to A. I. 7.2.5.3.4.
In this contribution, the Sourcing Companies discussed the expected functionality on a NB M2M module, and the corresponding complexity in terms of silicon area, processor load, and memory sizes.

It would be very helpful to have additional information from other companies on the complexity of stand-alone (i.e. single mode 2G) legacy GPRS devices in order to provide a more detailed complexity comparison between Cellular IoT candidate solutions and legacy GPRS.

Comments / Questions: Qualcomm asked the reason for the DSP code. Samsung asked the assumptions be well aligned, to allow other Companies to conduct the analysis. Sierra Wireless asked to clarify the efficiency about the integration of PAs. Intel also asked about the efficiency of PA (at +23 dB), about the sampling rate and leakage (Neul provided the answers).
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Yutao Sui presented TD GP-150437 Clean Slate Systems, On the impact to legacy GSM/EDGE Base stations, from Ericsson LM.

This contribution continues the discussion around the FS_IoT_LC compatibility objective to "Minimize impacts to the GPRS/EDGE base station hardware". First an interpretation of the mentioned objective was presented and a text proposal is proposed to be included in the TR 45.820. Then a row of examples is made to highlight the importance of a thorough assessment of the impact from the new Clean Slate proposals to the legacy fleet of GSM/EDGE base stations. 

Comments / Questions: Qualcomm questioned the equation about the high Peak to Average Power Ratio (PAPR). Figure 1 was asked to be elaborated about the assumptions made for the simulations. Neul clarified that the odd results in the figure 1 were not due to the "truncation" effect.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Zheng Liu presented TD GP-150479 NB M2M - Downlink PAPR (update of GPC150262), from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd.
In this document, simulation results for the downlink PAPR of NB M2M are presented. There are two different definitions for the PAPR in general use: long-term PAPR and short-term PAPR. It is noted that there may be a significant difference in the results for long-term and short term PAPR. It can be seen that the downlink PAPR when one out of four GSM carriers is re-farmed to NB M2M is typically increased by less than 1 dB, assuming an NB M2M frequency re-use of 1/3.

Comments / Questions: Ericsson asked to clarify Figure 1. Qualcomm (supported by Neul) felt the absolute peak value be irrelevant, as the consequence would be negligible, the CDF being of relevance. Ericsson could not agree that high peaks have no impact on some base stations. Sampling rate was also discussed.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Chao Luo presented TD GP-150480 NB M2M - Impacts to MSR Base Stations, from Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd.
This document provides some analysis on the impacts of NB M2M to an MSR base station (assuming the support for LTE with 10 MHz system bandwidth).

It can be seen that the required computational complexity for NB M2M is trivial comparing with the support for LTE, and the required memory is only a small portion of that for LTE. The MSR radio units can be fully reused considering the small PAPR increase when re-farming one of the 200 kHz carriers to NB M2M.

Comments / Questions: the Chairman asked to clarify the need to consider the context of MSR in the Feasibility study (MC BTS). Samsung asked to clarify the UL case (some more text could be dedicated to the receiver) and the impact to the coverage of PAPR (no impact). Qualcomm stated that the PAPR requirement for 8PSK would be applicable also for NB M2M (the Chairman invited to check the spec). Ericsson felt the complexity would be significantly higher.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Peng Xue presented TD GP-150373 NB M2M – Uplink Frequency Hopping Design, from Samsung Electronics Co., Ltd.

In this contribution, Samsung discussed the current frequency hopping design in NB M2M system, and proposed an alternative frequency hopping design to support the uplink channel bonding case, especially when the bonding factor is large (e.g., x8 channel bonding case). 

Comments / Questions: Huawei asked to elaborate further the proposal. Ericsson asked whether the FH would be dynamic or not.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Peng Xue presented TD GP-150374 pCR 45.820 NB M2M – Uplink Frequency Hopping Design, from Samsung Electronics Co., Ltd.

Comments / Questions: Huawei asked to elaborate the limitations linked to the mirroring interval and channel bonding factor. Ericsson asked to clarify the time scale. Neul reminded TD GP-150094 contained further info on FH.
Conclusion: the pCR was revised in TD GP-150627.
TD GP-150627 pCR 45.820 NB M2M – Uplink Frequency Hopping Design (revision of TD GP-150374) was agreed at the TSG GERAN1#66 meeting.

NB OFDMA

Mr. Xiaofeng Wang presented TD GP-150463 Narrowband OFDMA-Coverage Performance, from Qualcomm Incorporated.

This document provides updated coverage performance of all channels except SCH and RACH.

The updated coverage performance of PDSCH, PUSCH, PBCH, PDCCH, and PUCCH has been provided for narrow band OFDMA concept. It is proposed to add the coverage analysis to the TR and a pCR is provided.

Comments / Questions: Ericsson asked to clarify the coding rate and the drift (in UL the delay could be a problem), Table 3 and PSD mask. Qualcomm justified their approach (as not violating the agreed PSD mask). The issue was left to be further discussed off-line before the corresponding pCR is presented.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Xiaofeng Wang presented TD GP-150464 pCR to 45.820 - Narrowband OFDMA-Coverage Performance, from Qualcomm Incorporated. Editor's Notes was proposed to be added.

The pCR was revised in TD GP-150646.
TD GP-150646 pCR to 45.820 - Narrowband OFDMA-Coverage Performance (revision of GP-150464) was agreed at the TSG GERAN1#66 meeting.
TD GP-150466 Narrowband OFDMA-PDCCH Coverage classes and Mapping to MCS and TBS, from Qualcomm Incorporated, was updated in TD GP-150539.
Mr. Xiaofeng Wang presented TD GP-150539 Narrowband OFDMA-PDCCH Coverage Classes and Mapping to Transmit Formats (update of GP-150466), from Qualcomm Incorporated. This contribution was also allocated to A. I. 7.2.5.3.4.

In this document, the updated PDCCH design including coverage classes and MCS are provided. In addition, supported downlink and uplink MCS and transport block size (TBS) are listed together with the mapping from PDCCH coverage classes to data channel MCS and TBS.

The updated design is optimized to save UE power consumption and based on a maximal of 6 dB transmit power imbalance among tones. The MCS and TBS of both downlink and uplink shared channels are provided, together with their mapping to PDCCH coverage classes. The corresponding pCR is provided.
Comments / Questions: Ericsson asked to clarify the coverage classes per user, and whether the amount of power consumption reduction was fixed (positive). Ericsson asked also to clarify what changes will take place due to the merge with NB-M2M (still unknown). Feedback to select the MCS was discussed.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

TD GP-150459 Narrowband OFDMA- Latency evaluation, from Qualcomm Incorporated was revised in TD GP-150572.
Mr. Xiaofeng Wang presented TD GP-150572 Narrowband OFDMA- Latency evaluation (revision of GP-150459), from Qualcomm Incorporated. This contribution was also allocated to A. I. 7.2.5.3.4.

This document provided latency evaluation for transmitting exception report to the network and calculations show an exception report with or without TCP header compression can be delivered to the network within 10 seconds. Furthermore, if entire exception report needs to be retransmitted than for all cases except one the exception report is delivered within 10 seconds. Even in the exception case the total duration is less the 11 seconds. But by utilising shorter MAC payload the exception report transmission period is less then 10s for 99% reliability.

It is proposed to add the latency evaluation data to the TR and the corresponding pCR is provided.

Comments / Questions: none.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

TD GP-150460 pCR to 45.820 – Narrowband OFDMA- Latency evaluation, from Qualcomm Incorporated, was revised in TD GP-150531, which was revised in TD GP-150573.
Mr. Xiaofeng Wang presented TD GP-150573 pCR to 45.820 - Narrowband OFDMA- Latency evaluation (revision of GP-150531), from Qualcomm Incorporated. This contribution was also allocated to A. I. 7.2.5.3.4.
It was revised in TD GP-150630. Ericsson felt premature to include the results in the TR.

TD GP-150630 pCR to 45.820 - Narrowband OFDMA- Latency evaluation (revision of GP-150573) was revised in TD GP-150650.
TD GP-150650 pCR to 45.820 - Narrowband OFDMA- Latency evaluation (revision of GP-150630) was agreed at the TSG GERAN1#66 meeting.
Mr. Xiaofeng Wang presented TD GP-150360 Narrowband OFDMA- Application ack latency evaluation, from Qualcomm Incorporated. This contribution was also allocated to A. I. 7.2.5.3.4.

This paper provided latency evaluation for delivery of application ack from base station to mobile station for exception reports.

The evaluation shows that such a packet can be delivered to the mobile station within 0.8 second with 90% reliability. For 99% reliability the delivery time is effectively doubled (that is within 1.6 second).

It is proposed that latency for delivery of application ack from base station to mobile station be added to TR.

Comments / Questions: Ericsson asked a clarification.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

TD GP-150461 Narrowband OFDMA - Energy consumption analysis, from Qualcomm Incorporated was updated in TD GP-150574.
Mr. Xiaofeng Wang presented TD GP-150574 Narrowband OFDMA - Energy consumption analysis (update of GP-150461), from Qualcomm Incorporated. This contribution was also allocated to A. I. 7.2.5.3.4.

This document shows power consumption evaluation following the methodology modified as per agreement in telco #11 to include retransmission for 10% of the reports. The analysis shows for combination of fast reporting period and high MCL battery life is below 10 years while for other cases battery life exceeds 10 years.

It is proposed the battery life analysis data be added to the TR and the corresponding pCR is provided.

Comments / Questions: none.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

TD GP-150462 pCR to 45.820 – Energy consumption analysis, from Qualcomm Incorporated was revised in TD GP-150575.
Mr. Xiaofeng Wang / Mungal Dhanda presented TD GP-150575 pCR to 45.820 – Energy consumption analysis (revision of GP-150462), from Qualcomm Incorporated. This contribution was also allocated to A. I. 7.2.5.3.4.
Comments / Questions: Ericsson asked to discuss further the pCR off-line.
Conclusion: the pCR was revised in TD GP-150647.
TD GP-150647 pCR to 45.820 – Energy consumption analysis (revision of GP-150575) was agreed at the TSG GERAN1#66 meeting.

Mr. Xiaofeng Wang presented TD GP-150465 pCR to 45.820 -Narrowband OFDMA -Miscellaneous Corrections, from Qualcomm Incorporated.

Comments / Questions: Ericsson asked a few corrections to the pCR; also one typo was noticed.
Conclusion: the PCR was revised in TD GP-150629.
TD GP-150629 pCR to 45.820 –Narrowband OFDMA –Miscellaneous Corrections (revision of GP-150465) was agreed at the TSG GERAN1#66 meeting.
TD GP-150467 pCR to 45.820 – Narrowband OFDMA-Corrections to PDCCH, PUSCH, and PDSCH, from Qualcomm Incorporated, was revised in TD GP-150540, which was revised in TD GP-150571.
Mr. Xiaofeng Wang presented TD GP-150571 pCR to 45.820 – Narrowband OFDMA-Corrections to PDCCH, PUSCH, and PDSCH (revision of GP-150540), from Qualcomm Incorporated. This contribution was also allocated to A. I. 7.2.5.3.4.

Comments / Questions: Ericsson asked to clarify the PDCCH design (finalised or ffs ?, number of tones is ffs). Samsung felt there was a conflict with the synchronization channel (not felt the case).
Conclusion: the PCR was revised in TD GP-150631.
TD GP-150631 pCR to 45.820 – Narrowband OFDMA-Corrections to PDCCH, PUSCH, and PDSCH (revision of GP-150571) was agreed at the TSG GERAN1#66 meeting.
C-UNB
Mr. Benoit Ponsard presented TD GP-150368 C-UNB architecture, from SIGFOX. This contribution was also allocated to A. I. 7.2.5.3.4.
This contribution explained how C-UNB RAT can be connected to the Gb architecture and how various PDP-context used to tunneling C-UNB streams can make C-UNB compatible with legacy GSM/GPRS architecture.

Note: the present contribution assumes a Gb architecture for the legacy cellular architecture on which C-UNB is deployed. C-UNB is expected to be compatible with S1 architecture also.

Comments / Questions: Qualcomm asked to clarify the implementation in the 3GPP architecure (modulation, scheduling, spectrum, etc.), i.e. there seems to be no relation with the 3GPP GERAN traditional radio system. The overall data traffic was felt to be still marginal.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

Mr. Benoit Ponsard presented TD GP-150369 pCR for C-UNB General Description, from SIGFOX. This contribution was also allocated to A. I. 7.2.5.3.4.
Comments / Questions: Ericsson felt the content could be improved. Ericsson felt that most targets of the feasibility study were still to be achieved (ffs). The Chairman pointed out that the feasibility of the proposal had still to be demonstrated on technical basis, and asked SIGFOX to provide technical justification, before the concept is included in the TR. SIGFOX claimed that their product was already deployed in several countries, therefore it worked, and next time they will provide input to satisfy the requested justification.
Conclusion: the pCR was revised in TD GP-150633.

TD GP-150633 pCR for C-UNB General Description (revision of GP-150369) was noted at the TSG GERAN1#66 meeting.
Mr. Benoit Ponsard presented TD GP-150359 C-UNB for Cellular IoT - Radio Resource Management (update of GPC150146), from SIGFOX. This contribution was also allocated to A. I. 7.2.5.3.4.
This contribution detailed some aspects of the radio resource management in C-UNB radio access technology (RAT). It shows how C-UNB RAT can support RRM procedures of the Gb architecture, without major impact on the core network.

Comments / Questions: Intel and Qualcomm asked to clarify the mechanism (e.g. multiple packets management, and how many CIoT devices could be served). SIGFOX felt there was no capacity issue, and and clarified the C-UNB device is attached to the best BTS. The paging concept was discussed.
Conclusion: the document was noted at the TSG GERAN1#66 meeting.

7.1.5.3.6
Any other studies

None.


7.1.5.4
Any other technical work
None.

7.1.6
Letters to other groups
Mr. Mårten Sundberg presented TD GP-150581 Reply LS to "LS on CRs for MSR specifications" (To: TSG RAN, TSG RAN WG4, Source: GERAN WG1), from TSG GERAN WG1. It was revised in TD GP-150641.

TD GP-150641 Reply LS to "LS on CRs for MSR specifications" (To: TSG RAN, TSG RAN WG4, Source: GERAN WG1) was approved.

Mr. Chris Pudney presented TD GP-150652 Reply to LS on C-IoT/MTC data transmission targets for security-related procedures (To: SA WG3, Cc: RAN WG1, RAN WG2). It was revised in TD GP-150658.
TD GP-150658 Reply to LS on C-IoT/MTC data transmission targets for security-related procedures (To: SA WG3, Cc: RAN WG1, RAN WG2) was forwarded to the closing TSG GERAN#66 Plenary meeting (under A.I. 12).
7.1.7
Work plan and future meetings

The 3GPP Work Plan, from MCC, is available at

http://www.3gpp.org/ftp/Information/WORK_PLAN/
GSM/EDGE BTS Energy Saving

Telco#18

Wednesday 22nd July 2015
Host: Nokia Networks (9 to 11 a.m. CEST)

Telco UL MU-MIMO

Telco #2


Not scheduled.
Downlink MIMO

Telco:



Not scheduled.
Telco uPoD
Telco #4:


Not scheduled.
Ad-hoc for Cellular IoT:

GERAN WG1 Adhoc meeting on CIoT, with power to progress the TR and send LSs : 29th June - 2nd July 2015, Stockholm (Sweden), starting at 9:00 a.m. CEST, ending 15:00 h CEST.

Scheduled GERAN1 WG meetings during 2015:

	Aug 2015 

	TITLE 
	TYPE 
	DATES 
	LOCATION 
	CTRY 
	

	


 HYPERLINK "http://webapp.etsi.org/MeetingCalendar/MeetingDetails.asp?mid=31306" 
3GPPGERAN1#67
 
	OR 
	10 - 13 Aug 2015 
	Yin Chuan
	CN 
	

	Nov 2015 

	TITLE 
	TYPE 
	DATES 
	LOCATION 
	CTRY 
	

	


 HYPERLINK "http://webapp.etsi.org/MeetingCalendar/MeetingDetails.asp?mid=31310" 
3GPPGERAN1#68
 
	OR 
	16 - 19 Nov 2015 
	Anaheim 
	US 
	


7.1.8
Any other business

The TSG GERAN WG1 Chairman reminded to provide the documents well in time (i.e. within the deadline) to allow Companies to read the documents before the meeting and prepare adequately their position. The deadline to provide the documents for WG1 was left unchanged (Wednesday 04:00 a.m.).

7.1.9
Close of meeting

The TSG GERAN WG1 Chairman thanked EF3 for hosting the GERAN1#66 meeting and for the excellent facilities that allowed a smooth running of the meeting.

The TSG GERAN WG1 Chairman thanked the Secretary and all the delegates for their hard work during this meeting. The meeting was then closed.

Annex A:
Agenda for GERAN WG1 Radio Aspects during 3GPP TSG GERAN#66

3GPP TSG GERAN1#66
TDoc GP-150324
Vilnius, Lithuania
Agenda item 7.1.2 
25th – 28th May, 2015

Draft Agenda for TSG GERAN WG1 during TSG GERAN#66 in Vilnius, Lithuania
7.1.1
Opening of the meeting

	The attention of the delegates to the meeting of this Technical Specification Group was drawn to the fact that 3GPP Individual Members have the obligation under the IPR Policies of their respective Organizational Partners to inform their respective Organizational Partners of Essential IPRs they become aware of.
The delegates were asked to take note that they were thereby invited:
-
to investigate whether their organization or any other organization owns IPRs which were, or were likely to become Essential in respect of the work of 3GPP. 

-
to notify their respective Organizational Partners of all potential IPRs, e.g., for ETSI, by means of the IPR Information Statement and the Licensing declaration forms (http://www.etsi.org/WebSite/document/Legal/IPRforms.doc).


7.1.2
Approval of the agenda and actions related to previous meetings


7.1.2.1

Approval of the agenda

7.1.2.2

Approval of documents from the previous meeting


7.1.2.3

Challenges to working agreements (must have been previously requested)
7.1.3
Election of TSG GERAN Working Group 1 Chairman

7.1.4
Letters / Reports from other groups


7.1.4.1

TSG CT, TSG RAN, TSG SA and PCG/OP


7.1.4.2

From Partners and their bodies


7.1.4.3

Others

7.1.5
Technical work

7.1.5.1

Documents related to Rel-12 or earlier features





7.1.5.1.1
MSRD for VAMOS




7.1.5.1.2
New Training Sequence Codes for GERAN




7.1.5.1.3
Any other documents related to Rel-12 or earlier features


7.1.5.2

Documents related to Rel-13 features





7.1.5.2.1
Small Technical Enhancements and Improvements for Release 13





7.1.5.2.2
Any other Rel-13 documents


7.1.5.3

Documents related to Study Items





7.1.5.3.1
Solutions for GSM/EDGE BTS Energy Saving




7.1.5.3.2
Downlink MIMO





7.1.5.3.3
UL MU-MIMO





7.1.5.3.4
Power Savings for MTC Devices





7.1.5.3.5
Cellular System Support for Ultra Low Complexity and Low Throughput Internet of Things





7.1.5.3.6
Any other studies


7.1.5.4

Any other technical work

7.1.6
Letters to other groups
7.1.7
Work plan and future meetings
7.1.8
Any other business

7.1.9
Close of meeting
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List of documents for GERAN WG1#66

TSG GERAN1 Meeting #66 Document List with status



25 - 28 May 2015
	TD number
	Title
	Source
	Agenda Item
	Status

	GP-150324
	Draft Agenda for TSG GERAN WG1 during TSG GERAN #66 in Vilnius, Lithuania
	GERAN WG1 Chairman
	7.1.2.1
	Approved

	GP-150355
	EC-GSM, Overlaid CDMA for extended coverage
	Ericsson LM
	7.1.5.3.5
	Noted

	GP-150356
	pCR to 45.820: EC-GSM, Additions to overlaid CDMA for extended coverage (revised in GP-150594)
	Ericsson LM
	7.1.5.3.5
	Revised

	GP-150357
	pCR to 45.820: Performance evaluation EC-GSM, Overlaid CDMA for extended coverage (revised in GP-150595)
	Ericsson LM
	7.1.5.3.5
	Revised

	GP-150358
	pCR to 45.820: Revision of random access delay evaluation methodology (revised in GP-150582)
	Ericsson LM
	7.1.5.3.5
	Revised

	GP-150359
	C-UNB for Cellular IoT - Radio Resource Management (update of GPC150146)
	SIGFOX
	7.1.5.3.5, 7.2.5.3.4
	Noted

	GP-150360
	Narrowband OFDMA- Application ack latency evaluation
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	Revised

	GP-150572
	Narrowband OFDMA- Latency evaluation (revision of GP-150459)
	Qualcomm Incorporated
	7.1.5.3.5, 7.2.5.3.4
	Noted

	GP-150573
	pCR to 45.820 - Narrowband OFDMA- Latency evaluation (revision of GP-150531, revised in GP-150630)
	Qualcomm Incorporated
	7.1.5.3.5, 7.2.5.3.4
	Revised

	GP-150574
	Narrowband OFDMA - Energy consumption analysis (update of GP-150461)
	Qualcomm Incorporated
	7.1.5.3.5, 7.2.5.3.4
	Noted

	GP-150575
	pCR to 45.820 – Energy consumption analysis (revision of GP-150462, revised in GP-150647)
	Qualcomm Incorporated
	7.1.5.3.5, 7.2.5.3.4
	Revised

	GP-150576
	N-GSM: pCR to TR 45.820 - Text proposal for N-GSM (revision of GP-150517, revised in GP-150628)
	Nokia Networks
	7.1.5.3.5, 7.2.5.3.4
	Revised

	GP-150581
	Reply LS to "LS on CRs for MSR specifications" (To: TSG RAN, TSG RAN WG4, Source: GERAN WG1) (revised in TD GP-150641)
	TSG GERAN WG1
	7.1.6
	Revised

	GP-150582
	pCR to 45.820: Revision of random access delay evaluation methodology (revision of GP-150358)
	Ericsson LM
	7.1.5.3.5
	Noted

	GP-150583
	pCR to 45.820: Common model for data traffic channel performance (revision of GP-150418)
	Ericsson LM
	7.1.5.3.5
	Agreed

	GP-150584
	pCR to 45.820: Re-use of existing infrastructure (revision of in GP-150413, revised in GP-150612)
	Ericsson LM
	7.1.5.3.5, 7.2.5.3.4
	Revised

	GP-150585
	pCR to 45.820: Latency Objective (revision of GP-150415)
	Ericsson LM
	7.1.5.3.5, 7.2.5.3.4
	Agreed

	GP-150586
	pCR 45.820 – Overview of Multi-band Operations (revision of GP-150377)
	Samsung Electronics Co., Ltd
	7.1.5.3.5
	Agreed

	GP-150587
	On NB M2M cell search mechanism (update of GP-150438)
	Ericsson LM
	7.1.5.3.5
	Noted

	GP-150588
	NB M2M - Evaluations of Network Synchronization (update of GP-150468)
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	7.1.5.3.5
	Noted

	GP-150589
	pCR 45.820 NB M2M - Network Synchronization Performance Evaluation (revision of GP-150469)
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd, Ericsson LM
	7.1.5.3.5
	Agreed

	GP-150590
	pCR 45.820 Coexistence with GSM (revision of GP-150484, revised in GP-150639)
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	7.1.5.3.5
	Revised

	GP-150591
	pCR 45.820 Coexistence with E-UTRA and UTRA (revision of GP-150489)
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	7.1.5.3.5
	Agreed

	GP-150592
	pCR to 45.820: EC-GSM, Performance evaluation - Coverage improvement target (revision of GP-150420, revised in GP-150634)
	Ericsson LM
	7.1.5.3.5
	Revised

	GP-150593
	pCR to 45.820: EC GSM, Impact on GSM/EDGE BTS (revision of GP-150430, revised in GP-150635)
	Ericsson LM
	7.1.5.3.5
	Revised

	GP-150594
	pCR to 45.820: EC-GSM, Additions to overlaid CDMA for extended coverage (revision of GP-150356, revised in GP-150636)
	Ericsson LM
	7.1.5.3.5
	Revised

	GP-150595
	pCR to 45.820: Performance evaluation EC-GSM, Overlaid CDMA for extended coverage (revision of GP-150357, revised in GP-150637)
	Ericsson LM
	7.1.5.3.5
	Revised

	GP-150596
	pCR to 45.820: EC-GSM, DL signal level and coverage class estimation (revision of GP-150432, revised in GP-150638)
	Ericsson LM
	7.1.5.3.5
	Revised

	GP-150597
	pCR to 45.820: EC-GSM, EC-RACH system capacity evaluation (revision of GP-150434)
	Ericsson LM
	7.1.5.3.5
	Noted

	GP-150598
	pCR to 45.820: EC-GSM, Paging group determination (revision of GP-150422)
	Ericsson LM
	7.1.5.3.5, 7.2.5.3.4
	Agreed

	GP-150599
	pCR to TR 45.820: Performance evaluation - NB M2M cell search procedure (revision of GP-150439)
	Ericsson LM
	7.1.5.3.5
	Agreed

	GP-150600
	pCR 45.820: NB M2M – Introduction (revision of GP-150367)
	Neul Limited, u-blox AG
	7.1.5.3.5, 7.2.5.3.4
	Agreed

	GP-150601
	pCR - EC-GSM, Exception Report Latency performance evaluation (revision of GP-150450, revised in GP-150609)
	Ericsson LM
	7.1.5.3.5, 7.2.5.3.4
	Revised

	GP-150602
	pCR - EC-GSM, Battery Life Time Performance evaluation (revision of GP-150452, revised in GP-150610)
	Ericsson LM
	7.1.5.3.5, 7.2.5.3.4
	Revised

	GP-150603
	Time Coordinated Cells (update of GP-150426)
	Ericsson LM
	7.1.5.3.4, 7.1.5.3.5, 7.2.5.3.3, 7.2.5.3.4
	Noted

	GP-150604
	pCR to 45.820: EC-GSM, Time Coordinated Cells (revision of GP-150427)
	Ericsson LM
	7.1.5.3.5, 7.2.5.3.4
	Agreed

	GP-150605
	pCR to 43.869: uPoD, Time Coordinated Cells (revision of GP-150428, revised in GP-150651)
	Ericsson LM
	7.1.5.3.4, 7.2.5.3.3
	Revised

	GP-150606
	pCR 45.820 Consideration on Synchronization for Paging in CIoT (revision of GP-150495)
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	7.1.5.3.5, 7.2.5.3.4
	Agreed

	GP-150609
	pCR - EC-GSM, Exception Report Latency performance evaluation (revision of GP-150601)
	Ericsson LM
	7.1.5.3.5, 7.2.5.3.4
	Agreed

	GP-150610
	pCR 45.820 - EC-GSM, Battery Lifetime Estimation (revision of GP-150602)
	Ericsson LM
	7.1.5.3.5, 7.2.5.3.4
	Agreed

	GP-150612
	pCR to 45.820: Re-use of existing infrastructure (revision of in GP-150584)
	Ericsson LM
	7.1.5.3.5, 7.2.5.3.4
	Agreed

	GP-150615
	pCR 45.869 - Introduction of Short Sync and Long Sync Procedures (revision of GP-150562)
	Ericsson LM
	7.1.5.3.4, 7.2.5.3.3
	Agreed

	GP-150617
	N-GSM: pCR to TR 45.820 - Text proposal for N-GSM (revision of GP-150628)
	Nokia Networks
	7.1.5.3.5, 7.2.5.3.4
	Agreed

	GP-150618
	pCR to 45.820: Conclusion framework (revision of GP-150412)
	Ericsson LM
	9.2, 7.1.5.3.5, 7.2.5.3.4
	Plenary (A.I. 9.2)

	GP-150621
	pCR NB M2M - Battery Life Analysis (revision of GP-150365)
	Neul Limited, u-blox AG
	7.1.5.3.5, 7.2.5.3.4
	Agreed

	GP-150622
	pCR 45.820 NB M2M - System Level Simulation for Capacity and Latency Evaluation (revision of GP-150478)
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	7.1.5.3.5
	Agreed

	GP-150623
	pCR 45.820 NB M2M - Exception Report Latency (revision of GP-150498)
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	7.1.5.3.5, 7.2.5.3.4
	Agreed

	GP-150624
	pCR 45.820 NB M2M - Simulation Results for Coexistence with GSM (revision of GP-150488, revised in GP-150640)
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	7.1.5.3.5
	Revised

	GP-150625
	NB M2M - Simulation Results for Coexistence with UTRA (revision of GP-150492)
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	7.1.5.3.5
	Noted

	GP-150626
	pCR 45.820 NB M2M - Simulation Results for Coexistence with UTRA (revision of GP-150493, revised in GP-150645)
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	7.1.5.3.5
	Revised

	GP-150627
	pCR 45.820 NB M2M – Uplink Frequency Hopping Design (revision of TD GP-150374)
	Samsung Electronics Co., Ltd
	7.1.5.3.5
	Agreed

	GP-150628
	N-GSM: pCR to TR 45.820 - Text proposal for N-GSM (revision of GP-150576, revised in GP-150617)
	Nokia Networks
	7.1.5.3.5, 7.2.5.3.4
	Revised

	GP-150629
	pCR to 45.820 –Narrowband OFDMA –Miscellaneous Corrections (revision of GP-150465)
	Qualcomm Incorporated
	7.1.5.3.5
	Agreed

	GP-150630
	pCR to 45.820 - Narrowband OFDMA- Latency evaluation (revision of GP-150573, revised in GP-150650)
	Qualcomm Incorporated
	7.1.5.3.5, 7.2.5.3.4
	Revised

	GP-150631
	pCR to 45.820 – Narrowband OFDMA-Corrections to PDCCH, PUSCH, and PDSCH (revision of GP-150571)
	Qualcomm Incorporated
	7.1.5.3.5 7.2.5.3.4
	Agreed

	GP-150632
	pCR 45.820 NB M2M - Summary of Coverage Performance (revision of GP-150473)
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	7.1.5.3.5
	Agreed

	GP-150633
	pCR for C-UNB General Description (revision of GP-150369)
	SIGFOX
	7.1.5.3.5, 7.2.5.3.4
	Noted

	GP-150634
	pCR to 45.820: EC-GSM, Performance evaluation - Coverage improvement target (revision of GP-150592, revised in GP-150642)
	Ericsson LM
	7.1.5.3.5
	Revised

	GP-150635
	pCR to 45.820: EC GSM, Impact on GSM/EDGE BTS (revision of GP-150593)
	Ericsson LM
	7.1.5.3.5
	Agreed

	GP-150636
	pCR to 45.820: EC-GSM, Additions to overlaid CDMA for extended coverage (revision of GP-150594, revised in GP-150643)
	Ericsson LM
	7.1.5.3.5
	Revised

	GP-150637
	pCR to 45.820: Performance evaluation EC-GSM, Overlaid CDMA for extended coverage (revision of GP-150595)
	Ericsson LM
	9.1, 7.1.5.3.5
	Plenary (A.I. 9.1)

	GP-150638
	pCR to 45.820: EC-GSM, DL signal level and coverage class estimation (revision of GP-150596)
	Ericsson LM
	7.1.5.3.5
	Agreed

	GP-150639
	pCR 45.820 Coexistence with GSM (revision of GP-150590)
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	7.1.5.3.5
	Agreed

	GP-150640
	pCR 45.820 NB M2M - Simulation Results for Coexistence with GSM (revision of GP-150624)
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	7.1.5.3.5
	Agreed

	GP-150641
	Reply LS to "LS on CRs for MSR specifications" (To: TSG RAN, TSG RAN WG4, Source: GERAN WG1)
	TSG GERAN WG1
	7.1.6
	Approved

	GP-150642
	pCR to 45.820: EC-GSM, Performance evaluation - Coverage improvement target (revision of GP-150634)
	Ericsson LM
	7.1.5.3.5
	Agreed

	GP-150643
	pCR to 45.820: EC-GSM, Additions to overlaid CDMA for extended coverage (revision of GP-150636)
	Ericsson LM
	9.1, 7.1.5.3.5
	Plenary (A.I. 9.1)

	GP-150644
	pCR 45.820 NB M2M - Simulation Results for Coexistence with E-UTRA (revision of GP-150491, revised in GP-150648)
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	7.1.5.3.5
	Revised

	GP-150645
	pCR 45.820 NB M2M - Simulation Results for Coexistence with UTRA (revision of GP-150626)
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	9.1, 7.1.5.3.5
	Plenary (A.I. 9.1)

	GP-150646
	pCR to 45.820 - Narrowband OFDMA-Coverage Performance (revision of GP-150464)
	Qualcomm Incorporated
	7.1.5.3.5
	Agreed

	GP-150647
	pCR to 45.820 – Energy consumption analysis (revision of GP-150575)
	Qualcomm Incorporated
	7.1.5.3.5, 7.2.5.3.4
	Agreed

	GP-150648
	pCR 45.820 NB M2M - Simulation Results for Coexistence with E-UTRA (revision of GP-150644)
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	9.1, 7.1.5.3.5
	Plenary (A.I. 9.1)

	GP-150649
	Work Plan for FS_uPoD (update of GP-150395)
	SI Rapporteur
	7.1.5.3.4, 7.2.5.3.3
	Agreed

	GP-150650
	pCR to 45.820 - Narrowband OFDMA- Latency evaluation (revision of GP-150630)
	Qualcomm Incorporated
	7.1.5.3.5, 7.2.5.3.4
	Agreed

	GP-150651
	pCR to 43.869: uPoD, Time Coordinated Cells (revision of GP-150605)
	Ericsson LM
	7.1.5.3.4, 7.2.5.3.3
	Agreed

	GP-150652
	Reply to LS on C-IoT/MTC data transmission targets for security-related procedures (To: SA WG3, Cc: RAN WG1, RAN WG2) (revised in TD GP-150658)
	TSG GERAN
	7.1.6, 7.2.6
	Revised

	GP-150658
	Reply to LS on C-IoT/MTC data transmission targets for security-related procedures (To: SA WG3, Cc: RAN WG1, RAN WG2)
	TSG GERAN
	12
	Plenary

	GP-150659
	Outcome of TSG GERAN WG1 meeting #66 in Vilnius, Lithuania, 25th - 28th May 2015 (slides)
	TSG GERAN1 Chairman 
	8.1.1
	Plenary

	GP-150660
	Draft Report of TSG GERAN WG1 during TSG GERAN #66, version 0.0.1
	TSG GERAN1 Secretary
	8.1.1
	Plenary
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Annex D:
Output from GERAN WG1#66 meeting
The output documents from the meeting GERAN WG1#66 are summarized in the following.

TR/ TS agreed at GERAN1#66
None.

New/revised WIDs/SIDs agreed at GERAN1#66 (for A. I. 11.1)
None.

2 CRs agreed at GERAN1#66 (for A. I. 8.1.2)
CRs related to Rel-12 or earlier Releases
TEI12

TD GP-150441 CR 43.318-0042 Correction of reference to TS 29.234 (Rel-12)
TD GP-150442 CR 43.902-0001 Correction of reference to TS 29.234 (Rel-12)
Documents sent directly to Plenary (A. I. 9.1)

TD GP-150637 pCR to 45.820: Performance evaluation EC-GSM, Overlaid CDMA for extended coverage (revision of GP-150595) was forwarded to the closing GERAN#66 Plenary meeting.

TD GP-150643 pCR to 45.820: EC-GSM, Additions to overlaid CDMA for extended coverage (revision of GP-150636) was forwarded to the closing GERAN#66 Plenary meeting.
TD GP-150645 pCR 45.820 NB M2M - Simulation Results for Coexistence with UTRA (revision of GP-150626) was forwarded to the closing GERAN#66 Plenary meeting.
TD GP-150648 pCR 45.820 NB M2M - Simulation Results for Coexistence with E-UTRA (revision of GP-150644) was forwarded to the closing GERAN#66 Plenary meeting.

Documents sent directly to Plenary (A. I. 9.2)
TD GP-150618 pCR to 45.820: Conclusion framework (revision of GP-150412) was forwarded to the closing GERAN#66 Plenary meeting (under A.I. 9.2).
Documents sent directly to Plenary (A. I. 11.1)

TD GP-150550 Draft Presentation to RAN plenary#68 on Latest Status of the Clean Slate Track of Activities (update of GP-150400), from Vodafone Group plc was forwarded to the closing GERAN#66 Plenary meeting.
TD GP-150543 New Work Item on Extended Coverage GSM (EC-GSM) for support of Cellular Internet of Things was forwarded to the closing GERAN#66 Plenary meeting.

Annex E:
Liaison Statements

Approved during GERAN1#66 (for A. I. 8.1.2):

TD GP-150641 Reply LS to "LS on CRs for MSR specifications" (To: TSG RAN, TSG RAN WG4, Source: GERAN WG1)

LSs to be seen directly at the TSG GERAN#66 closing Plenary (under A. I. 12) :
TD GP-150658 Reply to LS on C-IoT/MTC data transmission targets for security-related procedures (To: SA WG3, Cc: RAN WG1, RAN WG2) was forwarded to the closing TSG GERAN#66 Plenary meeting.
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Chairman:
Yang Zhao, HuaWei Technologies Co., Ltd

Secretary:
Gert Thomasen, MCC, ETSI secretariat

7.2.1
Opening of the meeting

The Chairman opened the meeting Monday the 25th May 2015 at 15:00 and informed the delegates about the planned sheduling of agenda items over the meeting days.  

The Chairman informed the delegates of their IPR obligations as follows:

	“The attention of the delegates to the meeting of this Technical Specification Group was drawn to the fact that 3GPP Individual Members have the obligation under the IPR Policies of their respective Organizational Partners to inform their respective Organizational Partners of Essential IPRs they become aware of.
The delegates were asked to take note that they were thereby invited:

· to investigate whether their organization or any other organization owns IPRs which were, or were likely to become Essential in respect of the work of 3GPP. 

· to notify their respective Organizational Partners of all potential IPRs, e.g., for ETSI, by means of the IPR Information Statement and the Licensing declaration forms 

(http://www.etsi.org/WebSite/document/Legal/IPRforms.doc).


7.2.2
Approval of Agenda and Actions related to previous meeting

7.2.2.1
Approval of Agenda

	Agenda
	Doc
	Subject / Title
	Source
	Status
	Report

	7.2.2.1
	GP-150325
	Draft Agenda for TSG GERAN WG2 during TSG GERAN #66 in Vilnius, Lithuania
	GERAN WG2 Chairperson
	Revised in GP-150327
	Revised before presentation.

	7.2.2.1
	GP-150327
	Revised Draft Agenda for TSG GERAN WG2 during TSG GERAN #66 in Vilnius, Lithuania
	GERAN WG2 Chairperson
	Approved
	Presented by the Chairman. Approved without comments.


7.2.2.2
Approval of documents from the previous meeting
	Agenda
	Doc
	Subject / Title
	Source
	Status
	Report

	7.2.2.2
	GP-150330
	Ad-hoc on CIoT GERAN2  #2 April 2015 meeting report
	MCC
	Approved
	Not presented. No comments. Approved.

	7.2.2.2
	GP-150398
	Chairman's overview of the outcome of the Adhoc#2
	G2 Chairperson
	Noted
	Not presented. For information. The overview had been presented at end of the adhoc, and agreed.

	7.2.2.2
	GP-150328
	G2-65 Meeting Report
	MCC
	Approved
	Not presented. No comments. Approved.


7.2.2.3
Challenges to working agreements (must have been previously requested)
7.2.3
Election of TSG GERAN WG2 Chairman
Yang Zhao, HuaWei Technologies Co., Ltd was the single candidate for the post as TSG GERAN WG2 Chairman, and was elected by acclamation for a new period as GERAN WG2 Chairperson. She was re-elected Monday the 25th March 2015 at 15:15.
7.2.4
Letters / Reports from Other Groups

7.2.4.1
TSG-CT, TSG-RAN, TSG-SA and PCG/OP

	Agenda
	Doc
	Subject / Title
	Source
	Status
	Report

	7.2.4.1
	GP-150529
	LS on C-IoT/MTC data transmission targets for security-related procedures
	TSG SA WG3
	Reply in GP-150551
	Presented by Chris Pudney. 

Original: S3-151418.

Release:
REL-13

Work Item:
FS_BEST_MTC_Sec

Source:
SA3

To:
GERAN1, GERAN2, RAN1, RAN2

SA3 understands that security procedures (including the security signalling in the control plane) are only a part of the total amount of information exchanged over the RAT. 

1.
Nevertheless, SA3 would like to ask if specifying targets for data transmission for security-related procedures would be meaningful and if they should be taken as objectives and/or working assumption for SA3. If yes, what these targets could be?

2.
SA3 would like to know how GERAN came up with allocating 10% of the battery capacity to security procedures during the joint discussion with SA PLENARY. It was said in SA3 that this ratio should be considered as flexible, because the smaller and more infrequent the transmitted data is, the bigger the security overhead becomes. 

3.
Furthermore SA3 would like to further understand whether a 1:4 data rate split should always be respected? This ratio does not appear meaningful for IoT applications like sensors for which there is only uplink, and no downlink, user plane traffic. 

4.
SA3 would like GERAN1, GERAN2, RAN1 and RAN2 to take note that 4 bytes are exactly the length of the Message Authentication Code returned by the UE to the SGSN/MME. This would imply that the budget example of 4 bytes would be exhausted already by a single message per day, irrespective of the length of this message. SA3 believe that those daily data allocation can be cumulated over a longer period of time (e.g. no messages sent for a week means a budget of 28 bytes usable for security information).

5.
SA3 would also like to ask whether there are any time constraints that should be taken into account for the completion of security procedures (including the authentication and security signalling procedures). It was claimed that a latency target for authentication could be deduced from a latency target for sending a MAR exception report (cf. clause E.2.1 of 3GPP TR 45.820); if this is the case please explain the connection between the two and also whether the latency target for sending a MAR exception report is a hard target or more like a best guess. 

6.
SA3 would like GERAN1, GERAN2, RAN1 and RAN2 to take note that the security signalling in the control plane would have to be accounted for either on top of this or within the total amount of transmissible data.

7.
Further questions like the ones above may arise as the security work on CIoT progresses. Therefore, SA3 cannot, at this point in time, commit to any particular constraints as SA3 does not understand the implications of these constraints well enough.

	7.2.4.1
	GP-150528
	LS on RAN assumptions from SA2 for FS_eDRX
	TSG SA WG2
	Noted
	Presented by John Diachina. Sent to G2 by Monday GERAN Plenary Session.

Original: S2-151430.

Release:
Rel-13

Work Item:
FS_eDRX

Source:
Qualcomm (3GPP SA WG2)

To:
GERAN, 3GPP RAN WG2

SA2 is studying in Rel-13 the feasibility of extending DRX cycle for both idle and connected mode as part of the Study Item FS_eDRX. The issues and solutions discussed in SA2 and captured in TR 23.770 focus mostly on the core network. 

Certain issues are in the realm of GERAN/RAN, which have been captured in TR 23.770 subclause 4.3, and are:

Issue 1:

-
Given a maximum response time desired by UE/applications, how to derive the eDRX value taking RAN/GERAN aspects into account (e.g. possible paging misses due to lack of SFN or frame timing alignment between cells, etc.).

Issue 2:

-
How to maintain level of reliability for UE being able to receive the paging at its paging occasion similar to paging reliability for normal DRX, even when UE has performed cell reselection.

Issue 3:

-
Impact on idle mode UE measurement and cell reselection

Reply in GP-150552.

	7.2.4.1
	GP-150520
	Reply LS on Introduction of extended EARFCN value range in GERAN
	TSG CT WG1
	Noted
	First presented in Monday GERAN Plenary session.

Presented by Michel Robert.

Original C1-151626.

Response to GP-150277.

Release:
Rel-11

Work Item:
TEI11

Source:
3GPP TSG CT WG1

To:
3GPP TSG GERAN WG2

When updating the CRs to TS 24.008 to include the Extended EARFCN value range support indicators based on GERAN's endorsed CR, CT1 identified an issue for the proposed CSN.1 encoding.

While the proposed encoding would work for Rel-11, there is a problem with Rel-12 because GERAN already added a few fields for other features in Rel12 both to the Mobile Station Classmark 3 IE and to the MS RAC Radio Access capability IE. Inserting the new Extended EARFCN value range bit before these Rel-12 fields would create a backward compatibility problem.

CT1 discussed a solution to resolve this backward compatibility issue and would like to propose an alternative encoding in the attached CRs which includes the new Extended EARFCN value range bit after the already existing Rel-12 fields.

CT1 would like GERAN2 to evaluate the attached alternative encoding proposals and indicate to CT1 whether this alternative encoding proposal to support introduction of extended EARFCN feature in Rel-11 and later is acceptable.

	7.2.4.1
	GP-150527
	Response to Reply LS on paging for MTC
	TSG SA WG2
	Noted
	First presented in Monday GERAN Plenary session.

Original: S2-151383.

Response to:
GP-150312/S2-150716; R1-150924/S2-150720 

Release:
Release 13

Work Item:
LTE_MTCe2_L1, FS_IoT_LC

Source:
SA2

To:
RAN 3, RAN 2, RAN 1, GERAN 2, GERAN 1 

Cc:
GERAN

Subsequent to RAN 1’s original LS in R1-145454/S2-150019, SA 2 thanks RAN 1 and GERAN for the above mentioned replies to the questions SA 2 raised in the outgoing SA 2 LS in S2-150697.

SA 2 anticipates responses to S2-150697 from RAN 2 and RAN 3, but in the meantime would like to provide the following considerations:

a)
A common approach for all RATs is desirable. 

b)
Related to RAN 1’s and GERAN’s answer to SA 2’s Q1 and Q2 (storage of ‘coverage’ situation in the CN): SA2 are concerned that radio conditions might not be stable. Solutions should be designed to avoid significant signalling load on the core network.

c)
Related to GERAN’s answer to SA 2’s Q3 (e.g. limiting the ‘extended coverage’ paging to only one or a small number of cells): this may require additional Core Network node functionality and/or RAN functionality and this may need careful specification in order to maintain the capability for multi-vendor RAN-CN operation.

An alternative of keeping the UE in connected mode/Ready state for long periods might interact poorly with battery saving techniques or place a dependency on the ‘connected mode’ aspects of the R13 SID FS_eDRX.

As these issues span radio access network and system aspects some joint discussions could be scheduled during the Fukuoka meetings, 25-29 May, although GERAN would be unable to participate.

Already treated at earlier occasion.

	7.2.4.1
	GP-150525
	Response to Reply LS on Security Framework for Cellular IoT
	TSG SA WG1
	Noted
	First presented in Monday GERAN Plenary session.

Original: S1-151528.

Response to:
S3-151198

Release:
Release 13

Work Item:
FS_IoT_LC

Source:
SA1

To:
SA3, 

Cc:
GERAN2, GERAN, SA2, SA

For information only. No further action required.

	7.2.4.1
	GP-150526
	Response to Reply LS on Security Framework for Cellular IoT
	TSG SA WG2
	Noted
	First presented in Monday GERAN Plenary session.

Original S2-151382.

Response to:
S3-151198

Release:
Release 13

Work Item:
FS_IoT_LC

Source:
SA2

To:
SA3, 

Cc:
GERAN2, GERAN, SA1, SA

For information only. No further action required.


7.2.4.2
From Partners and Their Bodies

7.2.4.3
Others

7.2.5
Technical Work

7.2.5.1
Pre-Release 12 Corrections
7.2.5.1.1
Miscellaneous Release 11 Corrections

	Agenda
	Doc
	Subject / Title
	Source
	Status
	Report

	7.2.5.1.1
	GP-150370
	CR 44.018-1017 rev 2: Correction of the Dual Priority Feature (Rel-11)
	Intel
	Revised in GP-150541
	Revised before presentation.

	7.2.5.1.1
	GP-150541
	CR 44.018-1017 rev 3: Correction of the Dual Priority Feature (Rel-11)
	Intel
	Revised in GP-150607
	Revision of GP-150370.

	7.2.5.1.1
	GP-150607
	CR 44.018-1017 rev 4: Correction of the Dual Priority Feature (Rel-11)
	Intel
	Revised in GP-150613
	Revision of GP-150541.

	7.2.5.1.1
	GP-150613
	CR 44.018-1017 rev 5: Correction of the Dual Priority Feature (Rel-11)
	Intel
	Agreed
	Revision of GP-150607.

	7.2.5.1.1
	GP-150499
	Draft CR 24.008 Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-11)
	Alcatel-Lucent, Ericsson LM
	Revised in GP-150548
	Sent to G2 by Monday GERAN Plenary session.

	7.2.5.1.1
	GP-150548
	Draft CR 24.008 Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-11)
	Alcatel-Lucent, Ericsson LM
	Revised in GP-150553
	Revision of GP-150499.

Presented by Michel Robert.

	7.2.5.1.1
	GP-150553
	Draft CR 24.008 Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-11)
	Alcatel-Lucent, Ericsson LM
	Revised in GP-150555
	Revision of GP-150548.

	7.2.5.1.1
	GP-150555
	Draft CR 24.008 Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-11)
	Alcatel-Lucent, Ericsson LM
	Endorsed
	Revision of GP-150553. The draft CR was heavily discussed, as it breaks the principle of release-indepence. However a better solution to the underlying problem was not found.

	7.2.5.1.1
	GP-150500
	Draft CR 24.008 Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-12)
	Alcatel-Lucent, Ericsson LM
	Revised in GP-150556
	Sent to G2 by Monday GERAN Plenary session.

Presented by Michel Robert.

	7.2.5.1.1
	GP-150556
	Draft CR 24.008 Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-12)
	Alcatel-Lucent, Ericsson LM
	Endorsed
	Revision of GP-150500.

Presented by Michel Robert.

	7.2.5.1.1
	GP-150501
	Draft CR 24.008 Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-13)
	Alcatel-Lucent, Ericsson LM
	Revised in GP-150557
	Sent to G2 by Monday GERAN Plenary session.

Presented by Michel Robert.

	7.2.5.1.1
	GP-150557
	Draft CR 24.008 Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-13)
	Alcatel-Lucent, Ericsson LM
	Endorsed
	Revision of GP-150501.

Presented by Michel Robert.

	7.2.5.1.1
	GP-150502
	Reply LS on introduction of extended EARFCN value range in GERAN (response to LS C1-151626) (To: CT1)
	Alcatel-Lucent, Ericsson LM
	Revised in GP-150549
	Sent to G2 by Monday GERAN Plenary session.

	7.2.5.1.1
	GP-150410
	CR 44.018-1020: Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-11)
	Alcatel-Lucent, Ericsson LM
	Agreed
	Presented by Michel Robert.

The description of the EARFCN field within the SI 2quater Rest Octets includes a description of the cases for which a mobile station supporting extended EARFCNs shall use the SI 2quater message to build its E-UTRAN NCL; such a description is redundant with the content of the sub-clause 3.4.1.2.1.1a.

	7.2.5.1.1
	GP-150411
	CR 44.018-1021: Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-12)
	Alcatel-Lucent, Ericsson LM
	Agreed
	Mirror.


7.2.5.2
Release 12 Work


7.2.5.2.1
MSRD for VAMOS

7.2.5.2.2      New Training Sequence Codes for GERAN
7.2.5.2.3      Small Technical Enhancements and Improvements for Release 12
	Agenda
	Doc
	Subject / Title
	Source
	Status
	Report

	7.2.5.2.3
	GP-150372
	CR 44.031-0226: Correction of GLONASS system time origin   (Rel-12)
	Intel
	Revised in GP-150560
	Presented by Yanzeng Fu.

GLONASS System Time origin has been corrected from:

“January 1, 1996; 03:00:00 UTC(RU)”

To:

“December 31st 1995 21:00:00 UTC (SU), which is local UTC Moscow January 1st 1996 00:00:00, defined as UTC(SU) + 3 hours in [17].”

Impacted functionality

GLONASS position fix

Inter-operability

1. 
If the network is implemented according to the CR and the UE is not, then a position fix by UE using GLONASS-only will fail during a 3 hours period.

2. 
If the UE is implemented according to the CR and the network is not, then a position fix by UE using GLONASS-only will fail during a 3 hours period.

Need to update table to reflect latest version of the spec.

	7.2.5.2.3
	GP-150560
	CR 44.031-0226 rev 1: Correction of GLONASS system time origin   (Rel-12)
	Intel
	Agreed
	Revision of GP-150372.

	7.2.5.2.3
	GP-150371
	CR 44.018-1018 rev 2: Correction of the Dual Priority Feature (Rel-12)
	Intel
	Revised in GP-150542
	Revised before presentation.

	7.2.5.2.3
	GP-150542
	CR 44.018-1018 rev 3: Correction of the Dual Priority Feature (Rel-12)
	Intel
	Revised in GP-150608
	Revision of GP-150371.

	7.2.5.2.3
	GP-150608
	CR 44.018-1018 rev 4: Correction of the Dual Priority Feature (Rel-12)
	Intel
	Revised in GP-150614
	Revision of GP-150542.

	7.2.5.2.3
	GP-150614
	CR 44.018-1018 rev 5: Correction of the Dual Priority Feature (Rel-12)
	Intel
	Agreed
	Revision of GP-150608.

	7.2.5.2.3
	GP-150361
	Discussion document on CR0405 - 48.008 RT: BSSMAP changes required for AoIP support of VGCS/VBS services
	Kapsch CarrierCom France S.A.S.
	Noted
	Presented by Olivier Eudes.

With the introduction of AoIP in 3GPP Release 8 required updates in form of change requests were submitted into the spec. However, for some reason the VGCS/VBS service was not considered at this stage, hence not covered. In order to cover the support of VGCS/VBS service with AoIP, certain specific updates currently missing need to be tightened into 48.008.

Following BSSMAP procedure descriptions have to be updated to support AoIP for VGCS/VBS services:

- 
VGCS/VBS Assignment procedure

Following BSSMAP messages formats and contents have to be updated to support AoIP for VGCS/VBS services:

- 
VGCS/VBS ASSIGNMENT REQUEST

- 
VGCS/VBS ASSIGNMENT RESULT

- 
VGCS/VBS ASSIGNMENT FAILURE

Corresponding CR in GP-150362.

	7.2.5.2.3
	GP-150362
	CR 48.008-0405: RT : BSSMAP changes required for AoIP support of VGCS/VBS services (Rel-12)
	Kapsch CarrierCom
	Revised in GP-150554
	The support for VGCS/VBS services with AoIP should be specified.

	7.2.5.2.3
	GP-150554
	CR 48.008-0405 rev 1: RT : BSSMAP changes required for AoIP support of VGCS/VBS services (Rel-12)
	Kapsch CarrierCom
	Revised in GP-150568
	Revision of GP-150362.

	7.2.5.2.3
	GP-150568
	CR 48.008-0405 rev 2: RT : BSSMAP changes required for AoIP support of VGCS/VBS services (Rel-12)
	Kapsch CarrierCom
	Agreed
	Revision of GP-150554

	7.2.5.2.3
	GP-150329
	CR 44.060-1606: Downlink Multi-Carrier Corrections (Rel-12)
	MCC
	Revised in GP-150559
	Coversheet error. Unhides hidden text.

	7.2.5.2.3
	GP-150559
	CR 44.060-1606 rev 1: Downlink Multi-Carrier Corrections (Rel-12)
	MCC
	Agreed
	Revision of GP-150329.


7.2.5.3
Release 13 Work


7.2.5.3.1
Study on Downlink MIMO

7.2.5.3.2
Study on UL MU-MIMO

7.2.5.3.3      Study on Power Saving for MTC Devices
	Agenda
	Doc
	Subject / Title
	Source
	Status
	Report

	7.2.5.3.3
	GP-150425
	pCR to 43.869: uPoD Short and long sync up procedure
	Ericsson LM
	Revised in GP-150562
	Presented by John Diachina.

To introduce the short and long sync procedures in light of their respective merits in terms of reduced energy consumption for the terminal when operating in a power saving state, as described in [2]. In terms of specification impact, the procedures described herein are not foreseen to become part of a future specification, but rather that the existing specifications need relaxations in terms of procedures performed in the interest of device reachability and mobility.

	7.2.5.3.3
	GP-150562
	pCR to 43.869: uPoD Short and long sync up procedure
	Ericsson LM
	Revised in GP-150615
	Revision of GP-150425.

	7.2.5.3.3
	GP-150615
	pCR to 43.869: uPoD Short and long sync up procedure
	Ericsson LM
	Agreed
	Revision of GP-150562.

Conditionally agreed.

	7.2.5.3.3
	GP-150424
	pCR to 43.869: uPoD, Paging group determination
	Ericsson LM
	Revised in GP-150561
	Presented by John Diachina.

The set of eDRX cycle lengths currently indicated by the TR is modified to allow for shorter eDRX cycles down to length of ~ 1.9 seconds which may be realistic for devices in extended coverage that have access to external power. In addition, a description is needed regarding how a device in Extended Uplink TBF mode monitors the DL PACCH and how a device monitors the AGCH while in the Packet Idle mode with its Ready timer running.

This is expected to be brought forward to the EC-GSM solution, if relevant.

	7.2.5.3.3
	GP-150561
	pCR to 43.869: uPoD, Paging group determination
	Ericsson LM
	Agreed
	Revision of GP-150424.

Conditionally agreed.

	7.2.5.3.3
	GP-150428
	pCR to 43.869: uPoD, Time Coordinated Cells
	Ericsson LM
	Revised in GP-150605
	Presented by John Diachina.

A method for realizing extended DRX cycle lengths is needed.The method must ensure the same level of reliability for a device to receive a paging request at its nominal paging occasion as for a device using a legacy DRX cycle.

	7.2.5.3.3
	GP-150605
	pCR to 43.869: uPoD, Time Coordinated Cells
	Ericsson LM
	Revised in GP-150651
	Revision of GP-150428.

	7.2.5.3.3
	GP-150651
	pCR to 43.869: uPoD, Time Coordinated Cells
	Ericsson LM
	Agreed
	Revision of GP-150605.

Agreed by G2 conditionally to G1 agreement.

	7.2.5.3.3
	GP-150423
	uPoD, Paging group determination
	Ericsson LM
	Noted
	Presented by John Diachina.

Update of contribution first presented at earlier meeting.

The main objective of the uPoD study item is to support the introduction of extended DRX (eDRX) operation along with a simplified mobility management scheme thereby allowing for a substantial increase in device battery lifetime to be realized.  In this contribution the determination of nominal paging groups on the PCH channel is outlined along with a description of how a device is to monitor downlink radio resources in extended uplink TBF mode and in packet idle mode while the Ready timer is running.

Corresponding CR in GP-150424.

	7.2.5.3.3
	GP-150395
	Work Plan for FS_uPoD
	SI Rapporteur
	Noted
	Presented by Jing Han.

No comments to the proposed work plan, which will form the basis for further work.


7.2.5.3.4      Study on Cellular System Support for Ultra Low Complexity and Low Throughput IoT
	Agenda
	Doc
	Subject / Title
	Source
	Status
	Report

	7.2.5.3.4
	GP-150445
	Cellular IoT, Mobility Management
	Ericsson LM
	Noted
	Presented by Nicklas Johansson.

A proposal allowing the network to keep track of devices in an area of just a few cells has been presented in this document. This allows the network to reach devices by sending paging messages in just a few cells.

It is also proposed to update the 48.018 PAGING PS message to allow for inclusion of a list of individual cells, belonging to the same BSS.

Elaboration on benefits are needed.

	7.2.5.3.4
	GP-150536
	Conclusion on EC-GSM candidate technique for SI “Cellular System Support for Ultra Low Complexity and Low Throughput Internet of Things”
	Ericsson LM
	Noted
	Presented by Nicklas Johansson.

Open issues remain, For futher consideration.

	7.2.5.3.4
	GP-150494
	Consideration on Synchronization for Paging in CIoT
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	Noted
	New issues for paging in CIoT are analyzed in this contribution. Based on the design of NB M2M, SFN level synchronization is proposed and discussed. With SFN level synchronization between cells the loss or duplication of paging messages can be avoided. Furthermore, a granularity of one super frame for synchronization is easily achieved by implementation or by signaling exchange between the SGSN and base stations.

	7.2.5.3.4
	GP-150518
	Core Network Aspects: Capacity, Latency and Current Implementations
	Vodafone Group plc
	Revised in GP-150578
	Presented by Chris Pudney.

The question of which existing Core Network to use with the CIoT remains open.

This document describes some aspects that operators may need to take into consideration before expressing final preferences.

	7.2.5.3.4
	GP-150368
	C-UNB architecture
	SIGFOX
	Noted
	Presented by Benoit Ponsard.

This document provides an overview of the avatar concept, where, for each C-UNB,  a simulated MS resides on the C-UNB server, and an "agent avatar" resides on the BSS, taking care of the necessary translations and routings.

The proposal is for Gb interface, but nothing excludes a similar solution for S1 interface later on, if desired.

Clarification: SGSN sees only MS avatar, each attached to only a single BSS.

The C-UNB routing functions and the mobility functionality are done by the C-UNB server.

It was noted, that this architecture is rather complex, and most of its development will not be under the responsibility of GERAN (or RAN), as it is not radio interface related.

	7.2.5.3.4
	GP-150359
	C-UNB for Cellular IoT - Radio Resource Management
	SIGFOX
	Noted
	Presented by Benoit Ponsard.

Update of GPC150146 from earlier meeting.

This contribution details some aspects of the radio resource management in C-UNB radio access technology (RAT). It shows how C-UNB RAT can support RRM procedures of the Gb architecture, without major impact on the core network.

It was commented, that this architechture does not support the downlink model due to linking of DL to preceeding UL transmission. The latency for DL need to be supported in minutes range, and with the proposed method, DL latencies of 6 hours are possible. Sigfox responed that the MS can be configured to transmit UL pings (DL triggers) more often, however that will impact power consumption without valuable information to be transmitted.

It was clarified that the UEs can be configured individually with different wake up periods than the default broadcas by the beacon.

	7.2.5.3.4
	GP-150396
	Discussion on CIoT Architecture
	China Mobile Com. Corporation
	Noted
	The paper form CMCC propose that S1 based architecture is supported for CIoT and should be prioritized. On the other hand, Gb based architecture should also be supported because of higher transmission efficiency.

	7.2.5.3.4
	GP-150364
	Discussions and Recommendations for EC-GSM
	Samsung R&D Institute UK
	Noted
	Presented by Jian Jun Wu.

In this contribution, EC-GSM solution is discussed. Several recommendations are provided in order to help improve EC-GSM solution.

Some concern was expressed to use COMPACT, as it is yet unproven in real implementations.

	7.2.5.3.4
	GP-150400
	Draft Presentation to RAN plenary#68 on Latest Status of the Clean Slate Track of Activities
	Vodafone Group plc
	Revised in GP-150550
	Presented by Chris Pudney.

Lengthy debate on the future. Multiplexing delegates between RAN and GERAN during colocated meetings, , time multiplexing between tasks, CSN.1 vs ASN.1, overload in RAN groups a.o. were issues. No conclusion, the debate will continue.

	7.2.5.3.4
	GP-150550
	Draft Presentation to RAN plenary#68 on Latest Status of the Clean Slate Track of Activities
	Vodafone Group plc
	Plenary
	Revision of GP-150400. Not presented, not drafted at end of meeting. known to exist.

	7.2.5.3.4
	GP-150447
	EC-GSM, Analytical Latency calculation of Downlink ACK
	Ericsson LM
	Noted
	Not presented. For information only.

	7.2.5.3.4
	GP-150451
	EC-GSM, Battery Life Time Performance evaluation
	Ericsson LM
	Noted
	Presented by Björn Hofström.

This paper is updated to include more details regarding the calculations of battery lifetime for EC-GSM for two different output powers. The number of bursts used is updated to reflect link level simulations and HARQ retransmissions. For the GPRS reference case +0 dB and + 10 dB, and the idle times is adjusted in the calculations to reflect the different coverage case.

	7.2.5.3.4
	GP-150453
	EC-GSM, Enhanced AB Based Contention Resolution
	Ericsson LM
	Noted
	Presented by John Diachina.

A methodology for integrating a link simulator in system simulations has been described, with the intention to be used for EC-RACH capacity evaluations. 

With this methodology there are no issues modeling the receiver performance and thus verification is focusing on the simplifications done compared to a full-fledged link level simulator for all radio links in the system. These simplifications include a limited set of pre-generated bursts and a reduction in the total number of interferers modeled per burst.

It is concluded that:

•
The sensitivity limited scenario can be modeled with a RMSE accuracy of 0.2 dB if 1000 pre-generated frames are used.

•
The worst case (from a modeling point of view) interference scenario can be modeled with an accuracy of 0.1 dB if a minimum of 3 interferers are modeled, and at the same time at least 90 % of the interfering energy is modeled.

	7.2.5.3.4
	GP-150449
	EC-GSM, Exception Report Latency performance evaluation
	Ericsson LM
	Noted
	Presented by Björn Hofström.

Based on the results provided in this paper it can be seen that the EC-GSM concept can meet the 10 second latency target of delivering an exception report with quite some margin.

	7.2.5.3.4
	GP-150421
	EC-GSM, Paging group determination
	Ericsson LM
	Noted
	Presented by John Diachina.

In the interest of supporting dynamic coverage class updates whereby the paging periodicity requirement of ensuring 1 page per eDRX cycle is maintained, the paging group determination described above is used for EC-GSM devices. In addition, the BSS is provided with the option of indicating whether a device is to enter EC-GSM Idle mode or Extended Uplink TBF mode when sending an EC-PUAN message confirming reception of all RLC data blocks of an uplink transmission.

	7.2.5.3.4
	GP-150443
	EC-GSM, Uplink header stack reduction
	Ericsson LM
	Noted
	Presented by John Diachina.

This discussion paper describes the USR feature which allows for eliminating the repeated inclusion of UDP/IP protocol overhead (48 octets) for MAR or NTR reports sent over the uplink of the radio interface. Given the volume of small MTC data packets is expected to increase dramatically in the near future, USR is expected to (a) significantly improve the PS domain traffic capacity (EC-PDTCH utilization) of the uplink and (b) contribute to MS power savings in that fewer radio blocks will need to be transmitted per MAR/NTR transmission.

LS in GP-150577.

	7.2.5.3.4
	GP-150404
	Impacts of Unsynchronized Cells in a Routing Area on Paging with eDRX 
	Intel
	Noted
	Presented by Sivanesan Kathiravetpillai.

Extended DRX (eDRX) brings major challenges in the legacy paging mechanism for mobile devices especially when cells in a routing area are not synchronized. Based on the above discussion, 3 major issues has been identified - missing paging, multiple receptions of same paging message, and paging resource wastage. Making the cells in a routing area synchronized or nearly synchronized simplifies addressing these paging issues. The document also discuss potential solutions to address these issues for the case when cells in a routing area are not synchronized.

Liaison with SA2 required.

	7.2.5.3.4
	GP-150457
	Narrow band OFDMA- MAC PDU and message design
	Qualcomm Incorporated
	Noted
	Presented by Mungal Dhanda.

This document proposes the downlink and uplink MAC data block structures, uplink & downlink assignment messages and uplink & downlink ack/nack messages. The importance of the various fields in assignment and acknowledgement messages is provided. The assignment messages allow flexibility to allocate one or more resource blocks together with modulation and coding schemes. Furthermore, unacknowledged mode for downlink is also supported for such use case as software download.

	7.2.5.3.4
	GP-150461
	Narrowband OFDMA - Energy consumption analysis
	Qualcomm Incorporated
	Revised in GP-150574
	Presented by Mungal Dhanda.

This document shows power consumption evaluation following the methodology defined in TR 45 820 and modified as per agreement in telco #11 to include retransmission for 10% of the reports. The analysis shows for combination of fast reporting period and high MCL battery life is below 10 years while for other cases battery life exceeds 10 years.

	7.2.5.3.4
	GP-150574
	Narrowband OFDMA - Energy consumption analysis
	Qualcomm Incorporated
	Noted
	Revision of GP-150461.

	7.2.5.3.4
	GP-150360
	Narrowband OFDMA- Application ack latency evaluation
	Qualcomm Incorporated
	Noted
	Presented by Mungal Dhanda.

This document provides latency evaluation for delivering application acknowledgement from base station to mobile. The evaluation shows that such a packet can be delivered to the mobile station within 0.8 second with 90% reliability. For 99% reliability the delivery time is effectively doubled (that is within 1.6 second).

	7.2.5.3.4
	GP-150459
	Narrowband OFDMA- Latency evaluation
	Qualcomm Incorporated
	Revised in GP-150572
	Presented by Mungal Dhanda.

	7.2.5.3.4
	GP-150572
	Narrowband OFDMA- Latency evaluation
	Qualcomm Incorporated
	Noted
	Revision of GP-150459.

	7.2.5.3.4
	GP-150466
	Narrowband OFDMA-PDCCH Coverage classes and Mapping to MCS and TBS
	Qualcomm Incorporated
	Revised in GP-150539
	Presented by Mungal Dhanda.

	7.2.5.3.4
	GP-150539
	Narrowband OFDMA-PDCCH Coverage Classes and Mapping to Transmit Formats (update of GP-150466)
	Qualcomm Incorporated
	Noted
	Revision of GP-150467 before presentation.

Presented by Mungal Dhanda.

	7.2.5.3.4
	GP-150366
	NB M2M – Complexity analysis
	u-blox AG, Neul Limited
	Noted
	Presented by Robert Young.

In this contribution, we discuss the expected functionality on a NB M2M module, and the corresponding complexity in terms of silicon area, processor load, and memory sizes. 

We note that it would be very helpful to have additional information from other companies on the complexity of stand-alone (i.e. single mode 2G) legacy GPRS devices in order to provide a more detailed complexity comparison between Cellular IoT candidate solutions and legacy GPRS.

	7.2.5.3.4
	GP-150503
	NB M2M - Coverage Class Updates for Paging
	Neul Limited
	Noted
	Presented by Steven Wenham.

This contribution discusses the methods a NB M2M MS uses to provide the network with its current coverage class.  It concludes that the MS should report both improving and worsening coverage conditions for the benefit of the MS, base station and CN.

	7.2.5.3.4
	GP-150380
	NB M2M – Discussions of Random Access Design
	Samsung
	Noted
	This contribution, discuss the design of random access procedure in the NB M2M system, and provides the following observations and proposal:

Observation 1: It is observed that further clarification is necessary on the meaning of ‘Start Indicator’ in the Random Access Response message. 

Observation 2: In the current random access procedure, it is observed that the MS always decodes all the Random Access Response messages allocated by the DCI with a right RA-RNTI indication, until to find its own Random Access Response message.

Proposal: It is suggested to investigate the possible approaches to enhance the random access procedure (e.g., reduce the overhead of decoding Random Access Response messages of others) and hence provide improvement in battery life of the NB M2M devices.

	7.2.5.3.4
	GP-150384
	NB M2M – Discussions on mobility support
	Samsung
	Noted
	Presented by Sungjin Lee.

The document points out following observation.

Observation 1. The conventional procedure of updating coverage class can be a burden to the power consumption of CIoT devices in a mobility situation. 

And the followign proposals:

Proposal 1. For the issue of increased power consumption in mobility situation, it is recommended that the coverage class is just fixed to relatively high value among previous coverage class values during predefined time period.  

Proposal 2. For the issue of increased power consumption in mobility situation, it is helpful to have criteria to recognize the mobility situation.

	7.2.5.3.4
	GP-150382
	NB M2M – Discussions on paging procedure
	Samsung
	Noted
	Presented by Sungjin Lee.

In this contribution, the power efficiency issue of CIoT devices operating in NB-M2M is discussed. In particular, an enhance way of saving the power in paging procedure is proposed.

In this contribution, Samsung point out following observation.

Observation 1. Current paging procedure needs to be improved in terms of power efficiency.

The document list the following proposals for paging group identification beneficial in improving the power efficiency of cIoT devices and to be captured into the TR:

Proposal 1. Providing additional information about the paging target into the paging DCI will help most of CIoT devices to save the energy consumed for unnecessarily decoding the paging message.

Proposal 2. As the way to insert the additional information about the paging target to the paging DCI, two options can be considered, multiple P-RNTI indication and new information field.

Proposal 3. Employing the bitmap based paging group identification into the paging DCI will help BS to indicate which paging groups have the paging target with a simple way.

	7.2.5.3.4
	GP-150386
	NB M2M – Discussions on UL data transfer procedure
	Samsung
	Withdrawn
	Not available

	7.2.5.3.4
	GP-150496
	NB M2M - Evaluation of Transmission Efficiency (update of GPC150153)
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	Noted
	Presented by Lei Liu.

The transmission efficiency of Gb based architecture and S1 based architecture has been evaluated. It is proposed to capture the results of the transmission efficiency evaluation in the TR together with the observations related to the S1 based architecture.

	7.2.5.3.4
	GP-150506
	NB M2M - Radio Protocol Structure for Gb and S1 Architectures
	Neul Limited
	Noted
	Presented by Odile Rollinger.

This document gives a description of the overall radio protocol structure for the Gb and S1 architectures and introduces the details of the RRC sub-layer and PDCP sub-layer in the S1 architecture.

	7.2.5.3.4
	GP-150535
	New Work Item on Extended Coverage GSM (EC-GSM) for support of Cellular Internet of Things
	Ericsson LM, Intel, Gemalto N.V., MediaTek Inc., TeliaSonera AB
	Revised in GP-150543
	Revised before presentation in G2.

	7.2.5.3.4
	GP-150543
	New Work Item on Extended Coverage GSM (EC-GSM) for support of Cellular Internet of Things
	Ericsson LM, Intel, Gemalto N.V., MediaTek Inc., TeliaSonera AB
	Noted
	Revision of GP-150535.

Presented by Nicklas Johansson.

	7.2.5.3.4
	GP-150516
	N-GSM: Link layer design aspects
	Nokia Networks
	Noted
	Presented by Jürgen Hoffmann.

In this contribution the adaptive chase combining based on the new link layer design for N-GSM using a specific N-MAC header for chase combining has been studied. Based on the introduction of an intermediate N-MAC layer between physical layer and RLC layer a higher efficiency together with coverage in serving the CIoT traffic is ensured.

	7.2.5.3.4
	GP-150512
	N-GSM: N-AGCH design and performance 
	Nokia Networks
	Noted
	Presented by Jürgen Hoffmann

Payload bits required for N-AGCH is estimated by analysing the largest message sent over this channel (N-Fixed Uplink Assignment message). The channel structure is derived based on this analysis and mapping of N-AGCH blocks in N-CCCH control frame is illustrated. The number of blind repetitions required for N-AGCH is derived based on the downlink Radio Quality indicator sent in the preceding N-RACH channel access message.

	7.2.5.3.4
	GP-150511
	N-GSM: N-BCCH design and performance 
	Nokia Networks
	Noted
	The N-BCCH channel design presented in this document enables the CIoT device to decode the complete system information within 1.88 seconds in better coverage condition and for MCL target coverage conditions within 7.53 seconds.

	7.2.5.3.4
	GP-150514
	N-GSM: N-PACCH design and performance
	Nokia Networks
	Revised in GP-150532
	Revised in GP-150532 before presentation.

	7.2.5.3.4
	GP-150532
	N-GSM: N-PACCH Design and Performance
	Nokia Networks
	Noted
	Revision of GP-150514. Presented by Jürgen Hoffmann.

The N-PACCH channel design presented in this document enables CIoT system support in extended coverage as depicted in regard to coverage performance for control data close to the target MCL of 164 dB.

Performance impact from N-MAC reception will be addressed in the next revision.

	7.2.5.3.4
	GP-150513
	N-GSM: N-PCH design and performance
	Nokia Networks
	Noted
	Presented by Jürgen Hoffmann.

This contribution presents the N-PCH channel structure and the adaptive repetition procedure for the N-PCH channel. The adaptive repetition is controlled based on reception of the random access message for paging response which will be sent on N-RACH using a dedicated TSC. The positions of the repetitions are mapped to the paging group within the 51-multiframe so that the paging group corresponding to the N-RACH message can be identified and also collision among N-RACH messages for paging response can be avoided.

Compared to blind repetitions, the adaptive repetition of paging allows more efficient usage of paging resources. Moreover this mechanism does not require any information about the MS’s coverage conditions from SGSN avoiding the need to update the coverage conditions from MS to SGSN.

	7.2.5.3.4
	GP-150510
	N-GSM: N-RACH design and performance
	Nokia Networks
	Noted
	Presented by Jürgen Hoffmann.

• 
Initial analytical system modelling based on path loss with 6dB margin shows that RACH load in given system and traffic models for MAR and NC can be served with random access collision probability of 2.6% for the first attempt.

• 
Link simulations including study for capture thresholds with the same and different training sequences and partial collisions with chase combining are for further study.

	7.2.5.3.4
	GP-140628
	N-GSM: pCR to TR 45.820 - Text proposal for N-GSM
	Nokia Networks
	Revised in GP-150617
	Revision of GP-150576.

	7.2.5.3.4
	GP-150517
	N-GSM: pCR to TR 45.820 - Text proposal for N-GSM
	Nokia Networks
	Revised in GP-150576
	Presented by Jürgen Hoffmann.

pCR reflecting proposals described in the Nokia Networks documents on N-GSM.

	7.2.5.3.4
	GP-150576
	N-GSM: pCR to TR 45.820 - Text proposal for N-GSM
	Nokia Networks
	Revised in GP-140628
	Revision of GP-150517.

	7.2.5.3.4
	GP-150617
	N-GSM: pCR to TR 45.820 - Text proposal for N-GSM
	Nokia Networks
	Agreed
	Revision of GP-140628.

Conditionally agreed from WG2 perspective. Further WG1 review needed.

	7.2.5.3.4
	GP-150481
	On MS Power Reduction for Multi-slot Transmission in GPRS/EGPRS
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	Noted
	In this document, the implications of “compact burst mapping” on the MS output power in GPRS, EGPRS and EC-GSM are discussed. The sourcing companies have some reservations on the output power of EC-GSM where no power reduction has been assumed in the MS for multi-slot transmissions. It is believed that a thorough investigation for EC-GSM is necessary on the impact of +33 dBm MS output power to the design of power amplifiers and front-end modules in order to justify such an assumption in performance evaluations.

	7.2.5.3.4
	GP-150452
	pCR -  EC-GSM, Battery Life Time Performance evaluation
	Ericsson LM
	Revised in GP-150602
	Presented by Björn Hofström.

pCR reflecting proposal in GP-150451.

	7.2.5.3.4
	GP-150602
	pCR -  EC-GSM, Battery Life Time Performance evaluation
	Ericsson LM
	Revised in GP-150610
	Revision of GP-150452.

	7.2.5.3.4
	GP-150610
	pCR -  EC-GSM, Battery Life Time Performance evaluation
	Ericsson LM
	Agreed
	Revision of GP-150602.

Conditionally agreed.

	7.2.5.3.4
	GP-150448
	pCR - EC-GSM, Analytical Latency calculation of Downlink ACK
	Ericsson LM
	Noted
	Not presented. Left for information only. Not yet agreed.

	7.2.5.3.4
	GP-150450
	pCR - EC-GSM, Exception Report Latency performance evaluation
	Ericsson LM
	Revised in GP-150601
	Presented by Björn Hofström.

pCR reflecting GP-150449.

	7.2.5.3.4
	GP-150601
	pCR - EC-GSM, Exception Report Latency performance evaluation
	Ericsson LM
	Revised in GP-150609
	Revision of GP-150450.

	7.2.5.3.4
	GP-150609
	pCR - EC-GSM, Exception Report Latency performance evaluation
	Ericsson LM
	Agreed
	Revision of GP-150601.

Conditionally agreed.

	7.2.5.3.4
	GP-150399
	pCR - Rapporteur corrections to evaluation methodology for DL APP ACK for UL MAR periodic reports
	Vodafone Group plc (Rapporteur)
	Revised in GP-150563
	Presented by Chris Pudney.

This document provides the text changes on latency evaluation of downlink application ACK for uplink MAR periodic reporting.

	7.2.5.3.4
	GP-150563
	pCR - Rapporteur corrections to evaluation methodology for DL APP ACK for UL MAR periodic reports
	Vodafone Group plc (Rapporteur)
	Agreed
	Revision of GP-150399.

	7.2.5.3.4
	GP-150385
	pCR 45.820 – Further considerations of mobility support
	Samsung
	Revised in GP-150569
	Presented by Sungjin Lee.

	7.2.5.3.4
	GP-150569
	pCR 45.820 – Further considerations of mobility support
	Samsung
	Noted
	Revision of GP-150385.

Not yet agreed.

	7.2.5.3.4
	GP-150495
	pCR 45.820 Consideration on Synchronization for Paging in CIoT
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	Revised in GP-150606
	pCR reflecting proposal in GP-150494.

	7.2.5.3.4
	GP-150606
	pCR 45.820 Consideration on Synchronization for Paging in CIoT
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	Agreed
	Revision of GP-150495.

Agreed conditionally to G1 agreement.

	7.2.5.3.4
	GP-150504
	pCR 45.820 NB M2M - Coverage Class Updates for Paging
	Neul Limited
	Revised in GP-150564
	Presented by Steven Wenham.

	7.2.5.3.4
	GP-150564
	pCR 45.820 NB M2M - Coverage Class Updates for Paging
	Neul Limited
	Revised in GP-150616
	Revision of GP-150504.

	7.2.5.3.4
	GP-150616
	pCR 45.820 NB M2M - Coverage Class Updates for Paging
	Neul Limited
	Agreed
	Revision of GP-150564.

Conditionally agreed.

	7.2.5.3.4
	GP-150497
	pCR 45.820 NB M2M - Evaluation of Transmission Efficiency
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	Revised in GP-150580
	Presented by Lei Liu.

This document contains a text proposal for the Cellular IoT TR on evaluation of transmission efficiency of the NB M2M solution. The evaluation results in SMS and S1 based architecture with IP compression are updated. And in order to show the evaluation results more directly, the normal results are removed.

	7.2.5.3.4
	GP-150580
	pCR 45.820 NB M2M - Evaluation of Transmission Efficiency
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	Agreed
	Revision of GP-150497.

	7.2.5.3.4
	GP-150498
	pCR 45.820 NB M2M - Exception Report Latency
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	Agreed
	Presented by Lei Liu.

Agreed by WG2. Need also WG1 agreement.

	7.2.5.3.4
	GP-150505
	pCR 45.820 NB M2M - Link Layer: Miscellaneous Correction
	Neul Limited
	Agreed
	Presented by Odile Rollinger.

	7.2.5.3.4
	GP-150383
	pCR 45.820 NB M2M – Paging procedure design
	Samsung
	Revised in GP-150567
	Presented by Sungjin Lee.

This document provides the text proposal related to the alternative paging design for the NB M2M system.

	7.2.5.3.4
	GP-150567
	pCR 45.820 NB M2M – Paging procedure design
	Samsung
	Agreed
	Revision of GP-150383.

	7.2.5.3.4
	GP-150507
	pCR 45.820 NB M2M - Radio Protocol Structure for Gb and S1 Architectures
	Neul Limited
	Revised in GP-150565
	Presented by Odile Rollinger.

	7.2.5.3.4
	GP-150565
	pCR 45.820 NB M2M - Radio Protocol Structure for Gb and S1 Architectures
	Neul Limited
	Agreed
	Revision of GP-150507.

	7.2.5.3.4
	GP-150381
	pCR 45.820 NB M2M – Random Access Design
	Samsung
	Revised in GP-150566
	This document provides the text proposal related to the random access procedure for the NB M2M system.

	7.2.5.3.4
	GP-150566
	pCR 45.820 NB M2M – Random Access Design
	Samsung
	Agreed
	Revision of GP-150381.

	7.2.5.3.4
	GP-150367
	pCR 45.820: NB M2M – Introduction
	Neul Limited, u-blox AG
	Agreed
	Presented by John Haine.

This document provides some new text for the “7.1.1 General” section for the NB M2M candidate solution in the Technical Report. Note that this is introductory text, intended to provide the reader with a better understanding of the motivation for the NB M2M solution and its key design principles. We believe that this is very important for the NB M2M solution because it is a clean-slate solution, not an evolution of existing GSM, so many readers of the TR will be unfamiliar with the design principles.

G2 had no objections to the pCR, which is agreed conditionally to WG1 agreement.

it was noted, there may be resulting duplcate text in the introductory section, and the rapporteur was given right to merge the agreed proposal into the existing introduction following a best effort approach, and report what might be excluded due to being duplicate.

	7.2.5.3.4
	GP-150578
	pCR Core Network Aspects: Capacity, Latency and Current Implementations
	Vodafone Group plc
	Agreed
	Revision of GP-150518.

	7.2.5.3.4
	GP-150369
	pCR for C-UNB General Description
	SIGFOX
	Revised in GP-150633
	Presented by Benoit Ponsard.

This document provides text for the 7.3 section for the C-UNB candidate solution in the Technical Report 45.820.

Sigfox responded to comments about incompleteness that only the security aspecs remain largely unresolved, and are prepared to bring this to SA for progress.

Vodafone noted: Features like Cell-ID will be controlled by the C-UNB server, and not be "real".thus potentially misleading for functions using them (like tracking). Ownership of server is also questionable. Legal intercept, USIM also.

Chairman noted: the discussion of functional split lies with SA2, and should not be progressed in GERAN. 

Huawei noted inaccuracies and had a number of comments on througput etc.

Qualcomm: this does perhaps not impact Gb architechture, but is infact an "overlay" architechture, using Gb partly as a transport layer and partly as an interface to the core network. Belives significant added control traffic is a major impact.

Not yet agreed.

	7.2.5.3.4
	GP-150633
	pCR for C-UNB General Description
	SIGFOX
	Noted
	Revision of GP-150369.

Work in progress, not yet agreed. Technical details are missing, and a description of MAC and RLC layer approach need to be included. 

An elaborated version of this document is expected for the next meeting.

	7.2.5.3.4
	GP-150365
	pCR NB M2M - Battery Life Analysis
	Neul Limited
	Agreed
	Presented by Robert Young.

This document provides some new text for the NB M2M candidate solution in the Technical Report relating to battery life analysis

	7.2.5.3.4
	GP-150462
	pCR to 45.820 – Energy consumption analysis
	Qualcomm Incorporated
	Revised in GP-150575
	Not presented. Reflects GP-150461 and needed change accordingly.

	7.2.5.3.4
	GP-150575
	pCR to 45.820 – Energy consumption analysis
	Qualcomm Incorporated
	Agreed
	Revision of GP-150462.

Conditionally agreed.

	7.2.5.3.4
	GP-150458
	pCR to 45.820 - Narrow band OFDMA- MAC PDU and message design
	Qualcomm Incorporated
	Revised in GP-150570
	Presented by Mungal Dhanda.

pCR reflecting GP-150457.

	7.2.5.3.4
	GP-150570
	pCR to 45.820 - Narrow band OFDMA- MAC PDU and message design
	Qualcomm Incorporated
	Agreed
	Revision of GP-150458.

	7.2.5.3.4
	GP-150531
	pCR to 45.820 - Narrowband OFDMA- Latency evaluation
	Qualcomm Incorporated
	Revised in GP-150573
	Presented by Mungal Dhanda. 

pCR reflecting GP-150459.

	7.2.5.3.4
	GP-150573
	pCR to 45.820 - Narrowband OFDMA- Latency evaluation
	Qualcomm Incorporated
	Agreed
	Revision of GP-150531.

Agreed. Need also WG1 agreement.

	7.2.5.3.4
	GP-150460
	pCR to 45.820 – Narrowband OFDMA- Latency evaluation
	Qualcomm Incorporated
	Revised in GP-150531
	Presented by Mungal Dhanda.

	7.2.5.3.4
	GP-150467
	pCr to 45.820 – Narrowband OFDMA-Corrections to PDCCH, PUSCH, and PDSCH 
	Qualcomm Incorporated
	Revised in GP-150540
	Presented by Mungal Dhanda.

	7.2.5.3.4
	GP-150571
	pCr to 45.820 – Narrowband OFDMA-Corrections to PDCCH, PUSCH, and PDSCH
	Qualcomm Incorporated
	Revised in GP-150631
	Revision of GP-150540.

	7.2.5.3.4
	GP-150631
	pCr to 45.820 – Narrowband OFDMA-Corrections to PDCCH, PUSCH, and PDSCH
	Qualcomm Incorporated
	Agreed
	Revision of GP-150571.

	7.2.5.3.4
	GP-150540
	pCr to 45.820 – Narrowband OFDMA-Corrections to PDCCH, PUSCH, and PDSCH (revision of GP-150467)
	Qualcomm Incorporated
	Revised in GP-150571
	Presented by Mungal Dhanda.

pCR reflecting GP-150539.

	7.2.5.3.4
	GP-150412
	pCR to 45.820: Conclusion framework
	Ericsson LM
	Revised in GP-150618
	Presnted by Nicklas Johansson. 

A framework for the summary and overall conclusions is missing, and needs to be added. Clause 9 is updated with a framework for summary and overall conclusions.

Companies were invited to bring further clarifications on the phrasing regarding "compliant" and "ffs". Take deployment scenarios into account in table.

	7.2.5.3.4
	GP-150618
	pCR to 45.820: Conclusion framework
	Ericsson LM
	Plenary
	Revision of GP-150412.

	7.2.5.3.4
	GP-150414
	pCR to 45.820: Core Network Objective
	Ericsson LM
	Revised in GP-150579
	Presented by Nicklas Johansson.

Sub-clauses 4.2.X is added to introduce the SI objective of CN architecture and security framework. A sub-clause 5.X is added that informs the reader that the CN evaluation methodology is described first in sub-clause 8.2. It is also mentioned that SA3 has taken over the responsibility of the security aspects listed among the objectives. The related SA3 TRs are added to the list of references in clause 2. Finally sub-clause 8.1.2 can be deleted as a result of this update.

	7.2.5.3.4
	GP-150579
	pCR to 45.820: Core Network Objective
	Ericsson LM
	Agreed
	Revision of GP-150414.

G2 agreed the pCR unconditionally, noting that there is only G2 content to decide upon.

	7.2.5.3.4
	GP-150422
	pCR to 45.820: EC-GSM, Paging group determination
	Ericsson LM
	Revised in GP-150598
	Revised before presentation in G2.

	7.2.5.3.4
	GP-150598
	pCR to 45.820: EC-GSM, Paging group determination
	Ericsson LM
	Agreed
	Revision of GP-150422.

Presented by John Diachina.

The set of eDRX cycle lengths currently indicated by the TR is modified to allow for shorter eDRX cycles down to length of ~ 1.9 seconds which may be realistic for devices in extended coverage that have access to external power. In addition, a description is needed regarding how a device in Extended Uplink TBF mode monitors the DL EC-PACCH and how a device monitors the EC-AGCH while in the EC-Idle mode with its Ready timer running.

Agreed conditionally to G1 agreement.

	7.2.5.3.4
	GP-150427
	pCR to 45.820: EC-GSM, Time Coordinated Cells
	Ericsson LM
	Revised in GP-150604
	Presented by John Diachina.

pCR reflecting GP-150426.

	7.2.5.3.4
	GP-150604
	pCR to 45.820: EC-GSM, Time Coordinated Cells
	Ericsson LM
	Revised in GP-150620
	Revision of GP-150427.

	7.2.5.3.4
	GP-150620
	pCR to 45.820: EC-GSM, Time Coordinated Cells
	Ericsson LM
	Agreed
	Revision of GP-150604.

	7.2.5.3.4
	GP-150416
	pCR to 45.820: Impact from Core Network selection on evaluation methodologies
	Ericsson LM
	Noted
	Presented by Nicklas Johansson.

It is not clearly stated that the choice of CN architecture should be taken into account when evaluating latency, device power consumption and system capacity.

Not yet agreed.

	7.2.5.3.4
	GP-150415
	pCR to 45.820: Latency Objective
	Ericsson LM
	Revised in GP-150585
	pCR reflecting GP-150414.

	7.2.5.3.4
	GP-150585
	pCR to 45.820: Latency Objective
	Ericsson LM
	Agreed
	Revision of GP-150415.

	7.2.5.3.4
	GP-150413
	pCR to 45.820: Re-use of existing infrastructure
	Ericsson LM
	Revised in GP-150584
	Revised before presentation.

	7.2.5.3.4
	GP-150584
	pCR to 45.820: Re-use of existing infrastructure
	Ericsson LM
	Revised in GP-150612
	Revision of GP-150413. Presented by Nicklas Johansson.

The text in Annex A of TR 45.820 on the reuse of existing infrastructure does not fully reflect the intentions of the compatibility objective in sub-clause 4.2.2  (“Impacts to the GPRS/EDGE base station hardware should be minimized”).

	7.2.5.3.4
	GP-150612
	pCR to 45.820: Re-use of existing infrastructure
	Ericsson LM
	Agreed
	Revision of GP-150584.

Conditionally agreed.

	7.2.5.3.4
	GP-150446
	pCR, Cellular IoT, Mobility Management
	Ericsson LM
	Noted
	Presented by Nicklas Johansson.

pCR reflecting proposal in document GP-150445.

No conclusions were reached, and the pCR was postponed until next meeting.

	7.2.5.3.4
	GP-150454
	pCR, EC-GSM, Enhanced AB Based Contention Resolution
	Ericsson LM
	Noted
	Presented by John Diachina.

pCR reflecting GP-150453.

Not yet agreed.

	7.2.5.3.4
	GP-150444
	pCR, EC-GSM, Uplink header stack reduction
	Ericsson LM
	Noted
	Presented by John Diachina.

pCR reflecting GP-150443.

Not yet agreed. For futher study.

	7.2.5.3.4
	GP-150455
	pCR, Miscellaneous corrections to TR 45.820
	Ericsson LM
	Agreed
	Presented by Björn Hofström.

Title says it all.

	7.2.5.3.4
	GP-150534
	Proposed convergence of NB M2M and NB-OFDMA clean-slate solutions
	Qualcomm Incorporated, Huawei Technologies Co., Ltd., HiSilicon Technologies Co., Ltd, Neul Limited, u-blox AG
	Noted
	Presented by Mungal Dhanda.

For futher consideration.

	7.2.5.3.4
	GP-150392
	Rapporteur corrections to evaluation methodology for DL APP ACK for UL MAR periodic reports
	Vodafone Group plc (Rapporteur)
	Noted
	Presented by Chris Pudney.

	7.2.5.3.4 
	GP-150405
	Ready State DRX for Cellular IoT 
	Intel
	Noted
	Presented by Sivanesan Kathiravetpillai.

A Ready State discontinuous reception (RS-DRX) can be introduced in the EC-GSM and other GERAN based CIoT as a possible solution to reduce signaling overhead while keeping the device power consumption lower.  It can be beneficial for specific IoT use cases (such as Industrial IoT) when IoT devices are expected to get frequent traffic. The IoT devices remains in the low device power consumption Ready State so that network can reach these devices with lower latency and lower signaling.

More analysis and scenarios requested. pCR expected for next meeting.

	7.2.5.3.4
	GP-150426
	Time Coordinated Cells
	Ericsson LM
	Revised in GP-150603
	Presented by John Diachina.

The following working assumptions are proposed for realizing Time Coordinated Cells for eDRX and apply for both the uPoD FS (GERAN Study on Power Saving for MTC Devices : FS_uPoD) and the CIoT FS (Cellular System Support for Ultra Low Complexity and Low Throughput Internet of Things : FS_IoT_LC).

WA 1: CIoT/uPoD devices negotiate eDRX cycle length with the SGSN using the Routing Area Update procedure.

WA2: Upon receiving an LLC PDU, a BSS that has knowledge of the IMSI, eDRX Cycle Length and Coverage Class (not applicable for uPoD devices) of the corresponding device shall calculate the “time remaining until the next paging opportunity” for that device and then forward the received LLC PDU and the corresponding “time remaining until the next paging opportunity” information to the SGSN.

WA 3: The SGSN uses the negotiated eDRX cycle length and the “Time Until Next Paging  Opportunity” IE to maintain a device specific eDRX cycle timer used to determine the occurrence of ongoing paging opportunities for that device.

WA 4: Paging requests are buffered in the SGSN until expiration of the device specific eDRX cycle timer.

WA 5: The SGSN sends paging requests over the relevant interface of the appropriate set of BSSs upon expiration of the eDRX cycle timer.

WA6: Upon receiving a paging request the BSS calculates the precise paging opportunity on the radio interface using IMSI + eDRX cycle length + Coverage Class (absent for uPoD devices) information included within paging request.

	7.2.5.3.4
	GP-150603
	Time Coordinated Cells
	Ericsson LM
	Revised in GP-150619
	Revision of GP-150426.

Final revision by on-screen editing.

	7.2.5.3.4
	GP-150619
	Time Coordinated Cells
	Ericsson LM
	Noted
	Revision of GP-150603.

G2 agreed the working assumptions listed in the "way forward" part of this document..


7.2.5.3.5
CSPS_Coord_GERAN

	Agenda
	Doc
	Subject / Title
	Source
	Status
	Report

	7.2.5.3.5
	GP-150456
	Enhancements to CS/PS coordination in GERAN shared networks
	Ericsson LM
	Noted
	Presented by Nicklas Johansson.

To be able to support the CS/PS coordination enhancements in a MOCN and GWCN configuration for GERAN Shared Networks, as defined in stage 2 TS 23.251 [2], the following changes to TS 48.008 and TS 48.018 are anticipated.

-
Introduction of a new MS Registration Enquiry procedure whereby the BSS queries one or more CN nodes (MSC or SGSN) whether a given MS (IMSI) is registered with any of the sharing operators. New request and response messages on the A and Gb interfaces need to be defined.

-
New information elements Old LAI, CS-NRI and Attach Indication in the Reroute Command message. 

-
New information elements Old RAI, PS-NRI and Attach Indication in the DL-UNITDATA when the Redirection Indication IE is included in the PDU.

-
New information element Selected PLMN ID_new in the BSSMAP Complete L3 Information message and in the UL-UNITDATA PDU (alternatively modified condition when to include the already defined Selected PLMN ID IE in Complete L3 Information message and in the UL-UNITDATA PDU).

Initial proposal for changes for discussion. Work in progress. Further contribution for later meeting expected.


7.2.5.2.6      Small Technical Enhancements and Improvements for Release 13

7.2.5.3.7
Other

7.2.6
Letters to Other Groups

	Agenda
	Doc
	Subject / Title
	Source
	Status
	Report

	7.2.6
	GP-150577
	LS on Efficient Data Transfer
	G2
	Revised in GP-150654
	Release:
Rel-13

Work Item:
FS_IoT_LC

Source:
GERAN2

To:
SA2, SA3, CT1

Cc:
RAN1, RAN2

Needed following discussion on GP-150443.

	7.2.6
	GP-150654
	LS on Efficient Data Transfer
	G2
	Approved
	Revision of GP-150577. 

Release:
Rel-13

Work Item:
FS_IoT_LC

Source:
GERAN2

To:
SA2, SA3, CT1

Cc:
RAN1, RAN2

Needed following discussion on GP-150443.

	7.2.6
	GP-150552
	LS on RAN assumptions from SA2 for FS_eDRX
	GP
	Revised in GP-150653
	Presenetd by John Diachina.

Response to GP-150528.

Release:
Rel-13

Work Item:
FS_uPoD

Source:
GERAN

To:
3GPP SA WG2

	7.2.6
	GP-150653
	LS on RAN assumptions from SA2 for FS_eDRX
	GP
	Endorsed
	Revision of GP-150552

Response to GP-150528.

Release:
Rel-13

Work Item:
FS_uPo, FS_IoT_LC

Source:
GERAN

To:
3GPP SA WG2

	7.2.6
	GP-150549
	Reply LS on introduction of extended EARFCN value range in GERAN (response to LS C1-151626) (To: CT1)
	G2
	Revised in GP-150558
	Revision of GP-150502.

In order to inform GERAN on the MS support for extended EARFCN value range (i.e. support for 18-bit EARFCN values), new capability bits need to be defined in Mobile Station Classmark 3 IE and MS Radio Access capability IE.

MS support of extended EARFCN value range is mandatory when the MS supports network sharing.

	7.2.6
	GP-150558
	Reply LS on introduction of extended EARFCN value range in GERAN (response to LS C1-151626) (To: CT1)
	G2
	Approved
	Revision of GP-150549.

Response to: 
Reply LS (C1-151626) on Introduction of extended EARFCN value range in GERAN

Release:
Release 11

Work Item:
TEI11

Source:
TSG GERAN2

To:
TSG CT WG1

	7.2.6
	GP-150551
	Reply to LS on C-IoT/MTC data transmission targets for security-related procedures
	GP
	Revised in GP-150652
	Drafted by Chris Pudney.

Response to: 
GP-150529 = S3-151418

Release:
REL-13

Work Item:
FS_BEST_MTC_Sec

To:
SA 3

Cc:
RAN 1, RAN 2,

	7.2.6
	GP-150652
	Reply to LS on C-IoT/MTC data transmission targets for security-related procedures
	GP
	Endorsed
	Revision of GP-150551.

Response to: 
GP-150529 = S3-151418

Release:
REL-13

Work Item:
FS_BEST_MTC_Sec

To:
SA 3

Cc:
RAN 1, RAN 2,


7.2.7
Work Plan and Future Meetings

	Agenda
	Doc
	Subject / Title
	Source
	Status
	Report

	7.2.7
	GP-150394
	Draft list of work needed for clean-slate from non-RAN TSGs
	Vodafone Group plc 
	Noted
	Sent to G2 by Monday GERAN Plenary session.

	7.2.7
	GP-150393
	Draft WID proposal for clean-slate RAN TSG
	Vodafone Group plc
	Revised in GP-150611
	Sent to G2 by Monday GERAN Plenary session.

	7.2.7
	GP-150611
	Draft WID proposal for clean-slate RAN TSG
	Vodafone Group plc
	Plenary
	Revision of GP-150393.


Meeting Schedule:

	Meeting
	Date
	Place

	Adhoc meeting dedicated to Cellular IoT
	29 June (0900) - 02 July 2015 (1500)
	Kista, Sweden

	GP-67 and WGs
	10-14 August 2015
	Yin Chuan, P. R. China

	GP-68 and WGs
	16-20 November 2015
	Anaheim, California, US

	GP-69 and WGs
	15-19 February 2016
	Malta

	GP-70 and WGs
	23-27 May 2016
	

	GP-71 and WGs
	22-26 August 2016
	

	GP-72 and WGs
	14-18 November 2016
	


NOTE:
The Chairman reserves the right to arrange additional meetings if so required. 

7.2.8
Any Other Business

None

7.2.9
Closure of the Meeting

The Chairman closed the meeting at 19:00, Thursday the 28th May 2015.

Annex A:
Participants List

This table lists those participants who SIGNED the participants list some time during the meeting. 

(will be inserted after the meeting)

Annex B:
Documents List

	Doc
	Subject / Title
	Source
	Agenda
	Status

	GP-140628
	N-GSM: pCR to TR 45.820 - Text proposal for N-GSM
	Nokia Networks
	7.2.5.3.4
	Revised in GP-150617

	GP-150325
	Draft Agenda for TSG GERAN WG2 during TSG GERAN #66 in Vilnius, Lithuania
	GERAN WG2 Chairperson
	7.2.2.1
	Revised in GP-150327

	GP-150327
	Revised Draft Agenda for TSG GERAN WG2 during TSG GERAN #66 in Vilnius, Lithuania
	GERAN WG2 Chairperson
	7.2.2.1
	Approved

	GP-150328
	G2-65 Meeting Report
	MCC
	7.2.2.2
	Approved

	GP-150329
	CR 44.060-1606: Downlink Multi-Carrier Corrections (Rel-12)
	MCC
	7.2.5.2.1
	Revised in GP-150559

	GP-150330
	Ad-hoc on CIoT GERAN2  #2 April 2015 meeting report
	MCC
	7.2.2.2
	Approved

	GP-150359
	C-UNB for Cellular IoT - Radio Resource Management
	SIGFOX
	7.2.5.3.4
	Noted

	GP-150360
	Narrowband OFDMA- Application ack latency evaluation
	Qualcomm Incorporated
	7.2.5.3.4
	Noted

	GP-150361
	Discussion document on CR0405 - 48.008 RT: BSSMAP changes required for AoIP support of VGCS/VBS services
	Kapsch CarrierCom France S.A.S.
	7.2.5.2.3
	Noted

	GP-150362
	CR 48.008-0405: RT : BSSMAP changes required for AoIP support of VGCS/VBS services (Rel-12)
	Kapsch CarrierCom
	7.2.5.2.3
	Revised in GP-150554

	GP-150364
	Discussions and Recommendations for EC-GSM
	Samsung R&D Institute UK
	7.2.5.3.4
	Noted

	GP-150365
	pCR NB M2M - Battery Life Analysis
	Neul Limited
	7.2.5.3.4
	Agreed

	GP-150366
	NB M2M – Complexity analysis
	u-blox AG, Neul Limited
	7.2.5.3.4
	Noted

	GP-150367
	pCR 45.820: NB M2M – Introduction
	Neul Limited, u-blox AG
	7.2.5.3.4
	Agreed

	GP-150368
	C-UNB architecture
	SIGFOX
	7.2.5.3.4
	Noted

	GP-150369
	pCR for C-UNB General Description
	SIGFOX
	7.2.5.3.4
	Revised in GP-150633

	GP-150370
	CR 44.018-1017 rev 2: Correction of the Dual Priority Feature (Rel-11)
	Intel
	7.2.5.1.1
	Revised in GP-150541

	GP-150371
	CR 44.018-1018 rev 2: Correction of the Dual Priority Feature (Rel-12)
	Intel
	7.2.5.2.3
	Revised in GP-150542

	GP-150372
	CR 44.031-0226: Correction of GLONASS system time origin   (Rel-12)
	Intel
	7.2.5.2.3
	Revised in GP-150560

	GP-150380
	NB M2M – Discussions of Random Access Design
	Samsung
	7.2.5.3.4
	Noted

	GP-150381
	pCR 45.820 NB M2M – Random Access Design
	Samsung
	7.2.5.3.4
	Revised in GP-150566

	GP-150382
	NB M2M – Discussions on paging procedure
	Samsung
	7.2.5.3.4
	Noted

	GP-150383
	pCR 45.820 NB M2M – Paging procedure design
	Samsung
	7.2.5.3.4
	Revised in GP-150567

	GP-150384
	NB M2M – Discussions on mobility support
	Samsung
	7.2.5.3.4
	Noted

	GP-150385
	pCR 45.820 – Further considerations of mobility support
	Samsung
	7.2.5.3.4
	Revised in GP-150569

	GP-150386
	NB M2M – Discussions on UL data transfer procedure
	Samsung
	7.2.5.3.4
	Withdrawn

	GP-150392
	Rapporteur corrections to evaluation methodology for DL APP ACK for UL MAR periodic reports
	Vodafone Group plc (Rapporteur)
	7.2.5.3.4
	Noted

	GP-150393
	Draft WID proposal for clean-slate RAN TSG
	Vodafone Group plc
	7.2.7
	Revised in GP-150611

	GP-150394
	Draft list of work needed for clean-slate from non-RAN TSGs
	Vodafone Group plc 
	7.2.7
	Noted

	GP-150395
	Work Plan for FS_uPoD
	SI Rapporteur
	7.2.5.3.3
	Noted

	GP-150396
	Discussion on CIoT Architecture
	China Mobile Com. Corporation
	7.2.5.3.4
	Noted

	GP-150398
	Chairman's overview of the outcome of the Adhoc#2
	G2 Chairperson
	7.2.2.2
	Noted

	GP-150399
	pCR - Rapporteur corrections to evaluation methodology for DL APP ACK for UL MAR periodic reports
	Vodafone Group plc (Rapporteur)
	7.2.5.3.4
	Revised in GP-150563

	GP-150400
	Draft Presentation to RAN plenary#68 on Latest Status of the Clean Slate Track of Activities
	Vodafone Group plc
	7.2.5.3.4
	Revised in GP-150550

	GP-150404
	Impacts of Unsynchronized Cells in a Routing Area on Paging with eDRX 
	Intel
	7.2.5.3.4
	Noted

	GP-150405
	Ready State DRX for Cellular IoT 
	Intel
	7.2.5.3.4 
	Noted

	GP-150410
	CR 44.018-1020: Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-11)
	Alcatel-Lucent, Ericsson LM
	7.2.5.1.1
	Agreed

	GP-150411
	CR 44.018-1021: Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-12)
	Alcatel-Lucent, Ericsson LM
	7.2.5.1.1
	Agreed

	GP-150412
	pCR to 45.820: Conclusion framework
	Ericsson LM
	7.2.5.3.4
	Revised in GP-150618

	GP-150413
	pCR to 45.820: Re-use of existing infrastructure
	Ericsson LM
	7.2.5.3.4
	Revised in GP-150584

	GP-150414
	pCR to 45.820: Core Network Objective
	Ericsson LM
	7.2.5.3.4
	Revised in GP-150579

	GP-150415
	pCR to 45.820: Latency Objective
	Ericsson LM
	7.2.5.3.4
	Revised in GP-150585

	GP-150416
	pCR to 45.820: Impact from Core Network selection on evaluation methodologies
	Ericsson LM
	7.2.5.3.4
	Noted

	GP-150421
	EC-GSM, Paging group determination
	Ericsson LM
	7.2.5.3.4
	Noted

	GP-150422
	pCR to 45.820: EC-GSM, Paging group determination
	Ericsson LM
	7.2.5.3.4
	Revised in GP-150598

	GP-150423
	uPoD, Paging group determination
	Ericsson LM
	7.2.5.3.3
	Noted

	GP-150424
	pCR to 43.869: uPoD, Paging group determination
	Ericsson LM
	7.2.5.3.3
	Revised in GP-150561

	GP-150425
	pCR to 43.869: uPoD Short and long sync up procedure
	Ericsson LM
	7.2.5.3.3
	Revised in GP-150562

	GP-150426
	Time Coordinated Cells
	Ericsson LM
	7.2.5.3.4
	Revised in GP-150603

	GP-150427
	pCR to 45.820: EC-GSM, Time Coordinated Cells
	Ericsson LM
	7.2.5.3.4
	Revised in GP-150604

	GP-150428
	pCR to 43.869: uPoD, Time Coordinated Cells
	Ericsson LM
	7.2.5.3.3
	Revised in GP-150605

	GP-150443
	EC-GSM, Uplink header stack reduction
	Ericsson LM
	7.2.5.3.4
	Noted

	GP-150444
	pCR, EC-GSM, Uplink header stack reduction
	Ericsson LM
	7.2.5.3.4
	Noted

	GP-150445
	Cellular IoT, Mobility Management
	Ericsson LM
	7.2.5.3.4
	Noted

	GP-150446
	pCR, Cellular IoT, Mobility Management
	Ericsson LM
	7.2.5.3.4
	Noted

	GP-150447
	EC-GSM, Analytical Latency calculation of Downlink ACK
	Ericsson LM
	7.2.5.3.4
	Noted

	GP-150448
	pCR - EC-GSM, Analytical Latency calculation of Downlink ACK
	Ericsson LM
	7.2.5.3.4
	Noted

	GP-150449
	EC-GSM, Exception Report Latency performance evaluation
	Ericsson LM
	7.2.5.3.4
	Noted

	GP-150450
	pCR - EC-GSM, Exception Report Latency performance evaluation
	Ericsson LM
	7.2.5.3.4
	Revised in GP-150601

	GP-150451
	EC-GSM, Battery Life Time Performance evaluation
	Ericsson LM
	7.2.5.3.4
	Noted

	GP-150452
	pCR -  EC-GSM, Battery Life Time Performance evaluation
	Ericsson LM
	7.2.5.3.4
	Revised in GP-150602

	GP-150453
	EC-GSM, Enhanced AB Based Contention Resolution
	Ericsson LM
	7.2.5.3.4
	Noted

	GP-150454
	pCR, EC-GSM, Enhanced AB Based Contention Resolution
	Ericsson LM
	7.2.5.3.4
	Noted

	GP-150455
	pCR, Miscellaneous corrections to TR 45.820
	Ericsson LM
	7.2.5.3.4
	Agreed

	GP-150456
	Enhancements to CS/PS coordination in GERAN shared networks
	Ericsson LM
	7.2.5.3.5
	Noted

	GP-150457
	Narrow band OFDMA- MAC PDU and message design
	Qualcomm Incorporated
	7.2.5.3.4
	Noted

	GP-150458
	pCR to 45.820 - Narrow band OFDMA- MAC PDU and message design
	Qualcomm Incorporated
	7.2.5.3.4
	Revised in GP-150570

	GP-150459
	Narrowband OFDMA- Latency evaluation
	Qualcomm Incorporated
	7.2.5.3.4
	Revised in GP-150572

	GP-150460
	pCR to 45.820 – Narrowband OFDMA- Latency evaluation
	Qualcomm Incorporated
	7.2.5.3.4
	Revised in GP-150531

	GP-150461
	Narrowband OFDMA - Energy consumption analysis
	Qualcomm Incorporated
	7.2.5.3.4
	Revised in GP-150574

	GP-150462
	pCR to 45.820 – Energy consumption analysis
	Qualcomm Incorporated
	7.2.5.3.4
	Revised in GP-150575

	GP-150466
	Narrowband OFDMA-PDCCH Coverage classes and Mapping to MCS and TBS
	Qualcomm Incorporated
	7.2.5.3.4
	Revised in GP-150539

	GP-150467
	pCr to 45.820 – Narrowband OFDMA-Corrections to PDCCH, PUSCH, and PDSCH 
	Qualcomm Incorporated
	7.2.5.3.4
	Revised in GP-150540

	GP-150481
	On MS Power Reduction for Multi-slot Transmission in GPRS/EGPRS
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	7.2.5.3.4
	Noted

	GP-150494
	Consideration on Synchronization for Paging in CIoT
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	7.2.5.3.4
	Noted

	GP-150495
	pCR 45.820 Consideration on Synchronization for Paging in CIoT
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	7.2.5.3.4
	Revised in GP-150606

	GP-150496
	NB M2M - Evaluation of Transmission Efficiency (update of GPC150153)
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	7.2.5.3.4
	Noted

	GP-150497
	pCR 45.820 NB M2M - Evaluation of Transmission Efficiency
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	7.2.5.3.4
	Revised in GP-150580

	GP-150498
	pCR 45.820 NB M2M - Exception Report Latency
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	7.2.5.3.4
	Agreed

	GP-150499
	Draft CR 24.008 Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-11)
	Alcatel-Lucent, Ericsson LM
	7.2.5.1.1
	Revised in GP-150548

	GP-150500
	Draft CR 24.008 Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-12)
	Alcatel-Lucent, Ericsson LM
	7.2.5.1.1
	Revised in GP-150556

	GP-150501
	Draft CR 24.008 Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-13)
	Alcatel-Lucent, Ericsson LM
	7.2.5.1.1
	Revised in GP-150557

	GP-150502
	Reply LS on introduction of extended EARFCN value range in GERAN (To: CT1)
	Alcatel-Lucent, Ericsson LM
	7.2.5.1.1
	Revised in GP-150549

	GP-150503
	NB M2M - Coverage Class Updates for Paging
	Neul Limited
	7.2.5.3.4
	Noted

	GP-150504
	pCR 45.820 NB M2M - Coverage Class Updates for Paging
	Neul Limited
	7.2.5.3.4
	Revised in GP-150564

	GP-150505
	pCR 45.820 NB M2M - Link Layer: Miscellaneous Correction
	Neul Limited
	7.2.5.3.4
	Agreed

	GP-150506
	NB M2M - Radio Protocol Structure for Gb and S1 Architectures
	Neul Limited
	7.2.5.3.4
	Noted

	GP-150507
	pCR 45.820 NB M2M - Radio Protocol Structure for Gb and S1 Architectures
	Neul Limited
	7.2.5.3.4
	Revised in GP-150565

	GP-150510
	N-GSM: N-RACH design and performance
	Nokia Networks
	7.2.5.3.4
	Noted

	GP-150511
	N-GSM: N-BCCH design and performance 
	Nokia Networks
	7.2.5.3.4
	Noted

	GP-150512
	N-GSM: N-AGCH design and performance 
	Nokia Networks
	7.2.5.3.4
	Noted

	GP-150513
	N-GSM: N-PCH design and performance
	Nokia Networks
	7.2.5.3.4
	Noted

	GP-150514
	N-GSM: N-PACCH design and performance
	Nokia Networks
	7.2.5.3.4
	Revised in GP-150532

	GP-150516
	N-GSM: Link layer design aspects
	Nokia Networks
	7.2.5.3.4
	Noted

	GP-150517
	N-GSM: pCR to TR 45.820 - Text proposal for N-GSM
	Nokia Networks
	7.2.5.3.4
	Revised in GP-150576

	GP-150518
	Core Network Aspects: Capacity, Latency and Current Implementations
	Vodafone Group plc
	7.2.5.3.4
	Revised in GP-150578

	GP-150520
	Reply LS on Introduction of extended EARFCN value range in GERAN
	TSG CT WG1
	7.2.4.1
	Noted

	GP-150525
	Response to Reply LS on Security Framework for Cellular IoT
	TSG SA WG1
	7.2.4.1
	Noted

	GP-150526
	Response to Reply LS on Security Framework for Cellular IoT
	TSG SA WG2
	7.2.4.1
	Noted

	GP-150527
	Response to Reply LS on paging for MTC
	TSG SA WG2
	7.2.4.1
	Noted

	GP-150528
	LS on RAN assumptions from SA2 for FS_eDRX
	TSG SA WG2
	7.2.4.1
	Noted

	GP-150529
	LS on C-IoT/MTC data transmission targets for security-related procedures
	TSG SA WG3
	7.2.4.1
	Noted

	GP-150531
	pCR to 45.820 - Narrowband OFDMA- Latency evaluation
	Qualcomm Incorporated
	7.2.5.3.4
	Revised in GP-150573

	GP-150532
	N-GSM: N-PACCH Design and Performance
	Nokia Networks
	7.2.5.3.4
	Noted

	GP-150534
	Proposed convergence of NB M2M and NB-OFDMA clean-slate solutions
	Qualcomm Incorporated, Huawei Technologies Co., Ltd., HiSilicon Technologies Co., Ltd, Neul Limited, u-blox AG
	7.2.5.3.4
	Noted

	GP-150535
	New Work Item on Extended Coverage GSM (EC-GSM) for support of Cellular Internet of Things
	Ericsson LM, Intel, Gemalto N.V., MediaTek Inc., TeliaSonera AB
	7.2.5.3.4
	Revised in GP-150543

	GP-150536
	Conclusion on EC-GSM candidate technique for SI “Cellular System Support for Ultra Low Complexity and Low Throughput Internet of Things”
	Ericsson LM
	7.2.5.3.4
	Noted

	GP-150539
	Narrowband OFDMA-PDCCH Coverage Classes and Mapping to Transmit Formats (update of GP-150466)
	Qualcomm Incorporated
	7.2.5.3.4
	Noted

	GP-150540
	pCr to 45.820 – Narrowband OFDMA-Corrections to PDCCH, PUSCH, and PDSCH (revision of GP-150467)
	Qualcomm Incorporated
	7.2.5.3.4
	Revised in GP-150571

	GP-150541
	CR 44.018-1017 rev 3: Correction of the Dual Priority Feature (Rel-11)
	Intel
	7.2.5.1.1
	Revised in GP-150607

	GP-150542
	CR 44.018-1018 rev 3: Correction of the Dual Priority Feature (Rel-12)
	Intel
	7.2.5.2.3
	Revised in GP-150608

	GP-150543
	New Work Item on Extended Coverage GSM (EC-GSM) for support of Cellular Internet of Things
	Ericsson LM, Intel, Gemalto N.V., MediaTek Inc., TeliaSonera AB
	7.2.5.3.4
	Noted

	GP-150548
	Draft CR 24.008 Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-11)
	Alcatel-Lucent, Ericsson LM
	7.2.5.1.1
	Revised in GP-150553

	GP-150549
	Reply LS on introduction of extended EARFCN value range in GERAN (response to LS C1-151626) (To: CT1)
	G2
	7.2.6
	Revised in GP-150558

	GP-150550
	Draft Presentation to RAN plenary#68 on Latest Status of the Clean Slate Track of Activities
	Vodafone Group plc
	7.2.5.3.4
	Plenary

	GP-150551
	Reply to LS on C-IoT/MTC data transmission targets for security-related procedures
	GP
	7.2.6
	Revised in GP-150652

	GP-150552
	LS on RAN assumptions from SA2 for FS_eDRX
	GP
	7.2.6
	Revised in GP-150653

	GP-150553
	Draft CR 24.008 Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-11)
	Alcatel-Lucent, Ericsson LM
	7.2.5.1.1
	Revised in GP-150555

	GP-150554
	CR 48.008-0405 rev 1: RT : BSSMAP changes required for AoIP support of VGCS/VBS services (Rel-12)
	Kapsch CarrierCom
	7.2.5.2.3
	Revised in GP-150568

	GP-150555
	Draft CR 24.008 Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-11)
	Alcatel-Lucent, Ericsson LM
	7.2.5.1.1
	Endorsed

	GP-150556
	Draft CR 24.008 Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-12)
	Alcatel-Lucent, Ericsson LM
	7.2.5.1.1
	Endorsed

	GP-150557
	Draft CR 24.008 Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-13)
	Alcatel-Lucent, Ericsson LM
	7.2.5.1.1
	Endorsed

	GP-150558
	Reply LS on introduction of extended EARFCN value range in GERAN (response to LS C1-151626) (To: CT1)
	G2
	7.2.6
	Approved

	GP-150559
	CR 44.060-1606 rev 1: Downlink Multi-Carrier Corrections (Rel-12)
	MCC
	7.2.5.2.1
	Agreed

	GP-150560
	CR 44.031-0226 rev 1: Correction of GLONASS system time origin   (Rel-12)
	Intel
	7.2.5.2.3
	Agreed

	GP-150561
	pCR to 43.869: uPoD, Paging group determination
	Ericsson LM
	7.2.5.3.3
	Agreed

	GP-150562
	pCR to 43.869: uPoD Short and long sync up procedure
	Ericsson LM
	7.2.5.3.3
	Revised in GP-150615

	GP-150563
	pCR - Rapporteur corrections to evaluation methodology for DL APP ACK for UL MAR periodic reports
	Vodafone Group plc (Rapporteur)
	7.2.5.3.4
	Agreed

	GP-150564
	pCR 45.820 NB M2M - Coverage Class Updates for Paging
	Neul Limited
	7.2.5.3.4
	Revised in GP-150616

	GP-150565
	pCR 45.820 NB M2M - Radio Protocol Structure for Gb and S1 Architectures
	Neul Limited
	7.2.5.3.4
	Agreed

	GP-150566
	pCR 45.820 NB M2M – Random Access Design
	Samsung
	7.2.5.3.4
	Agreed

	GP-150567
	pCR 45.820 NB M2M – Paging procedure design
	Samsung
	7.2.5.3.4
	Agreed

	GP-150568
	CR 48.008-0405 rev 2: RT : BSSMAP changes required for AoIP support of VGCS/VBS services (Rel-12)
	Kapsch CarrierCom
	7.2.5.2.3
	Agreed

	GP-150569
	pCR 45.820 – Further considerations of mobility support
	Samsung
	7.2.5.3.4
	Noted

	GP-150570
	pCR to 45.820 - Narrow band OFDMA- MAC PDU and message design
	Qualcomm Incorporated
	7.2.5.3.4
	Agreed

	GP-150571
	pCr to 45.820 – Narrowband OFDMA-Corrections to PDCCH, PUSCH, and PDSCH
	Qualcomm Incorporated
	7.2.5.3.4
	Revised in GP-150631

	GP-150572
	Narrowband OFDMA- Latency evaluation
	Qualcomm Incorporated
	7.2.5.3.4
	Noted

	GP-150573
	pCR to 45.820 - Narrowband OFDMA- Latency evaluation
	Qualcomm Incorporated
	7.2.5.3.4
	Agreed

	GP-150574
	Narrowband OFDMA - Energy consumption analysis
	Qualcomm Incorporated
	7.2.5.3.4
	Noted

	GP-150575
	pCR to 45.820 – Energy consumption analysis
	Qualcomm Incorporated
	7.2.5.3.4
	Agreed

	GP-150576
	N-GSM: pCR to TR 45.820 - Text proposal for N-GSM
	Nokia Networks
	7.2.5.3.4
	Revised in GP-140628

	GP-150577
	LS on Efficient Data Transfer
	G2
	7.2.6
	Revised in GP-150654

	GP-150578
	pCR Core Network Aspects: Capacity, Latency and Current Implementations
	Vodafone Group plc
	7.2.5.3.4
	Agreed

	GP-150579
	pCR to 45.820: Core Network Objective
	Ericsson LM
	7.2.5.3.4
	Agreed

	GP-150580
	pCR 45.820 NB M2M - Evaluation of Transmission Efficiency
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	7.2.5.3.4
	Agreed

	GP-150584
	pCR to 45.820: Re-use of existing infrastructure
	Ericsson LM
	7.2.5.3.4
	Revised in GP-150612

	GP-150585
	pCR to 45.820: Latency Objective
	Ericsson LM
	7.2.5.3.4
	Agreed

	GP-150598
	pCR to 45.820: EC-GSM, Paging group determination
	Ericsson LM
	7.2.5.3.4
	Agreed

	GP-150601
	pCR - EC-GSM, Exception Report Latency performance evaluation
	Ericsson LM
	7.2.5.3.4
	Revised in GP-150609

	GP-150602
	pCR -  EC-GSM, Battery Life Time Performance evaluation
	Ericsson LM
	7.2.5.3.4
	Revised in GP-150610

	GP-150603
	Time Coordinated Cells
	Ericsson LM
	7.2.5.3.4
	Revised in GP-150619

	GP-150604
	pCR to 45.820: EC-GSM, Time Coordinated Cells
	Ericsson LM
	7.2.5.3.4
	Revised in GP-150620

	GP-150605
	pCR to 43.869: uPoD, Time Coordinated Cells
	Ericsson LM
	7.2.5.3.3
	Revised in GP-150651

	GP-150606
	pCR 45.820 Consideration on Synchronization for Paging in CIoT
	Huawei Technologies Co., Ltd., HiSilicon Technologies Co. Ltd
	7.2.5.3.4
	Agreed

	GP-150607
	CR 44.018-1017 rev 4: Correction of the Dual Priority Feature (Rel-11)
	Intel
	7.2.5.1.1
	Revised in GP-150613

	GP-150608
	CR 44.018-1018 rev 4: Correction of the Dual Priority Feature (Rel-12)
	Intel
	7.2.5.2.3
	Revised in GP-150614

	GP-150609
	pCR - EC-GSM, Exception Report Latency performance evaluation
	Ericsson LM
	7.2.5.3.4
	Agreed

	GP-150610
	pCR -  EC-GSM, Battery Life Time Performance evaluation
	Ericsson LM
	7.2.5.3.4
	Agreed

	GP-150611
	Draft WID proposal for clean-slate RAN TSG
	Vodafone Group plc
	7.2.7
	Plenary

	GP-150612
	pCR to 45.820: Re-use of existing infrastructure
	Ericsson LM
	7.2.5.3.4
	Agreed

	GP-150613
	CR 44.018-1017 rev 5: Correction of the Dual Priority Feature (Rel-11)
	Intel
	7.2.5.1.1
	Agreed

	GP-150614
	CR 44.018-1018 rev 5: Correction of the Dual Priority Feature (Rel-12)
	Intel
	7.2.5.2.3
	Agreed

	GP-150615
	pCR to 43.869: uPoD Short and long sync up procedure
	Ericsson LM
	7.2.5.3.3
	Agreed

	GP-150616
	pCR 45.820 NB M2M - Coverage Class Updates for Paging
	Neul Limited
	7.2.5.3.4
	Agreed

	GP-150617
	N-GSM: pCR to TR 45.820 - Text proposal for N-GSM
	Nokia Networks
	7.2.5.3.4
	Agreed

	GP-150618
	pCR to 45.820: Conclusion framework
	Ericsson LM
	7.2.5.3.4
	Plenary

	GP-150619
	Time Coordinated Cells
	Ericsson LM
	7.2.5.3.4
	Noted

	GP-150620
	pCR to 45.820: EC-GSM, Time Coordinated Cells
	Ericsson LM
	7.2.5.3.4
	Agreed

	GP-150631
	pCr to 45.820 – Narrowband OFDMA-Corrections to PDCCH, PUSCH, and PDSCH
	Qualcomm Incorporated
	7.2.5.3.4
	Agreed

	GP-150633
	pCR for C-UNB General Description
	SIGFOX
	7.2.5.3.4
	Noted

	GP-150651
	pCR to 43.869: uPoD, Time Coordinated Cells
	Ericsson LM
	7.2.5.3.3
	Agreed

	GP-150652
	Reply to LS on C-IoT/MTC data transmission targets for security-related procedures
	GP
	7.2.6
	Endorsed

	GP-150653
	LS on RAN assumptions from SA2 for FS_eDRX
	GP
	7.2.6
	Endorsed

	GP-150654
	LS on Efficient Data Transfer
	G2
	7.2.6
	Approved

	GP-150655
	G2 Chairpersons overview of the outcome of GERAN WG2 #66
	G2 Chairperson
	8.2
	Plenary

	GP-150656
	TR 43.869 uPoD
	Rapporteur
	
	Plenary


Annex C:
Agreed CRs:

"Real" CRs:

	Doc
	Subject / Title

	GP-150613
	CR 44.018-1017 rev 5: Correction of the Dual Priority Feature (Rel-11)

	GP-150614
	CR 44.018-1018 rev 5: Correction of the Dual Priority Feature (Rel-12)

	GP-150410
	CR 44.018-1020: Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-11)

	GP-150411
	CR 44.018-1021: Support for extended EARFCN value range in GERAN (Radio Interface) (Rel-12)

	GP-150560
	CR 44.031-0226 rev 1: Correction of GLONASS system time origin (Rel-12)

	GP-150559
	CR 44.060-1606 rev 1: Downlink Multi-Carrier Corrections (Rel-12)

	GP-150568
	CR 48.008-0405 rev 2: RT : BSSMAP changes required for AoIP support of VGCS/VBS services (Rel-12)


pCRs:

	GP-150617
	N-GSM: pCR to TR 45.820 - Text proposal for N-GSM

	GP-150610
	pCR -  EC-GSM, Battery Life Time Performance evaluation

	GP-150609
	pCR - EC-GSM, Exception Report Latency performance evaluation

	GP-150563
	pCR - Rapporteur corrections to evaluation methodology for DL APP ACK for UL MAR periodic reports

	GP-150606
	pCR 45.820 Consideration on Synchronization for Paging in CIoT

	GP-150616
	pCR 45.820 NB M2M - Coverage Class Updates for Paging

	GP-150580
	pCR 45.820 NB M2M - Evaluation of Transmission Efficiency

	GP-150498
	pCR 45.820 NB M2M - Exception Report Latency

	GP-150505
	pCR 45.820 NB M2M - Link Layer: Miscellaneous Correction

	GP-150567
	pCR 45.820 NB M2M – Paging procedure design

	GP-150565
	pCR 45.820 NB M2M - Radio Protocol Structure for Gb and S1 Architectures

	GP-150566
	pCR 45.820 NB M2M – Random Access Design

	GP-150367
	pCR 45.820: NB M2M – Introduction

	GP-150578
	pCR Core Network Aspects: Capacity, Latency and Current Implementations

	GP-150365
	pCR NB M2M - Battery Life Analysis

	GP-150615
	pCR to 43.869: uPoD Short and long sync up procedure

	GP-150561
	pCR to 43.869: uPoD, Paging group determination

	GP-150651
	pCR to 43.869: uPoD, Time Coordinated Cells

	GP-150575
	pCR to 45.820 – Energy consumption analysis

	GP-150570
	pCR to 45.820 - Narrow band OFDMA- MAC PDU and message design

	GP-150573
	pCR to 45.820 - Narrowband OFDMA- Latency evaluation

	GP-150631
	pCr to 45.820 – Narrowband OFDMA-Corrections to PDCCH, PUSCH, and PDSCH

	GP-150579
	pCR to 45.820: Core Network Objective

	GP-150598
	pCR to 45.820: EC-GSM, Paging group determination

	GP-150620
	pCR to 45.820: EC-GSM, Time Coordinated Cells

	GP-150585
	pCR to 45.820: Latency Objective

	GP-150612
	pCR to 45.820: Re-use of existing infrastructure

	GP-150455
	pCR, Miscellaneous corrections to TR 45.820
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Documents needing presentation in GERAN plenary:

D.1: Documents needing GERAN presentation:

	Doc
	Subject / Title
	Source

	GP-150550
	Draft Presentation to RAN plenary#68 on Latest Status of the Clean Slate Track of Activities
	Vodafone Group plc

	GP-150655
	G2 Chairpersons overview of the outcome of GERAN WG2 #66
	G2 Chairperson

	GP-150618
	pCR to 45.820: Conclusion framework
	Ericsson LM

	GP-150656
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D.2: Liaisons not yet approved/endorsed by G2:
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	GP-150653
	LS on RAN assumptions from SA2 for FS_eDRX

	GP-150652
	Reply to LS on C-IoT/MTC data transmission targets for security-related procedures


D.3: Liaisons already endorsed or approved by WG2:

	Doc
	Subject / Title

	GP-150654
	LS on Efficient Data Transfer

	GP-150558
	Reply LS on introduction of extended EARFCN value range in GERAN (response to LS C1-151626) (To: CT1)


D.4: Workplan stuff:

	GP-150611
	Draft WID proposal for clean-slate RAN TSG
	Vodafone Group plc
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Note: Hyperlinks to tdocs will work only if the present report is in a subdirectory named "report" and the tdocs themselves are in a parallel subdirectory names "docs".

7.3.1
Opening of the Meeting

7.3.1.1
IPR policies

7.3.1.2
Meeting arrangements

7.3.2
Approval of the agenda

GP-150326
Draft Agenda for TSG GERAN WG3new#66 (Electronic Meeting)





Source: TSG GERAN WG3 Chair

Discussion: 

On Mon April 20th 2015 the GERAN WG3 Chair opened the GERAN3#66 Electronic Meeting.

The attention of the delegates to the meeting of this Technical Specification Group was drawn to the fact that 3GPP Individual Members have the obligation under the IPR Policies of their respective Organizational Partners to inform their respective Organizational Partners of Essential IPRs they become aware of.

The delegates were asked to take note that they were thereby invited:

- to investigate whether their organization or any other organization owns IPRs which were, or were likely to become Essential in respect of the work of 3GPP.

- to notify their respective Organizational Partners of all potential IPRs, e.g., for ETSI, by means of the IPR Information Statement and the Licensing declaration forms.

The attention of the delegates to the meeting was drawn to the fact that 3GPP activities were subject to all applicable antitrust and competition laws and that compliance with said laws was therefore required by any participant of the meeting, including the Chairman and Vice-Chairmen and were invited to seek any clarification needed with their legal counsel. The leadership would conduct the present meeting with impartiality and in the interests of 3GPP. Delegates were reminded that timely submission of work items in advance of TSG/WG meetings was important to allow for full and fair consideration of such matters.

Decision: 

The document was noted.



7.3.3
Actions related to previous meetings

7.3.3.1
Approval of the Report from the previous meeting

7.3.3.2
Action Points (APs) review

7.3.4
Letters / Reports from other groups

7.3.4.1
TSG-CT, TSG-RAN, TSG-SA and PCG/OP

7.3.4.2
From Partners and their bodies

7.3.4.3
From other Organisations

GP-150350
Test Case Optimisation – change band applicability to ‘Single’





Source: GCF CAG

Abstract: 

CAG-15-205r1

GCF CAG informs PVG and PTCRB that during Test Case Optimisation discussions at the CAG#42 meeting held on 21-22 April 2015 in Minneapolis, USA, the following test cases were identified as ones that in the opinion of GCF CAG, could be considered to be moved from ‘All band applicability’ to ‘Single band applicability’.

[..]

GCF CAG will have a period of review between CAG#42 and CAG#43 meetings and if no comments are received prior to GCF CAG#43 to be held in Malaga, Spain on 7-8 July, 2015, those test cases listed above will be optimised on the GCF’s test case database to show ‘Single’ band applicability if no objections to are received to either all or some of those listed test cases.

GCF CAG would also like to keep PTRCB/PVG informed of future test case optimisations.

GCF CAG asks PTCRB/PVG to review the above list and provide feedback to GCF CAG#43.

Decision: 

The document was noted.



7.3.4.4
STF160

7.3.5
Technical Work

7.3.5.1
Corrections not related to open WIs

7.3.5.1.1
General maintenance

7.3.5.1.1.1
51.010-1

GP-150331
CR 51.010-1-5064 Update of Galileo OS SIS ICD reference





51.010-1
  CR-5064  (Rel-12) v12.4.0





Source: CATR

Abstract: 

The Galileo OS SIS ICD reference is updated to the latest version in TS 44.031 to correct the Galileo system time origin issue, this is not reflect in the test spec.

1.
The Galileo OS SIS ICD reference was updated to version 1.2.

2.
Editorial corrections.

Decision: 

The document was agreed.



GP-150332
CR 51.010-1-5065 Corrections of section numbers of 58b.2.8a, 58b.2.9, 58b.2.10, 58b.2.13, 58b.2.14 and 58b.3.5





51.010-1
  CR-5065  (Rel-12) v12.4.0





Source: CATR

Abstract: 

Corrections of section numbers of 58b.2.8a, 58b.2.9, 58b.2.10, 58b.2.13, 58b.2.14 and 58b.3.5

Decision: 

The document was agreed.



GP-150333
CR 51.010-1-5066 Correction of TC title of 58b.1.2a





51.010-1
  CR-5066  (Rel-12) v12.4.0





Source: CATR

Abstract: 

The test case title of 58b.1.2a, which is the same as the one of 58b.1.1a, is corrected.

Decision: 

The document was agreed.



GP-150340
CR 51.010-1-5067 44.2.1.1.11 Corrections to test procedure





51.010-1
  CR-5067  (Rel-12) v12.4.0





Source: Rohde & Schwarz

Abstract: 

Incorrect RAI number indicated. Incorrect step numbers referenced. 

Step 20 RAI-4 changed to RAI-2. Stepnumbers in Specific Message Content section has been corrected.

Decision: 

The document was agreed.



GP-150341
CR 51.010-1-5068 52.6.5 EGPRS PCR Access Type incorrect





51.010-1
  CR-5068  (Rel-12) v12.4.0





Source: Rohde & Schwarz

Abstract: 

According to 44.018 table 3.5.2.1.2.1, Low Access Priority EGPRS PCR Access Type shall be Two Phase Access Request.

Step 03 Access Type check changed to Two Phase Access Request.

Decision: 

The document was agreed.



GP-150345
CR 51.010-1-5069 31.8.3.2.1 Mismatch Test procedure – Expected sequence





51.010-1
  CR-5069  (Rel-12) v12.4.0





Source: Rohde & Schwarz

Abstract: 

Comment in Expected sequence step 1 does not match to Test purpose and Test procedure.

Step 1 - Comment updated

Decision: 

The document was agreed.



GP-150346
CR 51.010-1-5070 14.5.1.1 Enable full reference test limits for 400 KHz interferer





51.010-1
  CR-5070  (Rel-12) v12.4.0





Source: Rohde & Schwarz

Abstract: 

With early system simulator implementation a relaxation for the  400 KHz interferer was included in 45.005 to overcome the limitation of fading simulator at that time (45.005 section 6.3). 

Technological progress on system simulator will not show this limitation anymore and therfore test limit verification (45.005 table 2) without the relaxation should be enabled for actual SS. The relaxation will remain for SS with implementation issues as an option.

Enabled test limit verification without relaxation.

Decision: 

The document was agreed.



GP-150347
CR 51.010-1-5071 14.5.1.1a Enable full reference test limits for 400 KHz interferer





51.010-1
  CR-5071  (Rel-12) v12.4.0





Source: Rohde & Schwarz

Abstract: 

With early system simulator implementation a relaxation for the  400 KHz interferer was included in 45.005 to overcome the limitation of fading simulator at that time (45.005 section 6.3). 

Technological progress on system simulator will not show this limitation anymore and therfore test limit verification (45.005 table 2) without the relaxation should be enabled for actual SS. The relaxation will remain for SS with implementation issues as an option.

Enabled test limit verification without relaxation.

Decision: 

The document was agreed.



GP-150348
CR 51.010-1-5072 14.5.2 Enable full reference test limits for 400 KHz interferer





51.010-1
  CR-5072  (Rel-12) v12.4.0





Source: Rohde & Schwarz

Abstract: 

With early system simulator implementation a relaxation for the  400 KHz interferer was included in 45.005 to overcome the limitation of fading simulator at that time (45.005 section 6.3). 

Technological progress on system simulator will not show this limitation anymore and therfore test limit verification (45.005 table 2) without the relaxation should be enabled for actual SS. The relaxation will remain for SS with implementation issues as an option.

Enabled test limit verification without relaxation.

Decision: 

The document was agreed.



7.3.5.1.1.2
51.010-2

GP-150334
CR 51.010-2-0857 Addition of applicability of TC 58b.2.6a





51.010-2
  CR-0857  (Rel-12) v12.4.0





Source: CATR

Abstract: 

TC 58b.2.6a is missed in the Applicability table and the TC ID of 58b.2.13 is incorrect.

Applicability of TC 58b.2.6a was added and the TC ID of 58b.2.13 was updated.

Decision: 

The document was agreed.



GP-150339
CR 51.010-2-0858 Change of A-Galileo release applicability





51.010-2
  CR-0858  (Rel-12) v12.4.0





Source: Spirent Communications

Abstract: 

GP-140203 introduced non-backwards compatible changes in the Galileo Assistance Data in Release 12 of TS 44.031. Therefore A-Galileo cannot be supported in earlier releases than Release 12.

The Release applicability for all A-Galileo tests is changed to Release 12.

Decision: 

The document was agreed.



GP-150342
CR 51.010-2-0859 Duplicated condition C144





51.010-2
  CR-0859  (Rel-12) v12.4.0





Source: Rohde & Schwarz

Abstract: 

With previous CRs implementation condition C143 was accidentially renamed into C144, which caused duplication of C144 and missing condition C143.

Two occurances of condition C144 which were accidenially renamed corrected to C143.

Decision: 

The document was agreed.



7.3.5.1.1.3
51.010-5

GP-150343
CR 51.010-5-0143 Update for the latest version of TTCN





51.010-5
  CR-0143  (Rel-10) v10.12.0





Source: TF 160

Abstract: 

Specifications referenced have been updated 

Updated spec references to the latest versions relevant to the version of ATS.

Decision: 

The document was agreed.



7.3.5.1.1.4
51.010-7

GP-150335
CR 51.010-7-0031 Update of newly introduced BDS table numbering





51.010-7
  CR-0031  (Rel-12) v12.3.0





Source: CATR

Abstract: 

1. The table numbering of newly added BDS tables should be updated using consistent numbering scheme.

2. The referred table 6.1.4-1 should be 6.1.4.1 and 6.2.6.3-1 should be 6.2.6.3.1.

--

1.
Table numbers of newly added BDS tables were updated.

2.
The referred table 6.1.4-1 and 6.2.6.3-1 were corrected.

3.
Editior corrections.

Discussion: 

On 21.4. spirent commented:

perhaps you could also correct the following:

1. In a number of places “slot number s” has a space between “number” and “s” which should not be there!

2. The font in tables 6.1.4.40 and 6.1.4.42 is incorrect!

Otherwise, no comments!

A draft r1 was produced.

Decision: 

The document was agreed.



GP-150336
CR 51.010-7-0032 Removal of GPS UTC Model for sub-test 10





51.010-7
  CR-0032  (Rel-12) v12.3.0





Source: CATR

Abstract: 

For sub-test 10, as the GPS Reference Time and GANSS Time Model (BDS) are provided, the GPS UTC Model is not needed for location fix.

GPS UTC Model is removed for sub-test 10.

Decision: 

The document was agreed.



GP-150337
CR 51.010-7-0033 Corrections to BDS Clock Model and Navigation Model for SIG tests





51.010-7
  CR-0033  (Rel-12) v12.3.0





Source: CATR

Abstract: 

1. The AODC and AODE parameters were added to the Clock Model-6 and Orbit Model-6.

2. The Model ID was removed in the Clock Model-6 for sub-test 9 and 10.

3. The URA Index was added in the Orbit Model-6 for sub-test 9 and 10.

Decision: 

The document was agreed.



GP-150338
CR 51.010-7-0034 Corrections to BDS Clock Model and Navigation Model for Minimum Performance tests





51.010-7
  CR-0034  (Rel-12) v12.3.0





Source: CATR

Abstract: 

1. The AODC and AODE parameters were added to the Clock Model-6 and Orbit Model-6.

2. The URA Index was added in the Orbit Model-6 for sub-test 9 and 10.

3. Missed parameter units were added.

Decision: 

The document was agreed.



7.3.5.1.1.5
Others

7.3.5.1.2
Specific topics

7.3.5.1.2.1
GELTE (LTE/SAE Interworking)

7.3.5.1.2.2
Others

7.3.5.1.2.1.1
36.523-1

GP-150344
CR 36.523-1-2936 Correction to GERAN-LTE cell reselection test cases 6.2.3.23 and 6.2.3.24





36.523-1
  CR-2936  (Rel-12) v12.5.0





Source: Anritsu Ltd

Abstract: 

The 6.2.3.23 and 6.2.3.24 Inter-RAT cell reselection in GPRS packet tranfer mode

starts the active uplink data transfer in GERAN. The reselection to E-UTRAN can be performed before all requested uplink data are transmitted in GERAN and UE may request to complete uplink data transmisson in the new selected E-UTRA cell. 

The UE can request the new uplink resources for uplink data transfer in GERAN before the cell reselection to E-UTRAN.

The note about possibilities of variable uplink data transfer added to tables 6.2.3.23.3.2-3 and 6.2.3.24.2.3-2

Decision: 

The document was agreed.



7.3.5.1.2.1.2
36.523-2

7.3.5.1.2.1.3
36.508

7.3.5.1.2.1.4
Others

7.3.5.2
Other Technical topics

7.3.5.2.1
Test case Reduction (GCF Topic)

7.3.5.2.1.1
51.010-1

GP-150349
CR 51.010-1-5073 Addition of title for section 26.22.1





51.010-1
  CR-5073  (Rel-12) v12.4.0





Source: Anite Telecoms

Abstract: 

Title missing for section 26.22.1.

Decision: 

The document was agreed.



7.3.5.2.1.2
51.010-2

7.3.5.2.1.3
Others

7.3.6
Output from WG3new #66 meeting

7.3.6.1
Letters to other groups

7.3.6.2
WI / WP

7.3.6.3
Reports, others

GP-150352
GERAN3#66 Chair's meeting report





Source: TSG WG GERAN3 Chair

Decision: 

The document was noted.



GP-150353
GERAN3#66 meeting report





Source: ETSI Secretariat

Decision: 

The document was noted.



7.3.7
AOB

GP-150351
TSG GERAN WG3new#67 Electronic Meeting time schedule





Source: TSG GERAN WG3 Chair

Decision: 

The document was noted.


Annex A:
Actions

This annex contains open actions points from the current and previous GERAN WG G3NEW meetings as well as the actions closed at the current meeting.

GERAN3#66 – Electronic Meeting (VL)
	Action ID
	Action
	Responsible
	Relevant Tdoc
	Deadline
	Status

	-
	-
	
	-
	-
	-


Annex B:
Output from GERAN WG3 meeting #66

Agreed Change Requests for GERAN plenary approval

Summary List

19 CRs agreed at GERAN3#66.

Closed Work Items (TEIx):

51.010 Part 1 (8)
0331, 0332, 0333, 0345, 0346, 0347, 0348, 0349

51.010 Part-2 (3)
0334, 0339, 0342

51.010 Part-5 (1)
0343

51.010 Part-7 (4)
0335, 0336, 0337, 0338
36.523-1 (1)
0344

36.523-2 (0)
-

Closed Work Items:

NIMTC (2)
0340, 0341

Agreed CRs at GERAN3#66

19 CRs agreed at GERAN3#66.

	WG Tdoc
	Agenda item
	Title
	Source
	Status

	GP-150326
	7.3.2
	Draft Agenda for TSG GERAN WG3new#66 (Electronic Meeting)
	TSG GERAN WG3 Chair
	agreed

	GP-150331
	7.3.5.1.1.1
	CR 51.010-1-5064 Update of Galileo OS SIS ICD reference
	CATR
	agreed

	GP-150332
	7.3.5.1.1.1
	CR 51.010-1-5065 Corrections of section numbers of 58b.2.8a, 58b.2.9, 58b.2.10, 58b.2.13, 58b.2.14 and 58b.3.5
	CATR
	agreed

	GP-150333
	7.3.5.1.1.1
	CR 51.010-1-5066 Correction of TC title of 58b.1.2a
	CATR
	agreed

	GP-150334
	7.3.5.1.1.2
	CR 51.010-2-0857 Addition of applicability of TC 58b.2.6a
	CATR
	agreed

	GP-150335
	7.3.5.1.1.4
	CR 51.010-7-0031 Update of newly introduced BDS table numbering
	CATR
	agreed

	GP-150336
	7.3.5.1.1.4
	CR 51.010-7-0032 Removal of GPS UTC Model for sub-test 10
	CATR
	agreed

	GP-150337
	7.3.5.1.1.4
	CR 51.010-7-0033 Corrections to BDS Clock Model and Navigation Model for SIG tests
	CATR
	agreed

	GP-150338
	7.3.5.1.1.4
	CR 51.010-7-0034 Corrections to BDS Clock Model and Navigation Model for Minimum Performance tests
	CATR
	agreed

	GP-150339
	7.3.5.1.1.2
	CR 51.010-2-0858 Change of A-Galileo release applicability
	Spirent Communications
	agreed

	GP-150340
	7.3.5.1.1.1
	CR 51.010-1-5067 44.2.1.1.11 Corrections to test procedure
	Rohde & Schwarz
	agreed

	GP-150341
	7.3.5.1.1.1
	CR 51.010-1-5068 52.6.5 EGPRS PCR Access Type incorrect
	Rohde & Schwarz
	agreed

	GP-150342
	7.3.5.1.1.2
	CR 51.010-2-0859 Duplicated condition C144
	Rohde & Schwarz
	agreed

	GP-150343
	7.3.5.1.1.3
	CR 51.010-5-0143 Update for the latest version of TTCN
	TF 160
	agreed

	GP-150344
	7.3.5.1.2.1.1
	CR 36.523-1-2936 Correction to GERAN-LTE cell reselection test cases 6.2.3.23 and 6.2.3.24
	Anritsu Ltd
	agreed

	GP-150345
	7.3.5.1.1.1
	CR 51.010-1-5069 31.8.3.2.1 Mismatch Test procedure – Expected sequence
	Rohde & Schwarz
	agreed

	GP-150346
	7.3.5.1.1.1
	CR 51.010-1-5070 14.5.1.1 Enable full reference test limits for 400 KHz interferer
	Rohde & Schwarz
	agreed

	GP-150347
	7.3.5.1.1.1
	CR 51.010-1-5071 14.5.1.1a Enable full reference test limits for 400 KHz interferer
	Rohde & Schwarz
	agreed

	GP-150348
	7.3.5.1.1.1
	CR 51.010-1-5072 14.5.2 Enable full reference test limits for 400 KHz interferer
	Rohde & Schwarz
	agreed

	GP-150349
	7.3.5.2.1.1
	CR 51.010-1-5073 Addition of title for section 26.22.1
	Anite Telecoms
	agreed


Reports for GERAN plenary approval

Summary List

None.

Table

	Tdoc
	Title
	Source
	Agenda Item

	-
	-
	-
	-


TSs and TRs for GERAN plenary approval
Summary List

None.

Table

	Tdoc
	Title
	Source
	Agenda Item

	-
	
	
	


Work Items for GERAN plenary approval
Summary List

None.

Table

	Tdoc
	Title
	Source
	Agenda Item

	-
	
	-
	-


LSs IN

Summary List

0350

1 incoming LS at GERAN3#66.

	Tdoc
	Title
	Source
	Status

	GP-150350
	Test Case Optimisation – change band applicability to ‘Single’
	GCF CAG
	noted


LSs OUT

Summary List

-

0 outgoing LS at GERAN3#66.

	Tdoc
	Title
	To 
	CC

	-
	-
	-
	-


List with all documents

24 Documents were produced for GERAN3#66.

	Tdoc number
	Title
	Source
	Agenda Item
	Status

	GP-150326
	Draft Agenda for TSG GERAN WG3new#66 (Electronic Meeting)
	TSG GERAN WG3 Chair
	7.3.2
	noted

	GP-150331
	CR 51.010-1-5064 Update of Galileo OS SIS ICD reference
	CATR
	7.3.5.1.1.1
	agreed

	GP-150332
	CR 51.010-1-5065 Corrections of section numbers of 58b.2.8a, 58b.2.9, 58b.2.10, 58b.2.13, 58b.2.14 and 58b.3.5
	CATR
	7.3.5.1.1.1
	agreed

	GP-150333
	CR 51.010-1-5066 Correction of TC title of 58b.1.2a
	CATR
	7.3.5.1.1.1
	agreed

	GP-150334
	CR 51.010-2-0857 Addition of applicability of TC 58b.2.6a
	CATR
	7.3.5.1.1.2
	agreed

	GP-150335
	CR 51.010-7-0031 Update of newly introduced BDS table numbering
	CATR
	7.3.5.1.1.4
	agreed

	GP-150336
	CR 51.010-7-0032 Removal of GPS UTC Model for sub-test 10
	CATR
	7.3.5.1.1.4
	agreed

	GP-150337
	CR 51.010-7-0033 Corrections to BDS Clock Model and Navigation Model for SIG tests
	CATR
	7.3.5.1.1.4
	agreed

	GP-150338
	CR 51.010-7-0034 Corrections to BDS Clock Model and Navigation Model for Minimum Performance tests
	CATR
	7.3.5.1.1.4
	agreed

	GP-150339
	CR 51.010-2-0858 Change of A-Galileo release applicability
	Spirent Communications
	7.3.5.1.1.2
	agreed

	GP-150340
	CR 51.010-1-5067 44.2.1.1.11 Corrections to test procedure
	Rohde & Schwarz
	7.3.5.1.1.1
	agreed

	GP-150341
	CR 51.010-1-5068 52.6.5 EGPRS PCR Access Type incorrect
	Rohde & Schwarz
	7.3.5.1.1.1
	agreed

	GP-150342
	CR 51.010-2-0859 Duplicated condition C144
	Rohde & Schwarz
	7.3.5.1.1.2
	agreed

	GP-150343
	CR 51.010-5-0143 Update for the latest version of TTCN
	TF 160
	7.3.5.1.1.3
	agreed

	GP-150344
	CR 36.523-1-2936 Correction to GERAN-LTE cell reselection test cases 6.2.3.23 and 6.2.3.24
	Anritsu Ltd
	7.3.5.1.2.1.1
	agreed

	GP-150345
	CR 51.010-1-5069 31.8.3.2.1 Mismatch Test procedure – Expected sequence
	Rohde & Schwarz
	7.3.5.1.1.1
	agreed

	GP-150346
	CR 51.010-1-5070 14.5.1.1 Enable full reference test limits for 400 KHz interferer
	Rohde & Schwarz
	7.3.5.1.1.1
	agreed

	GP-150347
	CR 51.010-1-5071 14.5.1.1a Enable full reference test limits for 400 KHz interferer
	Rohde & Schwarz
	7.3.5.1.1.1
	agreed

	GP-150348
	CR 51.010-1-5072 14.5.2 Enable full reference test limits for 400 KHz interferer
	Rohde & Schwarz
	7.3.5.1.1.1
	agreed

	GP-150349
	CR 51.010-1-5073 Addition of title for section 26.22.1
	Anite Telecoms
	7.3.5.2.1.1
	agreed

	GP-150350
	Test Case Optimisation – change band applicability to ‘Single’
	GCF CAG
	7.3.4.3
	noted

	GP-150351
	TSG GERAN WG3new#67 Electronic Meeting time schedule
	TSG GERAN WG3 Chair
	7.3.7
	noted

	GP-150352
	GERAN3#66 Chair's meeting report
	TSG WG GERAN3 Chair
	7.3.6.3
	noted

	GP-150353
	GERAN3#66 meeting report
	ETSI Secretariat
	7.3.6.3
	noted


Status of all allocated CRs

19 CRs allocated at GERAN3#66.

	Tdoc number
	Agenda Item
	Title
	Source
	Status

	GP-150331
	7.3.5.1.1.1
	CR 51.010-1-5064 Update of Galileo OS SIS ICD reference
	CATR
	agreed

	GP-150332
	7.3.5.1.1.1
	CR 51.010-1-5065 Corrections of section numbers of 58b.2.8a, 58b.2.9, 58b.2.10, 58b.2.13, 58b.2.14 and 58b.3.5
	CATR
	agreed

	GP-150333
	7.3.5.1.1.1
	CR 51.010-1-5066 Correction of TC title of 58b.1.2a
	CATR
	agreed

	GP-150334
	7.3.5.1.1.2
	CR 51.010-2-0857 Addition of applicability of TC 58b.2.6a
	CATR
	agreed

	GP-150335
	7.3.5.1.1.4
	CR 51.010-7-0031 Update of newly introduced BDS table numbering
	CATR
	agreed

	GP-150336
	7.3.5.1.1.4
	CR 51.010-7-0032 Removal of GPS UTC Model for sub-test 10
	CATR
	agreed

	GP-150337
	7.3.5.1.1.4
	CR 51.010-7-0033 Corrections to BDS Clock Model and Navigation Model for SIG tests
	CATR
	agreed

	GP-150338
	7.3.5.1.1.4
	CR 51.010-7-0034 Corrections to BDS Clock Model and Navigation Model for Minimum Performance tests
	CATR
	agreed

	GP-150339
	7.3.5.1.1.2
	CR 51.010-2-0858 Change of A-Galileo release applicability
	Spirent Communications
	agreed

	GP-150340
	7.3.5.1.1.1
	CR 51.010-1-5067 44.2.1.1.11 Corrections to test procedure
	Rohde & Schwarz
	agreed

	GP-150341
	7.3.5.1.1.1
	CR 51.010-1-5068 52.6.5 EGPRS PCR Access Type incorrect
	Rohde & Schwarz
	agreed

	GP-150342
	7.3.5.1.1.2
	CR 51.010-2-0859 Duplicated condition C144
	Rohde & Schwarz
	agreed

	GP-150343
	7.3.5.1.1.3
	CR 51.010-5-0143 Update for the latest version of TTCN
	TF 160
	agreed

	GP-150344
	7.3.5.1.2.1.1
	CR 36.523-1-2936 Correction to GERAN-LTE cell reselection test cases 6.2.3.23 and 6.2.3.24
	Anritsu Ltd
	agreed

	GP-150345
	7.3.5.1.1.1
	CR 51.010-1-5069 31.8.3.2.1 Mismatch Test procedure – Expected sequence
	Rohde & Schwarz
	agreed

	GP-150346
	7.3.5.1.1.1
	CR 51.010-1-5070 14.5.1.1 Enable full reference test limits for 400 KHz interferer
	Rohde & Schwarz
	agreed

	GP-150347
	7.3.5.1.1.1
	CR 51.010-1-5071 14.5.1.1a Enable full reference test limits for 400 KHz interferer
	Rohde & Schwarz
	agreed

	GP-150348
	7.3.5.1.1.1
	CR 51.010-1-5072 14.5.2 Enable full reference test limits for 400 KHz interferer
	Rohde & Schwarz
	agreed

	GP-150349
	7.3.5.2.1.1
	CR 51.010-1-5073 Addition of title for section 26.22.1
	Anite Telecoms
	agreed

	GP-150326
	7.3.2
	Draft Agenda for TSG GERAN WG3new#66 (Electronic Meeting)
	TSG GERAN WG3 Chair
	agreed


Annex C:
List with participants

9 delegates and officials participated actively at the GERAN3#66 Electronic Meeting.

	Name
	Representing
	Phone
	E-mail



	Catmur, Richard (Mr.)
	Spirent Communications
	+33 9 65 04 44 36
	richard.catmur@spirent.com

	Friesinger, Siegfried (Mr.)
	ROHDE & SCHWARZ
	+49 89 4129 12146
	Siegfried.Friesinger@rohde-schwarz.com

	Kalahasti, Narendra (Mr.)
	Anritsu Corporation
	+447850385736
	narendra.kalahasti@anritsu.com

	Lascoux, Rémi (Mr.)
	Sierra Wireless, S.A.
	+33 1 46 29 41 24
	rlascoux@sierrawireless.com

	Mishra, Ajay (Mr.)
	Anite
	+911202584362
	ajay.mishra@anite.com

	Segerer, Franz (Mr.)
	ROHDE & SCHWARZ
	+49 89 4129 12146
	franz.segerer@rohde-schwarz.com

	Saunders, Hellen (Mrs.)
	Anite
	+44
	Hellen.Saunders@anite.com

	Sigovich, Ingbert (Mr.)
	ETSI
	+33 4 92 94 43 24
	ingbert.sigovich@etsi.org

	Zhou, Daiwei (Mr.)
	CATR
	+86-186 0095 5643
	zhoudaiwei@catr.cn
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Ingbert.Sigovich@etsi.org
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