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33.6	Subscription identity management
33.6.1	Definition
Subscription identity management is the ability of the MS to prevent the establishment of MO (except MO emergency calls) and MT calls without a valid subscription.
33.6.2	Conformance requirement
An MS can only be operated, if a valid IMSI is present.
33.6.3	Test purpose
1)	To verify that during an established call: either
1.1)	on removal of the SIM from an MS, the MS will perform an IMSI detach; or
1.2)	after removing the power source from the MS, removing the SIM, and restoring the power source to the MS, the MS may perform an IMSI detach.
2)	To verify that an MS without SIM card will not establish a MO call which is not an emergency call.
3)	To verify that an MS without SIM card will not accept an incoming call.
33.6.4	Method of test
33.6.4.1	Initial conditions
Void.
33.6.4.2	Procedure
a)	A call is set up.
b)	(Reserved).
c)	Either:
(i)	the SIM is removed; or
(ii)	where this is not possible, the power source is removed from the MS, the SIM is removed and the power source is restored to the MS.
The SS observes whether or not the MS performs IMSI detach.
d)	An attempt to establish a MO call is made (not an emergency call).
e)	An attempt to establish a MT call is made.
33.6.5	Test requirements
1)	Either:
1.1)	in step c(i), the MS may send disconnect and shall perform an IMSI detach; or
1.2)	in step c(ii), the MS may perform an IMSI detach.sends nothing when power source is removed.
			      the MS may perform an IMSI detach when power is restored.	
2)	In step d) the MS shall not attempt to set up a new call via the Um interface.
3)	In step e), the MS shall not respond to the attempt to set up a new call via the Um interface.



