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	First Modification


6.3.2
Mapping in time of packet logical channels onto physical channels

6.3.2.1
General

A physical channel allocated to carry packet logical channels is called a packet data channel (PDCH). A PDCH shall carry packet logical channels only.
In RTTI configuration, physical channels are paired, forming PDCH-pairs. The two physical channels shall have the same parameters (see subclause 5.6.3) except for the timeslot number (TN). The two PDCHs constituting a PDCH-pair shall be located on the same carrier. The two PDCHs constituting a PDCH-pair need not be contiguous. In each direction, physical channels shall be assigned so that PDCH-pairs do not partially overlap.
On a given PDCH, PDTCHs in both BTTI configuration and RTTI configuration (assigned to different MSs) may be carried. Alternatively, both PDCHs forming a PDCH-pair may be assigned to only carry PDTCHs in RTTI configuration.
Packet switched logical channels are mapped dynamically onto a 52-multiframe.

-
For a PDCH/F in BTTI configuration the 52-multiframe consists of 12 blocks of 4 consecutive frames, 2 idle frames and 2 frames used for the PTCCH (see 3GPP TS 45.010), as shown in Figure 9. Table 6 in clause 7, indicates the frame numbers for each of the blocks (B0...B11) transmitted in the multiframe. The ordered list of block is defined as B0, B6, B3, B9, B1, B7, B4, B10, B2, B8, B5, B11.

-
For PDCH/H, the 52-multiframe consists of 6 blocks of 4 frames each, and two idle frames.  Table 6 in clause 7 indicates the frame numbers for each of the blocks (B0…B5) transmitted in the multiframe.

-
For a PDCH-pair in RTTI configuration the 52-multiframe consists of 24 RTTI blocks of 2 consecutive frames, plus 2 idle frames and 2 frames used for the PTCCH (see 3GPP TS 45.010) on each PDCH of the PDCH-pair, as shown in Figure 9a. Table 6 in clause 7 indicates the frame numbers for each of the 24 RTTI blocks (B0a, B0b, ...B11a, B11b) transmitted in the 52-multiframe.
-
For a PDCH, when in EC-EGPRS operation, the 52-multiframe consists of 12 BTTI blocks of 4 consecutive frames, and 4 idle frames, as shown in Figure 9b. In case blind physical layer transmissions are used, multiple BTTI blocks constitute the block that is mapped onto the physical channel, see Figure 9b. Table 6a in clause 7 indicates the frame numbers of each of the blocks depending on the downlink Coverage Class or uplink Coverage Class respectively. 

-
Depending on the intended coverage range, EC-PDTCH/F is defined for different Coverage Classes (CCs), see 3GPP TS 43.064. The CCs are mapped onto different number of PDCHs according to:

-
CC1, CC2-1TS: 
1 PDCH

-
CC2, CC3, CC4: 4 PDCHs

The PDCHs that an EC-PDTCH/F is mapped to are contiguous, see Table 6a in clause 7.
A block allocated to a given logical channel comprises one radio block, or in the case of uplink only, 4 random access bursts.  The type of channel may vary on a block-by-block basis.

In the downlink direction, the logical channel type shall be indicated by the message type contained in the block header part for GPRS, or indicated by Stealing Flags for EGPRS and EGPRS2, or detected by the MS in case of EC‑EGPRS operation.
In the uplink part for channels other than (EC-)PACCH transmitted as access bursts or PRACH, CPRACH, or EC‑RACH, the logical channel type shall be indicated by the message type contained in the block header part for GPRS, or indicated by Stealing Flags for EGPRS and EGPRS2, or known by the BTS in case of EC‑EGPRS operation. For (EC‑)PACCH transmitted as access bursts, the logical channel type is indicated by the corresponding polling message on the downlink (see 3GPP TS 44.060). For the PRACH or CPRACH case the logical channel type is indicated by the USF (see 3GPP TS 44.060), set on the downlink on a block by block basis.

For COMPACT, timeslot mapping and rotation of the control channels is used such that control channels belonging to a serving time group are rotated over odd timeslot numbers as follows: 7, 5, 3, 1, 7, 5 ( . The rotation occurs between frame numbers (FN) mod 52 = 3 and 4. The mapping of the control channels on timeslot numbers is defined by the following formula:

-
for 0 ( FN mod 52 ( 3, TN = ((6 x ((FN div 52) mod 4)) + 1 + (2 x TG)) mod 8;

-
for 4 ( FN mod 52 ( 51, TN = ((6 x ((FN div 52) mod 4)) + 7 + (2 x TG)) mod 8.

Packet switched logical channels PDTCH, PACCH, and PTCCH are never rotated.
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6.3.2.2
Mapping of the uplink channels

6.3.2.2.1
Mapping of (EC-)PDTCH/U and (EC-)PACCH/U
6.3.2.2.1.1
BTTI configuration
The PDCH's where the MS may expect occurrence of its (EC-)PDTCH/U(s) or (EC-)PACCH/U for a mobile originated transfer is indicated in resource assignment messages (see 3GPP TS 44.060). (EC-)PACCH/U shall be allocated respecting the resources assigned to the MS and the MS multislot class. For each PDCH assigned to the MS, an Uplink State Flag (R0... R7) is given to the MS. An exception is when using Fixed Uplink Allocation where the Uplink State Flag is not used to allocate resources, and hence no Uplink State Flag is given to the MS.

In case of USF based allocation, the occurrence of the PDTCH/U and/or the PACCH/U at given block(s) Bx (where Bx = B0...Bn; n=5 for the PDTCH/HU and n=11 for the PDTCH/FU) in the 52-multiframe structure for a given MS on a given PDCH shall be indicated by the value of the Uplink State Flag (USF) contained in the header of the preceding block transmitted in the downlink of the same PDCH (or in the case of shifted USF on the downlink of a PDCH with a relationship to the uplink PDCH as defined in 3GPP TS 44.060), that is to say B(x-1) in the same multiframe if x(1 or B(n) in the previous multiframe if x=0. If the USF in block B(x‑1) indicates that block B(x) shall be used by an MS for which the USF_GRANULARITY is set to 1 (corresponding to 4 blocks) in the last assignment message, that MS shall also use the three following blocks. The USF corresponding to the last three blocks shall be set to an unused value. The MS may transmit a PDTCH block or a PACCH block on any of the uplink blocks used by the MS. The occurrence of the PACCH/U associated to a PDTCH/D shall be indicated by the network by polling the MS (see 3GPP TS 44.060).

In case of Fixed Uplink Allocation, the occurrence of the EC‑PDTCH/U at given block(s) in the 52-multiframe structure for a given MS on given PDCH(s) shall be indicated by an EC‑Immediate Assignment Type 1, EC-Immediate Assignment Type 2, EC‑EGPRS Packet Uplink Ack/Nack or EC‑EGPRS Packet Uplink Assignment message. The number of blocks available per 52-multiframe depends on the uplink Coverage Class as shown in table 6.3-3. The mapping of each block onto the 52-multiframe is shown in table 6a, and illustrated in figure 9b.

Table 6.3-3: Blocks per 52-multiframe depending on uplink Coverage Class for EC-EGPRS

	Uplink 
Coverage Class
	Number of blocks 
per 52-multiframe

	1
	12

	2
	12

	2-1TS
	3

	3
	6

	4
	3


The occurrence of the EC-PACCH/U associated with EC-PDTCH/D shall be indicated by the network by polling the MS (see 3GPP TS 44.060).
NOTE 1:
This subclause specifies how the network shall signal that the MS is allowed to use the uplink. The operation of the MS is specified in 3GPP TS 44.060. In particular cases of extended dynamic allocation or exclusive allocation, the MS may not need to monitor the USF on all the downlink timeslots corresponding to the assigned uplink PDCHs. In case of Fixed Uplink Allocation the MS shall not monitor the USF.
NOTE 2:
The PDCH/HU is only assigned in exclusive allocation (see 3GPP TS 44.060).

NOTE 3: 
A MS using packet uplink traffic channels mapped to the same physical channel than an uplink PCCCH in extended dynamic allocation MAC mode is not required to check if allocated uplink PDTCH/U or PACCH/U blocks also belong to the PRACH.

In a dual carrier or a DLMC configuration, the uplink block(s) shall be allocated on the corresponding physical channel on which the USF or poll (see 3GPP TS 44.060) is received. Uplink blocks shall not be allocated on physical channels having different frequency domain descriptions (see subclause 5.4) simultaneously in the same block period.
For COMPACT, USF_GRANULARITY should be set to 0 (corresponding to 1 block) for dynamic allocation for the following cases:

i)
for odd timeslot numbers (TN) 1, 3, 5, and 7 in nominal and large cells;

ii)
for even timeslot numbers (TN) 0, 2, 4, and 6 in large cells.
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Table 6a : Mapping of Extended Coverage logical channels onto physical channels (see subclauses 6.3, 6.4, 6.5)

	Channel designation
	Dir.
	Allowable 
timeslot 
assignment
	Allowable 
RF channel 
assignment
	Burst 
type
	Repeat length 
TDMA frames
	Coverage 
class

(CC)
	Interleaved block 
TDMA frame mapping

	EC-SCH
	D
	1
	C0
	SB
	204
	-
	B([0,1,2,3,4,5,6] + 51 N), N=0,1,2,3

	EC-BCCH
	D
	1,3,5,7
	C0
	NB
	408
	-
	B([7,8,9,10,11,12,13,14]+51N), N=0,…,7

	EC-PCH
	D
	1,3,5,7
	C0
	NB
	51
	1
	B0(19,20),B1(21,22),…,B15(49,50)

	
	
	
	
	
	102
	2
	B0([19,…,26] + 51N),B1([27,…,34] + 51N),…,B3([43,…,50] + 51N), N=0,1

	
	
	
	
	
	102
	3
	B0([19,…,34] + 51N), B1([35,…,50] + 51N), N=0,1

	
	
	
	
	
	204
	4
	B0([19,…,34] + 51N), B1([35,…,50] + 51N), N=0,1,2,3

	EC-AGCH
	D
	1
	C0
	NB
	51
	1
	B0(15,16),B1(17,18),…,B17(49,50)

	
	
	
	
	
	102
	2
	B0([19,…,26] + 51N),B1([27,…,34] + 51N),…,B3([43,…,50] + 51N), N=0,1

	
	
	
	
	
	102
	3
	B0([19,…,34] + 51N), B1([35,…,50] + 51N), N=0,1

	
	
	
	
	
	204
	4
	B0([19,…,34] + 51N), B1([35,…,50] + 51N), N=0,1,2,3

	
	
	3,5,7
	
	
	51
	1
	B0(1,2),B1(3,4),…,B24(49,50)

	
	
	
	
	
	102
	2
	B0([3,…,10] + 51N),B1([11,…,18] + 51N),…,B5([43,…,50] + 51N)

	
	
	
	
	
	102
	3
	B0([3,…,18] + 51N), B1([19,…,34] + 51N), B2([35,…,50] + 51N), N=0,1

	
	
	
	
	
	204
	4
	B0([3,…,18] + 51N), B1([19,…,34] + 51N), B2([35,…,50] + 51N), N=0,1,2,3

	EC-RACH, 1 TS
	U
	1,3,5,7
	C0
	AB
	51
	1
	B0(0),B1(1),..B50(50) 

	
	
	
	
	
	
	2
	B0(1,…,4), B1(5,…,8),...B11(45,…,48)

	
	
	
	
	
	
	3
	B0(2,…, 17),B1(18,…,33)…, B2(34,…,49)

	
	
	
	
	
	102
	4
	B0([0,…,23] + 51N),B1([24,…,47] + 51N), N=0,1

	EC-RACH, 2 TS
	U
	0,1, or,
2,3, or,
4,5, or,
6,7
	C0
	AB
	51
	2
	B0(1,2,1’,2’), B1(3,4,3’,4’),...B24(49,50,49’,50’)

	
	
	
	
	
	
	3
	B0(2,…,9,1’,…,9’), B1(10,…,17,10’,…,17’),...,B5(42,49,42’,49’)

	
	
	
	
	
	102
	4
	B0([0,…,11,0’,…,11’] + 51N),…,B3([36,…,47,36’,…,47’] + 51N), N=0,1

	EC-PACCH,

EC-PDTCH
	D&U
	0…7
	C0…Cn
	NB2
	52
	1
	B0(0...3), B1(4...7), B2(8...11), B3(13...16), B4(17...20), B5(21…24), B6(26...29), B7(30...33), B8(34...37), B9(39...42), B10(43...46), B11(47...50)

	
	
	
	
	
	
	2
	B0(0...3,0'...3',0''...3'',0'''...3'''),B1(4...7,4'...7',4''...7'',4'''...7'''), 
B2(8...11, 8'...11',8''...11'', 8'''...11'''), B3(13...16,13'...16',13''...16'',13'''...16'''), B4(17...20,17'...20',17''...20'',17'''...20'''), B5(21..24,21'...24',21''...24'',21'''...24'''), B6(26...29,26'...29',26''...29'',26'''...29'''), B7(30...33,30'...33',30''...33'',30'''...33'''), B8(34...37,34'...37',34''...37'',34'''...37'''), B9(39...42,39'...42',39''...42'',39'''...42'''), B10(43...46,43'...46',43''...46'',43'''...46'''), B11(47...50,47'...50',47''...50'',47'''...50''')1

	
	
	
	
	
	
	2-1TS
	B0(0...11,13…16), B1(17...24,26…33), B2(34...37,39...50)

	
	
	
	
	
	
	3
	B0(0...7,0'...7',0''...7'',0'''...7'''),
B1(8...11,13…16,8'...11',13'…16',8''...11'',13''…16'',8'''...11''',13''',…,16'''), 
B2(17...24, 17'...24',17''...24'', 17'''...24'''),B3(26...33,26'...33',26''...33'',26'''...33'''), B4(34...37,39…42,34'...37',39'…42',34''...37'',39''…42'',34'''...37''',39'''…42'''), B5(43...50,43'...50',43''...50'',43'''...50''')1

	
	
	
	
	
	
	4
	B0(0...11,13…16,0'...11',13'…16',0''...11'',13''…16'',0'''...11''',13'''…16'''), B1(17...24,26…33,17'...24',26'…33',17''...24'',26''…33'',17'''...24''',26'''…33'''), B2(34...37,39...50,34'...37',39'...50',34’’...37’’,39'’...50'’,34'’'...37'’',39'''...50''')1

	NOTE 1:
A EC-PDTCH is mapped onto four PDCHs. Number n indicates mapping on the PDCH with the lowest timeslot number in TDMA frame n, whereas number n', n'', and n''' indicates mapping on the PDCH with the second lowest, second highest, and highest timeslot number in TDMA frame n respectively. The four timeslots shall be consecutive.

NOTE 2: 
Access Bursts (AB) instead of Normal Bursts (NB) may be used on the uplink as polling response on EC-PACCH/U. The same resources are used by the Access Burst.
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Figure 9b: 52-multiframe for EC-EGPRS for different Coverage Classes (CC)
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Annex B (normative):
Multislot capability

B.1
MS classes for multislot capability

When an MS supports the use of multiple timeslots it shall belong to a multislot class as defined below:

Table B.1

	Multislot class
	Maximum number of slots
	Minimum number of slots
	Type

	
	Rx
	Tx
	Sum
	Tta
	Ttb
	Tra
	Trb
	

	1
	1
	1
	2
	3
	2
	4
	2
	1

	2
	2
	1
	3
	3
	2
	3
	1
	1

	3
	2
	2
	3
	3
	2
	3
	1
	1

	4
	3
	1
	4
	3
	1
	3
	1
	1

	5
	2
	2
	4
	3
	1
	3
	1
	1

	6
	3
	2
	4
	3
	1
	3
	1
	1

	7
	3
	3
	4
	3
	1
	3
	1
	1

	8
	4
	1
	5
	3
	1
	2
	1
	1

	9
	3
	2
	5
	3
	1
	2
	1
	1

	10
	4
	2
	5
	3
	1
	2
	1
	1

	11
	4
	3
	5
	3
	1
	2
	1
	1

	12
	4
	4
	5
	2
	1
	2
	1
	1

	13
	3
	3
	NA
	NA
	a)
	3
	a)
	2

	14
	4
	4
	NA
	NA
	a)
	3
	a)
	2

	15
	5
	5
	NA
	NA
	a)
	3
	a)
	2

	16
	6
	6
	NA
	NA
	a)
	2
	a)
	2

	17
	7
	7
	NA
	NA
	a)
	1
	0
	2

	18
	8
	8
	NA
	NA
	0
	0
	0
	2

	19
	6
	2
	NA
	3
	b)
	2
	c)
	1

	20
	6
	3
	NA
	3
	b)
	2
	c)
	1

	21
	6
	4
	NA
	3
	b)
	2
	c)
	1

	22
	6
	4
	NA
	2
	b)
	2
	c)
	1

	23
	6
	6
	NA
	2
	b)
	2
	c)
	1

	24
	8
	2
	NA
	3
	b)
	2
	d)
	1

	25
	8
	3
	NA
	3
	b)
	2
	d)
	1

	26
	8
	4
	NA
	3
	b)
	2
	d)
	1

	27
	8
	4
	NA
	2
	b)
	2
	d)
	1

	28
	8
	6
	NA
	2
	b)
	2
	d)
	1

	29
	8
	8
	NA
	2
	b)
	2
	d)
	1

	30
	5
	1
	6
	2
	1
	1
	1
	1

	31
	5
	2
	6
	2
	1
	1
	1
	1

	32
	5
	3
	6
	2
	1
	1
	1
	1

	33
	5
	4
	6
	2
	1
	1
	1
	1

	34
	5
	5
	6
	2
	1
	1
	1
	1

	35
	5
	1
	6
	2
	1
	1+to
	1
	1

	36
	5
	2
	6
	2
	1
	1+to
	1
	1

	37
	5
	3
	6
	2
	1
	1+to
	1
	1

	38
	5
	4
	6
	2
	1
	1+to
	1
	1

	39
	5
	5
	6
	2
	1
	1+to
	1
	1

	40
	6
	1
	7
	1
	1
	1
	to
	1

	41
	6
	2
	7
	1
	1
	1
	to
	1

	42
	6
	3
	7
	1
	1
	1
	to
	1

	43
	6
	4
	7
	1
	1
	1
	to
	1

	44
	6
	5
	7
	1
	1
	1
	to
	1

	45
	6
	6
	7
	1
	1
	1
	to
	1


a)
= 1 with frequency hopping.


= 0 without frequency hopping.

b)
= 1 with frequency hopping or change from Rx to Tx.


= 0 without frequency hopping and no change from Rx to Tx.

c)
= 1 with frequency hopping or change from Tx to Rx.


= 0 without frequency hopping and no change from Tx to Rx.

d)
= 1 change from Tx to Rx, or, with frequency hopping and the MS is either assigned a downlink dual carrier or DLMC configuration, or, the MS does not support fast downlink frequency switching (see 3GPP TS 24.008).
= 0 no change from Tx to Rx and either without frequency hopping or the MS is not assigned a downlink dual carrier configuration and supports fast downlink frequency switching (see 3GPP TS 24.008).

to
= 31 symbol periods (this can be provided by a TA offset, i.e. a minimum TA value).

Type 1 MS are not required to transmit and receive at the same time.

Type 2 MS are required to be able to transmit and receive at the same time.

For HSCSD, only multislot classes 1 - 18 are recognised. An MS with a higher multislot class number shall indicate a suitable multislot class less than 19 for HSCSD applications (see 3GPP TS 44.018).

EC-EGPRS operation is only defined for Type 1 MS and hence only the multislot classes for Type 1 MS apply in Table B.1. Furthermore:

-
‘Sum’ does not apply since the MS is restricted to either transmit or receive during a TDMA frame. 
-
‘Rx’ and ‘Tx’ only apply when blind physical layer transmissions are not used within the TDMA frame, i.e. when the MS is in CC1 or CC2-1TS on downlink and/or uplink respectively. When blind physical layer transmissions within the TDMA frame are used, the MS shall support four consecutive timeslots for transmission or reception, i.e. ‘Tx=4’ and ‘Rx=4’, irrespective of the declared multislot class.
-
‘Tra’ and ‘Tta’ do not apply since there is no requirement on downlink monitoring during an ongoing TBF.

- 
‘Ttb’ does not apply since the time between reception of a Fixed Uplink Assignment and the corresponding Uplink allocation exceeds multiple TDMA frames.

-
‘Trb’ does not apply when assigning resource to an EC-EGPRS capable MS. The switching time can however apply for example after the MS has transmitted an EC-PACCH block on the uplink, before it can start monitoring the downlink, in which case the MS need not monitor downlink blocks where the ‘Trb’ is not fulfilled, see 3GPP TS 44.060.

Rx:


Rx describes the maximum number of receive timeslots that the MS can use per TDMA frame. The MS must be able to support all integer values of receive TS from 0 to Rx (depending on the services supported by the MS). The receive TS need not be contiguous. For type 1 MS, the receive TS shall be assigned within window of size Rx, and no transmit TS shall occur between receive TS within a TDMA frame.

Tx:


Tx describes the maximum number of transmit timeslots that the MS can use per TDMA frame. The MS must be able to support all integer values of transmit TS from 0 to Tx (depending on the services supported by the MS). The transmit TS need not be contiguous. For type 1 MS, the transmit TS shall be assigned within window of size Tx, and no receive TS shall occur between transmit TS within a TDMA frame.

Sum:


Sum is the total number of uplink (u) and downlink (d) TS that can actually be used by the MS per TDMA frame. The MS must be able to support all combinations of integer values of d <= Rx and u <= Tx TS where 1 <= d + u <= Sum (depending on the services supported by the MS). Sum is not applicable to all classes.


Sum is not applicable in EC-EGPRS operation.

Tta:

Tta relates to the time needed for the MS to perform adjacent cell signal level measurement and get ready to transmit.


For type 1 MS it is the minimum number of timeslots that will be allowed between the end of the previous transmit or receive TS and the next transmit TS when measurement is to be performed between. It should be noted that, in practice, the minimum time allowed may be reduced by amount of timing advance.


For type 1 MS that supports extended TA, the parameter Tta is increased by 1 if TA > 63 and there is a change from RX to TX.


For type 2 MS it is not applicable.


For circuit switched multislot configurations as defined in subclause 6.4.2.1, Tta is not applicable.


Tta is not applicable in EC-EGPRS operation.

Ttb:

Ttb relates to the time needed for the MS to get ready to transmit. This minimum requirement will only be used when adjacent cell power measurements are not required by the service selected.


For type 1 MS it is the minimum number of timeslots that will be allowed between the end of the last previous receive TS and the first next transmit TS or between the previous transmit TS and the next transmit TS when the frequency is changed in between. It should be noted that, in practice, the minimum time allowed may be reduced by the amount of the timing advance.


For type 1 MS that supports extended TA, the parameter Ttb = 2 if TA > 63 and there is a change from RX to TX.


For type 2 MS it is the minimum number of timeslots that will be allowed between the end of the last transmit burst in a TDMA frame and the first transmit burst in the next TDMA frame.


Ttb is not applicable in EC-EGPRS operation.

Tra:

Tra relates to the time needed for the MS to perform adjacent cell signal level measurement and get ready to receive.


For type 1 MS it is the minimum number of timeslots that will be allowed between the previous transmit or receive TS and the next receive TS when measurement is to be performed between.


For type 2 MS it is the minimum number of timeslots that will be allowed between the end of the last receive burst in a TDMA frame and the first receive burst in the next TDMA frame.


An MS, except for multislot class 30 – 45, shall be able to decode SCH from a neighbour cell, independent of its relative timing, using an idle frame in combination with Tra from the preceding frame.


Tra is not applicable in EC-EGPRS operation.

Trb:

Trb relates to the time needed for the MS to get ready to receive. This minimum requirement will only be used when adjacent cell power measurements are not required by the service selected.


For type 1 MS it is the minimum number of timeslots that will be allowed between the previous transmit TS and the next receive TS or between the previous receive TS and the next receive TS when the frequency is changed in between.


For type 2 MS it is the minimum number of timeslots that will be allowed between the end of the last receive burst in a TDMA frame and the first receive burst in the next TDMA frame.

	End of Modifications
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