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11.2.9
Packet Measurement Report

This message is sent on the PACCH from the mobile station to the network to report measurement results. The message may contain measurement results from the Network Control measurements or from the Extended measurements, but not both simultaneously. More than one message may be required depending on the number of measurements to report. For a (3G) multi-RAT mobile station, report on 3G cells may be included as a result of Network Control measurements.

Message type:
PACKET MEASUREMENT REPORT

Direction:
mobile station to network

Table 11.2.9.1: PACKET MEASUREMENT REPORT message content

	< Packet Measurement Report message content > ::=


< TLLI : bit (32) >


{ 0 | 1 < PSI5_CHANGE_MARK : bit (2) > }


{ 0 < NC Measurement Report : < NC Measurement Report struct > >


 | 1 < EXT Measurement Report : < EXT Measurement Report struct > > }




{ null | 0 bit** = < no string >


-- Receiver compatible with earlier release

| 1 









-- Additions in release 99 :


{ 0 | 1 
{ 0 < BA_USED : bit > < 3G_BA_USED : bit > | 1 < PSI3_CHANGE_MARK : bit(2) > }


 
< PMO_USED : bit > }


{ 0 | 1 < 3G Measurement Report : < 3G Measurement Report struct > > }

< padding bits > } ;



	< NC Measurement Report struct > ::=


< NC_MODE : bit (1) >


< RXLEV_SERVING_CELL : bit (6) >


{ 0 | 1 < INTERFERENCE_SERVING_CELL : bit (6) > }


< NUMBER_OF_NC_MEASUREMENTS : bit (3) >


{
< FREQUENCY_N : bit (6) >



{ 0 | 1 < BSIC_N : bit (6) > }



< RXLEV_N : bit (6) > } * (val(NUMBER_OF_NC_MEASUREMENTS)) ;



	< EXT Measurement Report struct > ::=


< EXT_REPORTING_TYPE: 00 | 01 | 10 >


{ 0 | 1




{ 0 | 1 < I_LEVEL_TN0 : bit (6) > }



{ 0 | 1 < I_LEVEL_TN1 : bit (6) > }



{ 0 | 1 < I_LEVEL_TN2 : bit (6) > }



{ 0 | 1 < I_LEVEL_TN3 : bit (6) > }



{ 0 | 1 < I_LEVEL_TN4 : bit (6) > }



{ 0 | 1 < I_LEVEL_TN5 : bit (6) > }



{ 0 | 1 < I_LEVEL_TN6 : bit (6) > }



{ 0 | 1 < I_LEVEL_TN7 : bit (6) > } }


< NUMBER_OF_MEASUREMENTS : bit (5) >


{
< FREQUENCY_N : bit (6) >



{ 0 | 1 < BSIC_N : bit (6) > }



< RXLEV_N : bit (6) > } * (val(NUMBER_OF_MEASUREMENTS)) ;



	< 3G Measurement Report struct > ::=


< N_3G: bit (3) >


{
< 3G_CELL_LIST_INDEX : bit (7) >



< REPORTING_QUANTITY : bit (6) > } * (val(N_3G + 1 )) ;
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