3GPP TSG GERAN WG2 meeting #09bis
Tdoc G2-020587

Sophia-Antipolis, France, 27nd – 31st May 2002

Source: MCC
Reference to obsolete standard in 08.56/48.056.

Document for information.

Problem:

3GPP TS 08.56 all versions up to and inclusive R99 make references to ETS 300 125, which is no longer maintained by ETSI.

In 3GPP TS 48.056 Rel-4 these references have been corrected to EN 300 125, which does not exist.

Details of this reference:

[20]
EN 300 125: "Integrated Services Digital Network (ISDN); User-network interface data link layer specification Application of CCITT Recommendations Q.920/I.440 and Q.921/I.441".

Scope (of 48.056):

"The present document specifies the link layer used for signalling on the A-bis interface between BSC and BTS. The use and general aspects of the A-bis interface are described in GSM 48.051 and the interface aspects in GSM 48.052.

The Link Access Procedure on the D-channel (LAPD) specification used on the A-bis interface in the GSM PLMN is a subset of the EN 300 125 which in turn has less options than the CCITT Recommendation Q.921.

This description contains first the protocol definitions and second the services provided by the layer 2 to the layer 3."

Purpose of this document:

GERAN WG2 is hereby informed about the above issue, and is invited to consider what to do about the references to the obsolete standard.







