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1. Overall Description:

TSG GERAN WG2 have approved changes to 48.018 Rel-5 in order to be compliant with the requirements expressed in 3GPP TS 23.236 v5.2.0. The Global CN Id in the PAGING CS PDU has been introduced as an optional Information Element. This is required in the case of a network operating in NMO I for which an MSC in a pool sends a paging message with IMSI to a GPRS attached Mobile Station.

TSG GERAN WG2 have identified that in such a case, even if there is no SGSN pool, the support of the NAS Node Selection function in the BSS towards the A interface requires some changes to the PCU part (namely the handling of the Global CN Id received from the PAGING CS PDU and the provision of this Id to the BSC). This means that the support of this function towards the CS domain cannot be realised without impacts on the PS domain.

TSG GERAN WG2 have also made a reference to 29.018 in 48.018 for the definition of the Global CN Id. It was commented that the encoding of the allowed range for the CN-Id requires less than 2 octets and it is not clearly defined how the bit encoding is performed.

2. Actions:

To TSG SA2

ACTION: 

To take into account the above and consider whether an update is needed to 23.236 in order to capture that the support of A-flex in NMO I requires changes to the PCU.

To TSG CN1

ACTION:

To consider whether an update is needed to 29.018 in order to unambiguously define the bit encoding of the CN Id field.
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