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1.
Overall Description

GERAN2 and SA4 have recently been involved in the discussion of the Permeable Layer Receiver (PLR) for MBMS, a proposal which exploits cross-layer information to improve FEC performance in the context of MBMS for GERAN. 

A description of the Permeable Layer Receiver can be found in S4-050570. 

The corresponding change to GERAN MBMS procedures would be the insertion of fill bits with value ‘0’ in case of erroneously received RLC data blocks also in EGPRS TBF mode, as already currently specified for GPRS TBF mode. This proposed CR can be found in G2-050406. Furthermore, at LLC layer, UI frames should be transmitted in unprotected mode, so that possible errors beyond the first N202 octets of the information field do not result in the frame being discarded.

During GERAN2 #26bis some concerns were raised relative to the potential impacts of cross-layer PLR operations to UDP and IP protocols. Such aspects fall outside of GERAN2’s scope and consequently CT1’s opinion is sought after on the matter.

The approval of PLR-related GERAN2 CRs has been put on hold pending feedback from CT1 on the aforementioned aspects. GERAN2 would therefore appreciate a reply from CT1 by the next GERAN WG2 meeting.

2. Actions:

To CT1:

GERAN2 kindly asks CT1 provide feedback on the potential impacts of the Permeable Layer Receiver for MBMS to the UDP/IP protocols.

3. Date of Next TSG-GERAN WG2 Meetings:

TSG-GERAN WG2 #27
8th – 10th November, 2005
Atlanta, GA, USA
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