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3.6
RR Procedures in packet transfer mode

3.6.1
RR Connection establishment using enhanced DTM CS establishment

The initiation of the procedure and the assignment of resources for the establishment of the RR connection are described in 3GPP TS 44.060. 

In respect of the establishment of the RR connection, the mobile station shall act on the starting time information element, if present in an IMMEDIATE ASSIGNMENT message, as specified in sub-clause 3.3.1.1.3.1.

The establishment of the main signalling link is described in sub-clause 3.1.5. In the case of a network initiated establishment (i.e. not following the sending of a PACKET CS REQUEST message), the layer 2 SABM frame shall contain a PAGING RESPONSE message. Otherwise (i.e. the mobile station has sent a PACKET CS REQUEST message), an appropriate layer 3 service request message shall be sent in the layer 2 SABM frame.

The completion of the establishment of the RR connection is described in sub-clause 3.6.2.

3.6.2
Completion of RR Connection establishment

3.6.2.1
Connection established in response to an encapsulated IMMEDIATE ASSIGNMENT message

The RR connection establishment procedure is terminated on the network side when the main signalling link is established. Timer T3101 is stopped and the MM sublayer on the network side is informed that the RR entity has entered the dedicated mode.

On the mobile station side, the procedure is terminated when the establishment of the main signalling link is confirmed. The MM sublayer is informed that the RR entity has entered the dedicated mode.
3.6.2.2
Connection established in response to an encapsulated DTM ASSIGNMENT message

The RR connection establishment procedure is terminated on the network side when the main signalling link is established. Timer T3107 is stopped and the MM sublayer on the network side is informed that the RR entity has entered the dual transfer mode.

On the mobile station side, the procedure is terminated when the establishment of the main signalling link is confirmed. The MM sublayer is informed that the RR entity has entered the dual transfer mode.
**** NEXT MODIFIED SECTION ****

11.1.2
Timers on the network side

T3101:
This timer is started when a channel is allocated with an IMMEDIATE ASSIGNMENT message. It is stopped when the MS has correctly seized the channels.


Its value is network dependent.

NOTE 1:
It could be higher than the maximum time for a L2 establishment attempt.

T3103:
This timer is started by the sending of a HANDOVER message and is normally stopped when the MS has correctly seized the new channel. Its purpose is to keep the old channels sufficiently long for the MS to be able to return to the old channels, and to release the channels if the MS is lost.


Its value is network dependent.

NOTE 2:
It could be higher than the maximum transmission time of the HANDOVER COMMAND, plus the value of T3124, plus the maximum duration of an attempt to establish a data link in multiframe mode.)

T3105:
This timer is used for the repetition of the PHYSICAL INFORMATION message during the hand-over procedure.


Its value is network dependent.

NOTE 3:
This timer may be set to such a low value that the message is in fact continuously transmitted.

T3107:
This timer is started by the sending of an ASSIGNMENT COMMAND or a DTM ASSIGNMENT COMMAND message and is normally stopped when the MS has correctly seized the new RR channels.


Its purpose is to keep the old channel sufficiently long for the MS to be able to return to the old channels in case of change of channels, and to release the channels if the MS is lost.


Its value is network dependent.

NOTE 4:
It could be higher than the maximum transmission time of the ASSIGNMENT COMMAND message plus twice the maximum duration of an attempt to establish a data link multiframe mode.

T3109:
This timer is started when a lower layer failure is detected by the network, when it is not engaged in a RF procedure. It is also used in the channel release procedure.


Its purpose is to release the channels in case of loss of communication.


Its value is network dependent.

NOTE 5:
Its value should be large enough to ensure that the MS detects a radio link failure.

T3111:
This timer is used to delay the channel deactivation after disconnection of the main signalling link. Its purpose is to let some time for possible repetition of the disconnection.


Its value is equal to the value of T3110.

T3113:
This timer is started when the network has sent a PAGING REQUEST message and is stopped when the network has received the PAGING RESPONSE message.


Its value is network dependent.

NOTE 6:
The value could allow for repetitions of the Channel Request message and the requirements associated with T3101.

T3115:
This timer is used for the repetition of the VGCS UPLINK GRANT message during the uplink access procedure.


Its value is network dependent.

NOTE 7:
This timer may be set to such a low value that the message is in fact continuously transmitted.

T3121:
This timer is started by the sending of an INTER SYSTEM TO UTRAN HANDOVER message and is normally stopped when the MS has correctly seized the UTRAN channel(s). Its purpose is to keep the old channels sufficiently long for the MS to be able to return to the old channels, and to release the channels if the MS is lost.


Its value is network dependent.

T3123:
This timer is started by the sending of an INTER SYSTEM TO CDMA2000 HANDOVER message and is normally stopped when the MS has correctly seized the CDMA2000 channel(s). Its purpose is to keep the old channels sufficiently long for the MS to be able to return to the old channels, and to release the channels if the MS is lost.


Its value is network dependent.

T3141:
This timer is started when a temporary block flow is allocated with an IMMEDIATE ASSIGNMENT message during a packet access procedure. It is stopped when the mobile station has correctly seized the temporary block flow.


Its value is network dependent.
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