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4.2.12
U-TDOA Response

The U-TDOA Response is a message from the BSS to the SMLC. It is a response to the U-TDOA Request message. It contains the following information elements.
Table 4.2.12.1: U-TDOA Response message content

	Information element
	Type/Reference
	Presence
	Format
	Length

	Message Type
	Message Type IE 5.1
	M
	V
	1

	Channel Description
	Channel Description IE 5.8 
	M
	TV
	4

	Serving Cell Identifier
	Cell Identifier IE 5.23
	M
	TLV
	4-n

	Frequency List
	Frequency List IE 5.20
	C (note 3)
	TLV
	3-n

	Timing Advance
	Timing Advance IE 5.2
	O
	TV
	2

	MS Power
	MS Power IE 5.21
	O
	TV
	2

	Measurement Report
	Measurement Report IE 5.12
	O
	TLV
	18

	Encryption Key (Kc)
	Encryption Key IE 5.24
	C (note 4)
	TV
	9

	Cipher Mode Setting
	Cipher Mode Setting IE 5.25
	C (note 4)
	TV
	2

	Channel Mode
	Channel Mode IE 5.26
	C (notes 1 & 4)
	TV
	2

	MultiRate Configuration
	MultiRate Configuration IE 5.27
	C (notes 1 & 4)
	TLV
	4-n

	Measured Cell Identity List
	Cell Identity List IE / 5.17
	O
	TLV
	6-n

	Packet Channel Description
	Packet Channel Description IE 5.29
	C (note 5)
	TV
	4

	TLLI
	TLLI IE 5.30
	C (note 5)
	TV
	5

	TFI
	TFI IE 5.31
	C (note 5)
	TV
	2

	TBF Starting Time
	Starting Time IE 5.32
	C (note 5) 
	TV
	3

	Power-Up Starting Time
	Starting Time IE 5.32
	O (note 6)
	TV
	3

	NOTE 1:
The Channel Mode IE is included only for U-TDOA using FR or AMR (not included for EFR). 

NOTE 2:
The MultiRate Configuration IE is included only for U-TDOA using AMR. 

NOTE 3:
The Frequency List IE is included only when frequency hopping is used. 
NOTE 4:
This IE can only be present for CS U-TDOA location method

NOTE 5:
This IE can only be present for PS U-TDOA location method
NOTE 6:  The Power-Up Starting Time IE is included if the Power-Up procedure is supported for U-TDOA location method. It represents the starting time of the power-up and DTX suspension.


5.32
Starting Time IE

The purpose of the Starting Time information element is to provide the start TDMA frame number, FN modulo 42432 of the first transmission of the Packet Polling Request or first block of user data associated with the U-TDOA location method from the BSS to the MS.  In the case that the power-up procedure for U-TDOA is supported, the Starting Time information element may provide the starting frame number of the power-up and DTX suspension.  
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Figure 5.32.1: Starting Time IE

The Starting Time information element is coded and interpreted as defined in TS 44.018 (excluding IEI).
Table 5.1: Element Indentifier codes

	Element 
Identifier 
Coding
	Element name
	Reference

	0000 0001
	Timing Advance
	5.2

	0000 1000
	Reserved (note)
	

	0000 1001
	Cell Identity
	5.4

	0000 1010
	Reserved (note)
	

	0000 1011
	Reserved (note)
	

	0000 1100
	Reserved (note)
	

	0001 0000
	Channel Description
	5.8

	0001 0001
	Reserved (note)
	

	0001 0010
	Reserved (note)
	

	0001 0011
	Reserved (note)
	

	0001 0100
	Measurement Report
	5.12

	0001 0101
	Reserved (note)
	

	0001 1000
	Cause
	5.14

	0001 1001
	RRLP Flag
	5.15

	0001 1011
	RRLP IE
	5.16

	0001 1100
	Cell Identity List
	5.17

	0001 1101
	Enhanced Measurement Report
	5.18

	0001 1110
	Location Area Code
	5.19

	0010 0001
	Frequency List
	5.20

	0010 0010
	MS Power
	5.21

	0010 0011
	Delta Timer
	5.22

	0010 0100
	Serving Cell Identifier
	5.23

	0010 0101
	Encryption Key (Kc)
	5.24

	0010 0110
	Cipher Mode Setting
	5.25

	0010 0111
	Channel Mode
	5.26

	0010 1000
	MultiRate Configuration
	5.27

	0010 1001
	Polling Repetition
	5.28

	0010 1010
	Packet Channel Description
	5.29

	0010 1011
	TLLI
	5.30

	0010 1100
	TFI
	5.31

	0010 1101
	TBF Starting Time
	5.32

	0010 1110
	Power-Up Starting Time
	5.32

	NOTE:
These values of the codepoints shall not be used as they were used in an earlier version of the protocol.
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