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3.3.1.2
Entering the group transmit mode: uplink access procedure

Only applicable for mobile stations supporting "VGCS transmit".

The purpose of the uplink control procedure is to establish an RR connection on a VGCS channel between a mobile station which is in group receive mode on that channel and the network.

The mobile station enters the group transmit mode when a successful establishment of the RR connection is indicated. The channel mode assumed by the mobile station is the one derived from the channel description.

When the network supports talker priority or sending application-specific data, it shall provide on the NCH in combination with the UPLINK_BUSY message on the group call channel downlink, the method that the MS shall use to issue priority talker requests.

NOTE:
Talker priority is supported by the network if and only if the Talker Priority and Emergency Indication IE is present in the UPLINK BUSY message (see sub-clause 9.1.46.1)
For information only
9.1.46
Uplink busy

The understanding of this message is only required for mobile stations supporting VGCS talking.

This message is broadcasted on the voice group call channel on the main DCCH, SAPI=0, by the network in unacknowledged mode to inform the mobile station of the uplink status of the voice group call channel. See table 9.1.46.1.

Message type:
UPLINK BUSY

Significance:
dual

Direction:
network to mobile station

Table 9.1.46.1: UPLINK BUSY message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	length

	
	RR management Protocol Discriminator
	Protocol Discriminator
10.2
	M
	V
	1/2

	
	Skip Indicator
	Skip Indicator
10.3.1
	M
	V
	1/2

	
	Uplink busy Message Type
	Message Type
10.4
	M
	V
	1

	31
	Talker Priority and emergency indication
	Talker Priority Status

10.5.2.64
	O
	TLV
	3

	32
	Token
	Token 10.5.2.66
	O
	TV
	5

	33
	Talker Identity
	Talker Identity

10.5.2.65
	O
	TLV
	3 - 20


9.1.46.1
Talker Priority and Emergency Indication

This IE contains the talker priority, the status of the emergency mode and the availability of the voice group call channel for sending uplink access requests. If the IE is not present then the MS assumes that the emergency mode is not set and that the network does not support talker priority.

9.1.46.2
Token

This IE contains the 32 bit long token for the validation of the Priority Uplink Request.

9.1.46.3
Talker Identity

This IE contains the identity of the current talker.
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