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4.2.9
Insertion of discontinuous transmission (DTX) indication bits

In the downlink, DTX is used to fill up the radio frame with bits. The insertion point of DTX indication bits depends on whether fixed or flexible positions of the TrCHs in the radio frame are used. It is up to the UTRAN to decide for each CCTrCH whether fixed or flexible positions are used during the connection. DTX indication bits only indicate when the transmission should be turned off, they are not transmitted. 
4.2.9.1
1st  insertion of DTX indication bits
This step of inserting DTX indication bits is used only if the positions of the TrCHs in the radio frame are fixed. With fixed position scheme a fixed number of bits is reserved for each TrCH in the radio frame. 

The bits from rate matching are denoted by 
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, where Gi is the number of bits in one TTI of TrCH i. Denote the number of bits in one radio frame of TrCH i by Hi. In normal or compressed mode by spreading factor reduction, Hi is constant and corresponds to the maximum number of bits from TrCH i in one radio frame for any transport format of TrCH i.
The bits output from the DTX insertion are denoted by
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. Note that these bits are three valued. They are defined by the following relations: 
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4.2.9.2
2nd insertion of DTX indication bits
The DTX indication bits inserted in this step shall be placed at the end of the radio frame. Note that the DTX will be distributed over all slots after 2nd interleaving. 

The bits input to the DTX insertion block are denoted by 
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,where S is the number of bits from TrCH multiplexing. The number of PhCHs is denoted by P and the number of bits in one radio frame, including DTX indication bits, for each PhCH by U. The number of available bits on the PhCH is denoted by Ndata and Ndata=15Ndata1+15Ndata2, where Ndata1 and Ndata2 are defined in [25.211]. In normal mode U=Ndata. In compressed mode Ndata is changed from the value in normal node for the radio frames containing the TGs or part of the TGs.. The exact value of Ndata is dependent on the TGL and the transmission time reduction method, which are signalled from higher layers. The number of bits that are located within the transmission gap is denoted NTGL and defined as:
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Nfirst and TGL are defined in Section 4.4.

In the radio frames that contain the TGs or part of the TGs U=Ndata-NTGL..
The bits output from the DTX insertion block are denoted by 
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4.4.3
Transmission time reduction method
When in compressed mode, the information normally transmitted during a 10 ms frame is compressed in time. The mechanisms provided for achieving this are puncturing, reduction of the spreading factor by a factor of two , and higher layer scheduling. In the downlink, all methods are supported while compressed mode by puncturing is not used in the uplink. The maximum idle length is defined to be 7 slots per one 10 ms frame. The slot formats that are used in compressed mode are listed in [2].

4.4.3.1
Compressed mode by puncturing
During compressed mode, rate matching (puncturing) is applied for  creating transmission gap in one frame. The algorithm for rate matching (puncturing) as described in section 4.2.7 is used. 
4.4.3.2
Compressed mode by reducing the spreading factor by 2 
During compressed mode, the spreading factor (SF) can be reduced by 2 during one radio frame to enable the transmission of the information bits in the remaining time slots of a compressed frame. 
On the downlink, UTRAN can also order the UE to use a different scrambling code in compressed mode than in normal mode. If the UE is ordered to use a different scrambling code in compressed mode, then there is a one-to-one mapping between the scrambling code used in normal mode and the one used in compressed mode, as described in TS 25.213[3] section 5.2.1.
4.4.3.3 
Compressed mode by higher layer scheduling
Compressed mode can be obtained by higher layer scheduling. Higher layers then set restrictions so that only a subset of the allowed TFCs are used in compressed mode. The maximum number of bits that will be delivered to the physical layer during the compressed radio frame is then known and a transmission gap can be generated. Note that in the downlink, the TFCI field is expanded on the expense of the data fields and this shall be taken into account by higher layers when setting the restrictions on the TFCs. Compressed mode by higher layer scheduling shall not be used with fixed starting positions of the TrCHs in the radio frame.
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