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8.8
Power control in downlink 

Power control in the downlink is the ability of the UE receiver to converge to required link quality set by the network while using as low power as possible in downlink . If a BLER target has been assigned to a DCCH (See Annex A.3), then it has to be such that outer loop is based on DTCH and not on DCCH. 
8.8.1
Power control in the downlink, constant BLER target

8.8.1.1
Minimum requirements

For the parameters specified in Table 8.26 the downlink 
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 power shall be below the specified value in Table 8.27 and the measured BLER value shall be as  required in Table 8.27.

NOTE:
Power control in downlink is ON during the test.
Table 8.26: Test parameter for downlink power control 

Parameter
Unit
Test 1
Test 2
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dBm/3.84 MHz
-60

Information Data Rate
kbps
12.2

Target quality value on DTCH
BLER
0.01

Propagation condition

Case 4

Table 8.27: Requirements in downlink power control

Parameter
Unit
Test 1
Test 2
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dB
-16.0
-9.0

Measured quality on DTCH
BLER
FFS
FFS

Confidence level for measured quality and 
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8.8.2 Power control in the downlink, initial convergence

This requirement verifies that DL power control works properly during the first seconds after DPCH connection is established

8.8.2.1 Minimum Requirements

For the parameters specified in Table 8.NEW-1 the downlink DPCH_Ec/Ior power, which is averaged over [50 ms], shall be within the range specified in Table 8.NEW-2. T1 equals to [500 ms] and it starts [10 ms] after the DPDCH connection is initiated. T2 equals to [500 ms] and it starts when T1 has expired. Power control is ON during the test.

Table 8.NEW-1: Test parameters for downlink power control 

Parameter
Unit
Test 1
Test 2
Test 3
Test 4

Target quality value on DTCH
BLER
0.01
0.01
0.1
0.1

Initial DPCH_Ec/Ior
dB
-5.9
-25.9
-2.1
-22.1

Information Data Rate
kbps
12.2
12.2
64
64
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Table 8.NEW-2: Requirements in downlink power control

Parameter
Unit
Test 1 and Test 2
Test 3 and Test 4
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