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3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ACIR
Adjacent Channel Interference Ratio

ACLR
Adjacent Channel Leakage power Ratio

ACS
Adjacent Channel Selectivity

BS
Base Station

CW
Continuous wave (unmodulated signal)

DL
Down link  (forward link)

DPCH
Dedicated physical channel

DPCH_Ec
Average energy per PN chip for DPCH
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DPCH_Ec


The ratio of the average energy per PN chip of the DPCH to the total transmit power spectral density of the downlink at the BS antenna connector
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DPCH_Ec

S


The ratio of the sum of DPCH_Ec for one service in case of multicode to the total transmit power spectral density of the downlink at the BS antenna connector

EIRP
Effective Isotropic Radiated Power

FDD
Frequency Division Duplexing

FER
Frame Error Ratio

Fuw
Frequency of unwanted signal. This is specified in bracket in terms of an absolute frequency(s) or frequency offset from the assigned channel frequency.

Ioc
The power spectral density of a band limited white noise source (simulating interference from other cells) as measured at the UE  antenna connector.

Ior
The total transmit power spectral density of the downlink at the BS antenna connector
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The received power spectral density of the downlink as measured at the UE antenna connector

PPM
Parts Per Million

RSSI
Received Signal Strength Indicator

SIR
Signal to Interference ratio

TDD
Time Division Duplexing

TPC
Transmit Power Control

UE
User Equipment

UL
Up link (reverse link)

UTRA
UMTS Terrestrial Radio Access

4
General

4.1
Measurement uncertainty


The requirements given in the present document make no allowance for measurement uncertainty. Where the measurement uncertainty can be determined, the test limit shall be relaxed from the value given in the present document. See Annex F of 34.122. Where the measurement uncertainty cannot reasonably be determined, the "Shared Risk" principle is applied, i.e. the test limit is not relaxed.

The Shared Risk principle is defined in ETR 028.
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