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Doc-1st-Level
Status-1st-Level
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CR
Rev
Subject
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Version-Current
Version-New

R2-000925
agreed
25.331
294
1
RLC reconfiguration indicator
B
3.2.0
3.3.0

R2-001208
agreed
25.331
296
3
RLC Info
C
3.2.0
3.3.0

R2-000979
agreed
25.331
297
1
Usage of Transport CH ID
C
3.2.0
3.3.0

R2-001048
agreed
25.331
298
2
Transport format combination set
C
3.2.0
3.3.0

R2-000934
agreed
25.331
300
1
Usage of U-RNTI and C-RNTI in DL DCCH message
F
3.2.0
3.3.0

R2-000753
agreed
25.331
301

Description of Cell Update Procedure
C
3.2.0
3.3.0

R2-000980
agreed
25.331
304
1
System information modification procedure
F
3.2.0
3.3.0

R2-000772
agreed
25.331
305

Functional descriptions of the RRC messages 
D
3.2.0
3.3.0

R2-000773
agreed
25.331
306

Clarification of CTFC calculation
F
3.2.0
3.3.0

R2-001213
agreed
25.331
307
3
Compressed mode parameters 
C
3.2.0
3.3.0

R2-001209
agreed
25.331
309
2
Signalling procedure for periodic local authentication
B
3.2.0
3.3.0

R2-001274
agreed
25.331
310
5
Editorial corrections on security
F
3.2.0
3.3.0

R2-000984
agreed
25.331
311
2
Security capability 
D
3.2.0
3.3.0

R2-000899
agreed
25.331
312
1
Corrections on ASN.1 definitions
F
3.2.0
3.3.0

R2-001126
agreed
25.331
313
2
DRX cycle lower limit 
F
3.2.0
3.3.0

R2-000988
agreed
25.331
314
1
Removal of CPICH SIR measurement quantity
C
3.2.0
3.3.0

R2-000986
agreed
25.331
315
1
Signalling connection release request 
B
3.2.0
3.3.0

R2-000987
agreed
25.331
318
1
Change to IMEI coding from BCD to hexadecimal
C
3.2.0
3.3.0

R2-000902
agreed
25.331
319
1
Removal of RLC sequence numbers from RRC initialisation information
F
3.2.0
3.3.0

R2-000989
agreed
25.331
320
3
Addition of the length of PDCP sequence numbers into PDCP info
B
3.2.0
3.3.0

