TSG-RAN Meeting #8












RP-000268
Düsseldorf, Germany, 21-23 June 2000


Title:

Agreed CRs to TS 25.214(1)

Source:
TSG-RAN WG1

Agenda item:
5.1.3

No.
Doc #
Spec
CR
Rev
Subject
Cat
Current_v
New_v

1
R1-000499
25.214
084
-
Addition of CSICH power parameter
B
3.2.0
3.3.0

2
R1-000500
25.214
085
-
Correction to power control in compressed mode recovery period
F
3.2.0
3.3.0

3
R1-000566
25.214
086
1
Revisions to power control for CPCH
F
3.2.0
3.3.0

4
R1-000502
25.214
087
-
Corrections to uplink DCH power control sections
F
3.2.0
3.3.0

5
R1-000726
25.214
090
3
Level of specification of downlink power control
C
3.2.0
3.3.0

6
R1-000564
25.214
091
1
Clarification of TX diversity power setting
F
3.2.0
3.3.0

7
R1-000563
25.214
092
-
PICH undefined bits
C
3.2.0
3.3.0

8
R1-000761
25.214
095
1
DPDCH/DPCCH gain factors
F
3.2.0
3.3.0

9
R1-000787
25.214
096
3
Correction to RACH subchannel definition
F
3.2.0
3.3.0

10
R1-000588
25.214
097
1
The power setting of the CCC field of DL DPCCH for CPCH
F
3.2.0
3.3.0

11
R1-000799
25.214
098
4
Procedure for end of transmission indicator in CPCH
B
3.2.0
3.3.0

12
R1-000607
25.214
099
-
Downlink inner-loop power control in compressed mode
C
3.2.0
3.3.0

13
R1-000617
25.214
100
-
Definition of vector transmission weight entity
F
3.2.0
3.3.0

14
R1-000783
25.214
101
1
Number of slots  for DPCCH power control preamble
C
3.2.0
3.3.0

15
R1-000658
25.214
102
-
Clarification of UTRAN Tx diversity reponse timing description in 25.214
F
3.2.0
3.3.0

16
R1-000742
25.214
103
2
Corrections to transmit diversity section
F
3.2.0
3.3.0

17
R1-000762
25.214
104
1
Corrections to uplink power control in compressed mode
F
3.2.0
3.3.0

18
R1-000699
25.214
105
-
Clarification of downlink power control mode
F
3.2.0
3.3.0

19
R1-000700
25.214
106
-
Clarification of radio link set
F
3.2.0
3.3.0

20
R1-000725
25.214
107
1
Clarification of radio link synchronisation procedure
C
3.2.0
3.3.0

