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8.3.2.2
Initiation

A UE in URA_PCH state may apply the URA update procedure for a number of purposes. The specific requirements the UE shall take into account for each case are specified in the following: 

-
Upon initiation of the procedure, the UE shall set the variable PROTOCOL_ERROR_INDICATOR to FALSE.

-
In URA_PCH state, the UE shall perform the URA update procedure when the current URA assigned to the UE is not present in the list of URA IDs broadcast in a cell.

-
In URA_PCH state, the UE shall perform the URA update procedure upon expiry of T306 while the UE is in the service area. The UE shall only perform this periodic URA updating if configured by means of the IE "Information for periodical cell and URA update" in System Information Block Type 2. The UE shall initially start timer T306 upon entering URA_PCH state.
The UE shall start the URA update procedure by:


-
moving to CELL_FACH state;

-
sending a URA UPDATE message on the uplink CCCH;

-
starting timer T303 and resetting counter V303.

The IE "URA update cause" shall be set as follows;

-
in case of URA reselection, to: "URA reselection";

-
in case of periodic URA updating, to: "periodic URA update".

If the value of the variable PROTOCOL_ERROR_INDICATOR is TRUE, the UE shall set the IE "Protocol error indicator" to TRUE and include the IE "Protocol error information" set to the value of the variable PROTOCOL_ERROR_INFORMATION.

If the value of the variable PROTOCOL_ERROR_INDICATOR is FALSE, the UE shall set the IE "Protocol error indicator" to FALSE.

8.3.2.5
Reception of an URA UPDATE CONFIRM message by the UE

Upon receiving the URA UPDATE CONFIRM message, the UE shall stop timer T303 and restart timer T306.If the URA UPDATE CONFIRM message includes the IEs "new C-RNTI" and optionally IE "new U-RNTI", the UE shall:

-
update its identities and transmit an RNTI REALLOCATION COMPLETE message on the uplink DCCH using the PRACH indicated in the broadcast system information.







If the URA UPDATE CONFIRM message includes the IEs "CN domain identity" and "NAS system information", the UE shall forward the content of the IE to the non-access stratum entity of the UE indicated by the IE "CN domain identity". 

The UE shall enter a state according to subclause 8.5.8 applied on the URA UPDATE CONFIRM message, unless otherwise specified below.

If the UE does not end up in the CELL_FACH state, the UE shall, after other possible actions:

-
retrieve secondary CCPCH info (for PCH) from the SYSTEM INFORMATION broadcast from the new cell;

-
delete its C-RNTI; and 

-
the procedure ends. 

8.3.2.6
Confirmation error of URA ID list


, 

If the URA UPDATE CONFIRM message causes a confirmation error of URA identity list as specified in subclause 8.5.7.2.1 the UE shall check the value of V303, and:

-
If V303 is smaller or equal than N303, the UE shall retransmit a URA UPDATE message on the uplink CCCH, restart timer T303 and increase counter V303. The UE shall set the IEs in the URA UPDATE message according to subclause 8.3.2.2. If V303 is greater than N303, the UE shall enter idle mode. The procedure ends and a connection failure may be indicated to the non-access stratum. Other actions the UE shall perform when entering idle mode from connected mode are specified in subclause 8.5.2

8.5.7.2
UTRAN mobility information elements


8.5.7.2.1
URA identity

If

-
the IE “URA identity” is included in a received message and

-
the IE “DRX indicator” is included and set to “DRX with URA updating”
the UE shall store this URA identity. Further, after sending a possible message to UTRAN and entering URA_PCH state as specified elsewhere, the UE shall read system information block type 2 in the selected cell. If the stored URA identity is not included in the list of URA identities in system information block type 2 in the selected cell, a confirmation error of URA identity list has occurred and the UE shall
-
if no URA update procedure is ongoing, initiate a URA update procedure after entering URA_PCH state, see subclause 8.3.2.2.
- if a URA update procedure is ongoing, take actions as specified in subclause 8.3.2.6.
If
-
the IE “URA identity” is not included in a received message and
-
the IE “DRX indicator” is included and set to “DRX with URA updating”
the UE shall after sending a possible message to UTRAN and entering URA_PCH state as specified elsewhere, read system information block type 2 in the selected cell. Further, if system information block type 2 in the selected cell contains a single URA identity, the UE shall store this URA identity. If system information block type 2 of the selected cell contains more than one URA identity, a confirmation error of URA identity list has occurred and the UE shall 

-
if no URA update procedure is ongoing, initiate a URA update procedure after entering URA_PCH state, see subclause 8.3.2.2.
- if a URA update procedure is ongoing, take actions as specified in subclause 8.3.2.6.

9.1
RRC States and State Transitions including GSM

Figure 55 shows the RRC states in Connected Mode, including transitions between UTRAN connected mode and GSM connected mode for PSTN/ISDN domain services, and between UTRAN connected mode and GSM/GPRS packet modes for IP domain services. It also shows the transitions between Idle Mode and UTRAN Connected Mode and further the transitions within UTRAN connected Mode.
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Figure 55: RRC States and State Transitions including GSM
[1: The indicated division within Idle Mode is only included for clarification and shall not be interpreted as states.]

It shall be noted that not all states may be applicable for all UE connections. For a given QoS requirement on the UE connection, only a subset of the states may be relevant.

After power on, the UE stays in Idle Mode until it transmits a request to establish an RRC Connection. In Idle Mode the connection of the UE is closed on all layers of the access stratum. In Idle Mode the UE is identified by non-access stratum identities such as IMSI, TMSI and P-TMSI. In addition, the UTRAN has no own information about the individual Idle Mode UEs, and it can only address e.g. all UEs in a cell or all UEs monitoring a paging occasion. The UE behaviour within this mode is described in [4].

The UTRAN Connected Mode is entered when the RRC Connection is established. The UE is assigned a radio network temporary identity (RNTI) to be used as UE identity on common transport channels. 

NOTE:
The exact definition of RRC connection needs further refinement.

The RRC states within UTRAN Connected Mode reflect the level of UE connection and which transport channels that can be used by the UE.

For inactive stationary data users the UE may fall back to PCH on both the Cell and URA levels. That is, upon the need for paging, the UTRAN shall check the current level of connection of the given UE, and decide whether the paging message shall be sent within the URA, or should it be sent via a specific cell

9.3.1.2
Transition from CELL_DCH to CELL_FACH state

Transition to CELL_FACH state occurs when all dedicated channels have been released, which may be

a)
via explicit signalling.

at the end of the time period for which the dedicated channel was allocated (TDD) 

9.3.1.3
Transition from CELL_DCH to CELL_PCH state

Transition to CELL_PCH state occurs via explicit signalling.

9.3.1.4
Transition from CELL_DCH to URA_PCH state

Transition to URA_PCH state occurs via explicit signalling.

10.2.20
PHYSICAL CHANNEL RECONFIGURATION

This message is used by UTRAN to assign, replace or release a set of physical channels used by a UE.


RLC-SAP: AM or UM 


Logical channel: DCCH


Direction: UTRAN ( UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE Information Elements





Integrity check info
CH

Integrity check info 10.3.3.15


Integrity protection mode info
OP

Integrity protection mode info 10.3.3.18


Ciphering mode info
OP

Ciphering mode info 10.3.3.5


Activation time
MD

Activation time 10.3.3.1
Default value is "now"

New U-RNTI
OP

U-RNTI 10.3.3.45


New C-RNTI
OP

C-RNTI 10.3.3.8


DRX Indicator
MP

DRX Indicator 10.3.3.10


UTRAN DRX cycle length coefficient
MD

UTRAN DRX cycle length coefficient 10.3.3.47
Default value is the existing value of UTRAN DRX cycle length coefficient







CN Information Elements





CN Information info
OP

CN Information info 10.3.1.3


UTRAN mobility information elements





URA identity
OP

URA identity 10.3.2.6


RB information elements





RB with PDCP information list
OP
1 to <maxRBallRABs>

This IE is needed for each RB having PDCP in the case of lossless SRNS relocation

>RB with PDCP information
MP

RB with PDCP information

10.3.4.19


PhyCH information elements





Frequency info
MD

Frequency info 10.3.6.30
Default value is the existing value of frequency information

Uplink radio resources





Maximum allowed UL TX power
MD

Maximum allowed UL TX power 10.3.6.33
Default value is the existing value of the maximum allowed UL TX power

CHOICE channel requirement
OP


At least one criticality=reject spare value needed for future extension

>Uplink DPCH info 


Uplink DPCH info 10.3.6.76


>PRACH Info (for RACH) 


PRACH Info (for RACH) 10.3.6.44


Downlink radio resources





CHOICE mode





>FDD





>>Downlink information common for all radio links
OP

Downlink information common for all radio links 10.3.6.20


>>Downlink PDSCH information
OP

Downlink PDSCH information 10.3.6.26














>>CPCH SET Info
OP

CPCH SET Info 10.3.6.10


> TDD



(no data)

Downlink information per radio link list
OP
1 to <maxRL>

Send downlink information for each radio link

>Downlink information for each radio link
MP

Downlink information for each radio link 10.3.6.23


10.2.25
RADIO BEARER RECONFIGURATION

This message is sent from UTRAN to reconfigure parameters related to a change of QoS. This procedure can also change the multiplexing of MAC, reconfigure transport channels and physical channels.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE Information elements





Integrity check info
CH

Integrity check info 10.3.3.15


Integrity protection mode info
OP

Integrity protection mode info 10.3.3.18


Ciphering mode info
OP

Ciphering mode info 10.3.3.5


Activation time
MD

Activation time 10.3.3.1
Default value is "now"

New U-RNTI
OP

U-RNTI 10.3.3.45


New C-RNTI
OP

C-RNTI 10.3.3.8


DRX Indicator
MP

DRX Indicator 10.3.3.10


UTRAN DRX cycle length coefficient
MD

UTRAN DRX cycle length coefficient 10.3.3.47
Default value is the existing value of UTRAN DRX cycle length coefficient







CN information elements





CN Information info
OP

CN Information info 10.3.1.3


UTRAN mobility information elements





URA identity
OP

URA identity 10.3.2.6


RB information elements





RB information to reconfigure list
MP
1to <maxRB>



>RB information to reconfigure
MP

RB information to reconfigure 10.3.4.15


RB information to be affected list
OP
1 to <maxRB>



>RB information to be affected
MP

RB information to be affected 10.3.4.14


TrCH Information Elements





Uplink transport channels





UL Transport channel information common for all transport channels
OP

UL Transport channel information common for all transport channels 10.3.5.24


Deleted TrCH information list
OP


1 to <maxTrCH>



> Deleted UL TrCH information
MP

Deleted UL TrCH information 10.3.5.5


Added or Reconfigured TrCH
 information list
OP


1 to <maxTrCH>



>Added or Reconfigured UL TrCH information
MP

Added or Reconfigured UL TrCH information 10.3.5.2


CHOICE mode
OP




>FDD





>>CPCH set ID
OP

CPCH set ID 10.3.5.3


>> Added or Reconfigured TrCH
 information for DRAC list
OP


1 to <maxTrCH>



>>>DRAC static information
MP

DRAC static information 10.3.5.7


>TDD



(no data)

Downlink transport channels





DL Transport channel information common for all transport channels
OP

DL Transport channel information common for all transport channels 10.3.5.6


Deleted TrCH information list
OP


1 to <maxTrCH>



>Deleted DL TrCH information
MP

Deleted DL TrCH information 10.3.5.4


Added or Reconfigured TrCH
 information list
OP


1 to <maxTrCH>



>Added or Reconfigured DL TrCH information
MP

Added or Reconfigured DL TrCH information 10.3.5.1


PhyCH information elements





Frequency info
MD

Frequency info 10.3.6.30
Default value is the existing value of frequency information

Uplink radio resources





Maximum allowed UL TX power
MD

Maximum allowed UL TX power 10.3.6.33
Default value is the existing maximum UL TX power

CHOICE channel requirement
OP


At least one spare choice (criticality = reject) required

>Uplink DPCH info 


Uplink DPCH info 10.3.6.76


>PRACH Info (for RACH) 


PRACH Info (for RACH) 10.3.6.44


Downlink radio resources





CHOICE mode
MP




>FDD





>>Downlink information common for all radio links
OP

Downlink information common for all radio links 10.3.6.20


>>Downlink PDSCH information
OP

Downlink PDSCH information 10.3.6.26














>>CPCH SET Info
OP

CPCH SET Info 10.3.6.10


>TDD



(no data)

Downlink information per radio link list
OP


1 to <maxRL>



>Downlink information for each radio link
MP

Downlink information for each radio link 10.3.6.23





10.2.28
RADIO BEARER RELEASE

This message is used by UTRAN to release a radio bearer. It can also include modifications to the configurations of transport channels and/or physical channels.


RLC-SAP: AM or UM 


Logical channel: DCCH


Direction: UTRAN ( UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE Information Elements





Integrity check info
CH

Integrity check info 10.3.3.15


Integrity protection mode info
OP

Integrity protection mode info 10.3.3.18


Ciphering mode info
OP

Ciphering mode info 10.3.3.5


Activation time
MD

Activation time 10.3.3.1
Default value is "now"

New U-RNTI
OP

U-RNTI 10.3.3.45


New C-RNTI
OP

C-RNTI 10.3.3.8


DRX Indicator
MP

DRX Indicator 10.3.3.10


UTRAN DRX cycle length coefficient
MD

UTRAN DRX cycle length coefficient 10.3.3.47
Default value is the existing value of UTRAN DRX cycle length coefficient







CN Information Elements





CN Information info
OP

CN Information info 10.3.1.3


UTRAN mobility information elements





URA identity
OP

URA identity 10.3.2.6


RB Information Elements





RB information to release list
MP
1 to <maxRB>



>RB information to release
MP

RB information to release 10.3.4.16


RB information to be affected list
OP
1 to <maxRB>



>RB information to be affected
MP

RB information to be affected 10.3.4.14


TrCH Information Elements





Uplink transport channels





UL Transport channel information common for all transport channels
OP

UL Transport channel information common for all transport channels 10.3.5.24


Deleted TrCH information list
OP
1 to <axTrCH>



>Deleted UL TrCH information
MP

Deleted UL TrCH information 10.3.5.5


Added or Reconfigured TrCH
 information list
OP
1 to <maxTrCH>



>Added or Reconfigured UL TrCH information
MP

Added or Reconfigured UL TrCH information 10.3.5.2


CHOICE mode
OP




>FDD





>>CPCH set ID
OP

CPCH set ID 10.3.5.3


>> Added or Reconfigured TrCH
 information for DRAC list
OP
1 to <maxTrCH>



>>>DRAC static information
MP

DRAC static information 10.3.5.7


>TDD



(no data)

Downlink transport channels





DL Transport channel information common for all transport channels
OP

DL Transport channel information common for all transport channels 10.3.5.6


Deleted TrCH information list
OP
1 to <maxTrCH>



>Deleted DL TrCH information
MP

Deleted DL TrCH information 10.3.5.4


Added or Reconfigured TrCH
 information list
OP
1 to <maxTrCH>



>Added or Reconfigured DL TrCH information
MP

Added or Reconfigured DL TrCH information 10.3.5.1


PhyCH information elements





Frequency info
MD

Frequency info 10.3.6.30
Default value is the existing value of frequency information

Uplink radio resources





Maximum allowed UL TX power
MD

Maximum allowed UL TX power 10.3.6.33
Default value is the existing maximum UL TX power

CHOICE channel requirement
OP


At least one spare choice (criticality = reject) required

>Uplink DPCH info 


Uplink DPCH info 10.3.6.76


>PRACH Info (for RACH) 


PRACH Info (for RACH) 10.3.6.44


Downlink radio resources





CHOICE mode





>FDD





>>Downlink information common for all radio links
OP

Downlink information common for all radio links 10.3.6.20


>>Downlink PDSCH information
OP

Downlink PDSCH information 10.3.6.26














>>CPCH SET Info
OP

CPCH SET Info 10.3.6.10


>TDD



(no data)

Downlink information per radio link list
OP
1 to <maxRL>

Send downlink information for each radio link to be set-up

>Downlink information for each radio link
MP

Downlink information for each radio link 10.3.6.23





10.2.31
RADIO BEARER SETUP

This message is sent by UTRAN to the UE to establish new radio bearer(s). It can also include modifications to the configurations of transport channels and/or physical channels.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE Information Elements





Integrity check info
CH

Integrity check info 10.3.3.15


Integrity protection mode info
OP

Integrity protection mode info 10.3.3.18


Ciphering mode info
OP

Ciphering mode info 10.3.3.5


Activation time
MD

Activation time 10.3.3.1
Default value is "now"

New U-RNTI
OP

U-RNTI 10.3.3.45


New C-RNTI
OP

C-RNTI 10.3.3.8


DRX Indicator
MP

DRX Indicator 10.3.3.10


UTRAN DRX cycle length coefficient
MD

UTRAN DRX cycle length coefficient 10.3.3.47
Default value is the existing value of UTRAN DRX cycle length coefficient







CN Information Elements





CN Information info
OP

CN Information info 10.3.1.3


UTRAN mobility information elements





URA identity
OP

URA identity 10.3.2.6


RB Information Elements





Signalling RB information to setup list
OP
1 to <maxSRBsetup>

For each signalling radio bearer established

>Signalling RB information to setup
MP

Signalling RB information to setup 10.3.4.21


RAB information to setup list
MP
1 to <maxRABsetup>

For each RAB established

>RAB information for setup
MP

RAB information to setup 10.3.4.9


RB information to be affected list
OP
1 to <maxRB>



>RB information to be affected
MP

RB information to be affected 10.3.4.14


TrCH Information Elements





Uplink transport channels





UL Transport channel information common for all transport channels
OP

UL Transport channel information common for all transport channels 10.3.5.24


Deleted TrCH information list
OP
1 to <maxTrCH>



>Deleted UL TrCH information
MP

Deleted UL TrCH information 10.3.5.5


Added or Reconfigured TrCH
 information list
OP
1 to <maxTrCH>



>Added or Reconfigured UL TrCH information
MP

Added or Reconfigured UL TrCH information 10.3.5.2


CHOICE mode
OP




>FDD





>>CPCH set ID
OP

CPCH set ID 10.3.5.3


>> Added or Reconfigured TrCH
 information for DRAC list
OP
1 to <maxTrCH>



>>>DRAC static information
MP

DRAC static information 10.3.5.7


>TDD



(no data)

Downlink transport channels





DL Transport channel information common for all transport channels
OP

DL Transport channel information common for all transport channels10.3.5.6


Deleted TrCH information list
OP
1 to <maxTrCH>



>Deleted DL TrCH information
MP

Deleted DL TrCH information 10.3.5.4


Added or Reconfigured TrCH
 information list
OP
1 to <maxTrCH>



>Added or Reconfigured DL TrCH information
MP

Added or Reconfigured DL TrCH information 10.3.5.1


PhyCH information elements





Frequency info
MD

Frequency info 10.3.6.30
Default value is the existing value of frequency information

Uplink radio resources





Maximum allowed UL TX power
MD

Maximum allowed UL TX power 10.3.6.33
Default value is the existing maximum UL TX power

CHOICE channel requirement
OP


At least one spare choice (criticality = reject) required

>Uplink DPCH info 


Uplink DPCH info 10.3.6.76


>PRACH Info (for RACH) 


PRACH Info (for RACH) 10.3.6.44


Downlink radio resources





CHOICE mode





>FDD





>>Downlink information common for all radio links
OP

Downlink information common for all radio links10.3.6.20


>>Downlink PDSCH information
OP

Downlink PDSCH information10.3.6.26














>>CPCH SET Info
OP

CPCH SET Info 10.3.6.10


>TDD



(no data)

Downlink information per radio link list
OP
1 to <maxRL>

Send downlink information for each radio link 

>Downlink information for each radio link
MP

Downlink information for each radio link 10.3.6.23


10.2.54
TRANSPORT CHANNEL RECONFIGURATION

This message is used by UTRAN to configure the transport channel of a UE. This also includes a possible reconfiguration of physical channels. The message can also be used to assign a TFC subset and reconfigure physical channel.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE Information Elements





Integrity check info
CH

Integrity check info 10.3.3.15


Integrity protection mode info
OP

Integrity protection mode info 10.3.3.18


Ciphering mode info
OP

Ciphering mode info 10.3.3.5


Activation time
MD

Activation time 10.3.3.1
Default value is "now"

New U-RNTI
OP

U-RNTI 10.3.3.45


New C-RNTI
OP

C-RNTI 10.3.3.8


DRX Indicator
MP

DRX Indicator 10.3.3.10


UTRAN DRX cycle length coefficient
MD

UTRAN DRX cycle length coefficient 10.3.3.47
Default value is the existing value of UTRAN DRX cycle length coefficient







CN Information Elements





CN Information info
OP

CN Information info 10.3.1.3


UTRAN mobility information elements





URA identity
OP

URA identity 10.3.2.6


RB information elements





RB with PDCP information list
OP
1 to <maxRBallRABs>

This IE is needed for each RB having PDCP in the case of lossless SRNS relocation

>RB with PDCP information
MP

RB with PDCP information

10.3.4.19


TrCH Information Elements





Uplink transport channels





UL Transport channel information common for all transport channels
OP

UL Transport channel information common for all transport channels 10.3.5.24


Added or Reconfigured TrCH
 information list
MP
1 to <maxTrCH>



>Added or Reconfigured UL TrCH information
MP

Added or Reconfigured UL TrCH information 10.3.5.2


CHOICE mode
OP




>FDD





>>CPCH set ID
OP

CPCH set ID 10.3.5.3


>> Added or Reconfigured TrCH
 information for DRAC list
OP
1 to <maxTrCH>



>>>DRAC static information
MP

DRAC static information 10.3.5.7


>TDD



(no data)

Downlink transport channels





DL Transport channel information common for all transport channels
OP

DL Transport channel information common for all transport channels 10.3.5.6


Added or Reconfigured TrCH
 information list
MP
1 to <maxTrCH>



>Added or Reconfigured DL TrCH information
MP

Added or Reconfigured DL TrCH information

10.3.5.1


PhyCH information elements





Frequency info
MD

Frequency info 10.3.6.30
Default value is the existing value of frequency information

Uplink radio resources





Maximum allowed UL TX power
MD

Maximum allowed UL TX power 10.3.6.33
Default value is the existing maximum UL TX power

CHOICE channel requirement
OP


At least one spare choice (criticality = reject) required

>Uplink DPCH info 


Uplink DPCH info 10.3.6.76


>PRACH Info (for RACH) 


PRACH Info (for RACH) 10.3.6.44


Downlink radio resources





CHOICE mode





>FDD





>>Downlink information common for all radio links
OP

Downlink information common for all radio links 10.3.6.20


>>Downlink PDSCH information
OP

Downlink PDSCH information 10.3.6.26














>>CPCH set Info
OP

CPCH set Info 10.3.6.10


>TDD



(no data)

Downlink information per radio link list
OP
1 to <maxRL>

Send downlink information for each radio link 

>Downlink information for each radio link
MP

Downlink information for each radio link 10.3.6.23


11.2
PDU definitions

. . .

-- ***************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION

--

-- ***************************************************

-- CR285, CR337, CR392

PhysicalChannelReconfiguration ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



-- TABULAR: UL-ChannelRequirement contains the choice 



-- between UL DPCH info and PRACH info for RACH.



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL,





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL,





cpch-SetInfo




CPCH-SetInfo



OPTIONAL




},




tdd







NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

. . .

-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION

--

-- ***************************************************

-- CR285, CR337, CR392

RadioBearerReconfiguration ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-InformationReconfigList

RB-InformationReconfigList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfo2List

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL,





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL,





cpch-SetInfo




CPCH-SetInfo



OPTIONAL




},




tdd







NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

. . .

-- ***************************************************

--

-- RADIO BEARER RELEASE

--

-- ***************************************************

-- CR285, CR337, CR392

RadioBearerRelease ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfo2List

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL,





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL,





cpch-SetInfo




CPCH-SetInfo



OPTIONAL




},




tdd






NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

. . .

-- ***************************************************

--

-- RADIO BEARER SETUP

--

-- ***************************************************

-- CR285, CR337, CR392

RadioBearerSetup ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL,





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL,





cpch-SetInfo




CPCH-SetInfo



OPTIONAL




},




tdd







NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

. . .

-- ***************************************************

--

-- TRANSPORT CHANNEL RECONFIGURATION

--

-- ***************************************************

-- CR285, CR337, CR392

TransportChannelReconfiguration ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL,





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL,





cpch-SetInfo




CPCH-SetInfo



OPTIONAL




},




tdd






NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

. . .
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