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R2-001450
agreed
25.331
462
1
Max Window Size in RLC capabilities
F
3.3.0
3.4.0

R2-001758
agreed
25.331
463
3
UE handling of CFN
F
3.3.0
3.4.0

R2-001475
agreed
25.331
464
1
Correction of padding description in clause 12
F
3.3.0
3.4.0

R2-001545
agreed
25.331
465
1
Window size in RLC info
F
3.3.0
3.4.0

R2-001520
agreed
25.331
466
1
TFC Control Duration
F
3.3.0
3.4.0

R2-001460
agreed
25.331
467

System Information Block Tabular Information
F
3.3.0
3.4.0

R2-001521
agreed
25.331
469
1
Frequency encoding in inter-system handover messages
F
3.3.0
3.4.0

R2-001490
agreed
25.331
470

RRC message size optimisation regarding TFS parameters 
F
3.3.0
3.4.0

R2-001749
agreed
25.331
471
2
RACH selection
F
3.3.0
3.4.0

R2-001496
agreed
25.331
472

DRX cycle lower limit
F
3.3.0
3.4.0

R2-001505
agreed
25.331
474

Rx window size in RLC info
F
3.3.0
3.4.0

R2-001783
agreed
25.331
476
1
Corrections & optimisations regarding system information blocks of length 215..221
F
3.3.0
3.4.0

R2-001826
agreed
25.331
477
1
Corrections on 8.1.1 resulting from RRC review at R2#14
F
3.3.0
3.4.0

R2-001769
agreed
25.331
478
1
Corrections to the RRC connection release procedure
F
3.3.0
3.4.0

R2-001784
agreed
25.331
479
1
New release cause for signalling connection re-establishment
F
3.3.0
3.4.0

R2-001790
agreed
25.331
480
1
Correction to IE midamble shift and burst type
F
3.3.0
3.4.0

R2-001860
agreed
25.331
481
1
Correction in RLC info
F
3.3.0
3.4.0

R2-001609
agreed
25.331
483

Description of CTCH occasions
F
3.3.0
3.4.0

R2-001786
agreed
25.331
485
1
TDD CCTrCH UL/DL Pairing for Inner Loop Power Control
F
3.3.0
3.4.0

R2-001729
agreed
25.331
486
1
DCCH and BCCH Signaling of TDD UL OL PC Information
F
3.3.0
3.4.0

