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1. When the UE transmits a RRC message on the UL CCCH it receives a response on DL (in UM). As the UE has not received any prior data in DL, it does not know the current RLC SN in DL. Thus, the UE does not know if the first received PDU is the first transmitted PDU or if some PDUs have been lost. 
According to the current specification, the UE must then discard all data up to the first received LI, in order to assure that only complete SDUs are delivered to higher layer. To avoid that the RRC message in DL is discarded, an indication is given to RLC to use a special LI.
2. The procedure is also applicable for SHCCH. 
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10.2
Radio Resource Control messages

In connected mode, RB 0,1,2, 3 and optionally 4 are available for usage by RRC messages using RLC-TM, RLC-UM and RLC-AM on the DCCH and CCCH. The UE and UTRAN shall select radio bearer for RRC messages using RLC-TM, RLC-UM or RLC-AM on the DCCH and CCCH, according to the following:

-
RB 0 shall be used for all messages sent on the CCCH.

-
RB 1 shall be used for all messages sent on the DCCH, when using RLC unacknowledged mode (RLC-UM).

-
RB 2 shall be used for all messages sent on the DCCH, when using RLC acknowledged mode (RLC-AM), except for the INITIAL DIRECT TRANSFER, DOWNLINK DIRECT TRANSFER and UPLINK DIRECT TRANSFER messages.

-
RB 3 or 4 shall be used by the DOWNLINK DIRECT TRANSFER (RB3) and UPLINK DIRECT TRANSFER messages sent on the DCCH in RLC acknowledged mode (RLC-AM), as specified in subclause 8.1.8., 8.1.9 and 8.1.10.

-
For RRC messages on the DCCH using RLC transparent mode (RLC-TM), the transparent signalling DCCH shall be used.

When a RRC message is transmitted in DL on CCCH or SHCCH using RLC UM, RRC should indicate to RLC that a special RLC length indicator should be used [25.322]. The UE shall assume that this indication has been given. The special length indicator indicates that a RLC SDU begins in the beginning of a RLC PDU.
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9) 
For each group of changes, insert the correct starting page number. The number should be that which is a clean unmodified specification. It is only a guide to the reader only and so they can be +/- 1 page number wrong. Insert the page number using the following method. Go to the line following the first section break in your CR. Choose the menu item insert / page number / format / start at and insert the correct starting page number for that group of changes. click "OK" and then "CLOSE" (don't press "OK" at this last step). Repeat this step for each section break.
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When you have finished making all changes, go to "tools / track changes / highlight changes" and uncheck the "track changes while editing" box, otherwise the page numbers in the headers will be difficult to read. Make sure that the two other options in this box (highlight changes on screen" and "highlight changes in printed document" are both maked "X".


Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"
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ftp://ftp.3gpp.org/information/drafting-rules.pdf
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