1

TSG-RAN Working Group 3 Meeting #15
Document
R3-002213

Berlin, Germany, 21st –25th August 2000

e.g. for 3GPP use the format  TP-99xxx 

or for SMG, use the format  P-99-xxx







CHANGE REQUEST
Please see embedded help file at the bottom of this
page for instructions on how to fill in this form correctly.




25.423
CR
188
Current Version:
3.2.0








GSM (AA.BB) or 3G (AA.BBB) specification number (

( CR number as allocated by MCC support team



For submission to: 
TSG RAN #9
for approval
X

strategic

(for SMG

list expected approval meeting # here (
for information


non-strategic

use only)





Form: CR cover sheet, version 2 for 3GPP and SMG        The latest version of this form is available from: ftp://ftp.3gpp.org/Information/CR-Form-v2.doc



Proposed change affects:
(U)SIM

ME

UTRAN / Radio
X
Core Network


(at least one should be marked with an X)



Source:
R-WG3
Date: 
August 2000



Subject:
Measurement Grouping to be Optional in the DRNC



Work item:




Category: 
F
Correction
X
Release: 
Phase 2



A
Corresponds to a correction in an earlier release


Release 96


(only one category 
B
Addition of feature


Release 97


shall be marked
C
Functional modification of feature


Release 98


with an X)
D
Editorial modification


Release 99
X





Release 00




Reason for 
change:

In the current RNSAP specification it is unclear whether grouping of measurement results is mandatory or optional. There are several problems with measurement reporting in a DRNC. The following problems have been identified (apart from the specification being ambiguous): 

1. Report Characteristics.

Grouping of measurements is only relevant for measurements initiated with the Report Characteristics set to “Periodic”.

2. Delay.

The “store and forward” behaviour when grouping measurement results in the DRNC may add (in the worst case) almost one “Report Period” of delay to the reporting of one object.

3. Time Stamping.

The DRNC has the option of putting a time stamp on the measurement report. This time stamp can not be correct for all the different measurement values in the measurement report.

To avoid this problem this CR changes the grouping of measurement results (for multiple dedicated measurement objects) to be optional in the DRNC. 

Consequences if this CR is not accepted: 

The RNSAP specification will be ambiguous on the issue of measurement reporting, which may lead to inter-working problems.
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8.3.11.2
Successful Operation
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Figure 1: Measurement Initiation procedure, Successful Operation

The procedure is initiated with a DEDICATED MEASUREMENT INITIATION REQUEST message sent from the SRNC to the DRNC.

Upon reception, the DRNC shall initiate the requested measurement according to the parameters given in the request. Unless specified below, the meaning of the parameters are given in other specifications.

If the Dedicated Measurement Object Type IE is set to "RL", measurement results shall be reported for all of the indicated Radio Links.
[FDD - If the Dedicated Measurement Object Type IE is set to "RLS", measurement results shall be reported for all of the indicated Radio Link Sets.]
If the Dedicated Measurement Object Type IE is set to "ALL RL", measurement results shall be reported for all current and future Radio Links within the UE Context. 
[FDD - If the Dedicated Measurement Object Type IE is set to "ALL RLS", measurement results shall be reported for all the existing and future Radio Link Sets within the UE Context.]

Report characteristics
The Report Characteristics IE indicates how the reporting of the measurement shall be performed.

If the Report Characteristics IE is set to 'On-Demand', the DRNS shall report the measurement result immediately.

If the Report Characteristics IE is set to 'Periodic', the DRNS shall periodically initiate a Measurement Report procedure for this measurement, with the requested report periodicity.

If the Report Characteristics IE is set to 'Event A', the DRNS shall initiate a Measurement Reporting procedure when the measured entity rises above the requested threshold and stays there for the requested hysteresis time. If no hysteresis time is given, the DRNC shall use the value zero for the hysteresis time.

If the Report Characteristics IE is set to 'Event B', the DRNS shall initiate a Measurement Reporting procedure when the measured entity falls below the requested threshold and stays there for the requested hysteresis time. If no hysteresis time is given, the DRNC shall use the value zero for the hysteresis time.

If the Report Characteristics IE is set to 'Event C', the DRNS shall initiate a Measurement Reporting procedure when the measured entity rises more than the requested threshold within the requested time.

If the Report Characteristics IE is set to 'Event D', the DRNS shall initiate a Measurement Reporting procedure when the measured entity falls more than the requested threshold within the requested time.

If the Report Characteristics IE is set to 'Event E', the DRNS shall initiate a Measurement Reporting procedure when the measured entity rises above the 'Measurement Threshold 1' and stays there for the 'Measurement Hysteresis Time' (Report A). The DRNS shall also initiate a Measurement Reporting procedure when the measured entity falls below the 'Measurement Threshold 2' and stays there for the 'Measurement Hysteresis Time' (Report B). If the Report Periodicity IE is provided, the DRNS shall initiate Measurement Reporting procedures periodically, with the requested frequency, between Report A and Report B. If 'Measurement Threshold 2' is not present, the DRNS shall use 'Measurement Threshold 1' instead. If no 'Measurement Hysteresis Time' is provided, the DRNC shall use the value zero as hysteresis times for both Report A and Report B.

If the Report Characteristics IE is set to 'Event F', the DRNS shall initiate a Measurement Reporting procedure when the measured entity falls below the 'Measurement Threshold 1' and stays there for the 'Measurement Hysteresis Time' (Report A). The DRNS shall also initiate a Measurement Reporting procedure when the measured entity rises above the 'Measurement Threshold 2' and stays there for the 'Measurement Hysteresis Time' (Report B). If the Report Periodicity IE is provided, the DRNS shall initiate Measurement Reporting procedures periodically, with the requested frequency, between Report A and Report B. If 'Measurement Threshold 2' is not present, the DRNS shall use 'Measurement Threshold 1' instead. If no 'Measurement Hysteresis Time' is provided, the DRNC shall use the value zero as hysteresis times for both Report A and Report B.

If at the start of the measurement, the reporting criteria are fulfilled for any of Event A, Event B, Event E or Event F, the DRNS shall initiate a Measurement Reporting procedure immediately, and then continue with the measurements as specified in the DEDICATED MEASUREMENT INITIATION REQUEST message.

Higher layer filtering
The Measurement Filter Coefficient IE indicates how filtering of the measurement values shall be performed before measurement event evaluation and reporting.

The averaging shall be performed according to the following formula.
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The variables in the formula are defined as follows:

Fn   is the updated filtered  measurement result

Fn-1   is  the old filtered measurement result

Mn is the latest received measurement result from physical layer measurements

a = 1/2(k/2) , where k is the parameter received in the Measurement Filter Coefficient IE. If the Measurement Filter Coefficient IE is not present, a shall be set to 1 (no filtering) 

In order to initialise the averaging filter, F0 is set to M1 when the first measurement result from the physical layer measurement is received.

The physical layer measurement results are sampled once every measurement period. For most measurements the measurement period and the accuracy are defined in [23] / [24]. For those measurements not covered in [23] / [24], the following measurement period and accuracy are applicable:

Measurement
Accuracy
Measurement period

SIR error
Determined by accuracy of SIR value used for calculating the SIR error (see[23]/[24])
See SIR measurement in [23]/[24]

Response message
If the DRNS was able to initiate the measurement requested by the SRNS it shall respond with the DEDICATED MEASUREMENT INITIATION RESPONSE message. The message shall include the same Measurement Id that was used in the measurement request.

Only in the case when the Report Characteristics IE is set to "On-Demand", the DEDICATED MEASUREMENT INITIATION RESPONSE message shall contain the measurement result. In this case also the Dedicated Measurement Object IE shall be included if it was included in the request message.

8.3.12.2
Successful Operation
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Figure 2: Measurement Reporting procedure, Successful Operation

If the requested measurement reporting criteria are met, the DRNS shall initiate a Measurement Reporting procedure. If the measurement was initiated (by the Measurement Initiation procedure) for multiple dedicated measurement objects, the DRNC may include measurement values for multiple objects in the DEDICATED MEASUREMENT REPORT message. Unless specified below, the meaning of the parameters are given in other specifications.

The Dedicated Measurement Id IE shall be set to the Dedicated Measurement Id provided by the SRNC when initiating the measurement with the Measurement Initiation procedure.

If the achieved measurement accuracy does not fulfil the given accuracy requirement, the Measurement not available shall be reported.
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