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Reason for 
change:

The Physical Shared Channel procedure needs to clarify the handling of IE’s which are optional to avoid problems in interoperatibility.The list of identified problem IE’s were identified:

PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST

PUSCH and PDSCH SETS to ADD  - redesigned and fixed in CR 169

PUSCH and PDSCH SETS to Modify – redesigned and fixed in CR 169

PUSCH and PDSCH Information groups and IEs– redesigned and fixed in CR 169

PUSCH and PDSCH SETS to delete – clarified in this CR

Additionally an instance of a specific cause is not necessary and is thus deleted
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8.2.18
Physical Shared Channel Reconfiguration [TDD]
8.2.18.1
General

This procedure is used for handling PDSCH Sets and PUSCH Sets in the Node B, i.e.

· Adding new PDSCH Sets and/or PUSCH Sets,

· Modifying these, and

· Deleting them.

8.2.18.2
Successful Operation
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Figure 26: Physical Shared Channel Reconfiguration: Successful Operation

The procedure is initiated with a PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message sent from the CRNC to the Node B.

PDSCH/PUSCH Deletion

If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any PDSCH sets or PUSCH sets to be deleted the Node B shall delete these new sets to its PDSCH/PUSCH configuration.

In the successful case, the Node B shall add, modify and delete the PDSCH Sets and PUSCH Sets in the Common Transport Channel data base, as requested in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST, and shall make these available to all the current and future DSCH and USCH transport channels; and shall respond with PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE:

8.2.18.3
Unsuccessful Operation
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Figure 17: Physical Shared Channel Reconfiguration procedure: Unsuccessful Opreration

If the Node B is not able to support all parts of the configuration, it shall reject the configuration of all the channels in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message. The Cause Value IE shall be set to an appropriate value.

If the configuration was unsuccessful, the Node B shall respond with the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message:

Typical cause values are as follows:

Radio Network Layer Cause

-
Cell not available

-
Node B Resources unavailable
Transport Layer Cause

-
Transport Resources Unavailable
Protocol Cause

-
Semantic error
Miscellaneous Cause

-
O&M Intervention

-
Unspecified Failure

-
Control processing overload

-
HW failure
8.2.18.4
Abnormal Conditions

-
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