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7
Receiver characteristics

7.1
General

The requirements in this clause 7 assume that the receiver is not equipped with diversity. For receivers with diversity, the requirements apply to each antenna connector separately, with the other one(s) terminated or disabled .The requirements are otherwise unchanged.

7.2
Reference sensitivity level

The reference sensitivity is the minimum receiver input power measured at the antenna connector at which the FER/BER does not exceed the specific value indicated in section 7.2.1. 

7.2.1
Minimum Requirement

For the measurement channel specified in Annex A, the reference sensitivity level and performance of the BS shall be as specified in table 7.1 below.

Table 7.1: BS reference sensitivity levels

	Data rate
	BS reference sensitivity level (dBm)
	FER/BER

	12.2 kbps
	-109 dBm
	BER shall not exceed 0.001




7.3
Dynamic range 

Receiver dynamic range is the receiver ability to handle a rise of interference in the reception frequency channel. The receiver shall fulfil a specified BER requirement for a specified sensitivity degradation of the wanted signal in the presence of an interfering AWGN signal in the same reception frequency channel.

7.3.1 Minimum requirement

The BER shall not exceed 0.001 for the parameters specified in Table 7.2.

Table 7.2: Dynamic Range

	Parameter
	Level
	Unit

	Data rate
	12.2
	kbps

	Wanted signal
	<REFSENS> + 30 dB
	dBm

	Interfering AWGN signal
	-73
	dBm/3.84 MHz
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