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4.3
Service type in Idle mode

This chapter defines the level of service that may be provided by the network to a UE in Idle mode.

The action of camping on a cell is necessary to get access to some services. Three levels of services are defined for UE in idle mode:

-
Limited service (emergency calls on an acceptable cell)

-
Normal service (for public use on a suitable cell)

-
Operator service (for operators only on a reserved cell)

Furthermore, the cells are categorised according to which services they offer: 

acceptable cell:

An "acceptable cell" is a cell on which the UE may camp to obtain limited service (originate emergency calls). Such a cell shall fulfil the following requirements, which is the minimum set of requirements to initiate an emergency call in a UTRAN network:

-
The cell is not barred, see subclause 5.3.4.1

-
The cell selection criteria are fulfilled, see subclause 5.2.3.1.2;

suitable cell:

A "suitable cell" is a cell on which the UE may camp on to obtain normal service. Such a cell shall fulfil all the following requirements.

-
The cell is part of the selected PLMN. 
-
The cell is not barred, see subclause 5.3.4.1.

-
The cell is not part of the list of "forbidden LAs for regional provision of service"[9].
-
The cell selection criteria are fulfilled, see subclause 5.2.3.1.2.

-
The SoLSA criteria are fulfilled [SoLSA support is not in the current release].

barred cell:

A cell is barred if it is so indicated in the system information [4].
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