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12.2
ECN link module for RRC

RRC-ECN-Link-Module LINK-DEFINITIONS ::=

BEGIN













IMPORTS


RRC-encodings



-- Encoding objects for RRC messages

FROM RRC-Encoding-Definitions;

ENCODE Class-definitions 


WITH RRC-encodings


COMPLETED BY PER-BASIC-UNALIGNED

ENCODE PDU-definitions 


WITH RRC-encodings


COMPLETED BY PER-BASIC-UNALIGNED

ENCODE InformationElements 


WITH RRC-encodings


COMPLETED BY PER-BASIC-UNALIGNED

ENCODE Internode-definitions 


WITH RRC-encodings


COMPLETED BY PER-BASIC-UNALIGNED

END

12.3
ECN modules for RRC

The encoding definition module "RRC-Encoding-Definitions" contains definition of the encoding object set "RRC‑encodings". The encoding object set contains all the specialized encoding for RRC.

RRC-Encoding-Definitions ENCODING-DEFINITIONS ::=

BEGIN

EXPORTS


RRC-encodings;

RRC-encodings #ENCODINGS ::= {


-- Trailing bits


outer-encoding
}

--**************************************************************

--

-- The trailing bits in all RRC messages shall be ignored 

-- (including unknown message contents & unknown extensions).

-- This overrides the default PER behavior which pads the last

-- octet with zero bits.
--

--**************************************************************

outer-encoding #OUTER ::= {


ENCODER-DECODER {


}


DECODE AS IF {



POST-PADDING
encoder-option


}

}

END
Class-definitions-ECN-Module ENCODING-DEFINITIONS ::=

BEGIN

END

PDU-definitions-ECN-Module ENCODING-DEFINITIONS ::=

BEGIN

END

InformationElements-ECN-Module ENCODING-DEFINITIONS ::=

BEGIN

END

Internode-definitions-ECN-Module ENCODING-DEFINITIONS ::=

BEGIN

END
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