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	No.
	R1 T-doc
	Spec
	CR
	Rev
	Subject
	Cat
	V_old
	V_new

	1
	R1-01-0112
	25.214
	142
	1
	Uplink power control in compressed mode
	F
	3.5.0
	3.6.0

	2
	R1-01-0052
	25.214
	144
	-
	Removal of the power balancing algorithm from TS 25.214
	F
	3.5.0
	3.6.0

	3
	R1-01-0053
	25.214
	145
	-
	Clarification of Nid parameter – when SSDT and uplink compressed mode are in operation
	F
	3.5.0
	3.6.0

	4
	R1-01-0085
	25.214
	146
	-
	Clarification of closed loop transmit diversity mode 1 and mode 2 operation during compressed mode
	F
	3.5.0
	3.6.0

	5
	R1-01-0352
	25.214
	148
	1
	Clarification of UE SIR estimation
	F
	3.5.0
	3.6.0

	6
	R1-01-0357
	25.214
	150
	1
	Clarification of the order of SSDT signalling in 2 bit FBI
	F
	3.5.0
	3.6.0

	7
	R1-01-0359
	25.214
	154
	1
	Uplink power control preamble
	F
	3.5.0
	3.6.0

	8
	R1-01-0279
	25.214
	155
	-
	Correction of limited power raise
	F
	3.5.0
	3.6.0

	9
	R1-01-0282
	25.214
	156
	-
	Clarification of initialisation procedure
	F
	3.5.0
	3.6.0

	10
	R1-01-0285
	25.214
	158
	-
	Definition of power control step size for algorithm 2
	F
	3.5.0
	3.6.0

	11
	R1-01-0353
	25.214
	161
	1
	Correction of the UE behaviour in SSDT mode
	F
	3.5.0
	3.6.0

	12
	R1-01-0419
	25.214
	163
	-
	Correction on downlink synchronisation primitives
	F
	3.5.0
	3.6.0


