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9.1.23
PAGING

This message is sent by the CN to request UTRAN to page a specific UE.

Direction: CN ( RNC.

Signalling bearer mode: Connectionless.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	CN Domain Indicator
	M
	
	9.2.1.5
	
	YES
	ignore

	Permanent NAS UE Identity
	M
	
	9.2.3.1
	
	YES
	ignore

	Temporary UE Identity
	O
	
	9.2.3.2
	
	YES
	ignore

	Paging Area ID
	O
	
	9.2.1.21
	
	YES
	ignore

	Paging Cause
	O
	
	9.2.3.3
	
	YES
	ignore

	Non Searching Indication
	O
	
	9.2.1.22
	
	YES
	ignore

	DRX Cycle Length Coefficient
	C - ifAvailforUE
	
	9.2.1.37
	
	YES
	ignore


	Condition
	Explanation

	ifAvailforUE
	This IE shall be included whenever available for that UE.


9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RANAP.

--

-- **************************************************************

	****      LOTS OF UNAFFECTED ASN.1 DESCRIPTION FROM SECTION 9.3.3 REMOVED     ****


-- **************************************************************

--

-- PAGING ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Paging

--

-- **************************************************************

Paging ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {PagingIEs} },


protocolExtensions

ProtocolExtensionContainer { {PagingExtensions} }




OPTIONAL,


...

}

PagingIEs RANAP-PROTOCOL-IES ::= {


{ ID id-CN-DomainIndicator


CRITICALITY ignore
TYPE CN-DomainIndicator



PRESENCE mandatory
} |


{ ID id-PermanentNAS-UE-ID 


CRITICALITY ignore
TYPE PermanentNAS-UE-ID



PRESENCE mandatory
} |


{ ID id-TemporaryUE-ID



CRITICALITY ignore
TYPE TemporaryUE-ID



PRESENCE optional
} |


{ ID id-PagingAreaID



CRITICALITY ignore
TYPE PagingAreaID



PRESENCE optional
} |


{ ID id-PagingCause



CRITICALITY ignore
TYPE PagingCause



PRESENCE optional
} |


{ ID id-NonSearchingIndication


CRITICALITY ignore
TYPE NonSearchingIndication


PRESENCE optional
} |


{ ID id-DRX-CycleLengthCoefficient



CRITICALITY ignore
TYPE DRX-CycleLengthCoefficient



PRESENCE conditional

-- This IE shall be included whenever available for that UE --












} ,


...

}

PagingExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

	****      LOTS OF UNAFFECTED ASN.1 DESCRIPTION FROM SECTION 9.3.3 REMOVED     ****
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