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4.5.1.1.2.2
Establishment procedure in case ii

The SCCP signalling connection establishment is initiated, by the Core Network, in connection with performing a Relocation.

Initiation

The Core Network initiates the connection establishment by sending an SCCP connection request message to the RNC. Optionally, a RANAP message may be included in the user data field of the SCCP connection request message.

Termination

-
successful outcome

-
The SCCP connection confirm message, which may optionally contain a connection oriented RANAP message in the user data field, is returned to the Core Network.

-
unsuccessful outcome

-
If the SCCP signalling connection establishment fails, an SCCP connection refusal message will be sent back to the Core Network. This message may contain a RANAP message in the user data field.

RNC                                        CN

CR {SSN=RANAP, a1=y,RANAP message or no user data}
<-----------------------------------------


CC {a1=x, a2=y, RANAP message or no user data}
------------------------------------------>

or
CREF{a2=y, RANAP message or no user data}
------------------------------------------>


a1 = source local reference,
a2 = destination local reference,

x = SCCP connection reference at the RNC,

y = SCCP connection reference at the CN.


Figure 4.3: Setting-up of CN Initiated SCCP Signalling Connection

4.5.1.1.3
SCCP connection release

This procedure is always initiated at the Core Network side in normal release case. 
An SCCP connection is released when the CN realises that a given signalling connection is no longer required. 
The CN sends a SCCP Released message. 
The procedure may be initiated at the Core Network side and the RNC side in any abnormal release case
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