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6.6
Transmit intermodulation

6.6.1
Definition and applicability

The transmit intermodulation performance is a measure of the capability of the transmitter to inhibit the generation of signals in its non linear elements caused by presence of the wanted signal and an interfering signal reaching the transmitter via the antenna.

The transmit intermodulation level is the power of the intermodulation products when a WCDMA modulated interference signal is injected into an antenna connector at a level of 30 dB lower than that of the wanted signal. The frequency of the interference signal shall be (5 MHz, (10 MHz and (15 MHz offset  from the subject signal carrier frequency, but excluding interference frequencies that are outside of the allocated frequency band for UTRA-FDD downlink specified in subclause 3.4.1. 
The requirements are applicable for  a single carrier.
6.6.2
Minimum Requirement

The transmit intermodulation level shall not exceed the out of band emission or the spurious emission requirements of subclauses 6.5.2 and 6.5.3.

The normative reference for this requirement is in TS 25.104 [1] subclause 6.7

6.6.3
Test purpose

The test purpose is to verify the ability of the BS transmitter to restrict the generation of intermodulation products in its non linear elements caused by presence of the wanted signal and an interfering signal reaching the transmitter via the antenna to below specified levels.
6.6.4
Method of test

6.6.4.1
Initial conditions

Test environment: 


normal; see subclause 4.4.1.

RF channels to be tested: 
B, M and T; see subclause 4.8

1)
Test set-up in accordance to annex B.

6.6.4.2
Procedures

1)
Generate the wanted signal in accordance to test model 1, subclause 6.1.1.1 at specified maximum BS output power.

2)
Generate the interference signal in accordance to test model 1, subclause 6.1.1.1 with frequency offset of 5 MHz relative to the wanted signal, but excluding interference frequencies that are outside of the allocated frequency band for UTRA-FDD downlink specified in subclause 3.4.1
3)
Adjust ATT1 so the level of the WCDMA modulated interference signal is as defined in subclause 6.6.1
4)
Perform the out of band emission test as specified in subclause 6.5.2 at the frequencies of all third and fifth order intermodulation products.
5)
Perform the spurious emission test as specified in subclause 6.5.3 at the frequencies of all third and fifth order intermodulation products.

6)
Verify that the emission level does not exceed the required level with the exception of interference signal frequencies.

7)
Repeat the test for interference frequency off set of -5 MHz but excluding interference frequencies that are outside of the allocated frequency band for UTRA-FDD downlink specified in subclause 3.4.1.

8)
Repeat the test for interference frequency off set of (10 MHz and (15 MHz but excluding interference frequencies that are outside of the allocated frequency band for UTRA-FDD downlink specified in subclause 3.4.1.
NOTE: 
The third order intermodulation products are (F1(2F2) and (2F1(F2), the fifth order intermodulation products are (2F1(3F2), (3F1(2F2), (4F1(F2), and (F1(4F2), where F1 represents the subject signal frequencies of 5 MHz channel and F2 represents the interference signal frequencies of 5 MHz channel.
6.6.5
Test Requirements

The WCDMA modulated interference signal shall be 30 dB below the wanted signal.
The measurements for out of band emission or spurious emission requirement due to intermodulation can be limited to the power of all third and fifth order intermodulation products.

NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F
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