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6.6.2.2
Adjacent Channel Leakage power Ratio (ACLR)

Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the transmitted power to the power measured in an adjacent channel. Both the transmitted and the adjacent channel power are measured through a matched filter (Root Raised Cosine and roll-off 0.22) with a noise power bandwidth equal to the chip rate. The requirements shall apply for all configurations of BS (single carrier or multi-carrier), and for all operating modes foreseen by the manufacturer’s specification.

The requirement depends on the deployment scenario. Three different deployment scenarios have been defined as given below.

6.6.2.2.1
Minimum Requirement

6.6.2.2.1.1
3,84 Mcps TDD Option
The ACLR shall be higher than the value specified in Table 6.7.

Table 6.7: BS ACLR

	BS adjacent channel offset
	ACLR limit

	± 5 MHz
	 45  dB

	± 10 MHz
	 55  dB


6.6.2.2.1.2
1,28 Mcps TDD Option
For the 1.28Mcps chip rate option, the ACLR shall be better than the value specified in Table 6.7A

Table 6.7A: BS ACLR (1.28Mcps chip rate)

	BS adjacent channel offset
	ACLR limit

	± 1.6 MHz
	 40  dB

	± 3.2 MHz
	45  dB


NOTE:
This requirement is valid for co-existence with frame and switching point synchronised systems, or for non-synchronised systems if the path loss between the BSs is greater than 107dB. 
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