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	Since at least R’97, it has been possible to build services based on the last known “GSM cell ID” of the mobile. Unfortunately, R’99 seems to have damaged this functionality.

Isolated impact:

In R’4 the GMLC can talk directly to the SGSN. For R’4, the RNC seems to need to be upgraded if:

the manufacturer/operator is using ‘long lived’ Iu interface connections for mobiles that are in the URA-PCH state

AND
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the operator is using a Gs interface between the MSC and SGSN to which the SRNC is connected, 

OR




the operator has interface(s) to GMLC(s) from the SGSN.
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	Clarification for the provision of a last known location for a UE.
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not approved:
	Location information will be out of line with earlier GSM release(s), will not work well.
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8.1.1
UE Cell ID is not known

For UE for which the cell ID is not known at the time the UE Positioning request is received at the SRNC, the UE may be paged to locate its current cell ID. If the UE is in an idle mode and there is a need for it to be paged, then the paging shall be initiated by the CN. If the UE is in URA_PCH state the paging may be initiated by the SRNC in UTRAN. For example, the UE can be forced to perform a transition to a Cell_FACH state to define the cell ID of its current cell.

If the UE is in an idle mode, or in a RRC connected state when there is a need to page for the UE to obtain the cell ID, the CN may initiate paging, authentication and ciphering, as specified in [13].

Alternatively, the cell ID may be determined as the one that was used during the last active connection to the UE. In the case the UE is not reachable, the last known position should include the age of location field.
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