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	RP_Num
	Tdoc_Num
	Specification
	CR_Num
	Revision_Num
	3G_Release
	CR_Subject
	CR_Category
	Cur_Ver_Num
	Workitem

	RP-020188
	R3-020736
	25.413
	409
	2
	Rel-5
	Transport Layer Address at RAB modification
	B
	4.3.0
	TEI

	RP-020188
	R3-020893
	25.413
	428
	3
	Rel-5
	Implementation of Handover/Relocation Solution for Inter-RAN Load Information Exchange between RAN and GERAN for Rel'5
	B
	4.3.0
	TEI

	RP-020188
	R3-020749
	25.423
	433
	4
	Rel-5
	Power Balancing Activation with Radio Link Setup and Radio Link Addition procedures in RNSAP
	C
	4.3.0
	TEI

	RP-020188
	R3-020751
	25.423
	434
	3
	Rel-5
	Power Balancing Restart with Radio Link Reconfiguration procedure in RNSAP
	C
	4.3.0
	TEI

	RP-020188
	R3-020269
	25.423
	473
	2
	Rel-5
	Traffic class signalling over Iur
	B
	4.3.0
	TEI

	RP-020188
	R3-020522
	25.423
	506
	2
	Rel-5
	Alignment to RAN4 specifications for CPICH Ec/No
	B
	4.3.0
	TEI

	RP-020188
	R3-020408
	25.423
	558
	
	Rel-5
	RNSAP Reset procedure
	B
	4.3.0
	TEI

	RP-020188
	R3-020748
	25.423
	569
	1
	Rel-5
	Uplink SIR Target in RL Setup Response TDD
	B
	4.3.0
	TEI

	RP-020188
	R3-020828
	25.423
	572
	2
	Rel-5
	Traffic class signalling for USCH
	B
	4.3.0
	TEI

	RP-020188
	R3-020819
	25.423
	577
	4
	Rel-5
	New Measurement Type in Common Measurements
	B
	4.3.0
	TEI

	RP-020188
	R3-020754
	25.423
	587
	1
	Rel-5
	Introduction of cell relation parameter
	B
	4.3.0
	TEI

	RP-020188
	R3-020521
	25.433
	425
	4
	Rel-5
	DL Power Capability as a shared resource between Cells
	B
	4.3.0
	TEI

	RP-020188
	R3-020750
	25.433
	496
	4
	Rel-5
	Power Balancing Activation with Radio Link Setup and Radio Link Addition procedures in NBAP
	C
	4.3.0
	TEI

	RP-020188
	R3-020752
	25.433
	497
	3
	Rel-5
	Power Balancing Restart with Radio Link Reconfiguration procedure in NBAP
	C
	4.3.0
	TEI

	RP-020188
	R3-020353
	25.433
	502
	2
	Rel-5
	Initial DL Power Per CCTrCH
	B
	4.3.0
	TEI

	RP-020188
	R3-020409
	25.433
	598
	
	Rel-5
	Introduction separate max PDSCH power limitation
	B
	4.3.0
	TEI


